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Chapter 1

Introduction

1.1 Multicarrier Systems

During the last decade, we have witnessed a widespread deployment of digital
communication services requiring an exchange of digital information at con-
stantly increasing data rates (e.g., audio and video conferencing, internet appli-
cations, digital television, ...). To satisfy this increasing demand for higher data
rates, the data rates over the existing transmission media must be enhanced.
For example, for internet connections over twisted pair cables, ISDN (integrated
services digital network), that provides only bit rates of 128 kilobits per second
(kbps), is becoming superseded by ADSL (asymmetric digital subscriber line),
that provides bit rates up to 7 megabits per second (Mbps) in the downlink
(from the network to the subscriber) and bit rates up to 800 kbps in the up-
link (from the subscriber to the network) [Bah99], [Chw91lal], [Chw91b], [Sal98].
The capacity that can be obtained with ADSL decreases with the length of the
twisted pair cable. In ADSL, the maximum cable length equals 5.5 km. In the
future, the telephone companies will provide fibre to the curb. In this case, the
distance that must be bridged by the twisted pair cable reduces to 200 m - 1.5
km. The technology that is developed for these short cable lengths is VDSL
(very high-bit-rate digital subscriber line) [Chw91b], that reaches higher capac-
ities than ADSL (up to 55 Mbps in the downlink and up to 2.3 Mbps in the
uplink). Another example is cellular telephony. The second generation of cellu-
lar telephones (GSM (global system for mobile communications) in Europe and
IS-95 (interim standard-95) in North America), that provides digital voice and
data services up to rates of 9.6 kbps, will be replaced in the near future by the
third generation of cellular telephones (UMTS (universal mobile telephone sys-
tem) in Europe and IMT-2000 (international mobile telecommunications-2000)
in North America) [0ja98], [Kni98], [Ada98], [Dah98], [Nan00]. This third gen-
eration of mobile telephones is now being standardised and the products are
expected to be available in the coarse of 2000-2001. The third generation of
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6 CHAPTER 1. INTRODUCTION

mobile telephones will support voice and data services up to rates of 2 Mbps.
Further, fixed local area networks (LAN) are being extended or replaced by
wireless LAN’s (WLAN), to allow the subscribers a low mobility (< 36 km/h).
Standards for WLAN are IEEE 802.11 and HIPERLAN (European high per-
formance radio LAN), that provide the capability to transmit bit rates up to
11 Mbps and 23.5 Mbps, respectively [Bah99], [IEEE97], [ETSI96]|, [ETSI99],
[vNe00]. In the future, one will provide full mobility for broadband applications
up to 155 Mbps with MBS (mobile broadband system). The goal of MBS, which
still is in the development stage, is to provide a mobile and wireless extension
or replacement of the fixed broadband ISDN (B-ISDN) connections [vNe00].

In conventional single carrier communication, the data symbols, generated
at a symbol rate R, are transmitted sequentially [Pro95], [Mey98], [Kur00],
[Sim95]. Each data symbol of the data stream at the transmitter is represented
by a pulse, of which the duration is inversely proportional to Rs. The pulses
are modulated on a fixed sinusoidal carrier, and one by one transmitted over
the channel at a rate Rs. The channel is dispersive, and is characterised by
its impulse response. When the duration of the transmitted pulses is large as
compared to the duration of the impulse response, the pulses are only slightly
disturbed by the channel. However, when the duration of the transmitted pulses
is small as compared to the duration of the impulse response, the pulses at the
input of the receiver are widely spread in time. In this case, the received pulses
overlap considerably, resulting in intersymbol interference (ISI). For a given
channel, the amount of ISI increases for increasing symbol rate Rs.

To reduce the ISI, the receiver can make use of an equaliser. The re-
quired number of equaliser coefficients increases with the amount of ISI. For
an equaliser with M coefficients, operating at the symbol rate Rs;, M complex
multiplications per symbol interval are necessary. As the channel impulse re-
sponse is not a priori known to the receiver, and may even be time varying (e.g.,
radio transmission subject to fading), the equalisation is performed adaptively;
based on the signal at the output of the equaliser, the equaliser coefficients are
adjusted continuously. An adaptive equaliser with a large number of coefficients
is not only computationally intensive, the convergence rate is also low; this is
especially disadvantageous in time-varying channels. Hence, equalisation for
conventional single carrier communication is complex at high data rates.

To solve the equalisation problems occurring in conventional single carrier
communication (where only one carrier is modulated), multicarrier modulation
can be used [Cha66], [Sal67], [Hir80], [Wei71], [Hir81]. It is assumed that the
channel transfer function in the case of multicarrier modulation is the same as
for conventional single carrier communication. In multicarrier modulation, the
data stream at rate Ry is split into N parallel data streams, each having a rate
Rs/N. In figure 1.1, the signals for the conventional single carrier communica-
tion system and the multicarrier communication system are shown. Each of the
N data streams is modulated on a different sinusoidal carrier. By selecting the
number of carriers N sufficiently large, the resulting symbol duration per car-
rier (N/R;) is much larger than the duration of the channel impulse response.
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Figure 1.1: Single carrier and multicarrier signal

Hence, the received pulses on the different carriers are only slightly disturbed
by the dispersive channel, such that the pulses only overlap at the boundaries
of the pulses, as shown in figure 1.2. The receiver uses only the central part
of these pulses, which is not affected by interference from other symbols on the
considered carrier [Pel80]. Furthermore, the spacing of the carrier frequencies
is chosen carefully such that in the central part of the pulse, no interference
occurs between symbols on different carriers. In this case, the channel intro-
duces an attenuation and rotation of each individual carrier. At the receiver,
this effect is compensated by N equalisers, each operating on a different carrier.
Each equaliser consists of a one-tap equaliser, that scales and rotates the cor-
responding carrier to compensate for the attenuation and rotation introduced
by the channel. This equalisation requires only one complex multiplication per
symbol interval (1/Ry), which is significantly lower than for conventional single
carrier communication. The equalisers are implemented as adaptive equalisers;
as they consist of only one equaliser coefficient, the rate of convergence is much
higher than for conventional single carrier communication. To generate (at the
transmitter) and to demodulate (at the receiver) the multicarrier signal, the
computationally efficient (inverse) fast Fourier transform (FFT) can be used.
This allows to use a large number of carriers (typically the number of carriers
is of the order of 100 to 1000).

When different users want to make use of the same transmission medium,
their signals must be generated following a specific multiple access scheme, such
that the signals of the different users can be separated at the receiver. In this
work, we pay a lot of attention to the code-division multiple access (CDMA)
technique. In CDMA, the data stream to be transmitted at a rate Ry is at
the transmitter multiplied with a user-dependent spreading sequence, having a
rate NRs. Hence, each data symbol is converted into a sequence of N chips,
that have to be transmitted over the channel. The signals of the different users
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Figure 1.2: Transmitted and received multicarrier signal in the presence of a
dispersive channel

can be separated at the receiver, as each user is assigned a unique spreading
sequence. In direct sequence CDMA (DS-CDMA), the spread data symbols are
modulated on a fixed carrier, and transmitted sequentially over the channel at a
rate NR;. In multicarrier CDMA (MC-CDMA), the N chips that are multiplied
with the same data symbol are transmitted on N different carriers; the rate of
chips per carrier equals R;.

Multicarrier modulation is proposed or accepted for various applications. Or-
thogonal frequency division multiplexing (OFDM) has been exploited for broad-
band xDSL (digital subscriber line) applications for transmission over twisted
pair cables [Chw9la], [Chw91b], [Bah99], [Sal98]. In the form of DMT (discrete
multitone), the OFDM technique has been accepted as a world wide standard for
ADSL (asymmetric digital subscriber line) [Chw91b], [Bah99]. It is also a candi-
date for a VDSL (very high-bit-rate digital subscriber line) standard [Chw91b].
In addition, the OFDM technique has been studied and implemented for broad-
casting of digital audio (DAB - digital audio broadcasting) [LeF89], [ETSI97]
and digital television (DVB - digital video broadcasting, DTTB - digital ter-
restrial television broadcasting) [Sar95], [Rei98]. Furthermore, the IEEE 802.11
standardisation group has selected OFDM as a basis for the new IEEE 802.11
5GHz standard for wireless LAN [Bah99], [vNe00], [Tak98], [[EEE99], [vNe97].
Moreover, the OFDM system has been studied in the context of data communi-
cation over mobile radio channels [San95], [Chi95], [Cas91], [Ali97]. Orthogonal
frequency division multiple access (OFDMA) has been proposed for the return
path of the CATV (cable area television) network [Sar96]. Another multicarrier
technique, multicarrier CDMA has been proposed for mobile radio communica-
tion [Faz93], [Yee93], [Cho93].

The transmitter of a digital communication system contains a clock, that
indicates the timing instants at which the data symbols must be transmitted.
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Furthermore, the transmitter contains a carrier oscillator, necessary for the up-
conversion of the data carrying baseband signal to the bandpass signal to be
transmitted [Pro95], [Mey98]. At the receiver, the received bandpass signal is
downconverted using a local carrier oscillator. The resulting baseband signal
is sampled at timing instants determined by the receiver clock. Based on the
resulting samples, a decision is taken about the transmitted data symbols. The
maximum reliability of this decision is obtained when the frequencies and the
phases of the carrier oscillator and the clock at the transmitter are related with
those of the receiver. The receiver contains a synchroniser structure to esti-
mate the ideal frequencies and phases of the carrier oscillator and the clock
at the receiver, based on the received signal. Because the presence of inter-
ference, noise and other disturbances, these estimations are not perfect, such
that the reliability of the resulting decisions is lower than in the case of perfect
synchronisation.

1.2 Overview of this Work

In this work, we study the effect of synchronisation errors (carrier phase errors
and timing errors) on the performance of a number of multicarrier systems. To
this aim, we compute the signal-to-noise ratio (SNR) at the input of the deci-
sion device. The multicarrier systems that will be considered in this work are
the OFDM system, the OFDMA system and the MC-CDMA system. Further-
more, we compare these multicarrier systems with single carrier systems, with
respect to their sensitivity to synchronisation errors. With the results obtained
in this work, we are able to derive requirements on the accuracy of carrier and
timing synchronisation algorithms and on the stability of the carrier and clock
oscillators, when an acceptable amount of performance degradation is given.

This work is organised as follows. In chapter 2, we derive an equivalent time-
varying model for a generic system for digital bandpass communication. This
equivalent time-varying model takes into account the synchronisation errors.
With this model, we are able to investigate the influence of various types of
synchronisation errors on different systems with one or more carriers, using a
single analysis method. Furthermore, we consider a mathematical model for
the different types of synchronisation errors, and we derive an expression for
the equaliser coefficients. Finally, we define a performance measure, the signal-
to-noise ratio, that is defined in terms of the samples at the input of the decision
device. In many cases of practical interest, this SNR is directly related to the bit
error rate (BER). The former equivalent model will be used in the next chapters
to determine, based upon analytical computations, the SNR in the presence of
various types of synchronisation errors, for the different types of single carrier
and multicarrier systems that are considered in this work. The analytical results
will be verified with computer simulations.

In chapters 3 and 4, we study the systems with a single carrier. In chapter
3, we describe the conventional single carrier communication system, where the
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data symbols are transmitted sequentially. Chapter 4 presents a single carrier
direct sequence CDMA system, where the data symbols are first spread before
transmission. We investigate the influence of various types of synchronisation
errors on these single carrier systems in the case of an ideal channel.

In chapters 5 and 6, we extensively study the multicarrier systems. The
OFDM system and the OFDMA system are described in chapter 5. The MC-
CDMA system is presented in chapter 6. The effect of various types of syn-
chronisation errors on these multicarrier systems is investigated in the case of
an ideal channel, for both the uplink and the downlink. Further, we study the
influence of the synchronisation errors in the presence of a dispersive channel.

Chapter 7 contains a comparison of the different considered communication
systems with respect to their sensitivity to synchronisation errors, assuming each
system accommodates N users, operating at the same data rate R;. Finally, the
conclusions of this work are presented in chapter 8, and we give some suggestions
for future work.



Chapter 2

A Generic Model for Linear

Digital Communication

2.1 Introduction

In the past decades, communication has moved from analogue to digital. In
many cases of practical interest, digital communication systems make use of
linear bandpass modulation. The linear digital bandpass communication sys-
tem adequately describes a large number of systems for communication over
telephone lines, coaxial cables or radio and satellite channels.

In section 2.2, we give a generic description of a point-to-point linear band-
pass communication system. This description contains the timing clocks and
the carrier oscillators at the transmitter and the receiver. In order to obtain a
reliable communication, the phases of the timing clock and the carrier oscillator
at the receiver should be related to the corresponding quantities at the transmit-
ter. However, because of various disturbances, carrier phase errors and timing
errors occur. In section 2.3.1, these synchronisation errors are incorporated into
the channel transfer function. This unified approach allows us to present a sin-
gle analysis method which is valid for various linear modulation formats and
various types of synchronisation errors. A model for the synchronisation errors
to be considered in this work is presented in section 2.3.2.

Many practical communication systems consist of a base station communi-
cating with a number of users at different locations. Depending on the direction
of communication, we use the terms ’downlink communication’; to indicate the
communication from the base station to the users, and ’'uplink communica-
tion’; to indicate the communication from the users to the base station. Sec-
tion 2.4.1 extends the point-to-point system model of section 2.2 for point-to-
multipoint communication (downlink) and multipoint-to-point communication

11
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(uplink). Furthermore, the equivalent channel model that includes the synchro-
nisation errors is extended for the cases of downlink and uplink communication.
To allow for many users to communicate simultaneously over a common physical
medium, the signals of the different users must be separable to avoid excessive
interference between the users. Section 2.4.2 presents a number of multiplexing
and multiple access techniques that have been developed to separate the user
signals. In section 2.4.3, we focus on spreading sequences, which are used in
the code-division multiple-access (CDMA) from section 2.4.2. We describe a
number of possible sets of spreading sequences that can be used to separate the
user signals.

In a practical implementation, the receiver is often designed to (adaptively)
minimise the mean-square error (MSE) between the input and the output of the
decision device. In section 2.5, we present a receiver structure that contains a
number of one-tap equalisers to mitigate the effect of the channel and the syn-
chronisation errors. We derive an expression for the equaliser that minimises the
MSE, i.e., for the minimum mean-square error (MMSE) equaliser. To measure
the quality of communication, we present in section 2.6 a signal-to-noise ratio
(SNR) that is defined in terms of the samples at the input of the decision device.
When these samples are essentially Gaussian, the SNR is directly related to the
bit error rate (BER).

2.2 Point-to-Point Communication

The conceptual block diagram of a point-to-point digital communication system
[Pro95], [Mey98], [Lee88|, [Van99], [Moe99a], [Moe99b] is shown in figure 2.1.
This system consists of the modulator at the transmitter side, the channel and
the demodulator at the receiver side. The sequence of data symbols a, which
are values belonging to a finite complex-valued constellation alphabet, is applied
to the digital modulator, which converts the sequence of data symbols into a
continuous-time signal s(¢). The communication channel is the physical medium
that is used to send the signal s(t) from the transmitter to the receiver. The
effect of the channel on the transmitted signal will be described by means of
a mathematical model. The continuous-time signal r(t) at the output of the
channel is applied to the demodulator, which converts the signal r(¢) into a
sequence of decisions about the transmitted data symbols. The estimated data
symbols a at the output of the receiver belong to the same constellation alphabet
as the transmitted data symbols a.

In the case of a linear digital bandpass communication system, the trans-
mitter structure is shown in figure 2.2. The data symbols, which are gen-
erated at the symbol rate Ry, are grouped into blocks of Ny symbols a; =
[aioi1-..a;n.—1)T, where a; ,, denotes the nth data symbol transmitted dur-
ing the ith block. The block a; is applied to a linear transformation T, ;
that converts the block of N, data symbols into a block of M, samples
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Transmitter Receiver
a . t) t .. a
Digital s( ' | Digital ;
Modulator Channel Demodulator

Figure 2.1: Conceptual block diagram of the digital communication system
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Figure 2.2: Block diagram of the transmitter of a linear bandpass digital com-
munication system

S; = [8:,08i1 .- 8im.—1]7, which are transmitted at a rate 1/T = (M,/Ns)R; :
S; = Ttm-az- (21)

where T, ; is a matrix of dimension M, x Vs, that can depend on the block index
i. The discrete-time sequence of samples {s; ,,,} is applied to a lowpass filter
with transfer function P(f) and impulse response p(t), yielding a continuous-
time lowpass signal sy p(t). In figure 2.2, this transition from the discrete-time
to the continuous-time domain is modelled by applying to the filter a sequence
of Dirac impulses at a rate 1/T, with weights equal to the samples {s; ,}.
This weighted sequence of Dirac impulses results from multiplying the samples
{si,m} with the transmit clock signal, consisting of a periodic sequence of Dirac
impulses. This yields

+oo Mg—1

spp(t)= > > simp(t —iMT —mT —7.) (2.2)

i=—o0 m=0

where 7, is a time delay which represents the transmit clock phase. The transmit
filter is assumed to be a unit-energy square-root Nyquist filter with respect to
the time interval T, i.e.,

/ T Ot — KT)dt = 5, (2.3)

In many cases of practical interest, the communication system is assigned a
bandpass channel, so the lowpass signal s;,p(t) must be frequency-translated by
means of carrier modulation. In figure 2.2 the resulting bandpass signal sgp(t)
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Figure 2.3: Bandpass channel
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Figure 2.4: Block diagram of the receiver of a linear digital communication
system

is modelled as the real part of the product of sy p(t) and a complex exponential
with carrier frequency f. and a carrier phase 6, :

SBP(t) = \/iRe (SLp(t>€j(2ﬂ—fct+ec)) (24)

The frequency content of sgp(t) is concentrated near the carrier frequency f..
The bandpass signal spp(t) is applied to the possibly time-varying bandpass
channel with transfer function He, gp(f;t), and is disturbed by zero-mean ad-
ditive white Gaussian bandpass noise wgp(t), with independent real and imag-
inary parts, each having a power spectral density (psd) of Ny/2 (figure 2.3).
In wired communication (e.g., over the telephone line or the coaxial cable), the
channel can be considered as time-invariant; in this case, the channel transfer
function does not depend on ¢, and is represented by Hp pp(f). In wireless
communication, fading may occur, indicating that the channel is time-varying;
in this case, the channel H., pp(f;t) is modelled as a random process that is
stationary with respect to the variable ¢ [St192].

At the receiver, the bandpass signal rgp(t) is downconverted to baseband
[Fra80]. As indicated in figure 2.4, this downconversion is accomplished by
multiplying rpp(t) with a local oscillator signal with a ’total’ phase equal to
— (27 fot 4 0,.(t)). This time-varying phase 6, (t) will be discussed in section 2.3.
The resulting signal is applied to a receiver filter with transfer function H,...(f),
which shapes the useful component of the received signal and suppresses the out-
of-band signals. In this work, the receiver filter is assumed to be matched to the
transmit filter: H,..(f) = P*(f). The signal at the output of the receiver filter
is sampled at the instants ;57,1 = (EMs+m)T 477 i, +m, yielding the samples
ViM,+m- This time-varying delay 7, ;ar, +m Will be discussed in section 2.3. The
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Figure 2.5: Lowpass equivalent of the bandpass system

sequence of samples {v;r, +m } is applied to Ny parallel linear transformations
{b; .} where b; ,, = [bins, mbirs,+1.m - - - bird.+0.—1.n)7 can depend on the block
index ¢. The resulting outputs {z; .}, given by

M-—1
Zin = § biJWSer,nUiMSer (25)

m=0

are used to make decisions about the transmitted data symbols {a;,}. The
decision device selects the constellation point a;, that is the closest to z; .
In general, intersymbol interference (ISI), which is interference caused by other
transmitted data symbols, affects the detection of the considered symbol.

In the receiver structure of figure 2.4, the received signal is sampled at a rate
1/T. This sampling rate is optimum when the channel is ideal (Hp, gp(f;t) =
1), as the resulting samples provide sufficient statistics. When the channel is
not ideal (Hep,pp(f;t) # 1), the optimum receiver contains a receiver filter that
is matched to the channel and the transmit filter (i.e., Hyec(f) = HY, pp(f —
fe;t)P*(f)). The receiver filter output is sampled at a rate 1/T. However, this
receiver filter may be complex to realise, as we do not a priori know the channel
and the channel may vary in time. To avoid the high complexity of the receiver
filter, an alternative optimum receiver can be used. In this alternative structure,
the receiver filter is matched to the transmit filter only (H,e.(f) = P*(f)). The
receiver filter output is sampled at a rate K/T (K > 1) to avoid aliasing.
The matching of the receiver to the channel (i.e., to Hep gp(f — fe;t)) is done
digitally, which can easily be implemented adaptively. Usually, the sampling
rate is twice the sample rate (K = 2).

In the multicarrier systems that will be considered in this work, there is
virtually no aliasing, even for K = 1, because of the structure of the multicarrier
signal. Hence, the receiver structure of figure 2.4 is optimum for the considered
multicarrier systems.

Without loss of generality, the bandpass signals can be represented by
an equivalent lowpass signal [Pro95], [Mey98], [Lee88|, [Van99], [Moe99al,
[Moe99b], i.e., the complex envelope of the signal. The equivalent lowpass block
diagram of the linear digital communication system is shown in figure 2.5. The
transmitted lowpass signal sy p(¢) is applied to the lowpass equivalent H.p,(f;t)
of the channel is disturbed by the equivalent lowpass additive white Gaussian
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noise (AWGN) disturbance wyp(t) and affected by the carrier phase difference
0. — 0, (t). The AWGN disturbance has independent real and imaginary parts,
each having a power spectral density Np/2. The resulting signal is applied to
the receiver filter and sampled at the timing instants #; M,.+m- In this work, the
complex envelope of the signals will be used to describe the considered bandpass
systems.

Example: Let us consider a simple example, consisting of trans-
mission over an ideal channel (H.,(f;t) = 1). Further, we assume
that the receiver knows the transmitter’s carrier phase 6. and clock
phase 7., and selects ér(t) = 6. and 7, ip4m = Tc © the receiver is
perfectly synchronised to the transmitter. Taking into account the
square-root Nyquist property (2.3) of the transmit and the receiver
filter, it follows that

ViM,+m = Sim + WiM, +m (2.6)

where w;ps, +m denotes the contribution from the noise wyp(t), and
si.m is related to the data symbols by (2.1). Hence, v;s, +m i a noisy
version of the sample s; ,,, that was generated by the transmitter.

Now let us assume that the N, columns of the M, x N, matrix Ty, ;
(2.1) are orthogonal (this requires My > Nj):

Ms—1
Z (Ttr,i):z,nl(Ttni)m,nz =0ny—ny (2.7)

m=0

where (T4, ;)* is the complex conjugate of the matrix Ty, ;. Selecting
b, (2.5) as the nth column of (T4, ;)* yields

Zin = ai,n + W'L,n (28)

where a;,, is the nth data symbol from the ith block, and W;,
denotes the contribution from the noise. This simple example indi-
cates that z; ,, is not affected by intersymbol interference (ISI) when
the channel is ideal, the receiver is perfectly synchronised to the
transmitter, the rows of the matrix T4, ; are orthogonal and b;
is selected as the nth column of (T ;)*. In practical systems, ISI
occurs because of non-ideal channel conditions and imperfect syn-
chronisation.

2.3 Synchronisation Errors (Point-to-Point)

2.3.1 Equivalent Channel Transfer Function

In this section, we derive the discrete-time transfer function of an equivalent
channel, that describes the transfer from the samples s; (2.1) at the input of the
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transmit filter (as shown in figure 2.2) to the samples v; at the output of the
receiver filter (see figure 2.4). Hence, this transfer function contains the cascade
of the transmit filter P(f), the original channel H.,(f;t) and the receiver filter
P*(f), and includes the effects of the timing clocks and the carrier oscillators
at the transmitter and the receiver.

The reliability of the detected data symbols strongly depends on the fre-
quency and phase of the carrier oscillator and the sampling clock at the re-
ceiver. In the case of a time-invariant channel, the total phases of the local
oscillator and of the sampling clock yielding optimum performance are denoted
27 fet + 0, and ting, +m = (iMs + m)T + 7., respectively: the carrier oscillators
and the clocks at the receiver and the transmitter should have the same fre-
quencies f. and 1/T, respectively. When the channel is non-ideal, the optimum
carrier oscillator phase 6,. and sampling clock phase 7, are not the same as the
corresponding phases at the transmitter, and can be represented as

0, = 0.+A0
T, = Te+ AT (2.9)

where the phase shift A8 and the time delay A7 depend on the channel char-
acteristics.

In the case of a time-varying channel, the optimum phase shift (between
the carrier oscillators at receiver and transmitter) and time delay (between the
clocks at receiver and transmitter) become time-varying as well. This yields for
the optimum carrier and clock phases

0.(t) = 6o+ AO(D)
TriMs+m = Te + ATiMS+m (210)

Assuming that the channel varies slowly with respect to the sampling inter-
val T, the quantities AQ(t) and AT;pr,+m are slowly varying as well. In figure
2.6, the different time delays are depicted, where p(t) is the transmit pulse and
h(t;tip.+m) 1s the impulse response of the cascade of the transmit filter, the
time-varying channel and the receiver filter. The optimum time delay corre-
sponds to the maximum of the pulse h(t;¢;ar,+m)-

The receiver has no a priori knowledge about 6..(t) and 7, ;pz, 4m. Therefore,
part of the receiver consists of a carrier synchroniser and a clock synchroniser,
which produce estimates ér(t) and 7y a1, +m Of 0,-(t) and 7, ;ar, +m- The corre-
sponding carrier phase and timing errors are denoted ¢(t) and €;ps, 4m T

o(t) = 0.(t)—0.(t)
€iM4+mT = TriM+m — TriM.+m (2.11)

In most cases of practical interest, the carrier phase and timing errors are slowly
varying with respect to the sampling interval T

In this section, the carrier phase errors and the timing errors are included
in the end-to-end transfer function, which results in a time-varying filter. This
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Figure 2.6: The different time delays
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Figure 2.7: Block diagram of a point-to-point communication system in the
presence of synchronization errors

unified approach allows us to present a single analysis valid for both carrier
phase errors and timing errors. The block diagram of a point-to-point lin-
ear digital communication system in the presence of synchronisation errors is
shown in figure 2.7. The transmitted signal, consisting of a periodic sequence
of Dirac impulses modulated with the discrete-time sequence {s; ,,} is applied
to the transmit filter, which is a unit-energy square-root Nyquist filter with
transfer function P(f), and transmitted over the dispersive channel with trans-
fer function H.,(f;t). The output of the dispersive channel is affected by
AWGN wyp,p(t), which has independent real and imaginary parts, each hav-
ing a power spectral density of No/2. At the receiver, the signal disturbed by
the carrier phase difference 6, — ér(t) is applied to the receiver filter, which is
matched to the transmit filter. The resulting signal is sampled at the instants
tind.vm = tindu1m + €irto4mT, where ting ym = (iMy+m)T + TriM,+m are the
optimum sampling instants and €;as, 4 is the normalised timing error of the
mth sample during the ith transmitted block. Assuming the channel slowly
varies as compared to the sampling interval T, the phase shift Af(¢) and the
time delay AT;ns, +m, related to the cascade of the transmit filter, the channel
and the receiver filter, are slowly varying as well. The resulting time-domain
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samples v; s, +m are given by

+o00o +oo ~
ViMotm = / / dtdup* (t — ting, +om ) hen (s t)ej(ec_er(t))
—00 — 00
+oco Mg—1
Z Z Sitmp(t —u— (i’ Mg +m")T — 7.)
i’=—00 m’=0
+o0 R
+ / p*(t — tiMSer)wLp(t)dt (212)

We assume that the dispersive channel and the carrier phase error are slowly
varying as compared to the duration of the receiver filter impulse response
p*(—t). Furthermore, we assume that the timing error is small, i.e., the esti-
mated optimum timing instants Z; s, ., are close to the optimum timing instants
tinm,+m- In this case, the samples v;ar, 41 yield

+oo +o0 R . 5
ViM,+m ~ / / dtdup*(t—tiMSer)hch(u;tiMSer)ej(oﬂ’er(tiM”m))
—00 —00

+oo Mg—1

Z Z Si'>m/p(t —u-— (i/MS + m/)T - Tc)

i'=—o00 m’=0

“+o0
+ / p*(t — tiMs+m)wLp(t)dt (2.13)

+oo Mg—1
= 3 st awheg((iMy +m)T — ("M, + )T ting, o)
i'=—o00 m’'=0

+  WiMm,+m

where wip, +m is the matched filter output noise value at the instant i; Mo+m
and heq(t; tianr, +m) is the equivalent time-varying end-to-end impulse response;
its Fourier transform with respect to the variable t is Heq(f;tins.+m), given by

Heo(fsting, vm)=H(f; tiMs+m)ej(¢(tiMs+m)*Aa(tiMs+m))ejQWf(EiMs+mT+ATiMS+m)

(2.14)
where H(f;t;nr,+m) is the transfer function of the cascade of the transmit fil-
ter, the channel and the receiver filter: H(f;tiar.om) = |P(f)|>Hen(f;ting, +m)
[Lin99], [Fre98]. The effect of the synchronisation parameters on the equiv-
alent time-varying end-to-end impulse response He,(f;tin,+m) (2.14) can be
explained as follows. The transmitted baseband signal s p(t) (see figure 2.2) is
upconverted using a carrier oscillator with a total phase of 2w f.t 4+ 6. and the
received bandpass signal rgp(t) (see figure 2.4) is downconverted using a carrier
oscillator with total phase — (27 f.t + 6,(t)). The cascade of the upconversion
and downconversion yields a phase rotation over (27 f.t 4+ 0.) — (27 fot + éT(t))
The cascade of the upconversion and downconversion operation can be viewed
as if the carriers at the transmitter and the receiver are perfectly synchro-
nised, and the phase rotation over (27 f.t + 0.) — (21 fst + 6,(t)) is intro-
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Figure 2.8: Equivalent discrete-time domain channel model

duced by the channel. Considering the definition of the carrier phase er-
ror ¢(t) (2.11) and the optimum phase shift 6,.(¢) (2.10), this phase rotation
can be written as (2mf.t + 0.) — (2nfst + 0,(t)) = ¢(t) — AO(t). Hence,
the equivalent time-varying end-to-end impulse response includes a phase ro-
tation @(tinr,+m) — AO(tins,+m) introduced by the carrier phase difference at
the instant ¢;ps,+m. Further, the samples s; (figure 2.2) are transmitted at
the instants (iMs + m)T + 7.. The signal at the output of the receiver fil-
ter (figure 2.4) is sampled at the instants fiMS+m = (iMs+m)T + Trird+m-
The difference between the timing instants at the transmitter and the receiver
can be viewed as if the transmitter and receiver clock are perfectly synchro-
nised and produce samples at the same timing instants ¢;as, +m, and the time
delay ((iMs + m)T + 1.) — ((iMg + m)T + 7 im,+m) is introduced by the
channel. Considering the definition of the timing error €;ps,+m7 (2.11) and
the optimum time delay 7, a7, +m (2.10), this time delay can be written as
(EMg+m)T+7.)— (((Ms+m)T+Triro4+m) = —(€irdy+mT + AT, +m)- Hence,
the equivalent time-varying end-to-end impulse response includes a time delay
—(€irtetmT + ATipg,+m), caused by the difference between the timing instants
between the transmitter and the receiver. Considering (2.13), the continuous-
time structure from figure 2.7 is equivalent to the discrete-time structure from
figure 2.8, consisting of an equivalent linear time-varying discrete-time impulse
response heq(k;iMs + m) that includes the synchronisation errors, followed by
an additive Gaussian noise disturbance w;ps, +r,. The Fourier transform of
heq(k;iMs + m) equals the folded Fourier transform Heq(f;tins, +m)

+oo
FTlheq kM +m))(F) = 70 S Heg (f — it ) (2.15)

and the autocorrelation function of the noise disturbance w;ns, 4+m is given by

o0 R N
Elwin, +mWi ar,4m] = NO/ |P(f)|2e7>m Eintom =ttt sm) df
- NOg(£ik15+m - 2?i’MS-i-nL’) (216)

where g(t) is the inverse Fourier transform of |P(f)|?. From (2.3) it follows
that g(kT) = 6. Assuming that the timing instants #;ps, 1., are essentially
equidistant with spacing T over the duration of g(t) (this implies that H.p,(f;1)
and the timing error are slowly varying as compared to the duration of g(t)),
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we obtain
E[wiMS_;,_m'LU;MS_i_m/} ~ N()(Si_il(sm_m/ (217)

which indicates that the noise contributions are essentially statistically indepen-
dent.

2.3.2 Model of Synchronisation Errors

In the previous section we have derived a channel model that includes the syn-
chronisation errors. In this section, we present a model for these synchronisation
erTors.

First, a model is presented for the carrier phase errors. In this work two
types of carrier phase error are considered [Ste97a], [Ste97b], [Ste99¢], [Ste99f],
[Pol95al.

e When the receiver uses a free-running oscillator for the RF to baseband
conversion with a frequency close to the frequency of the carrier at the
transmitter, a small carrier frequency offset AF occurs [Ste97a], [Ste99f].
In this case, the carrier phase error linearly increases in time: ¢(t) =
2rAFt+¢(0). As a result of the carrier frequency offset, the receiver filter
output samples v;ps, +m Totate at a speed of 2rAF rad/s. Another effect
is shown in figure 2.9: the carrier frequency offset gives rise to a frequency
shift of the downconverted signal. Because of this frequency shift, a part
of the received power falls outside the bandwidth of the receiver filter,
resulting in signal distortion and power loss. Hence, a communication
system will suffer from a carrier frequency offset if no countermeasures
are taken.

e When the phase 6,.(t) of the local oscillator is derived from the received
signal by means of a feedback carrier synchronisation mechanism, the
local oscillator has an average frequency exactly equal to that of the RF
carrier [Mey98]. The resulting carrier phase error ¢(¢) can be decomposed
as the sum of a constant phase offset and a zero-mean random jitter.
When a second-order loop is used to derive the phase 0, (t) of the local
oscillator, a constant phase offset can be eliminated. The jitter power
spectral density S4(f) has a bandwidth fp that is much smaller than
the signal bandwidth, and consists of two contributions [Mey98], [Ste97a],
[Ste9d7b], [Ste99c], [Ste99f], [Pol95a]. The first contribution originates from
the loop noise within the synchroniser bandwidth, which represents the
statistical fluctuations caused e.g., by the additive noise and the random
nature of the data symbols. The second contribution originates from the
oscillator phase noise outside the synchroniser bandwidth. This yields

So(f) = [He(£)PSL(f) + 11 = He(£)I*Spn(f) (2.18)

In (2.18), H.(f) is the closed-loop transfer function of the synchroniser,
and Sp(f) and Spn(f) are the power spectra of the loop noise and the
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Figure 2.10: Typical spectrum of the carrier phase error resulting from a PLL

oscillator phase noise, respectively. The closed-loop transfer function can
be approximated by an ideal lowpass filter with H.(0) = 1 and bandwidth
fr. Hence, the carrier phase error ¢(t) contains the lowpass (|f| < fr)
components of the loop noise and the highpass (|f| > fr) components
of the oscillator phase noise (figure 2.10). Within the bandwidth of the
closed-loop transfer function, the loop noise is approximately white, i.e.,
St (f) = Sp(0) for |f| < fr. A similar jitter model applies when a feed-
forward carrier synchroniser is used.

Next, a model is presented for the timing errors. In this work, the following
types of timing error will be considered [Ste97a], [Ste97b], [Ste99c|, [Ste99f],
[Pol95a].

e When the sampling at the receiver is performed by means of a free-
running clock whose frequency is close to the frequency of the clock at
the transmitter, a small clock frequency offset occurs. In this case, the
normalised timing error linearly increases in time, as shown in figure 2.11:
€iry+m = (iMs+m)AT/T + €y, where AT/T is the normalised clock fre-
quency offset. Due to the clock frequency offset, the duration of a block
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of M, samples at the receiver differs from the one at the transmitter.
This yields an increasing misalignment between the samples s; ,,, at the
transmitter and the samples v;pr, +m at the receiver.

e When the timing instants at the receiver are derived from the signal by
means of a feedback or feedforward clock synchronisation mechanism, the
receiver is able to extract a timing signal with an average frequency exactly
equal to the frequency of the transmitter clock. The resulting timing error
€iM,+m1 can be decomposed as the sum of a constant timing offset and a
zero-mean random jitter, caused by the disturbances in the channel and
the clock synchroniser. A constant mismatch between the optimum time
delay 7 inr,+m and the estimated time delay 7, ;ar, +m results in a constant
timing offset €;rs, +m = €, as shown in figure 2.12. The jitter power spectral
density Se(exp(j27fT)) has a bandwidth that is much smaller than the
signal bandwidth, and a shape similar to the phase jitter spectrum from
figure 2.10.
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Figure 2.13: Downlink communication

2.4 Multiple Access and Multiplexing

2.4.1 Multiple Users

In mobile radio communication [St192], [Lin99], [Fre98], [Red95], the network
consists of a base station communicating with N, mobile users. Depending on
the direction of communication, the terms downlink communication (from the
base station to the users) and uplink communication (from the users to the base
station) are used. To allow many users to communicate simultaneously over
a common physical medium without introducing severe interference between
the signals transmitted by (uplink) or transmitted to (downlink) the different
users, multiple access and multiplexing techniques are used. Multiplexing and
multiple access define how downlink and uplink signals should be transmitted,
respectively. In the following, we separately consider the cases of downlink and
uplink communication and we present a single equivalent channel model for both
downlink and uplink communication that includes the synchronisation errors. In
both cases, the base station provides a network synchronisation reference signal,
containing the timing instants and the carrier frequency and phase used by the
base station, from which the different mobile users can extract the frequencies
and phases for their local clock signal and local carrier oscillator.

In downlink communication, also called downstream communication or the
forward link, the transmitter is located at the base station. The base station
broadcasts the signals to the different users. At the base station, the sequence
of data symbols a; ¢ transmitted to user ¢ (¢ =1,...,N,) during the ¢th block
is converted into a continuous-time bandpass signal s,(t) (see figure 2.13). A
common clock signal and carrier oscillator are provided by the base station and
the signals are synchronised, such that the time delay 7., the clock frequency
1/T, the carrier frequency f. and the carrier phase 6. are equal for all signals
s¢(t). The base station multiplexes the signals sy(t) and broadcasts the mul-
tiplexed signal to all users. As the users generally are on different locations,
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Figure 2.14: Block diagram of a downlink linear digital communication system

the transfer function from the base station to the receiver of user ¢ depends of
the user index £. The receiver of user ¢ makes use of a local clock and a local
carrier oscillator to extract a discrete-time sequence vips, +m ¢ at the receiver
filter output. This discrete-time sequence at receiver ¢ consists of contributions
of data symbols transmitted to all users. All these contributions are affected
by the same carrier phase error and timing error, as they are synchronised at
the base station and are upconverted and downconverted by the same carrier
oscillators. Furthermore, all contributions have experienced the same channel
transfer function Hep ¢(f;t) as all signals were transmitted over the same chan-
nel ¢. From this discrete-time sequence, the receiver has to extract the data
symbols that were transmitted to user £. Note that downlink communication
is very similar to point-to-point communication, but in downlink communica-
tion, all quantities that are related to the transmitter and the channel have an
additional user index /.

The block diagram of a downlink linear digital communication system in
the presence of synchronisation errors is shown in figure 2.14. The transmitted
discrete-time sequence {s; .} consists of the superposition of the discrete-time
sequences {s} , }, where s, is the mth sample transmitted to user ¢ during the
ith block.

Sim =Y Sim (2.19)

where the time sequence transmitted to user £ is given by sf = T4y i eai 0, Where
Ty is the transmitter matrix of user ¢ during the ith block. In the fol-
lowing, we consider the communication between the base station and user /.
The transfer function from the base station to the receiver of user ¢ is given
by Hene(f;t). The output of the dispersive channel is disturbed by AWGN
wrp(t). At the receiver of user ¢, the signal affected by the carrier phase differ-
ence 0, — éng(t), where 6. is the carrier phase of the transmitter carrier oscilla-
tor and ér’g(t) is the estimated optimum phase of the receiver carrier oscillator.
The carrier phase yielding the optimum performance is 0, ¢(t) = 0. + A6,(1),
where the carrier phase Af,(t) depends on the characteristics of the channel
Hepo(f;t). The carrier phase error ¢,(t) is defined as the difference between
the optimum carrier phase 6, ,(t) and the estimated optimum carrier phase
0,.0(t): ¢e(t) = O,0(t) — 0,.4(t). The resulting signal is applied to the receiver
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filter and sampled at the instants 1?1‘1\/[34_7”7( = i, +m,e + €iMstm,ed, Where
tirdo4me = (Mg +m)T + Tf,iMs_,'_m are the optimum sampling instants and
€iM,.+m,¢ 1S the normalised timing error at receiver ¢ of the mth sample dur-
ing the ith transmitted block. The time delay vai M. +m Yielding the optimum
performance is given by Tfﬂ' Motm = Tct+ ATiM,+m e, Where T, is the time delay
representing the transmit clock phase and A7;ps, +m ¢ depends on the character-
istics of the channel H.p ¢(f;t). Following a similar analysis as in section 2.3.1
for point-to-point communication, the synchronisation errors can be included
into an equivalent time-varying impulse response, yielding

+oo Ms—1 Ny
/ . .
ViMotme R E E E sf,,m,heq’g((zMs—f—m)T—(z’MS—i—m’)T;tiMerm,g)
i’=—o0 m’/=0 ¢'=1

T WiM,4+m,¢ (2.20)

where w;ns, +m,¢ is the matched filter output noise value at the instant i; Matm, 0
and heq.o(t; ting,+m,e) is the equivalent time-varying end-to-end impulse re-
sponse; its Fourier transform with respect to the variable t is Heq o (f; tind,+m.e)s
given by

Heq(f3tiMs+m,Z) _ Hz(f; tiM5+m7£)ej(¢l(tiMS+m,2)_Aai(tiMs+'rrL,£)) i

ejzﬂf(EiMs+m,1zT+ATiMS+m,14) (221)

where Ho(f;tins,+me) is the transfer function of the cascade of the
transmit filter, the channel and the receiver filter: Hy(f;tinr,+mre) =
|P(f)?Hene(f5ting, +m,e) [Lin99], [Fre98]. We can define, similarly as for the
case of point-to-point communication, an equivalent linear discrete-time chan-
nel with impulse response heq ¢(k; iMs+m), whose Fourier transform equals the
folded Fourier transform Heq ¢(f;tins.+m.e)

. 1 X n
FTheqe(hsiMy+m))(5) = 7 Y Hege (£ = Fitirsoome)  (2:22)

The autocorrelation function of the noise disturbance w;ns, +m ¢ is given by

o0 N N
Elwint, tm, Wi at, 4,6} = No / |[P(f)[2er2rl Guateeme=hiataemtdf - (2.23)
—0o0
Similarly as for point-to-point communication, when we assume that the tim-
ing error and the channel transfer function are slowly varying as compared to
the impulse response duration of the filter with transfer function |P(f)|?, the
autocorrelation function of the noise disturbance can be approximated by

E[wiMerm’ewZ/Merm/’z] ~ No(si,ilém,m/ (2.24)

In uplink communication, also called upstream communication or the reverse
link, multiple access is used to transmit the signals generated by the different
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Figure 2.15: Uplink communication

mobile users to the base station. The sequence of data symbols a; ¢ transmitted
by user ¢ (¢ =1,...,N,) during the ith block is converted into a continuous-
time bandpass signal s,(t) (see figure 2.15). At the base station, the sum of the
received signals is downconverted and sampled using one carrier oscillator and
one sampling clock, respectively. From the resulting sequence, the base station
detects the symbols from each individual user. In order to limit the interference
between user signals, the mobile transmitters should be synchronised. To this
aim, the base station broadcasts a pilot tone from which the mobile users derive
their transmit carrier oscillator and transmit clock. Because of the disturbances
in the system, it is clear that all transmitters will have slightly different clock
and carrier frequencies and phases. Furthermore, the transfer function from the
transmitter of user ¢ to the base station depends on the user index ¢, as the
users are at different locations. The base station receives the superposition of
the signals transmitted by the different users and extracts after the receiver filter
a discrete-time sequence consisting of contributions of data symbols transmitted
by all users. The contribution from each user is affected by a different carrier
phase error and timing error, and has been transmitted over a different channel.

The block diagram of an uplink linear digital communication system in the
presence of synchronisation errors is shown in figure 2.16. The transmitter of
user /£ derives a clock signal and a carrier oscillator signal from the network syn-
chronisation reference signal, resulting in a transmit clock with frequency 1/T
and time-varying phase 7;s, +m, ¢ and a transmit carrier oscillator with frequency
fe and time-varying phase 6. ¢(t). The time sequence transmitted by user ¢ is
given by sf = T4 40250, Wwhere Ty, ; o is the transmitter matrix of user ¢ during
the ith block. The discrete-time sequence s! is converted into a continuous-
time signal by multiplying the samples sf with the transmit clock signal. The
resulting sequence of weighted Dirac impulses is applied to the transmit filter.
The transmitted lowpass signal is upconverted using the transmit carrier os-
cillator, which can be represented in the lowpass equivalent block diagram of
figure 2.16 as a rotation over the phase 6. ,(t). The lowpass equivalent channel
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Figure 2.16: Block diagram of an uplink linear digital communication system

transfer function from the transmitter of user £ to the base station is given by
Hepo(f;t). At the base station, the received bandpass signal consists of the su-
perposition of the passband signals transmitted by the different users, disturbed
by additive white Gaussian bandpass noise with lowpass equivalent wr,p(t). The
optimum total phases of the base station carrier oscillator and sampling clock
for user ¢ are denoted 27 f.t + 6, ¢(t) and (iMs +m)T + Tf,z—MS_,'_m, respectively.
The optimum carrier phase 6, ,(t) and time delay 7/, ,,, to be applied at the
receiving base station are given by

Ore(t) = 0Oco(t)+ Aby(2)

4
TriMotm = TiMotm,t T ATing4m,e (2:25)

where the phase shift Afy(t) and the time delay A7;ps 4m,e depend on the
channel characteristics of user £. However, the base station uses one oscillator
with phase 6, and one sampling clock with time delay 7, for all users. Hence,
the contributions from the different users to the receiver output samples are
affected by a different carrier phase error and timing error, given by

Ge(t) = Oro(t)— 0,
Tr = T M. 4m (2.26)

€iMy+m e

The base station downconverts the received bandpass signal by multiplying the
signal with the oscillator signal with 'total’ phase — (27 f.t +6,.). In the lowpass
equivalent block diagram of figure 2.16 this downconversion is represented by
a rotation over the phase —6,. The resulting lowpass signal is applied to the
receiver filter and sampled at the instants t;ps, +m = (iMs + m)T + 7. The
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resulting time-domain samples v;ps, +m are given by

+oo +oo
Vit m / / dtdup” (t — tirg, om Z .o (15 £)e3 O (D=00)
+oo Mg—1
Z Z Dt —u— (' Mg +m" T — Tirng, 4 0)
i'=—o00 m/=0
+oo
+ / p*(t - tiM.§+m)wLp(t)dt (227)

Assuming the dispersive channels and the carrier phase errors are slowly varying
as compared to the duration of the receiver filter impulse response p*(—t), the
samples v;ar, +m yield

+o0o p+4o00 Ny
ViM,+m =~ / / dtdup* (t — tiMS+m) Z hch’g (u; lfiMerm)ej(ec‘((t"MSer)_G’")
—oo oo =1
+oo Mg—1
Z Z S5 ,pt—u—(zM +m)T — T Mo+ 1)
i'=—o00 m'=
t WiM,+m (2.28)

where w;nr,+m is the matched filter output noise value at the instant ¢;ps, 4+m,-
Similar as for the downlink, we define Hy(f;t;p.+m) as the transfer func-
tion of the cascade of the transmit filter, the channel and the receiver filter:
Ho(fsting,+m) = |P(f)|*Heno(f;ting,+m). Assuming the timing error slowly
varies as compared to the duration of the composite channel impulse response
with transfer function Hy(f;tinr,+m), the samples v;ps, +m yield

+o00 Ms—1 N,
ViM+m =~ E § g Sy m/heq iMs+m — ti’Ms+m’§tiMS+m) + WM, +m

i/=—o00 m’=0 ¢=1

(2.29)
where the equivalent time-varying impulse response heq ¢(t; tin, +m) is the same
as for downlink communication, with Fourier transform (2.21). The autocorre-
lation function of the noise disturbance w;as, +m is given by

Blwing 4+mWiing, 4me] = Nog(ting,+m — tirns,+m)
— NoSiitGomm (2.30)

because the spacing of the samples at the receiver filter output equals 7". Simi-
larly as for downlink communication, an equivalent linear time-varying discrete-
time impulse response heq ¢(k; iMs + m) with Fourier transform (2.22) can be
defined.

As the equivalent time-varying discrete-time transfer function heq ¢ (k; M, +
m) (2.22) and the noise disturbance wins,+m.¢ (see (2.24) and (2.30)) are de-
fined in a similar way for downlink and uplink communication, an equivalent
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Figure 2.17: Equivalent channel model for multiuser communication

time-varying discrete-time channel model for multiuser communication can be
defined as shown in figure 2.17. This model describes the communication be-
tween the basestation and the users for both the downlink and the uplink. In
downlink communication, the sequences sf (¢=1,...,N,) are broadcasted by
the base station to the different users. At the receiver of user ¢, all contributions
have experienced the same equivalent time-varying discrete-time channel, i.e.,
heg e (k;iMg + m) = hege(k;iMs +m) (¢ = 1,...,N,). The channel is fol-
lowed by an additive noise disturbance w;ps, +m,¢ With autocorrelation function
(2.24), resulting in the samples v;ps, +m,¢. The noise disturbance wins,m. ¢ and
the samples v;pr, +m,¢ depend on the user index £ as the receiver of user ¢ uses
a local sampling clock to extract the transmitted data. In uplink communica-
tion, the sequences sf (¢=1,...,N,) are transmitted to the base station. The
equivalent time-varying discrete-time channel heq ¢(k; iMs +m) depends on the
user index ¢ as the users are on different locations. The sum of the channel out-
put signals is disturbed by additive noise w;ar, +m with autocorrelation function
(2.30), resulting in the samples v; a7, 4. The noise disturbance w;a, 4+, and the
samples v;ns, +m are independent of the user index ¢ as the basestation uses one
clock to extract the data of all users.

Ezxample: Let us consider a simple example, consisting of a mobile
communication system where two mobile users transmit data to the
base station. We assume the channels are non-dispersive, but only
introduce a time delay: the transfer function from the transmitter
of user ¢ (¢ =1,2) to the base station is given by

Heno(f) = e772m70 (2.31)

Furthermore, we assume that the transmitters of both users know
the clock frequency 1/T and the carrier frequency f.. Assuming the
transmitter of user £ (£ = 1,2) knows the time delay ¢, introduced
by the channel ¢, the transmitter of user £ selects the clock phase
TiM,+m,e = —t¢, i.€., the blocks of M, samples originating from the
two users are aligned at the base station. Furthermore, the carrier
used for upconverting the lowpass signal transmitted by user ¢ has
a carrier phase 6. ¢, as shown in figure 2.18.
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Figure 2.18: Block diagram of two mobile users transmitting data to the base
station

At the base station, the received signal consists of the sum of the
signals transmitted by the two users disturbed by noise. Further, we
assume that the carrier phase of the carrier at the base station 6,=0
and that the clock phase of the base station clock 7. = 0. Taking
into account the square-root Nyquist property (2.3) of the transmit
and the receiver filter, it follows that

1 _jo. 2 6.
ViM,tm = S;m€ " + 87,777+ wing, 4m (2.32)

where w; s, +m denotes the contribution from the noise wrp(t) and
Si¢ = [5571 . sf’MS_l]T is related to the data symbols a; ¢, transmit-
ted by user £, by

Sie = Tirivaie (2.33)

where Ty, ;, is the linear transformation matrix of user £. The
samples v;ps,+m are applied to a linear transformation B;, =
[bois-. -bn,—1.¢7 in order to detect the data symbols transmitted
by user /.
Now let us assume that the Ny columns of the M, x N, matrices
Ty i0 (0 =1,2) are orthogonal and the matrices Ty, ;1 and Ty, ;2
are mutually orthogonal (this requires Mg > 2Ny):

T
Ttr,i,él
(2.4-16) where Iy, is the identity matrix of order Ny x N;. Selecting
B, = e;vp(—j&c,g)TL,M (¢ = 1,2), the samples at the input of the
decision device of user ¢ yield

Tirivy =T . Tiin, = IN.Ot 1, (2.34)

tT‘,i,KQ

s =as, + Wi, (2.35)

n

where af

i\n

is the nth data symbol of user ¢ transmitted during the

1th block, and an denotes the noise contribution. This simple ex-
¢

ample indicates that the sample z; , is not affected by intersymbol
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interference (ISI) or multiuser interference (MUI) when the channel
is non-dispersive, the blocks of M, samples transmitted by the two
users are aligned at the base station, the carrier frequency is known
at the transmitters and the matrices T, ; ¢ are orthogonal. Further-
more, it follows that a constant carrier phase offset does not affect
the orthogonality of the signals of the different users. In general,
when there are N,, mobile users, the orthogonality conditions of the
matrices Ty, ; ¢ require that M, > N, Ns. In practical systems, ISI
and MUI will occur because of non-ideal channel conditions and im-
perfect synchronisation. Furthermore, when the matrices T4, ;¢ are
not mutually orthogonal, MUI will be introduced.

2.4.2 Multiple Access and Multiplexing Techniques

To avoid multiuser interference (MUI), which is interference between signals
sent to (downlink) or received from (uplink) different users, the receiver should
be able to separate the user signals. This separation is achieved by making
the signals orthogonal, e.g., by making the matrices T, , mutually orthogonal.
Different multiple access and multiplexing techniques have been developed to
separate the user signals.

e In TDM(A) (time division multiplexing/ multiple access), the time axis
is divided into a number of time non-overlapping time slots. Each user
signal is assigned a different set of time slots during which he can occupy
the whole system bandwidth. The signals of the different users can be
separated provided they occupy non-overlapping time intervals.

Example: Let us consider two perfectly synchronised mobile
users, transmitting data to the base station using the TDMA
technique. The linear transformation matrices Ty, ;0 (¢ = 1,2)
at the transmitters are given by:

Ty 0
TtTﬂ:,l = ( t07 ,1 ) Ttr,i72 = ( Tt ) ) (236)
T,

where T4, ;¢ (¢ = 1,2) is a matrix of dimension M, x N, and
Ttm’g (¢ = 1,2) is a matrix of dimension (M/2) X Ns. The
N, columns of the matrices Ttm’l (¢ = 1,2) are orthogonal.
Note that the matrices Ty, 1 and Ty ;2 (2.36) are mutually
orthogonal by construction. This example corresponds to the
case where the first user and the second user occupy the odd-
numbered and the even-numbered time slots, respectively.

e In FDM(A) (frequency division multiplexing/ multiple access), the avail-
able bandwidth is divided into a number of non-overlapping frequency
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Figure 2.19: Spreading of the data symbols

bands. Each user is assigned a different frequency band, which is occu-
pied as long as the corresponding user signal is active. The signals of
the different users are separated in the frequency-domain. FDM(A) with
non-overlapping frequency bands is equivalent to a set of non-interacting
single user systems.

e In CDM(A) (code division multiplexing/ multiple access), each user signal
occupies the whole system bandwidth during the time the user is active.
The data symbols are spread by multiplying the data symbols with a
higher rate spreading sequence, as shown in figure 2.19. The number of
chips per data symbol is called the spreading factor. Each user is assigned
a unique spreading sequence. The signals of the different users can be
separated by making the spreading sequences orthogonal.

FEzample: Let us consider two perfectly synchronised mobile
users, transmitting data to the base station using the CDMA
technique. The sequence of samples sf transmitted by user £ is
given by sf = Ty i 000 (€ =1,2), where a; ¢ is the data symbol
transmitted by user ¢ during the ith symbol interval (i.e., Ny=1)
and Ty ; ¢ is a vector that converts the data symbol a; ¢ into a
block of M, samples. In many cases of practical interest, the
vector T4, ; o can be written as

Trie = Teiy (2.37)

where T is a (M, x N.) matrix that is independent of the
user index ¢. The N, columns of the matrix T are orthogo-
nal, i.e., TIT = In,, where Tt is the Hermitian of the matrix
T and Iy, is the identity matrix of order (V. x N..). The vector
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Civ = [CiN,t---CiN+N.—1,6]T contains the chips of the spread-
ing sequence assigned to user £. The number N. of chips per
symbol is the spreading factor.

We assume the case of an ideal channel (Hcpo(f;¢) = 1). As
the two users are perfectly synchronised and taking into account
the square-root Nyquist property (2.3 of the transmit and the
receiver filter, the samples v; at the output of the receiver filter
are given by

V; = S,L1 —+ S? —+ W (238)

where w; denotes the contribution of the noise wyp(t). To ex-
tract the data symbols transmitted by user ¢, the samples v;
are applied to the linear transformation TITJ., ¢ The sample z; »
at the input of the decision device yields

Zig = C;ZTTVZ‘
= c;rlci,lai’l + czecmam —+ Wi7g (239)

where W; , is the noise contribution.

Now, let us assume that the spreading sequences are mutually
orthogonal
Cz,elci,éz =00t (2.40)

In this case, the sample at the input of the decision device of
user £ yields
zig = ai0+ Wiy (2.41)

This example indicates that the sample z;, at the input of
the decision device is not affected by multiuser interference
(MUI) or intersymbol interference (ISI) when the channel is non-
dispersive, the users are perfectly synchronised and the spread-
ing sequences assigned to the different users are orthogonal.

In several existing systems, combinations of the above multiplexing and multiple
access techniques are used to separate the user signals.

When the system has to support a large number of users that are spread
over a large area, such as in a mobile radio communication system a cellular
structure is used to reduce the system complexity. The covered area typically is
partitioned into a number of hexagonal cells, resulting in a cellular structure as
shown in figure 2.20. Each cell is covered by one base station, communicating
with the users present in the cell. Within each cell, the former multiplexing
and multiple access techniques can be used for the communication between the
base station and the users in the cell. Communication between base stations of
different cells is in generally provided by a high-capacity optical fibre. As the
distance between the transmitter and receiver within a cell is small, the power
levels can be reduced. Furthermore, as a base station only has to communicate
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Figure 2.20: Cellular structure

with a small number of users, the implementation complexity of the base station
can be reduced. The size of a cell depends on the user density of the covered
area. For a high user density, the cell size has to decrease to limit the number
of users in each cell. Depending on the user density, one distinguishes between
macro cells with a size of 1km-30km (in rural areas), micro cells with a size
of 100m-1km (in dense areas such as urban areas) and pico cells with a size of
10m-100m (in very dense areas such as office buildings).

To ensure that the intercell interference, which is the mutual interference
between cells, remains below a harmful level, the signals in the different cells
have to be separated. This means that neighbouring cells have to be assigned
different system resources (e.g., different frequency bands or different spreading
sequences). However, it is preferable to reuse the available system resources, as
the spectral resources are limited. Because of the path loss, the received power
in a mobile radio communication system is inversely proportional to d*, where
d is the distance between the transmitter and the receiver and x is a coefficient
that depends on the topology of the covered area. Typically, this coefficient x is
larger than two (z = 2 for the free space, while x ~ 4 for an urban area). This
indicates that the same system resources can be reused if the distance between
the different cells that use the same system resources is sufficiently large.

2.4.3 Spreading Sequences
As mentioned in the previous section, spreading sequences are a means to sep-

arate different users [Moe99b], [Red95], [Has98]. In this section, some types of
spreading sequences are considered.

Orthogonal Sequences

One possible set of orthogonal sequences are Walsh-Hadamard (WH) sequences
[Moe99a], [Lin99]. These sequences are real-valued sequences that are built of
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chips that belong to the set {—1,+1}. The sequences are easily constructed
using a recursive matrix operation

— wal H"/*l
H, = < H,_, -H,_, > (2.42)

where H, is the 27 x 27 Hadamard matrix that is formed using the Hadamard
matrix H,_; of size 2771 x 2771 and H, is given by

H, = < - ) (2.43)

Each row in the matrix H, (2.42) provides a sequence of N, = 27 chips that
spread the data of one user: denoting by W H, ; the nth chip of the /th WH
sequence, we obtain WH,, ; = (H,),,,. From (2.42) it follows that the length
N, of a WH sequence always is a power of two. As the maximum number of
WH sequences of length N, equals N, the maximum number N,, of active users
equals N.. In general, the assignment of the WH sequences to the different users
does not change from one symbol interval to the next, i.e., all symbols of a user
are spread with the same WH sequence. In this case, the chips are independent
of the time index ¢

CiN.+n,l = WHnyg (2.44)

As the users are assigned different WH sequences that repeat from one sym-
bol to the next, the performance in the case of a dispersive channel and/or
synchronisation errors is user-dependent. This dependence could be avoided by
changing the assignment from one symbol to the next, such that on the long run
each user has been assigned all WH sequences evenly. However, because of the
co-ordination required, this changing assignment is not carried out in practice.

Random Sequences

The performance of the different users becomes independent of the user index
when the spreading sequences are random [Moe99a], [Lin99]. In this case, the
different users are assigned statistically independent spreading sequences. Fur-
thermore, the chips belonging to a spreading sequence are modelled as zero-mean
statistically independent complex-valued random variables. This yields

ElCin, 10 eCi Notnt 0] = 04 it O Og g0 (2.45)

However, as the receiver must correlate the received signal with the spreading
sequence, that sequence must be available at the receiver, either by storing the
sequence or by generating it at the receiver. In practice, pseudo-noise (PN)
sequences with some period L are used, i.e., ¢in,4n,¢ = CiN.4+n+L,¢- A popular
class of real-valued binary PN sequences is generated by means of shift-registers
[Moe99a], [Lin99]. Assuming the period L is much larger than the spreading
factor N,, the L chips of the constructed sequence can be considered as statis-
tically independent. Complex-valued spreading sequences are constructed from
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two real-valued PN sequences. As the random sequences are not orthogonal,
multiuser interference occurs as soon as two users are active, even in the case of
an ideal channel. In order to avoid excessive MUI, the number of active users
N, has to be much less than the spreading factor N..

Overlay Sequences

To overcome the problems encountered with the orthogonal sequences and the
random sequences, random sequences and orthogonal sequences can be com-
bined. In this section, we consider overlay sequences [Moe99a] that consist
of an orthogonal sequence multiplied with a random sequence. To construct
the overlay sequences, we make use of the set of real-valued Walsh-Hadamard
sequences {WH, }, with chips belonging to the set {—1,+1}, of length N,
and one complex-valued random sequence (e.g., a complex-valued pseudo-noise
sequence of length L > N.) {PN;n,+n}, with chips belonging to the set
{exp(jm/2),exp(j37/2), exp(—j37/2),exp(—jm/2)}, that has the same chip rate
as the WH sequence. The complex-valued chips ¢;n,4n¢ of the sequence as-
signed to user £, consists of the product of the real-valued WH sequence, cor-
responding to user ¢, and the complex-valued random sequence, which is the
same for all users:

CiN.4n,t = WHn,KPNiNC—i-n (246)

Similarly as for the WH sequences, the spreading factor N, is equal to the
length of the WH sequence, i.e., a power of two. As the maximum number
of orthogonal overlay sequences equals the number of possible WH sequences
N,, the maximum number Nu of active users equals N.. The overlay sequences
belonging to different users are still orthogonal. However, they do not repeat
from one symbol to the next, so that the performance is essentially the same
for all users.

2.5 The Minimum Mean-Square Error Equali-
ser

As shown earlier in this chapter, the sequence of samples {v;ar,+m ¢} at the
output of the receiver filter is applied to a number N, of parallel linear transfor-

mations {bf,n} (figure 2.4), in order to make decisions about the data symbols
¢

R %

the nth data symbol belonging to user £ during the ith transmitted block.
In order to obtain reliable decisions, the transformation bfm should be a function
of a number of (possibly time-varying) parameters, such as the channel transfer
function and the phase or frequency offset of the carrier oscillator or sampling
clock at the receiver. The adaptation of bf’n to these parameters is often called
‘equalisation’; bf » 15 said to 'track’ these parameters. Usually, minimum mean-

square error (MMSE) equalisation is performed, i.e., equalisation is such that

a



38 CHAPTER 2. A GENERIC MODEL

|
H T ‘
] ] — Z iy al.
ViMs+m, ¢ || ¢ ] ‘ , . a'in
s S/P| | (B1) Lo/ ] N (B2) in dgg\l/sign

 MoxM )] — (1xMy)

(i)

Figure 2.21: Block diagram of the linear transformation at the receiver

the mean-square error (MSE) between the input and the output of the decision
device is minimised [Pro95], [Van99]. In this work, we will consider transfor-
mations bf,n that can be decomposed as shown in figure 2.21. The sequence of

samples {v;rrs+m, ¢} is applied to a linear transformation B’i,i’n (M, x My) that

converts the block of M, samples {v;ps,+m ¢} into a block of M, samples. The

linear transformation Bf,i’n is followed by one-tap equalisers with coefficients

(gﬁn)k (k=0,...,M, — 1) that scale and rotate the M, outputs of the linear

transformation Bfim. The outputs of the one-tap equalisers are applied to a
‘

2,2,
which is used to make a decision about the data symbol af,,. The

second linear transformation B that converts the M, equaliser outputs into

a scalar z¢

i,n’

mean-square error between the sample z{,, and the data symbol af ,, given by
‘ ¢ 2

MSEi,n = EHZz,n - ai,n| ] (247)

should be minimised by proper selection of the equaliser coefficients. The oper-

ator E[.] in (2.47) denotes the expectation, conditioned on the parameters to be
tracked, so that the resulting MMSE is indeed a function of these parameters.

The sample Zf,n at the input of the decision device is related to the received
discrete-time sequence v; ¢ = [Vinr, ¢ - - Vin,+0.—1.6]7 as follows

¢ A

Zf,n = BZ Gf,nBl,i,nV’i,f = (bf,n)TVi,f (248)

2,1,n
where Bf ; , and B, are matrices of the order (M, x M) and (1 x M,),
respectively, and Gf’n is the diagonal matrix of the order (M, x M,) with as
diagonal elements the equaliser coefficients: (G, )kr = Okw (gf,)k. Consid-
ering the data symbols {afm of user ¢ are converted at the transmitter into a
discrete-time sequence s; ; using the linear transformation Ty, ; ¢ (see figure 2.2),
i.e., si o = T4 a5, and the resulting discrete-time sequence s; ¢ is transmitted
over the channel with the equivalent channel transfer function (2.22) (see figure
2.17), the received discrete-time sequence v; ¢ yields

N, +oo
Vie=>_ Y (Heg)iyToi v o + Wiy (2.49)

0'=11=—00
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/

where N, is the number of active users, (Heq) i )mm: = heger (Mg + m) —
(i’ Ms+m');iMs+m) is the (M, x M) matrix consisting of the impulse response
of the equivalent channel including the synchronisation errors, and w; ¢ is the

additive noise disturbance. Defining Ae £a =Bi, n(He )[ Ty ¢ and Wé =
B¢ im Wi, the samples z », at the input of the decision device can be written as

Ny
_B21n i,mn (Z Z A /az’f""we ) (250)

V=1i=—o00

Hence, the samples z¢,, at the input of the decision device consist of a linear com-
bination of all data symbols of the considered user, a linear combination of all
data symbols from other users, and additive noise. Substituting (2.50) in (2.47)
and minimising the MSE with respect to the equaliser coefficients, it is easily
verified that the resulting equaliser coefficients gfm = [(gfm)o e (gfm)Mr,l}T
are given by .

= (D)) (251)

where D¢ is a matrix of order (M, x M,.) and Cf,n is a vector of order (M, x 1),

L _
gin =

7,n

given by

Ny
(DL )kwr = Y Z (B )k (AL Ran (AL e (BS .
=1i=—o00
+ B (Bl (Rw>k,kf<B§,i,n>H (2:52)
(Cf,n)k - ES,Kn [(Bgzn) (Aff’)k,n}

In (2.52), the matrices (Rag)nn = E[afyn(ae )] = Espnbnn and Ryw =

R
E [We (W‘ )T] are the autocorrelation matrices of the data symbols az{n of user
¢ and the noise disturbance Wz n» Tespectively. Note that Df,n is a Hermitian
matrix, i.e., (Df’n)T = Df,n' The MMSE equaliser coefficients (2.51) depend on
the user index ¢, the block index ¢ and the symbol index n. In many cases of
practical interest, the dependency of (2.51) on one or more indices disappears,
because the random variables in (2.52) are stationary with respect to the block
index ¢ and/or the symbol index n. In the following chapters, the coefficients of
the MMSE equaliser will be computed using the equation (2.51).

In a practical receiver, the equaliser coefficients (2.51) can not be imple-
mented, because the expectations contained in (2.52) are not a priori known.
Fortunately, there exist various practical algorithms (least mean-square (LMS),
recursive least-square (RLS), ...) [Pro95], [Van99] that yield equaliser coef-
ficients that approximate the MMSE equaliser coefficients (2.51). Basically,
in these practical algorithms the expectation in (2.52) are replaced by time-
averages. Because of this time-averaging, the equaliser is able to track only
those parameters that are slowly varying within the time interval over which
the averaging is performed. Hence, the expectations in (2.52) are with respect
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to the parameters that vary rapidly within the averaging interval. Taking into
account that the average is taken over many blocks, the equaliser is able to track
the channel transfer function (unless it is rapidly varying), and a phase and fre-
quency offset of the carrier oscillator and the sampling clock at the receiver; the
average in (2.52) is with respect to the noise, spreading sequences, carrier phase
jitter and timing jitter.

2.6 The Signal-to-Noise Ratio

We consider a performance measure that is defined in terms of the samples zi,m
at the input of the decision device, i.e., the signal-to-noise ratio (SNR). We show
that a suitably defined SNR is directly related to the bit error rate (BER).

The quality of a digital communication system is often measured by the
bit error rate (BER), which is defined as the ratio of the average number of
erroneous detected bits to the total number of transmitted bits:

average number of incorrectly detected bits

BER = (2.53)

total number of transmitted bits
When the constellation contains M different points, each data symbol represents
logy M bits. Furthermore, the probability of a bit error depends on the decision
rule. In this work, the memoryless minimum-distance detector is used, i.e., the
detector selects the symbol in the alphabet that is closest in Euclidean distance
to the sample z¢  (2.50) at the input of the decision device, i.e.,

i\n

~L
ai7

_ : L ~12
L, = arg m;n|zi7n —al (2.54)
Because of the presence of additive noise and interference, an incorrect decision
can be made by the receiver, resulting in one or more incorrect bits.

Regardless of the type of linear digital modulation, each sample zf’n (2.50)
at the input of the decision device can be viewed as the sum of the following
contributions.

o A linear combination of all data symbols a; ; from the considered user. It
can be further decomposed into the sum of a useful component af)nsf’n
(that contains the data symbol to be detected) and an ISI term ISIfm
(that contains all other data symbols from the considered user).

e A linear combination of all data symbols from all other users. This MUI
contribution to z{, is denoted MUI{,. In (2.50) we observe that this
term has a similar structure as the contribution from the symbols a; ,.

o A linear transformation of the AWGN wy p(t). This noise contribution to
zﬁn is denoted as nfm = (bfm)TwM (see (2.48) and (2.49)).
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Combining the contributions I1.ST, -{n and MU Iﬁn into the interference term
Intt

i l ,», can be represented as

Zz{n = ’L n z n + Inte + nf,n (255>
The coefficients of the linear combinations of all data symbols and the noise
involved in zfn must in general be considered as random, because of the pres-
ence of random synchronisation errors and random components (e.g., random
spreading sequences) of the matrices Ty, ;¢ (at the transmitter, figure 2.1) and
the vector bf’n (2.48) (at the receiver, figure 2.21). These random quantities

are independent of the data symbols and the noise wy,p(t).

When conditioning on b, it follows from (2.49) that nf, is a zero-mean
complex-valued Gaussian random variable with statistically independent real
and imaginary parts, with

B [(Relnt,))" oL

E | (rmin,,])* [bf,]
= —(0f,)? (2.56)

where
(0,)* = (bi,,)'b;, (2.57)

i,m

In (2.56) the averaging is done over the random Contributions from the noise
wrp(t) (see figure 2.5). In the followmg, we will replace n ., by the statistically

equivalent random variable an O n» Where an is a zero-mean complex-valued
Gaussian random variable with statlstlcally independent real and imaginary
parts, each having a variance equal to Ny/2. In this way, the effects of the n01be
wpp(t) and of the additional random variables are contained in W/, and o},

respectively. Furthermore, we decompose the contribution of the considered
data symbol sfm (2.55) into an average useful component E[sfn] and a zero-

mean fluctuation Asf,n = Sf,n -F [sf,n], the self-interference. This yields
¢ ¢ ¢ ¢ ¢ ¢ ¢t
Zi,n = ai,nE[Si,n] + ai,nAsi,n + Inti,n + Wi,nai,n (258)

We define the instantaneous signal-to-noise ratio (SNR) as the ratio of the
power of the average useful component to the sum of the powers of the addi-
tive noise, the self-interference, the multiuser interference and the intersymbol
interference. This yields

SNR!, = Bl Blstn] (2.59)
Yt NoE[(0f,)?] + Esn Bl As] 2] + Bl Int; 7] '

where E; ,, y = El|af ,|*]. In the case of a non-ideal channel or in the presence
of synchronisation errors, the SNR will be degraded as compared to the case of
an ideal channel and in the absence of synchronisation errors. To compare the
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quality of the different systems that will be considered in this work, the SNR
(2.59) and its degradation are used.

In appendix A, we show that when the sample zfn conditioned on a’

i,n

can be modelled as a Gaussian variable, the SNR (2.759) is directly related
to the bit error rate (BER) for QPSK (i.e., the constellation alphabet is

{exp(jm/2), exp(j3m/2), exp(—j37/2), exp(—jm/2)}):

BER!, =Q (, /SNRfm) (2.60)

where Q(z) denotes the complementary error function:

teo g 2 (2.61)
——e 2dz 2.61

= V2T
0

The assumption that the sample z;,, conditioned on a;,, can be modelled as a

Gaussian variable holds within a good approximation when

Q(x) =

¢

e the quantity O‘fm is non-random

e the interference contribution Intf, and the self-interference contribution
Ast . are small as compared to the noise contribution nf

For the communication systems to be considered in this work, the quantity O'fyn
turns out to be non-random when the channel is not time-varying. Further-
more, as only small degradations of the system performance can be tolerated,
the contributions of the interference and the self-interference must be small as
compared to the noise contribution. Therefore, the disturbance of the average
useful component is dominated by the noise contribution, which can be mod-
elled as a Gaussian variable. In this case, the relation between the BER and the
SNR (2.60) holds within a good approximation. Note that, when the samples
zf,n conditioned on af,n can not be modelled as a Gaussian variable, e.g., for a
fading channel (where the quantity Uf,n is a random variable) or when the in-
terference is large as compared to the noise, the SNR (2.59) still can be defined
as a performance measure. However, in this case, the relation (2.60) between

the SNR and the BER does not hold.

The BER (2.60) and the SNR (2.59) still contain the indices i, n and ¢,
which indicates that the performance in principle depends on the block index
1, the symbol index n within a block and the user index ¢. However, in many
cases of practical interest, the dependency on one or more indices disappears,
because the random variables contained in sf)n, 1 ntfm and Jf)n are stationary
with respect to ¢ and/or n, and their distribution does not depend on the user
index ¢. If this stationarity with respect to ¢ and/or n does not hold, a meaning-
ful SNR which does not longer depend on ¢ and n is obtained by averaging the
denominator and the numerator in (2.59) over ¢ and n. For the communication
systems to be considered in this work, SN Rf,n turns out to be independent of
1 when the channel is not time-varying.



Chapter 3

Conventional Single Carrier
Communication

3.1 Introduction

In this work, we investigate the effect of synchronisation errors on multicar-
rier systems. These synchronisation errors, in general, introduce a performance
degradation. For the sake of comparison, we introduce two single carrier ref-
erence systems whose performance degradation caused by the synchronisation
errors are used as a reference in the comparison with the considered multicarrier
systems. The single carrier reference systems we consider are a conventional sin-
gle carrier communication system and a single carrier direct-sequence CDMA
system. In these reference systems, the data is transmitted over an additive
white Gaussian noise (AWGN) channel [Mey98], [Fra80]. In this chapter, we
present the conventional single carrier communication system. The single car-
rier DS-CDMA system is discussed in the next chapter.

In the conventional single carrier communication system, the data symbols,
originating from a single user, are transmitted sequentially. During each symbol
interval, the frequency spectrum of each data symbol may occupy the whole
available system bandwidth. Furthermore, we consider the case of the transmit
and receiver filter being square-root Nyquist filters with respect to the symbol
interval. This implies that no intersymbol interference (ISI), i.e., interference
between data symbols transmitted during other symbol intervals, occurs in the
absence of synchronisation errors. The presence of synchronisation errors in
generally introduces ISI and/or an attenuation of the useful component, which
results in a reduction of the system performance.

In this chapter, the sensitivity of the conventional single carrier communica-
tion system to synchronisation errors is investigated. In section 3.2, the conven-
tional single carrier communication system is defined. We separately consider

43
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the effect of the carrier phase errors and the timing errors on the conventional
single carrier communication system in section 3.3. The conclusions are drawn
in section 3.4.

3.2 The Conventional Single Carrier Communi-
cation System

The conceptual block diagram of the conventional single carrier communication
system is shown in figure 3.1. The sequence of data symbols {ay}, where ay, is
the kth transmitted data symbol, is transmitted at a rate R; = 1/T. Hence,
the transmitter matrix Ty, (2.1) is a scalar and equals T}, = 1. To convert
the sequence of data symbols into a continuous-time signal, the sequence is
multiplied with the transmit clock signal and applied to the transmit filter p(t)
with transfer function P(f), which is a square-root Nyquist filter with respect
to the symbol interval T, resulting in the continuous-time signal s(t)

—+o0

s(t) = Z app(t — kT — 7¢) (3.1)

k=—o0

where 7, represents the transmit clock phase. The signal s(t) is transmitted
over an AWGN channel, i.e., the signal is transmitted over an ideal channel
(Hen(f;t) = 1) and is disturbed by AWGN wpp(t), whose independent real and
imaginary parts have the same power spectral density (psd) No/2. Furthermore,
the signal is disturbed by the carrier phase difference 0, — 6,.(t), where 6, is
the carrier phase at the transmitter and 6,(t) (2.10) is the estimated optimum
carrier phase of the receiver carrier oscillator. In the case of the ideal channel,
the optimum carrier phase 0,.(t) at the receiver equals the carrier phase 0. at
the transmitter. Hence, the carrier phase error ¢(t) (2.11) equals the carrier
phase difference: ¢(t) = 6. — 6,.(t). The resulting signal r(t) enters the receiver
filter, which is matched to the transmit filter and is sampled at the instants
te =ty + e T, where tp, = kT + 7. are the optimum sampling instants and ¢y, is
the normalised timing error at the instant ¢;. Assuming the carrier phase error
slowly varies as compared to the duration of the receiver filter impulse response,
the received discrete-time samples vy, yield

+oo
Vv = Z ak/heq(tk —trr; tk) + Wi (32)

k=—o0

where wy, is the matched filter output noise value at the instant #5 and hey(t; tx)
is the equivalent time-varying filter that includes the synchronisation errors, as
defined in section 2.3.1. The Fourier transform of h.q(t;t;) with respect to the
variable t is given by

Heo(fity) = |P(f)[2e??t0) er2mferT (3.3)
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Figure 3.1: Conceptual block diagram of the conventional single carrier com-
munication system

The time-domain sample vy, is fed to a one-tap equaliser with coefficient gy,
that scales and rotates the sample vi, and applied to the decision device in
order to detect the data symbol aj. Hence, the linear transformation by (2.5)
at the receiver is a scalar: by = gi. The equaliser is implemented as an MMSE
equaliser and is computed using (2.51). The samples at the input of the decision
device can be decomposed as follows:

+o0o
2L = akayk -+ Z ak/Ik,k/ + Wy, (34)
k'=—o0;k'#k

where Wy, is a zero-mean complex-valued additive Gaussian noise term and

Ik:,k:’ = gkheq(tk - ﬁk/;tk) (35)

The decision device selects the data symbol in the alphabet that is the closest
in Euclidean distance to the sample z;. In (3.4), the first contribution is the
useful component. When the synchronisation errors can be modelled as random
processes, the useful component can be further decomposed into an average
useful component E[I ] and a zero-mean fluctuation Iy — E[I) i), the self-
interference (SI). The second contribution in (3.4) (k' # k) is the intersymbol
interference (ISI), originating from data symbols transmitted during other in-
stants. The last contribution is the additive noise. The variance of the additive
noise is given by

A
E[|Wi[*] = Nolgk|* = Nooi (3.6)

To express the performance of the conventional single carrier communication
system, we consider the signal-to-noise ratio (SNR) (2.59), which is the ratio of
the power of the average useful component Py ) to the sum of the powers of the
self-interference Psy 1, the intersymbol interference Prsr i and the noise. This
yields

ESPU,k

SNRy, =
k Noo? + Es(Psr + Prsi k)

(3.7)
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where E, = E||ax|?] is the energy per symbol and

Py = |Elkgl]?
Psix = FE[Ix — B[] (3.8)
+oo
Prsr, = > E[Iw ] (3.9)
k'=—o0;k'#k

As we observe from (3.7), the SNR depends on the symbol index k.

In the absence of synchronisation errors, the receiver filter output samples
are given by (see (2.6))
Vi = A + Wk (310)

where the noise contribution wy, is Gaussian with E[wgw},] = Nodg i/, and ay, is
the transmitted data symbol. Note that vy contains the data symbol aj, but no
other data symbols: because of the non-dispersive channel, no ISI occurs. The
one-tap equaliser operating on vy, has coefficient gj, given by g, = E/(Es+ Np);
note that g does not depend on the symbol index. Taking into account that
E, = El|ag|?], the resulting SNR (3.7) is independent of the symbol index k

and yields
SNR(0) = L] (3.11)
=N )
The presence of synchronisation errors, in general, causes a reduction of the SNR,
as compared to the case of no synchronisation errors. The degradation of the
SNR as compared to SNR(0) (expressed in dB), caused by the synchronisation
errors, is given by

Py
Degy, = —101log : (3.12)
o+ f,g (Psrx + Prsik)

3.3 Effect of Synchronisation Errors

In this section, we investigate the influence of synchronisation errors on the
performance of the conventional single carrier communication system. In sec-
tion 2.2, the synchronisation errors are classified in two categories: the carrier
phase errors and the timing errors. In the literature, the effect of the following
synchronisation errors on the conventional single carrier communication system
have been studied. The influence of a carrier frequency offset has been studied in
[Pol96]. In [Pol98] and [Pol95], the sensitivity of the conventional single carrier
communication system to carrier phase jitter is investigated. The influence of
random carrier phase and timing errors is studied in [Buc95]. In [Moe99a], the
effect of a constant timing offset is presented. The sensitivity of a conventional
single carrier communication system to timing jitter is investigated in [Buc93].
In the following, we separately consider the effect of the carrier phase errors and
the timing errors.
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Figure 3.2: Influence of a constant phase rotation on the samples at the input
of the decision device, g =1

3.3.1 Carrier Phase Errors

In this section, the effect of the carrier phase errors on the performance of the
conventional single carrier communication system is investigated in the absence
of timing errors (e, = 0). In this case, the quantities I}, 5/ (3.5) reduce to

I = g5y 1 (3.13)

As we observe in (3.13), the carrier phase errors do not cause intersymbol in-
terference, but only introduce a phase rotation of the useful component. In the
following, we separately consider the cases of a constant phase offset, a carrier
frequency offset and carrier phase jitter.

Constant Phase Offset

In the case of a constant phase mismatch between the carrier oscillators at
the transmitter and the receiver, a constant phase offset ¢(t) = ¢ is intro-
duced. This constant phase offset gives rise to a rotation over an angle ¢ of
the discrete-time samples vy (3.2) at the receiver, but introduces no intersym-
bol interference. Hence, in the absence of an equaliser (gr = 1), the constant
phase offset yields a rotation of the samples at the input of the decision device,
as shown in figure 3.2. To compensate for the reduction of the noise margins
caused by the constant phase offset, the equaliser introduces a rotation over (an
estimate of) the angle —¢. Hence, the MMSE equaliser has equaliser coefficients

(gmmse)r = Cexp(—jo@), where

VE;

= — 3.14
Ny + E ( )

is the MMSE equaliser coefficient in the case of a zero phase offset. The MMSE
equaliser coefficients in the case of the constant phase offset are independent
of the symbol index k. Taking into account that a phase rotation of the sam-
ples at the input of the decision device has no influence on the noise power
level, the constant phase offset is compensated by the equaliser without loss of
performance.
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Figure 3.3: Carrier frequency offset, g, = 1, AFT = 2.1073

Carrier Frequency Offset

In the case of a carrier frequency offset AF between the carrier oscillators at the
transmitter and the receiver, the carrier phase error linearly increases in time:
o(t) = 2rAFt+ ¢(0). In section 2.3.2, it is mentioned that the effect of the car-
rier frequency offset is twofold. First it causes a rotation at a constant speed of
2w AF rad/s of the receiver filter output samples vg. Further, the frequency shift
of the downconverted signal causes signal distortion and power loss, resulting
in an attenuation of the useful component and intersymbol interference.

Following the analysis described in section 2.3.1, where we have neglected
the attenuation of the useful component and the ISI caused by the frequency
shift, it is clear that the carrier frequency offset introduces no ISI but only
gives rise to a pure phase rotation at a speed of 2rAFT rad/symbol of the
samples at the input of the decision device, as shown in the scatter diagram in
figure 3.3. Assuming the receiver can estimate the carrier frequency offset, the
equaliser is able to compensate for the systematic phase rotation of the useful
component, i.e., (gppse)r = Cexp(—j(2rAFT + ¢(0))), where C is defined
in (3.14). Hence, if we neglect the effect of the frequency shift, the performance
of the conventional single carrier communication system is not degraded in the
presence of a carrier frequency offset, as a pure phase rotation of the samples
at the input of the decision device has no influence on the noise variance.

In the following, we take into account the effect of the frequency shift of
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Figure 3.4: Influence of the carrier frequency offset on the reduction of the power
of the average useful component (1 — Py) and the ISI power Prsy

the downconverted signal. We assume that the equaliser compensates for the
systematic phase rotation of the samples at the input of the decision device. In
this case, the quantities Iy 5 (3.5) yield

“+o00
Iy = / P(HP*(f + AF)GJQW(’@*’C )def

— 00

(3.15)

In the case of the transmit and the receiver filter being square-root raised-
cosine filters with rolloff « (see appendix B), it can be verified that the useful
component I}, ;, reduces for |AF|T < a < 0.5 to

4 AF|T AF|T
Iny=1—-a—|AF|T)+ =% sin % + (a— |AF|T) cos mAFT (3.16)
T
For small AFT, this reduces to
AF|T)?
Lop~1— TIAEIT (3.17)
8a

Hence, the useful component is attenuated by the factor |Ij x| < 1. This yields
a reduction of the power of the average useful component Py (3.8), i.e.,

(r|AF|T)?
1-Pypm—>—— 3.18
y~ AT (318)
The power of the ISI (3.8) becomes
+oo +00 . 2
Psi= S P(f)P*(f + AF)e™7 gf (3.19)
n=—o0;n#0 -0
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Figure 3.5: Degradation caused by the reduction of the power of the average use-
ful component only and the degradation caused by the reduction of the average
useful component and the ISI, SNR(0) = 20 dB

Considering the reduction of the useful component and the presence of ISI, the
conventional single carrier communication system is degraded in the presence
of a carrier frequency error as compared to the case of a zero carrier frequency
offset. As the useful component I, 5, (3.17), the intersymbol interference power
(3.18) and the magnitude of (gararse)k, hence the noise power (3.6), are inde-
pendent of the symbol index k, the performance degradation (3.12) is indepen-
dent of the symbol index.

In figure 3.4, the reduction of the power of the average useful component
(1 — Py) (3.18) and the ISI power (3.19) are shown as function of the carrier
frequency offset. As we observe, the reduction of the power of the average
useful component (1 — Py;) is proportional to (AFT)?, while the ISI power is
proportional to (AFT)*. The degradation caused by the reduction of the power
of the average useful component only and the degradation caused by both the
reduction of the power of the average useful component and the ISI are shown
in figure 3.5, for SNR(0)=20 dB. As we observe in figures 3.4 and 3.5, the influ-
ence of the ISI is negligible for carrier frequency offsets of practical interest, i.e.,
AFT <« 1. Hence, the degradation of the conventional single carrier communi-
cation system performance is essentially caused by the attenuation of the useful
component. Furthermore, we observe in figure 3.5 that, when the carrier fre-
quency offset is small as compared to the system bandwidth, i.e., for AFT <« 1,
this performance degradation is very small.
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Carrier Phase Jitter

When a carrier synchronisation mechanism is used to estimate the optimum
carrier phase 0,.(t) at the receiver, we can get rid of a constant phase offset
and a carrier frequency offset. The resulting phase jitter can be modelled as a
zero-mean stationary random process with jitter power spectral density Sg(f)
and jitter variance 2. Assuming the carrier phase jitter is slowly varying as
compared to T, the bandwidth fp of the jitter spectrum satisfies fpT < 1.
Considering (3.13), the carrier phase jitter does not introduce intersymbol in-
terference, but only gives rise to a random phase rotation of the useful com-
ponent. Hence, the carrier phase jitter introduces self-interference. For small
jitter variances ai < 1, the approximation exp(jo(t)) ~ 1+ jo(t) can be used.
In this case, the quantities Iy ;- (3.13) can be approximated by

T = gi(1 4 jé(tk)) Ok, 1 (3.20)

When the carrier phase jitter rapidly varies as compared to the averaging time
of the MMSE equaliser, the equaliser is not able to track the variations caused
by the carrier phase jitter. The equaliser averages in the time over the variations
caused by the carrier phase jitter. As for small jitter variances, the time average
of exp(j¢(t)) can be approximated by Elexp(jo(t))] = E[1 + jo(t)] = 1, the
MMSE equaliser is essentially the same as in the absence of carrier phase errors,
i.e., (gmmse)r = C, where C is defined in (3.14). In this case, the powers of the
average useful component, the self-interference (3.8) and the noise (3.6) yield

Py = |C
Ps; = |CPd} (3.21)
E[[Wi’] = NolCP

where the jitter variance 03) is given by

+o00
aﬁ,:/ Sy (f)df (3.22)

— 0o

From (3.21) it follows that the self-interference power is independent of the
spectral contents of the jitter but only depends on the jitter variance. The
degradation (3.12) of the SNR as compared to SNR(0) (3.11), caused by the
carrier phase jitter, does not depend on the symbol index £, but only depends
on the jitter variance and is given by

E; ,
Deg = 101log <1 + Vogd)) (3.23)

In figure 3.6, the degradation (3.23) is shown as a function of the jitter
variance. As we observe, the degradation is small for small jitter variances.
We have simulated the conventional single carrier communication system in the
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Figure 3.6: Carrier phase jitter

Table 3.1: Mean square deviation of the samples at the input of the decision
device

Theoretical | Simulations
5E-3 5.094E-3

absence of additive noise (Ng = 0), for QPSK modulation and a jitter variance
of oi = 5.1073 rad?. The resulting scatter diagram is shown in figure 3.7. As
expected, the scatter diagram shows an angular displacement of the samples at
the input of the decision device. In table 3.1, the mean square deviation of the
samples at the input device is shown for the simulations of the scatter diagram
of figure 3.7. As we observe, the simulation result and the theoretical result well
correspond.

3.3.2 Timing Errors

In this section, the sensitivity of the conventional single carrier communication
system to timing errors is investigated in the absence of carrier phase errors
(¢(t) = 0). In this case, the quantities Iy 5/ (3.5) are given by

Iy = gkh((k’ — K+ Gk)T) (324)

where h(t) is the impulse response of the cascade of the transmit filter and the
receiver filter. Its Fourier transform is H(f) = |P(f)|? . From (3.24) it follows
that a timing error introduces intersymbol interference (Ij » # 0 for k' # k).
Let us consider the effect of the ISI on the continuous-time signal v(¢) at the
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output of the receiver filter in the absence of additive noise:

—+oo

v(t)= > agh(t—kT -1 (3.25)

k=—o0

The eye diagram [Moe99a] displays v(t) for all possible data sequences {ay}
during the time interval ¢t — 7. € [T, T)]. Figure 3.8 shows the eye diagram in
the case of BPSK modulation and the transmit filter being a square-root raised-
cosine filter with rolloff & = 0.3. As the transmit filter and the receiver filter are
square-root Nyquist filters, no intersymbol interference occurs when the signal
v(t) is sampled at the ideal sampling instants, i.e., ¢, = 0. Note that this also
can be observed in the eye diagram. For €, # 0, intersymbol interference is
introduced. Let us define the noise margin M (ex) as the vertical eye opening in
the eye diagram:

“+oo
M(ex) = [h(eT)| —max| > ar_mh((m+ e)T) (3.26)

{ar} m=—o0;m%#0

To avoid decision errors in the absence of noise, the maximum amplitude of
the ISI should be smaller than the amplitude of the useful component, i.e.,
M(er) > 0. As we observe in the eye diagram, the noise margin M (ej) is
reduced as compared to the noise margin in the absence of timing errors M (0).
When M (ex) < 0, a decision error surely occurs for the sequence {ay} yielding
the maximum amplitude of the ISI: the eye is closed at the considered instant.
Hence, timing errors corresponding with M(ex) < 0 must be avoided. For
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(t-t)/T

Figure 3.8: Eye diagram for a raised-cosine filter, a = 0.3

M(ex) > 0, i.e., when the eye is open, no decision error occurs if the magnitude
of the noise is smaller than the noise margin. Hence, as a timing error introduces
ISI, which results in a reduction of the noise margin, the performance of the
conventional single carrier communication system is degraded. In the following,
we consider the effect of a constant timing offset, a clock frequency offset and
timing jitter.

Constant Timing Offset

In the case of a constant mismatch between the estimated and the ideal timing
instants, a constant timing offset ¢, = € occurs. The quantities Iy (3.24)
reduce to

Iew = geh((k — k' + €)T) (3.27)

The equaliser that minimises the MSE does not depend on the symbol index k,
but depends on the constant timing error €

_ VEh* (eT) A
No+ E; S |n((n+e)T)?

n=—oo

(9MMSE)k Ce (3.28)

As the timing error is non-random, no self-interference is introduced. The pow-
ers of the average useful component, the intersymbol interference (3.8) and the
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noise (3.6) yield

Py = |C?|h(eT)P?
“+oo
Prsr = |C? Z [h((n+€)T)[?
n=—o0;n#0
+00 +00
_ 2 l jomen n _ 2
= |cd (Tn_z_me | HPE(f+ ) d = (D)
E[Wi’] = NolC? (3.29)

We observe in (3.29) that the power of the average useful component, the inter-
symbol interference and the noise are independent of the symbol index k. Con-
sidering the case of the transmit filter and the receiver filter being square-root
raised-cosine filters with rolloff v (see appendix B), the power of the intersymbol
interference yields

Prsi = |C.J? (1 - %(1 — cos 2me) — \h(eT)|2> (3.30)

The degradation (3.12) of the SNR as compared to the case of a zero timing
offset is given by

E,
Deg = —101og |h(eT)|* + 101log (1 + oA (1 - %(1 — cos 2me) — |h(eT)|2)>
0
(3.31)
The degradation (3.31) is independent of the symbol index k. When the timing

error is small (e < 1), we can approximate h(eI') and cos2me by a truncated
Taylor series expansion about € = 0:

h(eT') =~ h(0)+ €Th'(0) + @h”(O)
cos2me ~ 1-— (27;6)2 (3.32)

where h/(0) and h”(0) are the first order and second order derivative of h(t) at
the instant ¢ = 0, respectively. Considering the results of appendix B, we can
approximate the degradation (3.31) of the SNR by

Deg =~ —10log(1 — €*A(a)) + 101og <1 + %83(@) (3.33)
0
where
7-(2
Ala) = 3 + a?(n? - 8)
2
B(a) = Afa)- 2T (3.34)
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Figure 3.9: Constant timing offset, SN R(0) = 20 dB

In figure 3.9, the degradation (3.33) is shown as function of the timing error.
Furthermore, the degradation caused by the ISI only is also shown in figure
3.9. As we observe, the effect of the reduction of the useful component can be
neglected as compared to the effect of the ISI. Hence, the degradation can be
approximated by

Deg ~ 101og <1 + Ese23(a)) (3.35)
No
The quantity B(«) (3.33) monotonically decreases for increasing o (0 < o < 1),
thus the degradation decreases for increasing rolloff, as we observe in the figure.
As expected, the degradation is essentially proportional to €2 for small e.

Clock Frequency Offset

In the case of a clock frequency offset AT /T, the timing error linearly increases
with time: e = KAT/T 4 €. Hence, an increasing misalignment between
the transmitted data symbols a; and the received samples vy is introduced.
This increasing misalignment can not be tolerated. To compensate for this
increasing misalignment, the following coarse synchronisation algorithm could
be used. The detection of the symbol a; is based upon the sample v/, for
which the sampling instant i is closest to the ideal sampling instant ;. This
coarse synchronisation requires that at regular intervals, samples are duplicated
(AT > 0) or removed (AT < 0), as shown in figure 3.10. The average rate
of samples used for detection is equal to the symbol rate 1/T. The resulting
relative timing error &, = (fx — t5)/T varies over an interval [—0.5,0.5]. For
small clock frequency offsets, i.e., when the resulting timing error slowly varies



3.3. EFFECT OF SYNCHRONISATION ERRORS 57

ak-1 Ak ag+] Ak+2 Ak+3

N I A I
AT>0
| | U!
Vk-1 Vk  Vk+1 Vi+3
Vk+2
Ls sample duplicated
dk-1 Ak Ak+] Ak+2 Ak+3
N N I I
AT<0 L \

| t
Vil Vk Vit1 k2 X Vi3 -
|—>sample removed

Figure 3.10: Coarse synchronisation algorithm
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Figure 3.11: Feedback synchroniser structure

as compared to the averaging time of the equaliser, the equaliser is able to track
the variation of the timing error. In this case, a similar analysis can be made
as for the constant timing offset. The degradation of the SNR caused by the
residual timing error slowly varies with the symbol index k. The instantaneous
degradation can be defined as (3.34), where € is replaced by the residual timing
error €. As we observe in figure 3.9, the degradation is maximum for |é;| = 0.5.
In this worst case, the degradation is of the order of 20 dB. This implies that,
even when a coarse synchronisation algorithm is used to compensate for the
increasing misalignment, the conventional single carrier communication system
is strongly degraded by a clock frequency offset.

To get rid of a clock frequency offset, two methods can be used [Mey98],
[Fra80], [Gar93], [Eru93]. In the first method, the synchronisation structure
adjusts the timing phase of the receiver clock such that the resulting average
sampling rate at the receiver exactly equals the clock frequency at the transmit-
ter [Mey98], [Fra80]. Figure 3.11 shows the structure of a feedback synchroniser.
The timing error detector, that estimates the timing error from the received sig-
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Figure 3.12: Feedback interpolation structure

nal, consists of a non-linear operation whose output yields an indication of the
amplitude and the sign of the timing error. A filtered version of the timing error
detector output is used to adjust the timing estimate €. The timing estimate €
is applied to a reference signal generator, whose output r(¢; €) controls the sam-
pling operation of v(¢). The synchroniser can also make use of a feedforward
structure to extract the timing information.

In the second method, interpolation is used (see figure 3.12) [Mey98§],
[Gar93], [Eru93]. The receiver samples the incoming signal v(¢) by means of
a free-running clock at a fixed rate 1/T5. This sampling rate has to be selected
such that no aliasing of the signal occurs. Typically, the sampling rate 1/T
is at least twice the symbol rate 1/T. As in general the receiver clock is not
synchronised to the transmitter clock, the two rates are incommensurate. The
samples v(mTy) at a rate 1/T are fed to the interpolator, which computes the
interpolants v(kT'). In a feedback structure, the timing error is measured by
the timing error detector, of which the output is filtered and applied to the
controller that controls the computations in the interpolator. The interpolator
can also be implemented using a feedforward structure to extract the timing
information.

Timing Jitter

When a timing synchronisation algorithm, that eliminates a constant timing
offset and a clock frequency offset (based on the adjustment of the timing phase
of the sampling clock or interpolation, as mentioned in the previous section)
is used to extract the samples v, the resulting timing error can be mod-
elled as a zero-mean stationary random process with power spectral density
Sc(exp(j27fT)) and jitter variance o2. When the timing jitter rapidly varies
as compared to the averaging time of the MMSE equaliser, the equaliser is not
able to track the variations caused by the timing jitter. The equaliser averages
in the time over the variations caused by the timing jitter. For small jitter

variances, o2 < 1, the time average of h((n + €;)T) can be approximated by
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E[h((n+ €;)T)] = E[h(nT) + e, Th'(nT)] = h(nT), where h'(t) is the first or-
der derivative of h(t). Hence, the MMSE equaliser is essentially the same as
in the absence of timing errors, i.e., g = C where C is defined in (3.14). As
the jitter is a random process, the jitter introduces, in addition to intersymbol
interference, self-interference. The powers of the average useful component, the
self-interference, the intersymbol interference (3.8) and the noise (3.6) are given
by

Py = |CP|E[M(eT)]
Ps; = [C*E[h(e;T) — |E[h(exT)][]
+oo
Pisr = |COf Z E[h((n + e)T)|’]
n=—o0;n#0
1 400 ) 400 n
_ |C|2<T Z E[e]27\'6k7l} i H(f)H(f“rf) df
_E[|h(€kT)2]>
E[[Wil?] = NolC? (3.36)

For small jitter variances, we can approximate h((n + €x)7T) and exp(j2wney)
by a truncated Taylor series expansion

/ (ekT)2 1
h(n+e)T) =~ h(nT)+Th(nT)+ Th (nT)
. 1
2Tk 1+ j2mney — 5(27rn6k)2 (3.37)

For the case of square-root raised-cosine filters, the powers of the average
useful component, the self-interference and the intersymbol interference (3.36)
can be approximated by

Py~ |CP(1-0?A()
Psr = 0
Prs =~ |C]P0?B(a) (3.38)
where A(a) and B(«) are defined in (3.34) and the jitter variance is given by
+1/2T _
2= / S (eI T df (3.39)
—1/2T

The power of the self-interference is negligible as compared to the ISI power
and the reduction of the average useful component, as this term is proportional
to 0. Hence, the degradation (3.12) as compared to SNR(0) (3.11) caused by
the timing jitter yields

Deg ~ —10log(1 — 02 A(a)) + 101log <1 + %ﬁB(@) (3.40)
0



60 CHAPTER 3. SINGLE CARRIER COMMUNICATION

1.E+02 1

1.E+01

1.E+00

1.E-01

Degradation (dB)

1.E-02 1

1.E-03 +

1.E-04 T T T

1.E-05 1.E-04 1 .E-203 1.E-02 1.E-01
GE

Figure 3.13: Timing jitter, SNR(0) = 20 dB

The degradation (3.40) is independent of the symbol index k. As we observe
in (3.33) and (3.40), the sensitivity of the conventional single carrier communi-
cation system to a constant timing offset € and timing jitter is essentially the
same, when the jitter variance equals €. Similarly as for a constant timing
offset, it can be verified that the effect of reduction of the useful component can
be neglected as compared to the effect of the ISI. Hence, the degradation can
be approximated by

Es
Deg ~ 101log (1 + FO’?B(O[)) (3.41)
0

In figure 3.13, the degradation (3.41) is shown as function of the jitter variance.
The degradation decreases for increasing rolloff, as B(«) decreases for increasing
a (0 < a < 1). Furthermore, for small jitter variances, the degradation is
essentially proportional to the jitter variance o2

€

3.4 Conclusions and Remarks

In this chapter, we have defined a reference system, consisting of a single carrier
system where a single user transmits data symbols sequentially. The conven-
tional single carrier communication system is used in this work as a reference in
the comparison of the different considered multicarrier systems. We have inves-
tigated the sensitivity of the conventional single carrier communication system
to synchronisation errors.
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A constant carrier phase offset can be compensated without loss of perfor-
mance. The sensitivity of the conventional single carrier communication system
to a carrier frequency offset is entirely caused by the effect of the frequency shift
of the transmitted signal, as the systematic phase rotation of the samples at the
input of the decision device can be compensated without loss of performance.
This frequency shift causes mainly a reduction of the useful component and the
degradation depends on the product AFT. The degradation is small when the
frequency offset is small as compared to the system bandwidth. The carrier
phase jitter causes a degradation that is independent of the spectral contents of
the jitter, but only depends on the jitter variance.

Timing errors degrade the system performance of the conventional single
carrier communication system. A constant timing offset introduces ISI and a
reduction of the useful component. For small timing offsets, the effect of the
reduction of the useful component is negligible as compared to the effect of the
ISI, and the resulting degradation is proportional to the square of the timing
offset. A clock frequency offset introduces an increasing misalignment between
the transmitted data symbols and the received samples. As this increasing
misalignment can not be tolerated, a coarse synchronisation algorithm can be
used to compensate for the increasing misalignment. The residual timing error
introduces, however, a strong degradation of the performance. To avoid this
strong degradation, a clock frequency offset must be eliminated by adjusting
the sampling clock or by interpolating between the available samples. The
timing jitter introduces a degradation that only depends on the jitter variance,
but not on the spectral contents of the jitter. Furthermore, the degradations
caused by the constant timing offset and the timing jitter are essentially the
same when the square of the timing offset equals the jitter variance.

The results for the conventional single carrier communication system can also
be used for other systems, e.g., for FDM(A) systems or for TDM(A) systems.
In FDM(A), where the system bandwidth is divided into a number of non-
overlapping frequency bands, the signals are separated in the frequency domain.
When in each frequency band the data symbols, originating from a single user,
are transmitted sequentially, the performance of the FDM(A) system is the
same as for the conventional single carrier communication system. In TDM(A),
where the time axis is divided into a number of non-overlapping time slots,
the signals of the different users are separated in the time domain. Each user
is assigned one time slot during which he can transmit a number of symbols
sequentially, as shown in figure 3.14. In order to avoid that bursts transmitted
by the different users partially overlap because of transmit clock synchronisation
errors, a guard interval (during which no signal is allowed) is inserted between
time slots. Hence, when the number of data symbols transmitted during a time
slot is sufficiently large, the performance of the TDM(A) system is essentially
the same as for the conventional single carrier communication system.
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Figure 3.14: The TDMA signal



Chapter 4

Single Carrier Direct
Sequence CDMA

4.1 Introduction

In a conventional single carrier transmission technique, such as described in
chapter 3, an efficient use of the system resources requires that the system
bandwidth is strictly limited, i.e. R/2 < one-sided bandwidth < R, where
R, is the symbol rate. Hence, all power is concentrated in a small frequency
band, which implies that the conventional single carrier signal is very sensitive
to deep fades or jamming at the considered frequency. In a direct-sequence
spread-spectrum (DS/SS) system [Has95], [Pah95], [Lin99], [Mos96], [Koh95],
[Moe99al, [Sar99a], [Sar99b], the data symbols originating from a single user are
multiplied with a higher rate chip sequence before transmission. Considering
N, as the number of chips per symbol, the bandwidth of the resulting DS/SS
signal is expanded with a factor N, as compared to the case of the conventional
single carrier signal. Hence, the factor N, is also called the spreading factor.
By spreading the signal power over a large bandwidth, the signal is more robust
to deep fades and jamming. Furthermore, when the DS/SS signal has the same
power as the conventional single carrier signal, the power spectral density of the
DS/SS signal is N, times lower than for the conventional single carrier signal.
This means that, when the spreading factor is sufficiently high, the DS/SS signal
is buried in the background noise. Hence, the DS/SS system can coexist with
other systems without introducing severe interference and the probability of
intercepting the DS/SS signal is low.

The single carrier direct-sequence CDMA (DS-CDMA) system we consider
in this chapter, makes use of the DS/SS technique: the signal transmitted to/by
each user is a DS/SS signal. To separate the signals of the different users, each
user is assigned a unique spreading sequence. This chapter illustrates the basic

63
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principles of a reference DS-CDMA system and serves as an introduction to
the combination of CDMA with a multicarrier system, which will be discussed
in chapter 6. We investigate the influence of the spreading of the signal on
the performance degradation caused by the synchronisation errors. To clearly
isolate the effect of the synchronisation errors, we consider a reference DS-
CDMA in the case of an ideal channel. Furthermore, the signals transmitted
to/by the different users are mutually synchronised, i.e. we consider the case of
synchronous DS-CDMA. In this case, the boundaries of the symbols transmitted
to/by the different users coincide. In addition, the signals transmitted to/by
the different users are assumed to be orthogonal, i.e. we only consider the
cases of Walsh-Hadamard sequences and overlay sequences, such that in the
absence of synchronisation errors no multiuser interference (MUI) occurs. The
case of random sequences is not considered, as in this case even in the absence
of synchronisation errors, MUI is introduced.

In this chapter, we investigate the sensitivity of the reference DS-CDMA
system to synchronisation errors. The chapter is organised as follows: section
4.2 presents the reference DS-CDMA system. The effect of synchronisation
errors is considered in section 4.3. We separately investigate the effect of carrier
phase errors and timing errors. The conclusions are drawn in section 4.4.

4.2 The Reference DS-CDMA System

The conceptual block diagram of the DS-CDMA transmitter [Mos96] for a single
user is shown in figure 4.1. Without loss of generality, the terminology for the
downlink is used. The data symbols {a; ¢} transmitted at a rate R,, are mul-
tiplied with a higher rate chip sequence ¢; ¢ = (1/v/No)[cino - - - CiNg+N.—1,6) T -
The data symbol a;,; denotes the ith symbol transmitted to the user /,
and the chip c¢;n_4n,¢ is the nth chip of the spreading sequence assigned to
the user ¢ during the ith symbol interval. The number of chips per sym-
bol N, is called the spreading factor. The resulting time-domain sequence
Sip = [Sin .- s,»NCJrNC_M]T after spreading the data symbols yields

Si,e = Ci Qi (4.1)

Hence, the transmitter converts each data symbol in a block of N, samples.
The corresponding transmitter matrix Ty, ;0 (2.1) is a vector of length N,:
T4ri¢ = ¢;¢. The time-domain sequence is converted into a continuous-time
signal by multiplying the sequence with the transmit clock signal, which has a
clock frequency 1/T = N.R;. In the literature, often the notation 7. is used for
the duration of the chip interval and T for the duration of the symbol interval.
However, in this work, we use a single notation for the sampling rate at the
receiver for the different systems (i.e., 1/T, see chapter 2). Hence, the quantity
T in this chapter corresponds to the chip interval and not to the symbol interval.
The continuous-time signal is applied to the transmit filter p(t) with transfer
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Figure 4.1: The DS-CDMA transmitter for a single user
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Figure 4.2: The DS-CDMA receiver for a single user

function P(f), a square-root Nyquist filter with respect to the chip interval T
(2.3), resulting in the signal s,(t)

+oo N.—1

set)= > Y sinenep(t — (iNe+n)T = 7.) (4.2)

i=—o0 n=0
where 7, represents the transmit clock phase.

In the following, we consider the case of synchronous DS-CDMA transmitted
over an AWGN channel. In synchronous DS-CDMA, the signals of the different
users are synchronised, i.e. the symbol boundaries of the different users coincide.
This implies that the different users exhibit the same timing errors and transmit
clock phase 7.. Furthermore, it is assumed that the carrier oscillators of the
different users are synchronised, i.e. the transmit carrier oscillators exhibit the
same carrier frequency and phase. Hence, the different users are affected by the
same carrier phase error. Under these conditions, the analysis for the uplink
and the downlink is the same.

The receiver structure of the DS-CDMA system is shown in figure 4.2 for a
single user. The superposition of the signals s(¢) sent to the different users is
transmitted over an ideal channel, i.e. H.,(f;t) = 1. The sum of the signals is
disturbed by additive white Gaussian noise (AWGN) wy, p(t), whose independent
real and imaginary parts have the same power spectral density No/2. All signals
are affected by the same carrier phase difference 6. —0, (t), where 0. is the carrier
phase at the transmitter and ér(t) is the estimated optimum carrier phase at
the receiver. In the case of the ideal channel, the optimum carrier phase 6,.(t)
at the receiver equals the carrier phase 6. at the transmitter. Hence, the carrier
phase error ¢(t) (2.11) equals the carrier phase difference: ¢(t) = 0, — ,(t).



66 CHAPTER 4. SINGLE CARRIER DIRECT SEQUENCE CDMA

The resulting signal r(¢) is applied to the receiver filter, which is matched to the
transmit filter, and sampled at the instants fiNchn =N, +n + €iN.+nT, Where
tiN.4+n = (n 4+ iN.)T + 7, are the optimum sampling instants (see (2.10)) and
€iN.+n is the normalised timing error of the nth sample of the ith transmitted

symbol. The resulting samples v; = (v;n. ... vin.+n, 1) can be written as

400 N.—1 N,
ViNy4n = Z Z ZSi’NC+n’,éheq(tiNc+n_ti’NC+7z’;tiNC+n)+wiNc+n (4.3)

i'=—o0 n'=0 (=1

where IV, is the number of active users, w;n,+n is the value of the matched
filter output noise at the instant #;x_y,, originating from the noise contribu-
tion wrp(t) and heq(t;tin,+n) is the impulse response of the equivalent time-
varying filter including the synchronisation errors, as defined in section 2.3.1.
The Fourier transform of h.y(t; t;n,+n) Wwith respect to ¢t equals (see (2.21))

ng(f;tiNchn) _ |P(f)|26j¢(tiNc+n)ej27rf€iNC+nT (4.4)

The receiver scales and rotates the sample v;n, .+, With an equaliser coeffi-
cient gf ,,. The equaliser is implemented as an MMSE equaliser and is computed
using (2.51). The resulting sequence is multiplied with the complex conjugate
of the corresponding chip of the considered user and summed to obtain the
samples z; ¢ at the input of the decision device

+o0 400 N,
Zip = il 00+ E air odi i 00 + E E air o dy i g0 + Wiy
i =—o00;1 #1 i =—o00;i #£i 4 =1;0'F#£L

(4.5)
where W; , is a zero-mean complex-valued additive Gaussian noise term and
1 Nezt

) .
Lig e = 3 > NN 0 G nPeq(tiNein — tirN, inri ting i) (4.6)
C

n,n’'=1

Considering (2.24), the variance of the additive Gaussian noise term yields

N.—1
1 °¢ A
BWoal] = Nog 3 I6fl? 2 Noo?, (17)
¢ n=1

Hence, the receiver demodulates the data with a linear transformation b; ¢ of
length N.: b; ¢ = ¢; ¢G; ¢, where Gy ¢ is a diagonal matrix of the order N, x N
with diagonal elements the equaliser coefficients, i.e. (Gig)nn = gﬁnén,n/. In
(4.5), the sample z;, is decomposed into four contributions. The first term
I; i¢.¢ is the useful component. This contribution can be further decomposed
into an average useful component E[I; ; s ¢], and a zero-mean fluctuation I; ; ;¢ —
E[l;;e4], i.e. the self-interference (SI). The second contribution (I; ¢, for
i’ # 1) is the intersymbol interference (ISI), caused by the other data symbols
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transmitted to the considered user. The third contribution (I; ;s ¢ ¢ for ¢ # ¢) is
the multiuser interference (MUI), caused by data symbols transmitted to other
users and the last contribution is the additive noise term.

The performance of the DS-CDMA system is expressed by the signal-to-noise
ratio (SNR), as defined in section 2.6. The SNR is the ratio of the power of the
average useful component Py to the sum of the powers of the self-interference
Psy, the intersymbol interference Prgy, the multiuser interference Py and
the noise. This yields

EsPuy,i
SNR;, = A4, 4.8
" Noot,+ Es(Psrie + Prsiie + Pyuri) (4.8)
where Es = E[|a; ¢|?] is the energy per symbol and
Puic = |Blliiedl?
Psrie = Elliine—Elliieell’]
+oo
Prsrie = > ElLel) (4.9)
i/ =—o00;4’ #i
+oo N,
Pyurie = Z Z El|Liire,00%]

i =—o0 ' =1;4'#L

The SNR (4.8) depends on the user index ¢ and the symbol index 4.

In the absence of synchronisation errors, the receiver filter output samples
ViN.+n are given by (see (2.6))

N,

u
ViNg+n = Z SiNe+n,t + WiN 4n (4.10)
{=1

where the noise contributions w;n, 1, are Gaussian with Elw;n,4,w}, N, _m/] =
Nob; i10n,n and s;n,4+n.e is given by (4.1). The one-tap equaliser operating
on viN,+n has coefficient gf , given by gf, = E,/(Es + No); note that gf, is
independent of the symbol index i, the chip index n and the user index £. After
despreading, the samples at the input of the decision device yield (see (2.41))

Zig =i+ Wiy (4.11)
where
=
Wi = W; nc;k n 4.12
N4 \/ﬁc nz::l Ne+nCiN +n ¢ ( )

yielding E[|W;¢|?] = Np. Note that z;, contains the data symbol a;, but
no other symbols: because of the orthogonality of the sequences c; ¢, no MUI
occurs, and because of the non-dispersive channel, no ISI occurs. Taking into
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account that E, = E[|a;|?], the resulting SNR (4.8) is independent of the

indices ¢ and ¢ and yields
E
SNR(0) = = 4.13
0 =% (113)
The presence of synchronisation errors generally causes interference. Hence,
the DS-CDMA system performance is degraded as compared to the case of
no synchronisation errors. The degradation of the SNR (4.8) as compared to

SNR(0) (4.13) (expressed in dB) is given by

Py
Deg;y = —10log | —% Usirt (4.14)
07+ 5 (Psrie+ Prsrie+ Puur,ie)

The computation complexity of the expressions (4.9) strongly increases for an
increasing spreading factor N.. To reduce this computation complexity, we
present accurate approximations for (4.9). In the following, we make use of the
simplified expressions of appendix C for (4.9).

4.3 Effect of Synchronisation Errors

In this section, we investigate the effect of synchronisation errors on the per-
formance of the considered DS-CDMA system. In [Ste99¢], we have studied
the effect of the carrier phase errors on a downlink orthogonal DS-CDMA sys-
tem. In the literature, the effect of the following synchronisation errors on the
DS-CDMA system have been studied: the effect of a carrier frequency offset
and clock frequency offset on the DS-CDMA system has been investigated in
[Sou90]. The sensitivity of DS-CDMA to random carrier phase and timing er-
rors has been studied in [Buc95]. In [Par96], the impact of timing errors on a
DS-CDMA system is investigated. The sensitivity to timing jitter is studied in
[Buc93]. As in section 2.2, we separately consider the effect of the carrier phase
errors and the timing errors.

4.3.1 Carrier Phase Errors

The sensitivity of the DS-CDMA system to carrier phase errors is investigated
in this section, in the case no timing errors are present (¢;n.1n, = 0). In this
case, the quantities I; ; s ¢ (4.6) are given by

1 N.—1
? 1b(t; n
Lir e = dii o Y N kN s G €PN (4.15)
c I
n,n’'=1

In (4.15), we observe that the carrier phase errors do not introduce intersymbol
interference, but only cause self-interference and multiuser interference. In the
following, we consider the cases of a constant phase offset, a carrier frequency
offset and carrier phase jitter.
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Figure 4.3: Effect of a constant phase offset on the samples z; ¢, gfyn =1

Constant Phase Offset

A constant mismatch of the phase between the carrier oscillators at the trans-
mitter and the receiver introduces a constant phase offset ¢(t;n, 4n) = ¢. The
constant phase offset causes a phase rotation over an angle ¢ of the received
samples v; N, +n, but no interference is introduced. Hence, in the absence of an
equaliser (gﬁn = 1), a constant phase offset gives rise to a constant phase rota-
tion of the samples at the input of the decision device, as shown in figure 4.3,
resulting in a reduction of the noise margins. To compensate for the reduction
of the noise margins, the equaliser rotates the samples v;y,tr over (an estimate
of) the angle —¢, i.e. the MMSE equaliser is given by (gararse)t, = Ce™?,

where ’
VE;

C=—"—"-
Ny + E

(4.16)
are the equaliser coefficients in the absence of synchronisation errors. The
MMSE equaliser in the case of the constant phase offset is independent of the
symbol index 7, the user index ¢ and the chip index n. As the phase rotation
of the samples v;n_ 4+, does not introduce an enhancement of the noise power
level, the constant phase offset is compensated without loss of performance.

Carrier Frequency Offset

When a constant mismatch of the frequency between the carrier oscillators at
the transmitter and the receiver occurs, the carrier phase error linearly increases
in time: ¢(tin,4n) = 27(n+iN)AFT +¢(0), where AF is the carrier frequency
offset. A carrier frequency offset introduces a rotation at a constant speed of
2w AF rad/s of the receiver filter output samples v;n_ 1, and a frequency shift
of the transmitted signal, resulting in a reduction of the useful component and
interference, as shown in the previous chapter.

First, we concentrate on the effect of the phase rotation on the system per-
formance. When no correction of the systematic phase rotation of the samples
ViN,+n IS present, i.e. gf,n = 1, the useful component of the sample z; , at the
input of the decision device is subjected to a rotation at a constant speed of
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Figure 4.4: Carrier frequency offset, N, = ngf,n = 1,N., = 64, AFT =
2.1073, (a) Walsh Hadamard sequences (b) overlay sequences

27 N.AFT rad/symbol and a reduction of the amplitude (4.6):

Liive= €j¢(0)€j2”NCAFTD(AFT) (4.17)
where
1 g sin mN.x
D e j2mnx _ jr(Ne—1)z c 418
@) c n; ‘ ¢ N.sinnmx ( )

This amplitude reduction of the useful component is introduced as the contribu-
tions of the different chips that have to be summed to obtain the sample z; ; are
not in phase. Furthermore, this sample dependent rotation of v;n, 4, gives rise
to a large amount of MUI. Hence, a carrier frequency offset reduces the perfor-
mance when no equalisation is performed. Figures 4.4 (a)-(b) show the scatter
diagrams of the samples at the input of the decision device in the absence of
additive noise, for the cases of the Walsh-Hadamard sequences and the overlay
sequences. Furthermore, it is assumed that the carrier frequency offset equals
AFT = 2.1073, the spreading factor N, = 64, and the number of active users
equals N, = N, i.e. for the maximal load. In these figures, we observe that
the scatter diagrams are the same for the Walsh-Hadamard sequences and the
overlay sequences. As expected, the samples at the input of the decision device
are rotated and disturbed by a large amount of MUI.

To avoid the systematic rotation of the samples z; , at a constant speed of
2 N.AFT rad/symbol, a one-tap equaliser can be applied after despreading.
However, in this case, the sampling dependent rotation of the receiver output
samples still causes a reduction of the useful component and introduces a large
amount of MUI. To avoid this reduction of the useful component and the MUI,
a one-tap equaliser is applied to the output of the receiver filter. Assuming the
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receiver is able to estimate the carrier frequency offset, the equaliser rotates the
sample v;n_+n over the angle —(2m(n + iN.)AFT + ¢(0)):

(grarsp), = Ce I2mnHiNe) AFT o =jo(0) (4.19)
where C' is defined in (4.16). In this case, the quantities I; ;s s ¢ (4.15) reduce
to

Lii g0 = Coi 600 (4.20)

Hence, when the systematic phase rotation is compensated, no interference or
a reduction of the useful component is introduced. Furthermore, as the phase
rotation of the receiver samples v;n,+n does not enhance the noise power level,
no degradation is introduced.

In the preceding analysis, we have shown that the effect of the phase rotation
of the receiver filter output samples v;n,+n can be compensated without loss of
performance by the equaliser. However, in this analysis, we have neglected the
effect of the frequency shift of the transmitted signal. Because of the frequency
shift, a part of the transmitted signal falls outside the bandwidth of the receiver
filter, resulting in signal distortion and power loss. In chapter 3, it is shown that
this frequency shift results in a reduction of the useful component in the samples
UiN,+n and the introduction of interference. Assuming the equaliser compen-
sates for the systematic phase rotation of the samples v;n, +n, the quantities
Ii’il’g’gl (4.6) yield
Ne—1

C y
Lo = A E CiNu4n,0Ci! Non! £’

c
n,n’=0

+oo
/ P(f)P*(f + AF)ei2m(n=n'+(=iIN)fTge (4 91)
— 00

In the case of the maximum load (N, = N.), which corresponds with the worst
case as the multiuser interference power is maximal, the power of the average
useful component Py, the total interference power P; (which is the sum of the
powers of the self-interference, the intersymbol interference and the multiuser
interference) (4.9) and the noise (4.7), for both the Walsh-Hadamard sequences
and the overlay sequences, are independent of the block index i and the user
index ¢ and yield

+o0o 2
o= (CP| [ PGP+ AR
+o00 oo 2
Po=Ick Y | [ PP ARy
n=—o0;n#0 e
E[[Wiel?] = NolCJ? (4.22)

As we observe from (4.22), the power of the average useful component, the to-
tal interference power and the noise power are independent from the spreading
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Figure 4.5: Influence of the carrier frequency offset on the reduction of the

power of the average useful component (1— Py) and the total interference power
(Pr = Ps; + Prsr + Pyur), Ne = 64, Ny, = N,

factor N.. In the case of the transmit and the receiver filter being square-root
raised-cosine filters with rolloff « (see appendix B), and when the carrier fre-
quency offset is small, i.e. AFT < 1, the power of the average useful component
(4.22) can be approximated by

(r|AF|T)?

Py~1-—
v 4o

(4.23)

Hence, the power of the average useful component is reduced as compared to
the case of a zero carrier frequency offset. The power of the average useful com-
ponent and the total interference power are a function of the product AFT. In
figure 4.5, the reduction of the power of the average useful component (1 — Py)
and the total interference power Py (4.22) are shown as function of the product
AFT, a spreading factor N, = 64 and the maximum load (N, = N,.). Similarly
as for the conventional single carrier communication system, the total interfer-
ence power, which is proportional to (AFT)* can be neglected as compared to
the reduction of the power of the useful component, which is proportional to
(AFT)?, for small frequency offsets (AFT < 1). The degradation as compared
to the case of a zero carrier frequency offset, caused by the reduction of the
useful component only and the degradation caused by both the reduction of
the useful component and the interference are shown in figure 4.6. We observe
that the degradation is mainly caused by the reduction of the useful component.
This degradation is independent of the spreading factor V.. The degradation is
small when the frequency offset is small as compared to the system bandwidth:
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Figure 4.6: Degradation caused by the reduction of the power of the average
useful component only and the reduction of the power of the average useful
component and the interference power, SNR(0) = 20dB, N. = 64, N,, = N,

AF <« 1/T = N.R;. The sensitivity of the DS-CDMA system to a carrier fre-
quency offset is the same as for the conventional single carrier communication
system.

Carrier Phase Jitter

To get rid of a carrier frequency offset and a constant phase offset, a carrier
synchronisation mechanism can be used to estimate the optimum phase 6,.(¢).
The phase jitter resulting from such a synchroniser structure can be modelled
as a zero-mean stationary random process with jitter power spectral density
Se(f) and jitter variance 03). When the phase jitter slowly varies as compared
to the duration of the impulse response of the transmit filter, and for small jitter
variances 0’35 < 1, the quantities I; ;7 ¢ - (4.15) can be approximated by

N.—1
1 °$ N .
Linewr =~ O CinepnaConorn o9in (1 50(tivgn)  (4.24)
¢ n,n'=0

When the carrier phase jitter rapidly varies as compared to the averaging time
of the MMSE equaliser, the equaliser is not able to track the variations caused
by the carrier phase jitter. The equaliser averages in the time over the varia-
tions caused by the carrier phase jitter. As for small jitter variances, the time
average of exp(j¢(t)) can be approximated by Elexp(jo(t))] =~ E[1+jo(t)] =1,
the MMSE equaliser is essentially the same as in the absence of synchronisation
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errors, i.e. (gMMSE)f,n = C, where C is defined in (4.16). The MMSE filter is
independent of the symbol index i, the chip index n and the user index ¢. From
(4.24) it follows that the carrier phase jitter introduces self-interference and mul-
tiuser interference. However, the average useful component is not attenuated,
nor intersymbol interference is introduced. Considering the approximations for
the moments of the spreading sequences (appendix C), the powers of the average
useful component, the self-interference, the multiuser interference (4.9) and the
noise (4.7) are given by

Py = |CP?
+oo
P = ICF [ SoIDUTIPA
1 e
Puoi = ICPR=1 [ Sun0-DUTIG  (425)
E[[Wi )] = NolC|?

From (4.25) it follows that the powers of the average useful component, the self-
interference, the multiuser interference and the noise are independent of the user
index ¢ and the symbol index i. As we observe in (4.25) and in figure 4.7, the self-
interference and the multiuser interference mainly consist of the low frequency
components (|f| < 1/(N.T) = Rs) and the high frequency components (|f| >
1/(N.T) = R,) of the jitter spectrum Sg(f), respectively. For the highest load
(N, = N.), the sum of the powers of the self-interference and the multiuser
interference becomes independent of the spectral contents of the jitter and of
the spreading factor N., and only depends on the jitter variance 03), given by

+oo
ﬁ:/ Sy (f)df (4.26)

— 00
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Figure 4.8: Carrier phase jitter, N, = N,
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Figure 4.9: Jitter spectrum

In this case, the degradation (4.14) of the SNR, caused by the carrier phase
jitter, is independent of the spreading factor N, and of the spectral contents of
the jitter, but only depends on the jitter variance:

Es
Deg = 101og (1 + Foa;> (4.27)
The performance degradation (4.25) is the same for all users and is independent
of the symbol index 3.

In figure 4.8, the degradation (4.27) is shown as function of the jitter vari-
ance. The degradation of figure 4.8 yields an upper bound for the degradation
for N, < N..

The DS-CDMA system is simulated in the absence of additive noise (Ny =
0), in the case of QPSK modulation, for a spreading factor N. = 64, the maxi-
mum load and a jitter variance of 02 = 5.1073 rad?. The jitter spectrum is of
the shape of figure 4.9. Figures 4.10 (a)-(b) and 4.11 (a)-(b) show the scatter
diagrams for fr, = 0, fg = 1/(N.T) = Rs and fr, = 2/(N.T) = 2R,, fp =
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Figure 4.10: Carrier phase jitter, N, = N., fr =0, fg = 1/(N.T) = Rs, N, =
64,03 = 5.107% rad®, (a) Walsh-Hadamard sequences (b) overlay sequences

Table 4.1: Mean square deviation of the samples at the input of the decision
device

Theoretical | Simulations

fL=0, Walsh-Hadamard 5F —3 5.064F — 3
fB=1/(N.T) =R, | overlay 5E —3 5.064E — 3
fL=2/(N.T)=2R,, | Walsh-Hadamard 5E —3 5.052E — 3
fB=4/(N.T) = 4R | overlay 5E —3 5.052F — 3

4/(N.T) = 4R;, respectively, in the cases of the Walsh-Hadamard sequences
and the overlay sequences. We observe that the scatter diagrams for the Walsh-
Hadamard sequences and the overlay sequences are the same. Although the
mean-square deviation of the samples at the input of the decision device are
equal for all scatter diagrams and equals 03), the scatter diagrams differ consid-
erably. When fr, =0, fg = 1/(N.T) = R, the main interference contribution
is the self-interference, as the jitter contains only low frequency components
(If] < 1/(N.T) = Rs). Hence, the jitter gives rise to a random phase ro-
tation of the useful component and the scatter diagram shows mainly an an-
gular displacement of the samples at the input of the decision device. When
fo = 2/(N.T) = 2R, fp = 4/(N.T) = 4R,, the jitter contains only high
frequency components (|f| > 1/(N.T) = R,) and therefore introduces mainly
MUI. Hence, the jitter causes both an angular and a radial displacement of the
samples at the input of the decision device, resulting in a circular cloud in the
scatter diagram, as the term of the MUI has uncorrelated real and imaginary
parts, each having the same variance. In table 4.1, the mean square deviation
of the samples at the input device is shown for the simulations of the scatter
diagrams of figures 4.10 and 4.11. As we observe, the simulation results agree
well with the theoretical results.
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4.3.2 Timing Errors

In this section, we investigate the sensitivity of the DS-CDMA system to tim-
ing errors in the absence of carrier phase errors (¢(¢t) = 0). In this case, the
quantities I; ;7 ¢ (4.6) are given by

N.—1
1 Ne
4 / - -/
Ly e =+ Y Nt Ci Nt 0 Gh (0 =1+ (i = ) Ne + €inpn)T)
C
n,n’=1

(4.28)
where h(t) is the impulse response of the cascade of the transmit filter and the
receiver filter. Its Fourier transform equals H(f) = |P(f)|?>. From (4.26) it
follows that a timing error introduces interference. In the following, we consider
the effect of a constant timing offset, a clock frequency offset and timing jitter.

Constant Timing Offset

In the case of a constant mismatch between the estimated and the ideal timing
instants, a constant timing offset €;x, 4+, = € occurs. In the case of the maximum
load, which corresponds to the worst case as the multiuser interference power is
maximal, the MMSE equaliser coefficients are the same for the Walsh-Hadamard
sequences and the overlay sequences. Furthermore, the equaliser coefficients are
independent of the symbol index i, the chip index n and the user index ¢ and
equal

_ VEh* (eT) A
No+E; 302 |h((n+e)T))|2

n=—oo

(9vmsE): . Ce (4.29)
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In the case of the maximum load, the power of the average useful component,
the total interference power P; (which is the sum of the powers of the self-
interference, the intersymbol interference and the multiuser interference) (4.9)
and the noise power (4.7) are the same for the Walsh-Hadamard sequences and
the overlay sequences, and are given by

Pu = |Cf|h(eT)?
+oo
Prsr = |C? Z [h((n+e)T)|?
n=—o0;n#0
2 [ 1 — 2 oo n 2
_ - j2men i _
i U H(f)H (f + ) df = [h(eD)
E[[Wie*] = NolC? (4.30)

As we observe in (4.30), the powers of the average useful component, the total
interference power and the noise are independent of the spreading factor N,
the user index ¢ and the symbol index i. When the transmit filter and receiver
filter are square-root raised-cosine filters with rolloff a (see appendix B), the
total interference power (4.30) is given by

Py =|C.|? (1 - %(1 — cos2me) — |h(eT)|2) (4.31)

Hence, the degradation (4.14) of the SNR as compared to the case of a zero
timing offset yields

Es
Deg = —10log |h(eT)|? + 101log <1 +— (1 - %(1 — cos 2me) — |h(eT)|2>>

No
(4.32)
The degradation is independent of the spreading factor N, and is equal for all
users. For a small timing error (e < 1), we can use the approximations (3.32).
In this case, the degradation (4.32) can be approximated by

Deg ~ —10log(1 — e>A(a)) + 101log (1 + %623(00) (4.33)
0

where A(a) and B(«) are defined in (3.34).

In figure 4.12, the degradation (4.33) and the degradation caused by the
interference only are shown as function of the constant timing offset. As we
observe, the effect of the reduction of the useful component can be neglected as
compared to the effect of the interference. In figure 4.13, the total interference
power and the powers of the self-interference, the intersymbol interference and
the multiuser interference are shown as function of the constant timing offset for
the maximum load. As expected, the interference power is proportional to €?
for small €. It can easily be verified that the SI power is inversely proportional
to N, and that the ISI power is about N, times smaller than the SI power.
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Figure 4.12: Constant timing offset, N. = 64, N,, = N, SNR(0) = 20 dB

Furthermore, the MUI power per disturbing user is of the same order of the SI
power and also inversely proportional to N.. The MUI power is proportional
to the number of disturbing users. When no disturbing users are present, the
MUI power is zero. For the maximum load, the MUI power is maximum and
is shown in the figure. We observe in figure 4.13 that for the maximum load
and for a large spreading factor, the dominating interference term is the MUI.
Although the self-interference power, the intersymbol interference power and
the multiuser interference power depend on the spreading factor, the sum of the
powers, i.e. the total interference power, is independent of the spreading factor
N, when all users are active (N, = N,).

Clock Frequency Offset

In the case of a clock frequency offset AT/T between the transmitter and re-
ceiver clock, the timing error linearly increases with time: €;n, 4n = (iNV. +
n)AT/T +eq. Hence, an increasing misalignment between the transmitted chips
CiN.+n,¢ and the received samples v;n, .+, occurs. This increasing misalignment
can not be tolerated. To compensate for this increasing misalignment, a coarse
synchronisation algorithm could be used, as described in section 3.3.2. At the
receiver, the chip ¢jy_, , is multiplied with the sample vy N, 44, for which the
sampling instant Ly N.+n/ is closest to the ideal sampling instant ¢;n_4r. This
involves duplicating (AT > 0) or removing (AT < 0) samples at regular inter-
vals, so that the average rate of samples used by the receiver equals the chip
rate 1/T. The resulting relative timing error é;x. 1 = (fo N, 1n/ — tin,+n)/T is
limited to the interval [—0.5,0.5]. When AT/T is so small that €;n_4, is slowly
varying over the averaging time of the equaliser, the timing error is tracked by
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Figure 4.13: Constant timing offset, N. = 64, N, = N.,a = 0.1

the equaliser, and is essentially constant over a symbol interval. The resulting
degradation of the SNR depends on the symbol index 4, and is given by (4.32),
with e replaced by the average over €;n_ 4, over the considered symbol interval.
For &n,4n (n = 0,...,N. — 1) close to 0.5 or -0.5, this degradation is in the
order of 20 dB. Hence, even when a coarse synchronisation algorithm is used to
compensate for the increasing misalignment, the DS-CDMA system is severely
degraded. To avoid this strong degradation, a clock frequency offset must be
eliminated, by using a synchroniser structure that adjusts the timing phase of
the receiver clock or interpolates between the available samples, as described in
section 3.3.2.

Timing Jitter

When sampling is performed by means of a timing synchronisation algorithm
that eliminates a constant timing offset and a clock frequency offset, the re-
sulting timing jitter can be modelled as a zero-mean stationary random pro-
cess with jitter power spectral density S.(exp(j2rf7')) and jitter variance o2.
When the timing jitter rapidly varies as compared to the averaging time of
the MMSE equaliser, the equaliser is not able to track the variations caused
by the timing jitter. The equaliser averages in the time over the variations
caused by the timing jitter. For small jitter variances 02 < 1, the time
average of h((n + €;n,+r)T) can be approximated by E[h((n + €;n,4+nT)] =
E[h(nT) 4 €;n.+2Th' (nT)] = h(nT), where h'(t) is the first order derivative
of h(t). Hence, the MMSE equaliser is essentially the same as in the absence
of timing errors, i.e. (gmmse)f, & C where C is defined in (4.16). It can
easily be verified that in the case of the maximum load (N, = N.), the power

of the average useful component, the total interference power P; (which is the
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sum of the powers of the self-interference, the intersymbol interference and the
multiuser interference) (4.9) and the noise power (4.7) are the same for the
Walsh-Hadamard sequences and the overlay sequences, and are given by

Py; = |CP|BMen, +nT)]?
+oo
Pri = |CP Y EM((k+enn) TP
k=—00;k#0
1 00 +o0 k
— 2 _ j2ﬂ'5iNc+nk _
c (TkZOOE[e [ wm (54 g )
—E[Ih(fiNc+nT)2]>
E[[Wiel’] = NolCJ? (4.34)

We observe in (4.34) that the powers of average useful component, the total
interference and the noise are independent of the spreading factor N, and the
user index ¢. For small jitter variances, the approximations (3.37) can be used.
When the transmit and receiver filter are square-root raised-cosine filters with
rolloff «, the power of the average useful component and the total interference
power (4.34) can be approximated by

Py [CI2(1 — a2 A(a))
P =~ |C]*¢?B(a) (4.35)

Q

where A(«) and B(«) are defined in (3.33) and the jitter variance is given by

+1/2T

o2 = / S, (727 T)f (4.36)

—1/2T

The powers of the average useful component and the total interference (4.33) are
independent of the symbol index i. The degradation (4.14) of the SNR of the
DS-CDMA system caused by the timing jitter is independent of the spreading
factor and the spectral contents of the jitter, but only depends on the jitter
variance

Deg = —10log(1 — 02 A(a)) + 101log <1 + ]%USB(a)> (4.37)
0

The degradation is the same for all users and is independent of the symbol index
i. Observing (4.33) and (4.37), it is clear that the sensitivity of the DS-CDMA
system to a constant timing offset and timing jitter is essentially the same, when
the jitter variance is equal to €2.

In figure 4.14, the total interference power and the powers of the self-
interference, the intersymbol interference and the multiuser interference are



82 CHAPTER 4. SINGLE CARRIER DIRECT SEQUENCE CDMA

1.E+00 1
1.E-01 A
1.E-02 -
1.E-03 -
1.E-04 1
1.E-05 -
1.E-06 1
1E07 4 ..

1.E-08 : : : .

1.E-05 1.E-04 1.E-03 1.E-02 1.E-01

2
Gg

Power

Figure 4.14: Effect of the timing jitter on the interference powers, N, = 64, N,, =
Neya=0

shown as function of the jitter variance, in the case of the Walsh-Hadamard se-
quences and of the maximum load (N, = N.). The power of the self-interference
is inversely proportional to N.. As we observe, the power of the intersymbol
interference is small as compared to the self-interference power: the ISI power is
about N, times smaller than the SI power. Furthermore, it can be verified that
the MUI power per disturbing user is of the same order of the SI power and is
also inversely proportional to N.. The MUI power is proportional to the number
of disturbing users. Hence, for the lowest load (N, = 1), the MUI power is zero
and for the highest load (N,, = N.) the MUI power is maximum. The maximum
MUI power (for N,, = N.) is shown in figure 4.14. We observe that for the max-
imum load and for a large spreading factor, the dominating interference term
is the MUI. Although the self-interference power, the intersymbol interference
power and the multiuser interference power depend on the spreading factor, the
total interference power, i.e. the sum of these powers, is independent of the
spreading factor N. when all users are active (N, = N.). Similar results can
be found for the case of the overlay sequences. In figure 4.15, the degradation
(4.35) and the degradation caused by the interference only is shown as function
of the jitter variance. Similarly as in the case of the constant timing offset, the
effect of the reduction of the useful component can be neglected as compared to
the effect of the interference. Hence, the degradation can be well approximated
by

Eq
Deg ~ 101log (1 + F‘UEB(a)) (4.38)
0
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Figure 4.15: Timing jitter on the interference powers, N, = 64, N, =
N.,SNR(0) =20 dB

4.4 Conclusions and Remarks

In this chapter, we have considered a reference DS-CDMA system as an in-
troduction to the combination of CDMA with a multicarrier system that will
be presented in chapter 6. For the reference DS-CDMA system, we considered
the case of synchronous DS-CDMA transmission over an AWGN channel. We
have investigated the sensitivity of this reference DS-CDMA system to syn-
chronisation errors. The performance of the DS-CDMA system is essentially
independent of the user index £, as the effect of the distortions is mitigated by
spreading the data.

The DS-CDMA system is not degraded by a constant phase offset as the
effect of the constant phase offset can be compensated without loss of perfor-
mance by the equaliser. A carrier frequency offset introduces severe perfor-
mance degradation, when the time-dependent phase rotation of the receiver
filter output samples is not compensated. An equaliser can compensate for
this time-dependent phase rotation without loss of performance. However, the
frequency shift of the transmitted signal introduces a performance degradation
that can not be corrected by the equaliser without enhancing the noise power
level. Similarly as for the conventional single carrier communication system,
the degradation is mainly caused by the reduction of the useful component.
This performance degradation depends on the product AFT and is indepen-
dent of the spreading factor. When the carrier frequency offset is small as com-
pared to the system bandwidth AF <« 1/T = N R, the degradation caused
by this frequency shift is small. In the case of the maximum load, the carrier
phase jitter introduces a degradation that is independent of the spreading fac-
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tor and of the spectral contents of the jitter, but only depends on the jitter
variance. The scatter diagrams in this case, however, depend considerably on
the spectral contents of the jitter. Jitter with mainly low frequency components
(If] < 1/(N.T) = Rs) causes mainly an angular displacement of the samples at
the input of the decision device. Jitter with mainly high frequency components
(If] > 1/(N.T) = Ry) causes a combination of an angular and a radial displace-
ment of the samples at the input of the decision device, resulting in a circular
cloud in the scatter diagram.

A constant timing offset gives rise to a reduction of the useful component
and interference. The interference term mainly consists of multiuser interfer-
ence. The degradation caused by the constant timing offset is independent of
the spreading factor and for small timing offsets, it is proportional to the square
of the timing offset. Furthermore, the effect of the reduction of the useful com-
ponent is negligible as compared to the effect of the interference when the timing
offset is small. A clock frequency offset introduces an increasing misalignment
between the chips and the received samples. To compensate for the increasing
misalignment, a coarse synchronisation algorithm that duplicates or removes
samples at regular instants can be used. However, the residual timing error
introduces a strong degradation of the DS-CDMA system. To avoid this degra-
dation, a clock frequency offset must be eliminated by adjusting the sampling
clock phase or by interpolating between the available samples. The timing jitter
introduces a degradation that is independent of the spreading factor and of the
spectral contents of the jitter, when the number of active users is maximal. In
this case, the degradation only depends on the jitter variance. The degrada-
tions caused by the constant timing offset and the timing jitter are essentially
the same when the jitter variance equals the square of the timing offset.



Chapter 5

Orthogonal Frequency
Division Multiplexing and
Multiple Access

5.1 Introduction

In a single carrier system where the data symbols are transmitted sequen-
tially, strong intersymbol interference (ISI) is introduced when the duration
of the impulse response of the dispersive channel exceeds the symbol interval
length. The influence of the intersymbol interference caused by the dispersive
channel can be reduced by increasing the duration of a transmitted data sym-
bol. This can be achieved by means of a multicarrier technique, consisting
of frequency-division multiplexing (FDM) [Cha66], [Bin90], [Zou95], [vdB99],
[Kal89], [Wei7l], [Moe99b], [Bah99], [vNe00], [Lin99]: the available bandwidth
is divided into a number of narrow subchannels, each corresponding with a car-
rier of the multicarrier signal. The symbol sequence to be transmitted is split
into a large number of lower speed symbol streams, which each modulate in
parallel a carrier from a different subchannel. As the available bandwidth is
divided in many narrow subchannels, the frequency response over each sub-
channel is relatively flat. Hence, equalisation is potentially simpler than in a
single carrier system.

In the conventional FDM technique, the system bandwidth is divided into
non-overlapping subchannels. However, as each subchannel requires its own
carrier oscillator and narrowband filter with sharp cut-off (both at transmitter
and receiver), the number of subchannels is limited by the implementation com-
plexity. In the orthogonal frequency-division multiplexing (OFDM) technique,
a discrete Fourier transform (DFT) [Bin90], [Zou95], [vdB99], [Kal89], [WeiT1],
[Moe99b], [Bah99], [vNe00], [Lin99] is used to modulate and demodulate the
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parallel data streams. In this technique, the subchannels are not band-limited
and spectrally overlap, so a high spectral efficiency can be achieved. The center
frequency of a subchannel is called the carrier frequency. In this multicarrier
technique, interference between carriers is eliminated by selecting the carrier
spacing equal to the reciprocal of the per carrier symbol period. The transmit-
ter and receiver of OFDM can be implemented efficiently by using fast Fourier
transform (FFT) techniques.

A problem encountered in the OFDM technique is that channel dispersion
destroys the orthogonality between the carriers, causing interference between
symbols. This problem is solved by inserting a cyclic extension of the OFDM
signal. When the duration of the cyclic prefix exceeds the duration of the
impulse response of the dispersive channel, the orthogonality between the carri-
ers is maintained and interference between symbols is avoided [Pel80], [Bin90],
[Zou95], [vdB99], [Kal89], [Wei71], [Bah99], [vNe00]. In this case, equalisation is
very simple and can be implemented as one-tap equalisers after demodulation.
However, as inserting a cyclic prefix reduces the power efficiency and the data
throughput, the cyclic prefix must be a small fraction of the per carrier symbol
duration [vdB99], [Pol97], [Ste99i], [Ste96], [Ste98c].

The OFDM technique is not a multiple access technique as all carriers of the
OFDM system are modulated with data symbols from a single user. To support
multiple users, OFDM must be combined with a multiple access scheme.

e OFDM in combination with TDMA: The time axis is divided in non-
overlapping time slots. A user is assigned a set of time slots. During each
of these time slots, the user transmits a number of data symbols by means
of the OFDM technique, occupying the whole system bandwidth.

e OFDM in combination with FDMA: The available bandwidth is divided
in non-overlapping frequency bands. A user is assigned a frequency band,
in which he transmits an OFDM signal as long as he is active.

e OFDM in combination with CDMA: Each user occupies the whole system
bandwidth (which is equal to the bandwidth of the OFDM signal) during
the whole time the user is active. Each user is assigned a unique spreading
sequence, which allows to separate the different users.

In the cases of OFDM combined with TDMA or FDMA, the signals of the
different users are physically separated in time or in frequency, respectively.
Hence, the signals belonging to the different users do not interfere and the system
can be interpreted as a number of point-to-point communication systems. In
the case of OFDM combined with CDMA, all users simultaneously occupy the
entire system bandwidth; this case will be discussed in chapter 6. The OFDM
technique has been proposed and/or accepted for various applications, such as
broadcasting of digital audio and digital television [Sar95], mobile radio [Pol97],
[Ste96], [Ste98c|, [San95], [Chi95], [Tuf98], [Rus95] and transmission over twisted
pair cables [Chw9la], [Chw91lb).
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Orthogonal frequency-division multiple access (OFDMA) is closely related
to OFDM. In the case of OFDMA, the sum of the different user signals can
be viewed as an OFDM signal, but with each carrier generated by a different
user instead of all carriers generated by the same user. The OFDMA technique,
where the carriers are spaced as densely as possible while maintaining the or-
thogonality between the carriers, is spectrally more efficient than traditional
FDMA, where the carriers occupy non-overlapping frequency bands. Further-
more, OFDMA is more advantageous as traditional FDMA, as an FFT is less
complex to implement than a bank of filters and oscillators. The OFDMA tech-
nique has been proposed as an access technique for the return path in a CATV
(community area television) network [Sar96], i.e., for the communication from
the users to the head-end.

In this chapter, we investigate the sensitivity of OFDM and OFDMA to
synchronisation errors for both the uplink and the downlink. The chapter is
organised as follows: in section 5.2, the OFDM system is considered. The
downlink and uplink OFDMA system is investigated in section 5.3. In section
5.4, we separately consider the influence of carrier phase errors and timing errors
on both OFDM and OFDMA in the case of an ideal channel. The effect of the
synchronisation errors on the OFDM and OFDMA system in the presence of a
dispersive channel is discussed in section 5.5, and in section 5.6 conclusions are
drawn.

5.2 Orthogonal Frequency Division Multiplex-
ing

When TDMA or FDMA is used as an access technique in combination with the
OFDM modulation technique, the OFDM signals transmitted to (downlink) or
transmitted by (uplink) the different users do not interfere as they are physically
separated in time or in frequency, respectively. In these cases, the system can be
interpreted as N,, independent point-to-point OFDM systems, where N,, denotes
the number of active users. Furthermore, as the signals of the different users do
not interfere, it is clear that the difference in analysis between the downlink and
the uplink disappears and that we can focus on the OFDM system for a single
user. Without loss of generality, we use the terminology for the downlink.

The conceptual block diagram of the OFDM transmitter for a single user
is shown in figure 5.1. The complex-valued data symbols to be transmitted at
a rate Ry by the basestation to the considered user, are organised into blocks
of NFFT data symbols; a;,, denotes the nth data symbol of the ith block. In
OFDM, the available bandwidth is partitioned into Ngpr subchannels, that
are made orthogonal be using a carrier spacing equal to the per carrier symbol
rate. The nth carrier is modulated by the symbols {a;,|i = —o0,...,+o0}
and the modulated carriers are summed before transmission. In a practical
implementation, the Ngpr samples of the transmitted sequence during the ith
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Figure 5.1: Conceptual block diagram of the OFDM transmitter

block are generated by feeding the data symbols a; = [a; ... @i Nppr—1]7 tO
an inverse fast Fourier transform (IFFT). The resulting time-domain samples
Si = [8i0-SiNprr—1]] are given by

NFFT ! kn
Slk_iv”ﬂ:r Z @€ NPT k=0,....Nppr — 1 (5.1)
This can also be written as
S; = Fai (52)

where Fy, , = (1/v/Nppr) exp(j2mkn/Nppr) denotes the matrix corresponding
to the inverse FFT. Note that F is an orthogonal matrix, i.e., FFT = FIF =
In, p, where Iy, .. is the identity matrix of order Nppr X Nppr. In the pres-
ence of a dispersive channel, the orthogonality between the carriers is lost and
intercarrier interference (ICI) is introduced. Furthermore, interference between
adjacent transmitted OFDM blocks occurs, resulting in intersymbol interfer-
ence (ISI). To combat the interference introduced by the dispersive channel,
each OFDM block is preceded by a prefix of v samples, containing a cyclic ex-
tension of the time-domain samples s;. The resulting Nppr + v time-domain
samples of the ith block are s; = [s; _, ... 8; Nppr—1]7, Where the first v sam-
ples are a duplication of the last v samples: {s; x|k = —v,..., =1} = {s; x|k =
Nppr—v,..., Nppp—1}. After a normalisation such that the energy per sym-
bol transmitted by carrier n equals Ej ,, where E, ,, = E[|ai,n|2], the resulting
time-domain sequence s; yields

| Nrrr
s; =1/ ———QFa; 5.3
Nrpr +v (5:3)

where Q is an (Nppr 4+ v) X Nppr matrix

Q- ( ;’NF:Z ) (5.4)

and I, is the identity matrix of dimension M x M and 0 is a matrix containing
only zeroes. Hence, the transmitter converts Npppr data symbols into a block
of Nppr + v samples using the linear transformation T, ; (2.1):

FFT
T”»_—,/ii QF 5.5
tr, N ]y ( )
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Figure 5.2: Spectrum of the carriers

The time-domain sequence s; (5.3) is multiplied with the transmit clock signal,
consisting of a periodic sequence of Dirac impulses, and is fed to the transmit
filter P(f), which is a square-root Nyquist filter with respect to the time interval
T = Nppr/((Nppr + v)Rs). The resulting multicarrier signal s(¢) (complex
baseband representation) is given by

+oo
s(t)= > si(t—i(Nppr +v)T) (5.6)
where
Nppr—1
Sl(t) = Z Si’kp(t — ]{?T — Tc) (57)
k=—v

and 7, is a time delay that represents the transmit clock phase. Hence, s(t)
can be viewed as a sequence of signals s;(t), with s;(¢) containing the samples
sik (k= —v,...,Nppr — 1) that are a function of the data symbols a;, (n =
0,...,Ngppp — 1). The samples s; (k= —v,..., Nppr — 1) are referred to as
the ith OFDM block. Taking into account (5.3), s; , can be written as

1 Nppr—1 .

2 n
Sik = T po/—/— ai,nej WNFFT, kJ:—V,...,NFFT—l (58)
Nl

As the spacing between the samples s; , equals T, the carriers of the multicarrier
signal s(t) are located at the frequencies n/(NpprT), n = 0,..., Nppp — 1.
Figure 5.2 shows the spectrum of some of the carriers. Note that the carriers
spectrally overlap.
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The multicarrier signal s(t) (5.6) is transmitted by the basestation to the
considered user. The transfer function from the basestation to the receiver of the
considered user is given by H.,(f;7). The output of the dispersive channel is
disturbed by additive white Gaussian noise (AWGN) wr,p(t), with uncorrelated
real and imaginary parts, each having a power spectral density (psd) of Ny/2.
Furthermore, the signal is affected by the carrier phase difference between the
carrier oscillator (for upconversion from baseband to bandpass) at the basesta-
tion and the carrier oscillator (for downconversion from bandpass to baseband)
at the receiver of the considered user. As all OFDM carriers are upconverted and
downconverted using the same carrier oscillators, all carriers exhibit the same
carrier phase difference HC—ér(t), where 6. is the carrier phase at the basestation
and ér(t) is the estimated optimum carrier phase at the receiver of the consid-
ered user. The received complex baseband signal r(t) is applied to the receiver
filter and sampled at the instants t;( N pr4v) 4k = Li(Nppr+v) 4k TE€(Nppp 1)+ L -
The timing instants Li(Npprtv)+k = (k+i(Nppr +v))T + Tri(Nppp+v)+k are
the optimum sampling instants, defined in (2.10), and €, ;p+v)+k 1S the nor-
malised timing error at the instant ¢; n,.,+.)+r- Considering the case where
the channel and the carrier phase difference are slowly varying as compared to
the duration of the impulse response of the receiver filter, the received discrete
time-domain sequence v; = [v; _, ...V Npppr—1]] at the output of the receiver
filter yields

+o0o Nppr—1
Uik = E E itk heq(Li(Np pr+v) 4k~ (Nppp+0)+k' (N pr+0)+k) Wik

i’=—o00 k'=—v
(5.9)
The impulse response heq (t; ti(Nppr41v)+k) Of the equivalent time-varying chan-
nel, defined in section 2.3.1, includes the synchronisation errors; its Fourier
transform with respect to the variable t is given by (2.15):

HEQ (f) ti(NFFT+V)+k) = H(f? ti(NFFT+I/)+k)
IO p ) +8) = A (N ) +k)

ejZTrf(ei(NFFT+V)+kT+ATi(NFFT+V)+’€) (510)

In (5.10), the phase shift Af(t) and the time delay A7y, +1)+k depend on the
channel characteristics, ¢(t) is the carrier phase error and H (f;t;(nppp40)+k) 15
the transfer function of the cascade of the transmit filter, the dispersive channel
and the receiver filter, i.e., H(f;7) = Hn(f;7)|P(f)|?>. The additive noise
component w; j is the value of the matched filter output noise at the instant
fi(NFFT+U)+k, originating from the noise contribution wy,p(t).

For each transmitted OFDM block of N pr+v samples, the receiver removes
the v samples corresponding to the cyclic prefix, and keeps the remaining N ppr
samples for further processing. In appendix D it is shown that the MMSE
receiver structure operating on these samples consists of an FFT of length Nppr,
followed by Nppr one-tap equalisers. The equaliser coefficient g; ,, scales and
rotates the nth FFT output during the ith block. The equaliser is implemented
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Figure 5.3: Channel and receiver structure for OFDM

as an MMSE equaliser and is computed using (2.51). The corresponding receiver
structure is shown in figure 5.3. The samples z; ,, at the input of the decision
device are given by

Zin = (D;FTEV,), (5.11)

where (D;)n,n = On,n’ i is the diagonal matrix of the equaliser coefficients, Ft
is the Hermitian of the matrix F (FT denotes the FFT operation) and the matrix
E=0 Iy,..)isan Nppr X (Nppr +v) matrix. Note that EQ = Iy, ., and
FIEQF = F'F = Iy,.,.,.. Hence, the receiver demodulates the received samples
v; by using Nppr linear transformations b; , (2.5), where b, ,, is the nth row
of the Nppr X (Nppr + v) matrix D;FE. The sample z; ,, at the input of the
decision device is decomposed into four contributions:

_ Nppr _ Nppr 7
Zim = ~ _Qin z i,n,n + @it ndi it non
Nppr +v Nrepr +v v,

—00; z/;éz

Nrppr Nrez =t
- - i ’Iii/'n / Wl 512
N S D PR R

+
—o0;i' #in/=0;n'#n
where
Lyt nnt = GimAii (5.13)
Nrprr—1Nprpr—1
7]27T LIS k' n’
As it o E E FFT

NFFT W=

heq( i(Nppr+v)+k — ti/(NFFT-‘rV)-‘rk’; ti(NFFT+V)+k) (514)

The quantity A; s, n denotes the contribution of the symbol a;s s on the nth
FFT output during the ith OFDM block, while I; ;s ,, » denotes the contribution
from the same symbol a; ,+ to the input of the decision device. In (5.12), the
first contribution is the useful component. This contribution can be decomposed
further into an average useful component E[I; ; ] and a zero-mean fluctuation
Ii inn — Eiinn] about its average, i.e., the self-interference (SI). The second
contribution (i’ # 4,n’ = n) is the intersymbol interference (ISI), caused by
the symbols transmitted on the considered carrier in other OFDM blocks. The
third contribution (n’ # n) denotes the intercarrier interference (ICI) at the nth



92 CHAPTER 5. OFDM(A)

output of the FFT, caused by the symbols transmitted on the other carriers.
The last contribution is the additive Gaussian noise term with variance

A
E[|Wiu|*] = Nolginl® = Noo?,, (5.15)

To measure the performance of the OFDM system, we use the signal-to-noise
ratio (SNR) (2.59), which is the ratio of the power of the average useful compo-
nent Py to the sum of the powers of the self-interference Pg;, the intersymbol
interference Pjgy, the intercarrier interference P;o; and the noise. This yields

NrrT )
NFFT+VEs,nPU,z,n

2 N
Noo?, + 5, B B n(Psrin + Prstin + Prcrin)

SNR;, = (5.16)

where E ,, = E[|a; »|?] is the energy per symbol on the nth carrier, and

Pyin = |ElLiinnll
Pstin = ElLiinn— Elliinn]l’]
“+o0
Prsrin = > EllLiinnl’] (5.17)
i =—o00;i' #1
400  Nppr—1 E. .,
Picrin = >, Y. ES—’nEHIi,ﬂ,n,n’F]
i'=—o0 n'=0;n'#n 8n

The instantaneous SNR (5.16) in general depends on the block index ¢ and the
carrier index n. In many cases of practical interest, however, SN R; ,, turns out
to be independent of the block index 1.

In the case of an ideal channel (H.,(f;7) = 1) and in the absence of syn-
chronisation errors, the matched filter output samples are given by (see (2.6))

Vik = Sik + Wik k=—-v...Npppr—1 (5.18)

where the noise contributions w; ) are Gaussian with Elw}wi ] =
Nobi—ir0k—gs, and s;p is given by (5.3). Removing the cyclic prefix and ap-
plying the remaining samples to the FFT yields the following expression for the

nth FFT output y; »,
Nrppr
b = Wyt 619

1 Nrrr—1

- kn
Win = ———= wi p’ " NrET 5.20
"= A= ,; , (5.20)

yielding EHWMF] = Ny. Note that y;, contains the symbol a;,, but no
other symbols: because of the orthogonality of the IFFT-matrix F, no ICI

where
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Figure 5.4: The OFDM signal

occurs (this implies that the transmitted carriers are orthogonal over the selected
interval of duration NpprT), and because of the non-dispersive channel, no ISI
occurs. The one-tap equaliser operating on y;, has coefficients g;,, given by

Gin=FEsp WJIZ*;%V)/(NO—&-E&H(N?;%); note that g; , does not depend on

the block index . Taking into account that E[|a; ,|?] = Ej n, the SNR resulting
from (5.16) is independent of the block index ¢, and yields

N Esn
SNR,(0) = —FFL s

= 5.21
Nrrpr+v Ny (5:21)

The factor Nppr/(Nppr +v) in (5.21) accounts for the loss of power efficiency,
that results from not using the v samples that are contained in the cyclic prefix.

When a dispersive channel or/and synchronisation errors are present, the
SNR is reduced, as compared to the case of an ideal channel and in the absence
of synchronisation errors. The degradation of the SNR as compared to SNR,,(0)
(expressed in dB), caused by the dispersive channel and the synchronisation
errors, depends on the block index ¢ and the carrier index n and is given by

PUi n
Deg;,, = —10lo = 5.22
Jin & (%%n + SNR,(0)(Psrin + Prsrin + PIC‘I,Z’,n)) (5:22)

Let us consider the case of a sufficient cyclic prefix length, i.e., the duration
of the impulse response heg(t; ti(Nppr+1)+k) does not exceed the duration of
the cyclic prefix (heq(t; ti(Npppt1)+1) = 0 for £ < 0 or t > vT). In this case,
the transients at the boundaries of an OFDM block disturb the adjacent blocks
only during the cyclic prefix, as shown in figure 5.4. As the receiver selects
the samples outside the cyclic prefix, no intersymbol interference is introduced
(Liit nnr =0, for i’ # 4, i.e., Prsr,, = 0). In appendix D it is shown that in this
case, the quantities A; ;7 . n (5.14) reduce to
A it Npiil 2SR G ) (5.23)
2 ;= e — FFT ’ : .

1,4’ ,n,n i, \/m o € n'\Vi(Nppr+v)+k

where

1 n m
Gn(ti(NFFT+V)+k)) = T Z Heq (m + T;ti(NFFT+V)+k) (524)

m=—0o0

is the folded transfer function of the equivalent time-varying filter defined in
(5.10), evaluated at the carrier frequencies n/(NpprT).
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5.3 Orthogonal Frequency Division Multiple
Access

In orthogonal frequency division multiple access (OFDMA), the data streams
that are transmitted on the different carriers belong to different users. Hence,
the signals of the different users are partially overlapping in frequency. In this
case, when the orthogonality between the different carriers is lost, interference
between the different users occurs. Hence, the analysis for downlink and uplink
OFDMA differs. In the following, we separately consider the cases of downlink
and uplink OFDMA.

5.3.1 Downlink OFDMA

In downlink OFDMA, the signals transmitted to the different users are synchro-
nised at the basestation. Hence, the timing errors of the different signals are the
same. Furthermore, as all transmitted carriers are upconverted with the same
carrier oscillator, the carrier phase errors are the same for the contributions of
all users. In addition, the contributions of the different users at the receiver of
user n have experienced the same channel transfer function. Hence, the anal-
ysis for downlink OFDMA is identical as for the OFDM system, described in
the previous section. However, in downlink OFDMA, terminology is different
from that in OFDM. The conceptual block diagram of the downlink OFDMA
transceiver is shown in figure 5.5. In downlink OFDMA, the data symbol a;
denotes the ith data symbol transmitted to user n and Es,, = El|a; »|?] is the
energy per symbol transmitted to user n. A similar analysis as for OFDM yields
the samples z;,, (5.12), which are used to take decisions about the data sym-
bols a; . The samples z; , (5.12) can be decomposed into a useful component
(¢ = i,n' = n), intersymbol interference (n = n’,i’ # i), multiuser interference
(n’ # n) and noise. The multiuser interference term in the case of downlink
OFDMA has the same structure as the intercarrier interference term in the case
of OFDM. In the following, we use the term intercarrier interference instead of
multiuser interference for the convenience of a single notation for both OFDM
and OFDMA. Similarly as for OFDM, the signal-to-noise ratio (5.16) is defined
for downlink OFDMA.

5.3.2 Uplink OFDMA

In the case of uplink OFDMA, the transmitters of the different users are on
different locations. The transmitter of each user generates a clock signal and
a carrier oscillator signal, of which the frequencies and phases are estimated
from a network synchronisation signal that is broadcast by the base station.
At the base station, the sum of the received user signals is downconverted and
sampled by means of a carrier oscillator and a sampling clock, that have phases
corresponding to the network synchronisation signal. This implies that the
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Figure 5.5: Downlink OFDMA transceiver structure

signals transmitted by the different users exhibit different synchronisation errors.
The uplink OFDMA communication system is shown in figure 5.6. The time-
varying carrier phase 6., (t) and the clock phase, represented by the time delay
Ti(Nppr+v)+k,n, include the time-varying carrier phase errors and timing errors,
made by the transmitter in the estimation of the frequencies and phases from
the network reference synchronisation signal, as shown in section 2.4. The time-

. _ n n T . e .
domain sequence s; , = [s}_, ... 8y, ., 1]  transmitted by user n is given by

1 o —kn
SZk = \/ﬁai,nej%r NppT (525)
Hence, in the case of uplink OFDMA, the linear transformation Ty, , (2.1)
converts one data symbol into a block of Ngppr+v samples. The (Nppr+v)x 1
transmitter matrix T+, ; , of user n consists of the nth row of the matrix defined
n (5.5). The transmitted sequence s;,, is multiplied with the transmit clock
signal and applied to the transmit filter, yielding the continuous-time signal

sn (1)

+0o Nppr—1

Z Z spp(t — (k +i(Nppr + V)T = TiNpprtv)+kn)  (5.26)

i=—00 k=—v

The transfer function from the transmitter of user n to the basestation is
given by Hcp n(f;7). The output of the dispersive channel is affected by the
carrier phase difference 0., (t) — 6,, where 6, is the phase of the basestation
carrier oscillator. The basestation receives the sum of the signals transmitted
by the different users, disturbed by additive white Gaussian noise wrp(t). The
resulting signal r(¢) is applied to the receiver filter and sampled at the instants
tiNper+)+k = (kK +i(Nppr + )T + 7., where 7, represents the time-delay
corresponding to the phase of the basestation clock. Assuming the dispersive
channels and the carrier phase differences are slowly varying as compared to
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Figure 5.6: Transceiver structure for uplink OFDMA

the duration of the impulse response of the receiver filter and the timing errors
are slowly varying as compared to the duration of the impulse response of the
composite channel (consisting of the cascade of the transmit filter, the channel
and the receiver filter) it is shown in section 2.4 that the time-domain samples
Vi=[0i —u .. ViNppr—1]T at the output of the receiver filter yield

+0o Nppr—1Nppr—1

o= 303 Y

i=—00 k=—v

heq,n( i(Nppr+v)+k — i'(NFFT-‘rV)-‘rk/; ti(NFFT-‘rV)-‘rk) + Wi,k (527)

where wj i is the matched filter output noise value at the instant ¢; v, o 40) ks
and hegn (45 ti(Nppp+v)+k) 1S the impulse response of the equivalent time-varying
filter whose Fourier transform with respect to the variable ¢ is

Heq,n(f; tl(NFFT+D)+k) = H’n.(f’ tl(NFFT+D)+k) :
eI (B (ti(Wp pp+0)+8) = A0 (Bi(N p pp+v) 1))

27 (€N p pp+0) 4k n THATI(N g o 0) h.m) (528)

where Hy,(f;7) = Henn(f;7)|P(f)|?. In (5.28), ¢n(t) and €;(nppptv)+hn] are
respectively the carrier phase error and the timing error of the signal trans-
mitted by user n, as defined in (2.26); the phase shift A#,(¢t) and the time
delay ATy(Nppp+v)+kn depend on the channel characteristics and are defined in
(2.25).

The receiver keeps the Npppr samples outside the cyclic prefix for further
processing, and applies these samples to the FFT. The FFT outputs are fed
to one-tap equalisers with coefficients g;, that scale and rotate the nth FFT
output during the ith block, resulting in the samples z; ,, (5.12) at the input of
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the decision device, where I; ;7 s is given by (5.13) and

Nrprpr—1Nppr—1 N

73271'
Ai7i’,n7n’ - E § : Nerr

N
FFT =0 e

heq,n (ti(NFFT+V)+k - ti/(NFFT+V)+k’ ) ti(NFFT+V)+k> (529)

Similarly as in OFDM and downlink OFDMA, the samples z; ,, can be decom-
posed into a useful component, intersymbol interference, intercarrier interference
(which corresponds with the multiuser interference) and noise. The variance of
the noise contribution is given by (5.15) and the interference powers are given
by (5.17). Furthermore, the SNR can be defined as (5.16), considering the
quantities A; ;s ,, ns given by (5.29).

In the case of a sufficient cyclic prefix length, the quantities A; ;7 5 (5.29)

reduce to

N -1
1 FFT (n—n)

Ai i/ n,n’ — 61 VT e €7j27r NPFT Gn'(ti(NFFT+V)+k) (530)
VNrrr {5

where

G (t (NFFT"FV)-HC Z Heq, (NFFTT + = T (NFFT+V)+]€> (531)

m=—0o0

is the folded transfer function of the equivalent time-varying filter defined in
(5.28), evaluated at the carrier frequencies n/(NpprT).

5.4 Effect of Synchronisation Errors

In OFDM and downlink OFDMA, the signals corresponding to the different
users are perfectly aligned at the transmitter. In uplink OFDMA, where each
user generates one carrier signal, usually a timing misalignment between the in-
dividual carrier signals occurs when these signals reach the base station, because
the different transmitter clocks are not perfectly synchronised. In the following,
we assume that this misalignment is kept small, because the transmitter timing
is derived from a synchronisation signal sent from the base station to the users.

Further, we assume that the length vT of the cyclic prefix is sufficiently
longer than the duration T.; of the impulse response of the composite channel
with transfer function Hep . (f;7)|P(f)|?, so that small timing errors do not
cause interference between different OFDM(A) blocks. The situation for OFDM
and downlink OFDMA is depicted in figure 5.7. As the transient from the
previous block is limited to the first part (of duration Tej) of the cyclic prefix,
all receiver timings between the earliest and latest timing indicated in figure
5.7 provide a block of Nppr samples that are not affected by interference from
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Figure 5.7: Earliest and latest possible timing instants at receiver for OFDM
and downlink OFDMA, that do not cause ISI and ICI

vT NrprT vT NrprT

earliest
transmitter | | ‘ t
timing PEN | <> |

: Tch : : Tch :

| | i i

: VlT NFFTT 1 VT NFFTT
latest ! | :
transmitter: ‘ ' | ! ‘ | ‘ t
timin; !

A R — : :

! Ten ! ! Tch:

i i i i

CoVvE NrprT LoVl

base station timing

Figure 5.8: Earliest and latest possible timing instants at transmitter for uplink
OFDMA, that do not cause ISI and ICI

other blocks. The case of uplink OFDMA is considered in figure 5.8. For each
user, the transmitter timing should be between the earliest and latest timing
indicated in figure 5.8, in order that the Nppr samples to be processed at the
basestation be free from interference from other blocks.

In this section, we investigate the effect of carrier phase errors and timing
errors on the performance of OFDM and OFDMA systems. To clearly iso-
late the effect of synchronisation errors, we consider the case of an ideal chan-
nel, i.e., Hepn(f;7) = 1,Vn. In this case, the channel dependent time delay
ATy(Nppr+v)+kn and phase shift Af,(¢) in (5.10) and (5.28) are zero. The ef-
fect of the synchronisation errors in the presence of a dispersive channel will be
investigated in section 5.5.

5.4.1 Carrier Phase Errors

In this section, the sensitivity of OFDM and OFDMA to carrier phase errors is
investigated in the absence of timing errors (€;(ny pr+v)+kn = 0). In this case,
(5.24) and (5.31) yield

Go(ti(Nppr 4wy rk) = O EiNmRTEI5H) (5.32)
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Figure 5.9: Influence of a constant phase rotation on the samples at the input
of the decision device, g; , =1

In the case of OFDM and downlink OFDMA, the different carriers exhibit the
same carrier phase error ¢,(t) = ¢(t) as they are upconverted by the same
carrier oscillator. In uplink OFDMA, all carriers exhibit different carrier phase
errors, as they are upconverted by different carrier oscillators. In the following,
the cases of a constant phase offset, a carrier frequency offset and carrier phase
jitter are considered.

Constant Phase Offset

A constant mismatch between the carrier oscillators of the transmitter and the
receiver introduces a constant phase offset ¢, (t) = ¢,. In OFDM and downlink
OFDMA, the constant phase offset is the same for all carriers, i.e., ¢, = ¢.
Hence, this constant phase offset introduces a carrier-independent rotation of
the FFT outputs as compared to a zero phase offset. In uplink OFDMA, where
each carrier exhibit a different constant phase offset, each carrier is rotated over a
different angle ¢,,. However, neither in the case of OFDM or downlink OFDMA,
nor for uplink OFDMA, the constant phase offset affects the orthogonality be-
tween the different carriers. Hence, no intercarrier interference is introduced
and the quantities A; i/ n.ns (5.23) in the case of OFDM and downlink OFDMA
reduce to A; i nn = ;. 0nn €xp(j¢), while in the case of uplink OFDMA the
quantities A; ;i n.n (5.29) reduce to A; i nn = i 0nn exp(j¢rn). Hence, when
no correction is applied (g; ,, = 1), the samples z; ,, at the input of the decision
device are rotated over a constant angle, as shown in figure 5.9. To compen-
sate for the reduction of the noise margins introduced by the constant phase
offset, the equaliser introduces a rotation over (an estimate of) the angle —¢ for
OFDM and downlink OFDMA (i.e., (9pmmsE)in = Cnexp(—j¢)) and over (an
estimate of) the angle —¢,, for uplink OFDMA ((gpmsE)in = Crn exp(—jdn)),

where
[ N Ve
Vrrrtr Y (5.33)

NO"" Nepz Es,n

Nrrr+v

n

are the MMSE equaliser coefficients in the absence of carrier phase errors. Note
that the MMSE equaliser depends of the carrier index n, but is independent
of the block index i. The resulting samples at the input of the decision device
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consist of the useful component disturbed by additive noise. The variance of
the noise is given by (5.15). As we observe in (5.15), a phase rotation of the
FFT outputs has no influence on the noise variance. Hence, a constant phase
offset is compensated by the MMSE equaliser without loss of performance. In
this case, the SNR is equal to SNR,,(0), given by (5.21).

Carrier Frequency Offset

In section 2.3.2, it has been shown that the effect of a carrier frequency offset
AF, is twofold. First, a carrier frequency offset introduces a frequency shift of
the transmitted signal. It is shown in chapter 3 that the frequency shift causes
signal distortion and power loss, as a part of the received downconverted signal
falls outside the bandwidth of the receiver filter. This frequency shift results
in a reduction of the useful component in the receiver filter output samples v;
and the introduction of interference. In chapter 3, it has been shown that the
degradation caused by the frequency shift is small when the carrier frequency
offset is small as compared the bandwidth of the receiver filter, i.e., AF, T < 1.
Further, a carrier frequency offset introduces a rotation at a constant speed
of 2rAF, rad/s of the receiver filter output samples v; (5.9). The rotating
samples v; are applied to the FFT. In the following, we will show that this
rotation reduces the useful component and introduces ICI at the outputs of the
FFT. As the FFT behaves like a bank of filters, each with a bandwidth in the
order of 1/(NpprT), the frequency offset AF, must satisfy AF,,T < 1/Nppr
in order to keep the degradation at the FF'T outputs within reasonable bounds.
Assuming AF, T <« 1/Nppr, the effect of the frequency shift at the output
of the receiver filter will be neglected in the following analysis, i.e., only the
rotation of the samples v; will be taken into account.

A carrier frequency offset between the transmitter and receiver carrier os-
cillators introduces a carrier phase error that linearly increases with time:
On(t) = 2nAF,t+ ¢, (0). Without loss of generality, we assume that ¢, (0) = 0.

In OFDM and downlink OFDMA, the carrier phase errors are the same for
all carriers, i.e., AF,, = AF,Vn. Let us investigate the nth FFT output during
the ith OFDM block. Using (5.32), the quantities A; i/ n.n (5.23) are given by

Aiit s = 85I 2T AFTINEET+0) (”/ L AFT) (5.34)
FFT
where
D(x) = 1 Npifl J2mne _ in(Nepr—1) sintNpprx (5.35)
Nppr = Npprsinma ‘

For small z, the approximations sin(rz) &~ w2 holds, so that D(x) is essentially
a function of Npprx. As we observe in (5.34), the carrier frequency offset
introduces a rotation of the FF'T outputs at a constant speed of 2r AFT (N ppr+
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v) rad/block. Observing the shape of |D(z)| (see figure 5.10), it follows that
the useful component |4; ;| at the FFT output is reduced as compared to
the case of a zero carrier frequency offset. This useful component becomes zero
when AF is a multiple of 1/(NpprT). In order to keep this reduction small, it
is required that |[AFT| < 1/Nppp. In addition, intercarrier interference (ICI)
oceurs (|Ai i nn| # 0 for n' # n). From the shape of | D(z)| it follows that most
of the ICI comes from the carriers that are nearest to the considered carrier.

The MMSE equaliser has equaliser coefficients
(9rrise)in = Cappe 2mAFTINErTHY) DY (AFT) (5.36)

where Cap,p is a real-valued positive factor that is a function of AF and depends
on the carrier index n. In (5.36), it is observed that the equaliser compensates for
the systematic phase rotation of the FFT outputs. Furthermore, it follows from
(5.36) and (5.23) that the useful component I; ; ,, ,, at the input of the decision
device is real and positive. However, the equaliser is not able to eliminate
the ICI (I; i nn # 0 for n’ # n). Hence, the OFDM and downlink OFDMA
systems are degraded as compared to the case of a zero frequency offset. This
degradation is caused by the rotation of the samples v; at the output of the
receiver filter and increases with increasing |[NppprAFT].

When the energy per symbol is equal for all carriers, ie., E,, = Es;,n =
0,...,Nppr — 1, it can be verified that the factor Cap, (in 5.36) and the
resulting SNR (5.16) become independent of the carrier index n and block index
i. In this case, the SNR, (5.16) yields

SNR(0)|D(AFT)|?
1+ SNR(0)(1 — [D(AFT)|?)

SNR = (5.37)
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where SNR(0) = (Nppr/(Nppr + v))Es/Ny. The degradation (5.22) of the
SNR as compared to SNR(0) (5.21), introduced by the carrier frequency offset,
is independent of the carrier index n and the block index ¢ and is given by

|D(AFT)|” >

Deg = —10log (1 + SNR(0)(1 - [D(AFT)P?)

(5.38)

In the case of uplink OFDMA, all carriers are affected by a different carrier
frequency offset. In this case, the quantities A; ;s n_ns (5.23) yield

/
Ai it = 0 ilejQWAF,,L/Ti(NFFT"!‘V)D (u + AFn/T> (539)
2 m, ) Nppr

Hence, the contributions of the different transmitted carriers at the nth
FFT output are rotating at different constant speeds of 2rAF,, T(Nppr + v)
rad/block. Assuming the basestation is able to estimate the different carrier
frequency offsets AF,,/, the MMSE equaliser for carrier n during the ith block
is given by

(9mmsE)im = Cappe I2 A TINErT+V) DX (AR, T) (5.40)

where Cap,, is a real-valued positive factor that is a function of AF,,, n’ =
0,..., Nppr—1 and depends on the carrier index n. This factor, in general, dif-
fers from the corresponding factor in (5.36) for OFDM and downlink OFDMA.
As we observe in (5.40), the equaliser compensates for the systematic phase rota-
tion of the useful component. After equalisation, the contributions of the other
carriers are still rotating at a constant speed of 27(AF,, — AF,)T(Nppr + v)
rad/block. However, the magnitudes |I; i ,, /| of the interference terms are
independent of the block index i. This implies that the resulting SNR is in-
dependent of the block index ¢ but depends on the carrier index n. Further-
more, the SNR depends on the different carrier frequency offsets, i.e., AF,,
n' = 0,...,Nppr — 1. When in uplink OFDMA all carriers are affected by
the same carrier frequency offset, the results are the same as for OFDM and
downlink OFDMA.

The degradation (5.38) is shown in figure 5.11. We observe that the
OFDM(A) system is very sensitive to a carrier frequency offset. Hence, to
obtain small degradations, the carrier frequency offset must be limited, i.e.,
AFT <« 1/Nppr. In this case, the degradation is essentially proportional to
(NprprAFT)?.

The OFDM(A) system is simulated in the absence of additive noise (Ny = 0),
for Nppr = 64 carriers with QPSK modulation, the energy per symbol equal for
all carriers (E;,, = E) and all carriers exhibit the same carrier frequency offset
AFT =2.1073. In figure 5.12, the scatter diagram is shown when no equaliser
is present (g;, = 1). As we observe, the rotation at a speed 2rAFT(Nppr +v)
rad/block of the samples z; , at the input of the decision device introduces
a systematic rotation of the constellation points in the scatter diagram. The
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Figure 5.11: Carrier frequency offset, E; , = Ej

equaliser (5.36) compensates for the systematic phase rotation. In figure 5.13,
the scatter diagram is shown for all carriers modulated and for the MMSE
equaliser (5.36). The circular cloud in the scatter diagram can be explained as
follows. As the ICI consists of a large number of uncorrelated contributions,
it can be approximated by a (complex-valued) Gaussian noise variable. The
contribution from the symbol a; s is proportional to a; n/I; inn. Assuming
that Ela?,,,] = 0 (which holds for M-PSK constellations with M > 2 and for M-
QAM constellations), it follows that the real and imaginary parts of a; n/I; i n.n/
are uncorrelated and have the same variance. Consequently, the ICI can be
approximated by a Gaussian random variable whose real and imaginary parts
have the same variance and are statistically independent. The distribution of
such a complex-valued Gaussian random variable is rotationally invariant, which
explains the circular shape of the clouds in the scatter diagram. In table 5.1,
the mean square deviation of the samples at the input of the decision device is
shown for the simulations of figure 5.13. As we observe, the theoretical results
agree well with the simulation results.

When the degradation caused by the carrier frequency offset can not be
tolerated, carrier frequency correction must be applied. In OFDM and downlink
OFDMA the frequency offset is the same for all carriers. Hence, the carrier
frequency can be corrected at the receiver in front of the FFT. When this
correction is applied after the receiver filter, there is still the degradation caused
by the frequency shift of the received signal with respect to the receiver filter.
In uplink OFDMA, each carrier has a different frequency offset. The receiving
base station can correct only the common frequency offset; differential frequency
offsets should be corrected at the transmitters. When the base station has a fixed
carrier for downconversion, the transmitters should correct the entire frequency
offsets.

When the carrier frequency correction in the case of OFDM and downlink
OFDMA is applied after the receiver filter, i.e., the systematic phase rotation
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Figure 5.12: Carrier frequency offset, all carriers modulated, no equaliser (g;,, =
1), NFFT = 64, AFT = 2.10_37 Esm — ES
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Figure 5.13: Carrier frequency offset, all carriers modulated, equaliser, Npppr =
64, AFT =2.1073, E, ,, = E

Table 5.1: Mean square deviation of the samples at the input of the decision
device

Theoretical | Simulations
5.27E — 2 5.33E — 2
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is compensated in front of the FFT, the quantities A; ;7 » s (5.23) are given by

Ai,i’,n,n’ = 5i7i’5n7n’Gn(AF) (541)
where
1 = n m n m
AF,) = — Pl——+—= | P | ——— + = + AF 42
Gn(AF) Tm;oo (NFFTT + T> (NFFTT + T + > (5.42)

Hence, the nth FFT output during the ith block contains only the useful
data symbol a;,. This implies that a carrier frequency offset introduces no
interference between symbols. Let us consider the case of the transmit and
receiver filter being square-root raised-cosine filters with rolloff o (see ap-
pendix B). In this case, the transmit and receiver filter are bandwidth lim-
ited, i.e., P(f) = 0 for |f| > (1 + «)/2T, 0 < a < 1. The frequency interval
(1—)/2T < |f] < (1+«)/2T is denoted the rolloff area. For carrier frequencies
n/(NpprT) inside K(AF) = [min((1 — «)/2T; (1 — «)/2T — AF)); max((1 +
a)/2T; (1 + «)/2T — AF))], the sum (5.42) reduces to two terms, for which it
can be verified that

n

G (AF)| <1,
Gu(AF) .

€ K(AF) (5.43)

For carrier frequencies n/(NpprT) outside the interval K(AF'), the sum (5.42)
reduces to only one term

n .

Gn(AF) =1, NFFTTmnK(AF) (5.44)
The set of carriers that fall inside the interval K(AF) corresponds to the set
of carriers inside the rolloff area extended with one or more carriers adjacent
to the rolloff area that are affected by the frequency shift. Figure 5.14 shows
the amplitude of the FFT outputs as function of the carrier index. Hence,
for carrier frequencies n/(NpprT) outside K(AF'), the frequency shift has no
influence on the FFT outputs, which implies that these carriers are not de-
graded. For carrier frequencies n/(NpprT) inside K(AF), the frequency shift
causes a reduction of the amplitude of the useful component. This amplitude
reduction, however, is small when the carrier frequency offset is small. The one-
tap equaliser at the FFT output is not able to compensate for the reduction
of the amplitude of the useful component without enhancing the noise power
level. Hence, carriers n/(NpprT) inside K(AF) are degraded. The degrada-
tion (5.22) of the SNR as compared to SNR,,(0) (5.21) caused by the carrier
frequency offset yields Deg,, = —10log(|G,,(AF)|?). This degradation is caused
by the frequency shift and depends on the product AFT. Figure 5.15 shows
the degradation for n = Nppr/2 where the reduction of the amplitude, hence
the degradation is maximum (see figure 5.14). As we observe, the degradation
is small when the carrier frequency offset is small, i.e., AFT < 1. This degra-
dation is independent of the number of carriers, and only depends on AF'T (see
(5.42)).
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Figure 5.14: Reduction of the amplitude caused by the frequency shift of the
transmitted signal, Npppr = 64

Carrier Phase Jitter

To get rid of a carrier frequency offset and a constant phase offset, the total
phase to be used by the carrier oscillator is estimated from the received signal
by means of a synchronisation algorithm. In this case, the resulting phase error
is called ’carrier phase jitter’, and can be modelled as a zero-mean stationary
random process with jitter power spectral density Sy ,(f) and jitter variance

aim.

In OFDM and downlink OFDMA, the phase jitter is the same for all carriers,
ie, ¢n(t) =o(t),n=0,..., Nepp—1. We assume that for small jitter variances
U?b < 1, the approximation exp(j@(t)) = 1+ jo(t) can be used. In this case,
the quantities A4; ;. (5.23) reduce to

1 Nrrr—1 gy k(n=n’)
Ai,i',n,n' = 6i7i' 671,77,’ + N Z j¢(ti(NFFT+V)+k)e J NprT (545)
FFT 1=

Because of the random nature of the carrier phase jitter, self-interference is
introduced. When the carrier phase jitter rapidly varies as compared to the av-
eraging time of the MMSE equaliser, the equaliser is not able to track the jitter.
The equaliser then averages the variations caused by the carrier phase jitter.
As for small jitter variances, the average of exp(j¢(t)) can be approximated by
Elexp(jo(t))] =~ E[1 + jo(t)] = 1, the MMSE equaliser is essentially the same
as in the absence of synchronisation errors and yields (¢9amarse)in = Cn, where
C,, is given by (5.33). The resulting powers of the average useful component,



5.4. EFFECT OF SYNCHRONISATION ERRORS 107

1.E+01 -
1.E+00 -
1.E-01 -
1.E-02 -
1.E-03 -
1.E-04 -
1.E-05 -
1.E-06 -
1.E-07 ‘ ‘ ‘ ‘
1.E-05  1.E-04 1.E-03 1.E-02  1E-01

AF,T

— Nppr=32;64;128

Degradation (dB)

Figure 5.15: Carrier frequency offset, systematic rotation compensated in front
of FFT, n = NFFT/Qa a=0.1

the self-interference, the intercarrier interference (5.17) and the noise (5.15) are
given by

PU,n - IC(n‘2
2 e 2

Potn =[G [ supIDUDPAf

N. —1 2
FFT Es " +oo n/ —-n

PICI,n = |On‘2 Z —7/ S(b(f)‘D(N +fT)) df

n/=0;n'#n s,n —00 FFT
E[[Winl’] = NolCnl? (5.46)

where D(z) is defined in (5.35). We observe from (5.46) that the powers of
the average useful component, the self-interference, the intercarrier interference
and the noise depend on the carrier index n, but are independent of the block
index ¢. When the energy per symbol is equal for all carriers, i.e., E;, = E;
(n=0,..., Nppr — 1), the factor C,, becomes independent of the carrier index
n, i.e., C,, = C. In this case, the intercarrier interference becomes independent
of the carrier index n and is given by

“+oo
Prer = O / So(F)(1 — |DUT))df (5.47)

When the energy per symbol is the same for all carriers, it follows from figure
5.16, the second equation of (5.46) and (5.47) that the self-interference and
the intercarrier interference mainly consist of the low frequency components
(IfI < 1/(NpprT)) and the high frequency components (|f| > 1/(NpprT)) of
the jitter spectrum Sg(f), respectively. Furthermore, the sum of the powers
of the self-interference and the intercarrier interference becomes independent
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Figure 5.16: The weight functions |D(fT)|? and (1 — |D(fT)|?), Nprr = 16

of the spectral contents of the jitter and of the number of carriers, but only
depends on the jitter variance 05), given by

+oo
o= [ supar (5.48)

— 0o

In this case, the degradation (5.22) of the SNR, caused by the carrier phase
jitter, is independent of the spectral contents of the jitter and the number of
carriers, but only depends on the jitter variance:

Deg =10log (1 + SNR(0)o7) (5.49)

where SNR(0) = (Nppr/(Nrppr +v))Es/Ng. Note that the degradation (5.49)
is very similar to the degradation in the case of the single carrier systems (see
(3.22) and (4.25)).

In the case of uplink OFDMA, all carriers are affected by different carrier
phase jitter processes. Assuming the jitter variances are small, the quantities
Ai it mne (5.23) can be approximated by

Nppr—1 ’

1 ) —jor k}sln—n )

Aiitn = 0i5 | O + E IOt (Li( N p o 40)+1) € FFT
Nrprr k=0

(5.50)
Similarly as for OFDM and downlink OFDMA, the MMSE equaliser essentially
equals (5.33) for small jitter variances. The powers of the average useful com-
ponent and the noise are the same as for OFDM and downlink OFDMA and
are given by (5.46). The powers of the self-interference and the intercarrier
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Figure 5.17: Carrier phase jitter, all carriers modulated, E; , = Ej
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Pror, = of Y I S¢,nf(f)‘D(N w57) | @ 6o
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When all jitter processes in the case of uplink OFDMA have the same jitter
spectrum Sy, (f) = Sy(f) and, hence, the same jitter variance ai’n = 02, the
results for uplink OFDMA are the same as for OFDM and downlink OFDMA.

In figure 5.17, the degradation (5.49) is shown as function of the jitter
variance when the energy per symbol the same for all carriers (E;, = E,,
n =20,...,Npppr — 1). In this case, the degradation is independent of the
number of carriers. For a small jitter variance, the degradation is essentially
proportional to 0'3).

The OFDM(A) system is simulated in the absence of additive noise (N¢ = 0),
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for Npppr = 64 carriers with QPSK modulation and the energy per symbol equal
for all carriers (Es,, = Es,n=0,..., Nppp—1). All carriers are affected by the
same carrier phase jitter process with a jitter spectrum having the shape shown
in figure 5.18, with jitter variance 03) = 5.1073 rad?. Figures 5.19 and 5.20 show
the scatter diagram for fr, =0, fg = 1/(NpprT) and fr, = 2/(NpprT), fB =
4/(NpprT), respectively. Although the mean-square deviation of the samples
at the input of the decision device is independent of the spectral contents of
the jitter, the scatter diagrams differ significantly. This can be explained as
follows. When fr, = 0, fp = 1/(NpprT), it follows from figure 5.16, (5.46)
and (5.47) that the dominant interference term is the self-interference. In this
case, the jitter gives rise to a random phase rotation of the useful component
(see (5.45) with ¢ = i,n = n’). Hence, the scatter diagram shows mainly an
angular displacement of the constellation points. When f;, = 2/(NpprT), f5 =
4/(NpprT), the dominant interference term is the intercarrier interference. As
the intercarrier interference term has uncorrelated real and imaginary parts, of
which the variances are equal, the scatter diagram shows circular clouds. In
table 5.2, the mean square deviation of the samples at the input of the decision
device is shown for the simulations of figures 5.19 and 5.20. As we observe, the
simulation results agree well with the theoretical results.

Not All Carriers Modulated

In section 5.4.2, we will show that a performance degradation in the presence
of a timing offset can be avoided by modulating not all Ngpp carriers. Carriers
that are not used for data transmission have zero amplitude. Denoting the
number of modulated carriers by Ngq.-, the relation between the symbol rate
R, and the sampling rate 1/T becomes: 1/T = Ry(Nppr+v)/Nearr. Assuming
that the energy per symbol equals F for those carriers that are modulated, the
degradations (5.38) and (5.49) represent upper bounds when Ny < Nppr.
These upper bounds are very tight when the fraction of unmodulated carriers
is small.

5.4.2 Timing Errors

In this section, we investigate the sensitivity of OFDM and OFDMA to timing
errors in the absence of carrier phase errors (¢, (t) = 0). As explained in section
5.4, we will assume that the cyclic prefix is sufficiently long to cope with the
timing errors, so that the Npppr samples per block that are processed by the
receiver are not affected by interference from other blocks. In this case, (5.24)
yields

2

1 +o0 ) N
eJ2TF€7:(NFFT+u)+1« ( Wer)

G (ti(Np pr4v)+k) = T Z

m=—0o0

n m
Pl— 4=
(NFFTT + T)>

(5.52)
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Figure 5.19: Carrier phase jitter, all carriers modulated, E,, = FE, fi =
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Table 5.2: Mean square deviation of the samples at the input of the decision
device

Theoretical | Simulations
fL=0,fg=1/(N.T) = R; 5FE —3 5.025F — 3
fL=2/(N.T)=2R,, fB=4/(NT)=4R; 5E —3 5.000F — 3
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In the case of OFDM and downlink OFDMA, the contributions of the different
transmitted carriers are aligned at the basestation. Hence, the timing errors are
the same for all contributions. In uplink OFDMA, a misalignment between the
contributions of the different users can occur. In this case, the different contri-
butions exhibit a different timing error. For the transmit and receiver filter, we
consider a square-root raised-cosine filter with rolloff «. In the following, the
cases of a constant timing offset, a clock frequency offset and timing jitter are
considered.

Constant Timing Offset

In the case of a constant timing offset €;(Nppp4v)4+k,n = €n is independent of
the block index 1.

For OFDM and downlink OFDMA, where the contributions of the different
carriers are aligned (e, = €), the quantities A; ;s (5.23) are given by

Ai,i’,n,n’ = 5i,i’5n,n’Gn (553)

where
1

m=—0o0

2

n m jor( e tm) e
" (NFFTT - T) rlmren) (554)
Hence, the nth FFT output during the ith block contains only the useful data
symbol a; ,,, which indicates that a constant timing offset does not introduce any
interference between symbols. The quantity G,, (5.54) satisfies the relationship
Gn(e+ A) = exp(j2nnA/Nppr)Gr(€), where A is an integer. Considering the
phase rotation exp(j2mnA/Nppr) at the nth FFT output can be compensated
by the one-tap equaliser, a constant timing offset of an integer number of samples
introduces no performance degradation as compared to the case of a zero timing
offset. Hence, in our analysis, we restrict our attention to a constant timing
offset in the interval e € [—0.5,0.5].

The transmit and receiver filter, which are square-root raised-cosine filters
with rolloff o, are bandwidth limited, i.e., P(f) =0, |f] > (14+®)/2T,0 < a < 1.
The frequency interval (1 — «)/2T < |f| < (1 + «)/2T is denoted the rolloff
area. For carrier frequencies n/(NpprT) inside this rolloff area, the sum (5.54)
consists of two terms for which it can be verified that

n l—-a 1+«
NpprT 2T ' 2T

Gl < 1, (5.55)

For carrier frequencies n/(NpprT) outside the rolloff area, the sum (5.54) re-
duces to only one term

mod(z;Nppr) n [104 1+a} (5.56)

G = j27me N
n=e T N T 9T ' 2T



5.4. EFFECT OF SYNCHRONISATION ERRORS 113

1.5 7 rolloff area T2
| + 1.5
+ 1
i =)
0.5 Los g
g 0 0 &
1 4<®
05 A 0.5 g
T+ -1
14
+ -1.5
-1.5 - -2

Figure 5.21: Dependency of |G, | and arg(G,,) on the carrier index n, o = 0.1

where mod(z; Ngpr) denotes the modulo-Ng pr reduction of z, yielding a result
in (—=Nppr/2, Nppr/2). From (5.55), (5.56) and figure 5.21, it follows that for
carrier frequencies n/(NpprT) outside the rolloff area, the corresponding FFT
output exhibits a constant amplitude |G, | = 1 and is rotated over an angle
2remod(n; Nppr)/Nppr as compared to the case of a zero timing offset. For
carrier frequencies n/(NpppT) inside the rolloff area, the corresponding FFT
output is rotated over some angle and the amplitude is reduced as compared to
the case of a zero timing offset. The MMSE equaliser has equaliser coefficients

(gMMSE)i,n = Ce,nG:L (557)

where C ,, is a real-valued positive factor that depends on the timing offset €

and the carrier index n. Hence, for carrier frequencies n/(NgprT) outside the
rolloff area, where |G| = 1, the rotation of the FFT output is compensated
by the equaliser without loss of performance, by rotating the FFT output over
(an estimate of) the angle —2memod(n; Nppr)/Nppr. As the amplitude of
the carriers outside the rolloff area is reduced as compared to a zero timing
offset, the equaliser can not compensate the effect of the constant timing offset
without increasing the noise power level. Hence, the carriers inside the rolloff
area are degraded. The degradation (5.22) of the SNR as compared to SN R,,(0)
(5.21) caused by the constant timing offset yields Deg,, = —10log(|G,|?). The
degradation of the OFDM and downlink OFDMA systems caused by a constant
timing offset can be avoided by not using for data transmission the carriers
inside the rolloff area, i.e., their amplitude is set to zero.

In uplink OFDMA, a constant misalignment between the contributions of
the different users can occur. Hence, the timing offset en of the contributions of
the different carriers depends on the carrier index n. In this case, the quantity
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G, in (5.53) is given by

“+o0
1 n m
n = — E pl— 4+
¢ Tm_oo‘ <NFFTT+T))

Similarly as for OFDM and downlink OFDMA, the constant timing offset in-
troduces a phase rotation over the angle 2me, mod(n; Nppr)/Nppr for carrier
frequencies n/(NpprT) outside the rolloff area and a rotation over some angle
and a reduction of the amplitude for carrier frequencies n/(NpprT) inside the
rolloff area. Hence, similarly as for OFDM and downlink OFDMA, the effect of
the constant timing offsets on the uplink OFDMA system can be compensated
without loss of performance when the carriers inside the rolloff area are not
used.

2
ejQﬂ(ﬁ+m) €n (558)

Clock Frequency Offset

In the case the receiver of each user (downlink OFDM(A)) or the transmit-
ter of each user (uplink OFDM(A)) has a free-running clock with a rela-
tive clock frequency offset AT, /T as compared to the frequency 1/T of the
network reference clock signal, the timing error linearly increases with time:
€i(Nppr4v)+hn = (k+i(Nppr+v))AT, /T+¢o,n. Hence, an increasing misalign-
ment between the samples s;(nypp4v)4k,n at the transmitter and the samples
Vi(Nppr+v)+kn at the receiver is introduced. In OFDM and downlink OFDMA,
the contributions of the different carriers are aligned and are transmitted using
the same transmitter clock. Hence, the contributions of the different carriers
exhibit the same clock frequency offset AT/T. In uplink OFDMA, the con-
tributions of the different carriers, in general, are affected by a different clock
frequency offset.

To compensate for the increasing misalignment in OFDM and downlink
OFDMA, the receiver can perform a coarse synchronisation. In this coarse syn-
chronisation algorithm, the receiver removes (AT < 0) or duplicates (AT > 0)
receiver filter output samples at the boundaries of the OFDM(A) blocks, such
that the Nppr successive samples kept for further processing are located in the
region where interference from other blocks is absent. In the case of uplink
OFDMA, the coarse synchronisation is performed at the transmitter, which re-
ceives timing information broadcast by the base station. The number of samples
in the cyclic prefix is increased (AT > 0) or reduced (AT < 0), such that the
Nppr successive samples selected by the base station for further processing
are not affected by interference from other blocks. Considering these coarse
synchronisation algorithms for downlink and uplink OFDM(A), the resulting
timing error can be written as: &N, ptv)+kn = EAT, /T + €;n, where €,
does not vary over the considered OFDM(A) block.
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In OFDM and downlink OFDMA, the quantities A; i/, ns (5.23) reduce to

2

_ 1 oo n m j27rei1n,(n—/+m)
Ai,i’,n,n’ = 51‘,1"?7”;00 P (NFFTT + T) e NprT .

n' —n n’ AT
D + ( + m> —> 5.59
<NFFT Nrpr T (5.59)
where D(z) is defined in (5.35). Let us consider the case that only carriers

outside the rolloff area are modulated. For these carriers, the quantities A; ;7 p, s
(5.59) yield

Ai,i’,n,n’ = 5i,i’e

j27"5i,n’mw(1:fl;+ml) (n/ —-n n (mOd(n/;NFFT)> g)
Nrpr Nrepr T

(5.60)
From (5.60) we observe that the contribution of the n’th transmitted carrier
introduces non-zero interference at the nth output of the FFT (A, ; ,, s # 0 for
n' # n). Furthermore, taking into account the shape of D(z) (5.35), the useful
component A;;, , is attenuated as compared to the case of a zero clock fre-
quency offset. In addition, the complex exponential in (5.60) indicates a phase
rotation of the useful component. Hence, a clock frequency offset introduces in-
tercarrier interference and an attenuation of the useful component at the output
of the FFT.

The MMSE equaliser coefficients are given by

od(n: N AT . - mod(n;N )
(9ymmsE)in = CarnD* (—m (n; Nrrr) —) ¢ Amein 7

NFFT 5.61
Nrrr T (5:61)

where Car,p, is a real-valued positive factor that depends on the clock frequency
offset AT /T and the carrier index n. The MMSE equaliser compensates for
the systematic phase rotation of the useful component A;; ,,. However, the
equaliser is not able to eliminate the ICI (I; ;s # 0 for n’ # n see (5.13)).
The powers of the average useful component, the intercarrier interference (5.17)
and the noise (5.15) are independent of the block index i and yield

2
d(n; Nppr) AT
Po = [Capl? D(mo’—_
U, |CaT,nl ‘ Norr T
d(n; Nepr) AT |
mod(n;
Hrenn = C“‘”'”(Tf”?)"
Nrprr—1 2
E, _ d(n': N AT
I D(" n , mod(n; FFT)—) (5.62)
n'=0;n'#n s5,n NFFT NFFT T
2
mod(n; N AT
EWonP) = NocAT,nFD(—( FFT)—)
Nrrr T
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When the carriers inside the rolloff are not used (i.e., E ,, = 0 for carriers inside
the rolloff), the summation over n’ in the intercarrier interference power term
(5.62) corresponds to the summation over the carriers outside the rolloff. From
(5.62) it follows that the OFDM and downlink OFDMA systems are degraded
as compared to the case of a zero clock frequency offset. The degradation (5.22)
of the SNR as compared to SNR,,(0) (5.21) caused by the clock frequency offset
depends on the carrier index n and is given by

D (mod(n; Nrpr) g) 2

Deg,, = —10log Nrrr T

(5.63)

Nppr—1 2
—n  mod(n'; Nppr) AT)
+10log | 1+ § SNR, ( + =
s ot (© )‘ Nrrr Nrpr T

where SN R,/ (0) is given by (5.21). Let us assume that the energy per symbol is
equal for all carriers outside the rolloff, i.e., E, = E; for n/(NpprT) outside
the rolloff area. In this case, the degradation is given by (5.63), with E
replaced by F and the summation index n’ (# n) ranging over an interval such
that n’ /(NpprT) is outside the rolloff area. An upper bound on this degradation
is obtained by extending the summation interval, such that n’ (# n) ranges from
0 to Nppr — 1. This yields

. 2
Deg,, < —10log |D <w£> (5.64)

Nppr T

Nppr—1 2

—n  mod(n'; Nppr) AT

+10log [ 1+ § SNR(0 ‘ < + =
s e/ © Nrpr Nrrr T

where SNR(0) = (Nppr/(Nppr + v))Es/Ny. The above upper bound is
reached when the transmit pulse has zero rolloff (o« = 0), in which case no
rolloff area is present. The degradation (5.64) yields an accurate approximation
for the actual degradation when the rolloff area is small. Considering the nature
of D(z) (5.35), the degradation (5.64) is a function of the product Nppr AT /T
when n/Nppr is a fixed value.

Let us define the average (over the FFT outputs) powers of the average
useful component, the intercarrier interference and the noise (5.62) by

Nrprpr—1

Px Px p, X =U,ICI,noise 5.65
NFFT 7;) x (5.65)

The average SNR is defined as the ratio of the average power of the average useful
component to the sum of the average powers of the intercarrier interference and
the noise. The average SNR is independent of the carrier index n and the block
index i. We assume that all carriers outside the rolloff area are modulated and
have their energy per symbol equals Fs. The amplitude for the carriers inside
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the rolloff area is set to zero. In a similar way as for the degradation (5.63), an
upper bound on the degradation of the average SNR as compared to the case
of a zero clock frequency offset is found. This yields

NFFTfl IV'FFT*1 I\/vFFTf1
Dega, < —101log ( > Y,f) +10log ( > Y. —-SNR(O) > Yf)
n=0

n=0 n=0

(5.66)
where
d(n; Nppr) AT |
mod(n; NrrT
Y, = XarnlD|——2"—7F"""" 5.67
| (P T)‘ (5:67)
Nprr—1 / / 2
_ n'—n  mod(n'; Nppr) AT
Xarm = 1+SNR(O) > D( + —
= Nppr Nrpr T

The upper bound (5.66) on the degradation is a function of the product
NpprAT/T.

In uplink OFDMA, the contributions transmitted by the different users ex-
hibit a different clock frequency offset. In this case, the quantities A; i/ p n
(5.29) yield

2

A 510~ io P Y| eizmenn (wier+m)
ii'mn! = O — € ' :
o ’ T7n=—<>o NpprT T

n' —n n' AT,

D <NFFT + (NFFT + m> T > (5.68)
A similar analysis as for OFDM and downlink OFDMA shows that a clock
frequency offset introduces an attenuation and rotation of the useful component
and intercarrier interference at the outputs of the FFT. For carriers outside the

rolloff area, the quantities A; ;s ,, ns (5.68) are given by
j2me; —‘"Od(ﬁ;g?F—T) D (n’ —n. (mod(n/; NFFT)) ATn’)

T

(5.69)
The MMSE equaliser coefficients for these carriers are given by (5.57), where
Car,n is a real-valued positive factor that depends on the clock frequency offsets
AT, /T,n = 0,..,Nppr — 1 and the carrier index n. In general, this factor
differs from the corresponding factor Car, for OFDM and uplink OFDMA.
When the contributions of the different users are affected by the same clock

frequency offset, the results for uplink OFDMA are the same as for OFDM and
downlink OFDMA.

] /—_6' 1€
,U,N, )
AZ’L n,n 1,2

Nrpr Nrpr

In the following, we consider the case that all contributions exhibit the same
clock frequency offset AT/T. The upper bound (5.64) on the degradation is
shown as function of the carrier index n in figure 5.22. We observe that the
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Figure 5.22: Clock frequency offset: dependency on the carrier index, SNR(0) =
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Table 5.3: Mean square deviation of the samples at the input of the decision
device

Theoretical | Simulations
427E — 2 4.09E — 2

maximum degradation occurs for n = Nppr/2. In figure 5.23, the maximum
degradation (at n = Nppr/2) and the upper bound (5.66) on the degradation
of the average SNR are shown as function of the product NpprAT/T. As
we observe in figure 5.23, the OFDM(A) system is very sensitive to a clock
frequency offset. If we want to obtain small degradations, the clock frequency
offset must be limited, i.e., AT/T < 1/Nppr. In this case, the degradation is
essentially proportional to (NpprAT/T)2.

The OFDM(A) system has been simulated in the absence of additive noise
(Ng = 0), for &« = 0, Nppr = 64 carriers modulated with QPSK symbols and
assuming all carriers are modulated with data symbols having the same energy
per symbol E;. The clock frequency offset AT /T is the same for all carriers. In
figure 5.24, the scatter diagram is shown for AT/T = 2.1073, in the case of all
carriers modulated. The displacement of the constellation points is caused by
the dominating ICI component. The scatter diagram shows a circular cloud, as
the ICI term has uncorrelated real and imaginary parts, each having the same
variance. In table 5.3, the mean square deviation of the samples at the input of
the decision device is shown for the simulations of figure 5.24. As we observe,
the simulation results agree well with the theoretical results.
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Figure 5.24: Clock frequency offset, all carriers modulated, MMSE equaliser,
a=0, Npppr = 64, NFFTAT/T =2.10"3

When the degradation caused by clock frequency offset can not be tolerated,
timing correction must be applied. In OFDM and downlink OFDMA, all carriers
have the same clock frequency offset. Hence, the timing can be corrected at the
receiver by adjusting the sampling clock or by interpolating in front of the FFT.
In uplink OFDMA, each carrier has a different clock frequency offset. As the
receiving base station usually has a fixed clock, the clock frequency offsets should
be corrected at the transmitters.
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Timing Jitter

In order to get rid of a constant timing offset and a clock frequency offset, a
timing synchronisation algorithm can be used to extract the timing instants.
The residual timing error can be modelled as a zero-mean stationary random

process with jitter power spectral density S ,(exp(j27fT)) and jitter variance

2
en:’

In OFDM and downlink OFDMA, where the contributions of the different
carriers are aligned, the timing jitter process €;(npp4v)+r 18 the same for all
transmitted carriers. For small jitter variances, the quantities A;;/ , ns (5.23)
can be approximated by

g

Nppr—1 ,
. ]_ _j27_rk(n—n )
Ai,i’,n,n’ ~ 52’,7;’ 5n,n’ +]27TSTL’ NFFT E € NrET €i(Nprpr+v)+k

(5.70)

where

2
m n m
P|———+ = 71
Sn T Z (NFFTT T) (NFFTT+T)‘ (5.71)

Hence, timing jitter gives rise to interference at the output of the FFT. When
the timing jitter rapidly varies as compared to the averaging time of the
MMSE equaliser, the equaliser is not able to track the timing jitter. The
equaliser averages the variations caused by the timing jitter. For small jit-
ter variances, the average of exp(j2me;( Ny prtv)+xmod(n; Nppr)/Nppr) can
be approximated by E[exp(j2me;( Ny prtv)+xmod(n; Nppr)/Nepr)] = E[1 +
J2TEi( N pprtv)+km0d(n; Nppr) /Nppr] = 1. Hence, the equaliser is essentially
the same as in the absence of timing errors, i.e., g;» = C, where C), is de-
fined in (5.33). In this case, the powers of the average useful component, the
self-interference, the intercarrier interference (5.17) and the noise (5.15) at the
input of the decision device yield

PU,n - |Cn|2
f1/2T
Potn = ICPErPISE [ s DT
—1/2T
Nppr—1 E
Prerm = |Cn|2<27")2 Z = | S |2
n/=0;n'#n Sn
+1/2T N |2
/ S. (72T D (fT— non ) df
—1/2T Nrrpr
EWinl?] = NolCul? (5:72)

As we observe in (5.72), the powers depend on the carrier index n, but not on
the block index i. Hence, the resulting SNR (5.16) depends on the carrier index
n, but is independent of the block index 7. In the following, we assume that only
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carriers outside the rolloff area are modulated, i.e., s, = 0 for carriers inside
the rolloff area. For carriers outside the rolloff area, the quantities (5.71) yield
Sy, = mod(n; Nppr)/Nppr. When E; ,, = E; for all carriers outside the rolloff
area, the equaliser coefficients are independent of the carrier index n (C,, = C),
and so are the powers of the average useful component and the noise. Let us
define the average (over the FFT outputs) powers of the self-interference and
the intercarrier interference by

1 Nprr—1
S Px..  X=UlICI (5.73)

n=0

F =
X~ Nprpr

An upper bound on Pg; is obtained by assuming that for n/(NpprT) inside
the rolloff area, Pgy,,, is given by the second line of (5.72) (whereas the true
Psr ., is zero). An upper bound on P;cr is obtained by replacing in the third
line of (5.68) Es, by E, (instead of zero) for n'/(NpprT) inside the rolloff
area. This yields

B +1/2T _
Psr < [CPSxpes / S.(e7"IT) [ D(fT)|2df
—1/2T
_ +1/2T 4
Pror < |C]PSxpn / ST~ [D(T)P)df  (5.74)
—1/2T
where
Nprpr—1 2
(27)? (mod(n;NFFT)>
S = _— 5.75
NrrT NFFT Z NFFT ( )

n=0

and D(z) is defined in (5.35). The upper bound is reached for a transmit pulse
with zero rolloff (o« = 0). Considering figure 5.16, we observe that the average SI
power and the average ICI power mainly consist of the low frequency components
(If] < 1/(NpprT)) and the high frequency components (|f| > 1/(NpprT)) of
the jitter power spectral density Sc(exp(j27fT)), respectively. Furthermore,
the sum of the powers of the self-interference and the intercarrier interference
becomes independent of the spectral contents of the jitter, but only depends on
the jitter variance

+1/2T
o2 = / S (eI af (5.76)
—1/2T
The average SNR is defined as the ratio of the power of the average useful
component to the sum of the average power of the self-interference and the
intercarrier interference, and the noise power. The average SNR is independent
of the carrier index n and the block index i. It can be verified that the sum
(5.75) for a large number of carriers (Nppr — 00), is independent of the number
of carriers Nppr and equals Sy, = 72/3. In this case, the upper bound on
the degradation Dega, of the average SNR as compared to SNR(0) (5.21) is
independent of the number of carriers and of the spectral contents of the timing
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jitter but only depends on the jitter variance, i.e.,

2

Dega, < 10log (1 + SNR(O)%UE) (5.77)
where SNR(0) = (Nppr/(Nppr+v))Es/Ny. Further, for zero rolloff (o = 0), it
can be shown that for the case of uncorrelated timing jitter (S.(exp(j27fT)) =
02T, the upper bound on the degradation Deg, (5.22) is the same for all car-
riers and given by the right hand side of (5.74). In addition, the maximum
degradation Degpsqz, which is the maximum over all carriers and all jitter spec-
tra, corresponds to the carrier index n = Nppr/2 and the jitter power spectral
density Sc(exp(j2mfT)) = 026(f) and is independent of the number of carriers

Degnras < 10log (1 + SNR(0)7°0?) (5.78)

The degradation (5.78) yields an upper bound on the actual maximum degrada-
tion when « # 0 and the carriers inside the rolloff area are not modulated. The
degradations (5.77) and (5.78) yield an accurate approximation for the actual
degradations when the rolloff area is small.

In the case of uplink OFDMA, all transmitted carriers are affected by a
different timing jitter process €;nppp+v)4kn- For small jitter variances, the
quantities A; ;/ nn (5.23) can be approximated by

Nppr—1 ,
. 1 *j27\' k]&]"—" )
Ai,i',mn' = 51*71-/ 671771' —+ .7277571’ N E e FFT €(Nppp+v)+kn/
FFT k=0

(5.79)
Following a similar analysis as for OFDM and downlink OFDMA, it can be
verified that the MMSE equaliser is essentially equal to C,, (5.33) for small
jitter variances. The powers of the average useful component and the noise are
identical as for OFDM and downlink OFDMA and are given by (5.72). The
powers of the self-interference and the intercarrier interference yield

+1/2T

12 (2m)%/5, 2 / S (2717 [ D(FT) 2df

—1/2T

PSI,n

Nprr—1
Es,n’

Picrn = |Cal?@2m)* > E—\Sn'|2'

s,n
n’'=0;n'#n )

+1/2T ‘ o
/ Sgwn’(e‘ﬂﬂ—fT) D (fT . n—n )
Nppr

—1/2T
It is clear that, when the different timing jitter processes have the same jitter
power spectral density S.(exp(j2mfT)) and jitter variance o2, the results are

the same as for OFDM and downlink OFDMA. For small jitter variance, the
degradation is essentially proportional to 2.

2
df (5.80)

In figure 5.25, the degradation of the average SNR (5.77) and the maximum
degradation (5.78) at SNR(0) = 20 dB are shown as function of the jitter
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Figure 5.25: Timing jitter, E,, = Ej, all carriers outside rolloff modulated,
MMSE equaliser, Nppr — 0o, SNR(0) = 20 dB

variance. These degradations are independent of the number of carriers. For
small jitter variance, the degradations are essentially proportional to the jitter

variance o2.

We have simulated the OFDM(A) system in the absence of additive noise
(Ng = 0), for @« =0, all Nppr = 64 carriers are modulated with data symbols
belonging to the QPSK constellation and the energy per symbol is equal for
all carriers. The timing jitter is the same for all carriers. The shape of the
jitter power spectral density is shown in figure 5.18, and the jitter variance o2
equals 1073 rad?. In figures 5.26 and 5.27, the scatter diagrams are shown for
fo =0,fg = 1/(NpprT) and fr = 1/(NpprT), fp = 2/(NprrT), respec-
tively. As is observed, the scatter diagrams differ considerably, although the
mean-square deviation of the samples at the input of the decision device and
the constellation points is the same for both cases. This can be explained as
follows. In the case of fr, = 0, fp = 1/(NpprT), the dominant interference
term is the self-interference. As the timing jitter is slowly varying, the timing
jitter gives mainly rise to a random carrier-dependent phase rotation of the use-
ful component. Hence, the samples at the input of the decision device show an
angular displacement as compared to the constellation points. In the case of
frL =1/(NpprT), fg =2/(NpprT), the interference is dominated by the inter-
carrier interference. This interference term has uncorrelated real and imaginary
parts, each having the same variance. Hence, this term yields the circular clouds
in the scatter diagram. In table 5.4, the mean square deviation of the samples
at the input of the decision device is shown for the simulations of figures 5.26
and 5.27. As we observe, the simulation results agree well with the theoretical
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results.

5.5 Dispersive Channel

In the previous section, we have investigated the effect of the synchronisation
errors on the OFDM(A) system in the case of an ideal channel. In this section,
we study the influence of the synchronisation errors in the presence of a disper-
sive channel. In our analysis, we assume that the channel transfer function is
the same for all users. Furthermore, we consider the case of synchronous trans-
mission, i.e., all carriers exhibit the same carrier phase errors and timing errors.
The transmit and receiver filters are square-root raised-cosine filters with rolloff
«a. Furthermore, the cyclic prefix is able to cope with the dispersive channel
and the timing errors, such that no interference between successive transmitted
OFDM(A) blocks is introduced. We assume that the carriers inside the rolloff
area are not used and all carriers outside the rolloff area are modulated and
have the same energy per symbol Ej.

5.5.1 No Synchronisation Errors

In the case of a fixed dispersive channel, i.e., Hop(f;7) = Hen(f), the quantity
(5.14) for carriers outside the rolloff area and in the absence of synchronisation
errors yields

Ai,i’,n,n’ = 6i,i’6n,n’Gn (581)
where dm N )
mod(n; NFrT

n — Hc e —— .82

“ " ( NpprT ) (5-82)

We observe from (5.81) that the dispersive channel does not yield interference,
but only causes a scaling and rotation of the FFT outputs, that depends on the
channel characteristics. The MMSE equaliser has equaliser coeflicients

(9mmsE)in = CennGh, (5.83)

where Cyp, p, is a real-valued positive factor that depends on the channel charac-
teristics at the carrier frequency n/(NpprT). The amplitude and phase of the
equaliser coefficients (5.83) depend on the carrier index n. Note that the phase
of the equaliser compensates for the phase rotation introduced by the channel.
The signal-to-noise ratio (5.16) at the nth FFT output is given by
Nprr Ejs 2
SNR,(0) = ————1|G, 5.84
(0) = o 521G (559
and the degradation (5.22) of the SNR as compared to SNR(0) (5.21) caused
by the dispersive channel yields

Deg,, = —10log |G, |? (5.85)
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Table 5.4: Mean square deviation of the samples at the input of the decision
device

Theoretical | Simulations
fr=0,fg=1/(N.T) = R; 3.290F —3 | 3.205FE —3
fL=1/(N.T)=Rs,fB=2/(N.T)=2R, | 3.290E —3 | 3.285FE —3
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Hence, the performance of the OFDM(A) system depends on the carrier index,
but is independent of the block index 1.

When the transfer function H.y(f;7) of a fading channel slowly varies as
compared to the OFDM(A) block length, the channel transfer function during
an OFDM(A) block can be viewed as a fixed channel. In this case, the former
expressions for the fixed channel can be used, where the quantity (5.82) is
replaced by

mod(n; NFFT)
Gni=Hep, <W;ti(NppT+u) (5.86)
In this case, the SNR (5.84) depends on the block index 3.

In the following, we study the effect of the synchronisation errors on the
performance of the OFDM(A) system in the presence of a fixed dispersive chan-
nel. In general, the synchronisation errors cause interference. Hence, it can be
expected that the synchronisation errors give rise to a performance degradation
as compared to the case of the dispersive channel without synchronisation er-
rors. In the computations, we make use of a fixed dispersive channel with an
exponentially decaying impulse response. The channel transfer function is given
by M

Hch(f) T a +jonf

where A is a constant of normalisation, such that the received energy per symbol
is the same as the transmitted energy per symbol (for a fair comparison with
the ideal channel H.x(f) = 1) and a is the 3dB bandwidth of the channel. The
amplitude of the channel transfer function (5.87) is maximum for f = 0 and
decreases for increasing | f|. Figure 5.28 shows the degradation (5.85) as function
of the carrier index n, for Nppr = 64 and SNR(0) = 20 dB. As we observe,
the maximum degradation occurs for n = Nppr /2 (where the amplitude of the
channel transfer function is minimum) and the minimum degradation occurs
for n = 0 (where the amplitude of the channel transfer function is maximum).
Note that, as for some carriers |Hop(n/(NpprT'))| > 1, the degradation for
these carriers is negative. In the following, we consider in the figures only the
degradations caused by the synchronisation errors for the carrier indices n = 0
and n = Nppr /2, corresponding with the minimum and maximum degradation,
respectively.

(5.87)

5.5.2 Carrier Phase Errors

In this section, we investigate the effect of the carrier phase errors on the
OFDM(A) system in the presence of a dispersive channel, but in the absence of
timing errors. In this case, the quantities (5.24) are given by

Gn(ti(Nppr+0)+k) = Gne??GNerroe) (5.88)

where G, is defined in (5.82). In the following, we separately consider the cases
of a constant phase offset, a carrier frequency offset and carrier phase jitter.
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Figure 5.28: Degradation caused by the dispersive channel, a = 5, Nppp = 64
and SNR(0) =20 dB

Constant Phase Offset

In the case of the dispersive channel and in the presence of a constant phase
offset, the quantities (5.23) reduce to

Ai,i’,n,n’ = 5i,i’ §n,n’ CYYnejq5 (589)

Hence, the constant phase offset gives rise to a phase rotation of the FFT outputs
over a carrier independent angle ¢, as compared to the case of a zero phase offset.
Furthermore, no intercarrier interference is introduced. Hence, a constant phase
offset rotates the samples at the input of the decision device when no correction
is applied (g;,, = 1), resulting in a reduction of the noise margin, as shown in
section 5.4.1. The MMSE equaliser compensates for this phase rotation:

(9vmsE)in = Conne ?? (5.90)

where C.p, ,, are the MMSE equaliser coefficients in the absence of synchronisa-
tion errors, as defined in (5.83). The phase rotation of the FFT outputs over an
angle —¢ introduces no enhancement of the noise power level as compared to
the case of a zero phase offset. Hence, a constant phase offset is compensated
without loss of performance. These results correspond to the results found for
the ideal channel in section 5.4.1.
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Carrier Frequency Offset

In the case of a dispersive channel and a carrier frequency offset, the quantities
(5.23) yield

n' —n

Ai it s = 85,0 Gy 2T BTN EETHY) 1 ( + AFT) (5.91)

FFT
where D(z) is defined in (5.35). Hence, a carrier frequency offset introduces a
systematic phase rotation at a constant speed of 2r AFT (N ppr+v) rad/symbol
of the samples at the output of the FFT. Furthermore, the carrier frequency
offset causes a reduction of the useful component as compared to the case of a
zero carrier frequency offset and introduces intercarrier interference. The MMSE
equaliser for carriers outside the rolloff area has equaliser coefficients

(9mmSE)im = Cappe P2 A TN FT+V) G DY (AF,T) (5.92)

where Cap,, is a real-valued positive factor that depends on the carrier fre-
quency offset, the channel characteristics and the carrier index n. Hence, the
equaliser compensates for the systematic phase rotation of the useful component.
However, the equaliser is not able to eliminate the ICI. The resulting powers
of the average useful component, the intercarrier interference power (5.17) and
the noise (5.15) are independent of the block index 4 and yield

2
Pyn = [Carnl? (|Gnl*Boyo)
Nppr—1 Jo
Piorn = |Capnl’|Gnl*Boo Y |Gt |* B
n’'=0;n'#n s,m
E[[Winl?] = NolCarnl*|Gnl*Boo (5.93)

where B, , is given by
2
Bnm/:

n' —n
D JrAFT)
(NFFT

In (5.93), the energy per symbol Es ,, equals E;, = FE, for carriers outside the
rolloff area and equals E;,, = 0 for carriers inside the rolloff area. The resulting
SNR (5.16) yields

SNR,(0)Boo
Nepr—1
1 + Zn/i%::"n/#n SNRn/ (O)Bn,n’
where SNR,,(0) is given by (5.84). It is observed in (5.94) that the SNR depends
on the carrier index n. Furthermore, considering the SNR (5.84) in the absence

of synchronisation errors, the carrier frequency offset gives rise to an additional
degradation ADeg as compared to the case of a zero carrier frequency offset

SNR, =

(5.94)

Nppr—1

ADeg = —10log Bog + 10log {1+ Y SNR,/(0)Byn (5.95)

n'=0;n'#n
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An upper bound for the additional degradation can be found in a similar way
as for the ideal channel. This yields

Nppr—1
ADeg < —10log By + 10log [ 1+ SNR(0) > |Gu[*Bun | (5.96)

n’'=0;n'#n

where SNR(0) = (Nppr/(Nppr + v))Es/Ng. The upper bound is reached
when the transmit pulse has zero rolloff (& = 0). The upper bound on the addi-
tional degradation is a function of the product NpprAFT and the carrier index
n. The upper bound on the additional degradation (5.96) yields an accurate
approximation for the actual degradation when the rolloff area is small.

In figure 5.29, the upper bound (5.96) on the additional degradation is shown
as function of the product NpprAFT for the fixed channel with transfer func-
tion (5.87), SNR(0) = 20 dB and for the carrier indices n = 0 and n = Nppr/2,
yielding the minimum and maximum degradation in the case of the dispersive
channel without synchronisation errors, respectively. We observe that this addi-
tional degradation is essentially independent of the carrier index and the channel
transfer function. In figure 5.30, the total degradation (i.e., the degradation of
the SNR as compared to SNR(0) caused by the dispersive channel and the
carrier frequency offset) corresponding to the carrier n = Nppr/2, ie., the
maximum total degradation, is shown as function of the product NpprAFT,
for the ideal channel and the dispersive channel and under the same conditions
as for figure 5.29. For small frequency offsets, the total degradation is essentially
independent of the carrier frequency offset. In this case, the effect of the carrier
frequency offset is negligible as compared to the effect of the dispersive chan-
nel. For larger NppprAFT, the total degradation essentially coincide with the
degradation for the ideal channel: now the total degradation is mainly caused
by the carrier frequency offset. Comparing these results with those found in
section 5.4.1 for the case of the ideal channel, we observe that the influence of
the carrier frequency offset is essentially the same in an ideal channel as in a
dispersive channel.

Carrier Phase Jitter

In the case of a dispersive channel, the quantities (5.23) can be approximated
for small jitter variance by

Nepr—1 k(n—n')

. —192
D> GOt Nppptvysn)e T NEET
k=0

Az,z ,n,n 5z,z Gn <5n,n + NFFT

(5.97)
We observe from (5.97) that the carrier phase jitter introduces self-interference
and intercarrier interference at the outputs of the FF'T. When the carrier phase
jitter rapidly varies as compared to the averaging time of the MMSE equaliser,

the equaliser is not able to track the carrier phase jitter. The equaliser averages
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the variations caused by the carrier phase jitter. As for small jitter variances, the
average of exp(j¢(t)) can be approximated by Elexp(jo(t))] =~ E[1+jo(t)] =1,
the MMSE equaliser is essentially the same as in the absence of synchronisation
errors and are given by (5.83). The powers of the average useful component,
the self-interference, the intercarrier interference (5.17) and the noise (5.15) at
the input of the decision device are independent of the block index i and are
given by

PU,n - ‘Cch,n 2|Gn‘2
PSI,n = ‘Och,n 2|CTYTL‘ZBO,O
Nrppr—1 B,
PICI,n = ‘Cch,n 2|Gn‘2 Z 5_7n|Gn’|2Bn,n/

s,n
n'=0;n'#n ’

EHWi,n 2] = NO‘Cch,n 2 (598)

where B, , is given by

+oo I
o= || (22 e gr)

oo FFT

2
df

and D(x) is defined in (5.35). In (5.98), the energy per symbol E, equals

E; ., = E; for carriers outside the rolloff area and equals E;,, = 0 for carriers

inside the rolloff area. The resulting SNR (5.16) yields
SNR,(0)

SNR, = (5.99)

where SN R,,(0) is given by (5.84). The SNR (5.99) is independent of the block
index ¢. Considering the SNR (5.84) in the absence of synchronisation errors,
the carrier phase jitter causes an additional degradation

Nppr—1

ADeg, =10log |1+ > SNRw(0)Bnw (5.100)

n’/=0;n'#n

that depends on the carrier index n. An upper bound for the degradation can
be found in a similar way as for the ideal channel. This yields

Nppr—1
ADeg, <10log | 14+ SNR(0) > |Gu/|*Bpw (5.101)

n/=0;n'#n

where SNR(0) = (Nppr/(Nppr+v))Es/No. The upper bound is reached when
the transmit pulse has zero rolloff (« = 0). It can be verified that the upper
bound (5.101) on the additional degradation is essentially independent of Nppr
when the number of carriers is large. The upper bound (5.101) on the degra-
dation yields an accurate approximation of the actual additional degradation
when the rolloff area is small.
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The upper bound (5.101) on the additional degradation caused by the carrier
phase jitter is shown in figure 5.31 as function of the jitter variance, for the fixed
dispersive channel with transfer function (5.87), a jitter power spectral density
as shown in figure 5.16 with fr, = 0, fg = 2/(NpprT), for SNR(0) = 20 dB
and for the carrier indices n = 0 and n = Nppr/2, where the total degradation
for the case of the dispersive channel without synchronisation errors is minimum
and maximum, respectively. As is observed, the curves of the additional degra-
dation in the case of the dispersive channel are essentially independent of the
carrier index and the channel transfer function. In figure 5.32, the total degra-
dation (i.e., the degradation of the SNR as compared to SINR(0) caused by the
dispersive channel and the carrier phase jitter) for the carrier n = Nppr/2 is
shown as function of the jitter variance under the same conditions as for figure
5.31. As is observed, the total degradation is essentially independent of the
jitter variance for small jitter variances: the dominating effect is the dispersive
channel. For larger jitter variances, the total degradation essentially coincides
with the degradation for the ideal channel. Hence, for large jitter variances, the
jitter becomes the dominating effect. Comparing the results in the case of a
dispersive channel, we observe that the results are essentially the same as in the
case of an ideal channel, considered in section 5.4.1.

5.5.3 Timing Errors

In this section, we investigate the influence of the timing errors on the OFDM(A)
system in the presence of a dispersive channel, but in the absence of carrier phase
errors. In this case, the quantities (5.24) yield

e _mOd(n?NFFT)
GrltiNpprtv) k) = Gpe’ "IN FPTHIER TNy (5.102)

where G, is defined by (5.82). In the following sections, we separately consider
the cases of a constant timing offset, a clock frequency offset and timing jitter.

Constant Timing Offset

Taking into account that there are no carriers modulated in the rolloff area, the
quantities (5.23) yield

mod(n;Nppr)

Aiitns = 03,0 0n s G Nerr (5.103)

Hence, the timing offset introduces a carrier dependent phase rota-
tion of the FFT outputs as compared to a zero timing offset.  The
equaliser that minimises the MSE has equaliser coefficients (gymase)in =
Cenn exp(—j2memod(n; Nppr)/Nppr), where Cep, n, are the MMSE equaliser
coefficients in the absence of synchronisation errors, as defined in (5.83). A
phase rotation of the FFT outputs causes no noise power level enhancement as
compared to the case of a zero timing offset. Hence, the OFDM(A) system is
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Figure 5.31: Additional degradation caused by carrier phase jitter, Nppp =
64, SNR(0) = 20 dB
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not degraded by a constant timing offset, as compared to the case of a zero tim-
ing offset. It can be verified that carriers inside the rolloff area are subjected to
a performance degradation caused by the constant timing offset. To avoid this
degradation, the carriers inside the rolloff area should not be used. These results
are very similar to the results obtained for an ideal channel (section 5.4.2).

Clock Frequency Offset

When the increasing misalignment of the FFT blocks, caused by the clock fre-
quency offset AT/T, is compensated by a coarse synchronisation algorithm as
described in section 5.4.2, the resulting timing error is given by €;(nppptu)+k =
kAT /T +e¢,;. Hence, the quantities (5.23) for the carriers outside the rolloff area
are given by

Aiitnnt = 5i,i’Gn/€j2ﬂ—Ei%D (nl -n + (mOd(n/§ NFFT)> %

(5.104)

where D(x) is defined in (5.35). It is observed from (5.104) that a clock fre-

quency offset introduces intercarrier interference. Furthermore, the useful com-

ponent is subjected to a phase rotation and amplitude reduction as compared

to the case of a zero clock frequency offset. The MMSE equaliser for the carriers
outside the rolloff has equaliser coefficients

Nrrr Nrrpr

d(n: N AT _iore, mod(nN )
(9mmsE)in = CarnGyD* (M_) e d2me T (5.105)

NrrT
Nrrr T

where Car,, is a real-valued positive factor that depends on the carrier index
n and the clock frequency offset AT/T. Hence, the equaliser is not able to
eliminate the ICI. The powers of the average useful component, the intercarrier
interference (5.17) and the noise (5.15) at the input of the decision device are
independent of the block index 7 and yield

PU,n = |CAT7n‘2|Gn‘2B72L,TL

Nppr—1
Es,n’

PICI,n = |CAT,n QBn,n Z |Gn’|2Bn,n’
n/=0;n'#n 5
E[|Wi,n|2} = NO|CAT,n QBn,n (5106)
where
2
lgnﬂﬂ = 1D <7ﬂ —n %InOd(Tﬁ;]VFIWT)£§Zj>
Nppr Nppr T

In (5.106), the energy per symbol Ej ,, equals E; ,, = E for carriers outside the
rolloff area and equals E ,, = 0 for carriers inside the rolloff area. From (5.106)
it follows that the OFDM(A) system is degraded as compared to the case of a
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zero clock frequency offset. The resulting SNR (5.16) yields

N n Bn n
SNR, = —— SV Ea(0)Bn, (5.107)
1+ Zn’ilz)?n’?én SN Ry (O)B”vnl

where SNR,(0) is given by (5.84).The SNR depends on the carrier index
n. Considering the SNR (5.84) in the absence of synchronisation errors, the
OFDM(A) system suffers from an additional degradation ADeg caused by the
clock frequency offset as compared to the case of a zero clock frequency offset

Nppr—1

ADeg = —10log By +10log [ 1+ > SNRy(0) By (5.108)

n’'=0;n'#n

An upper bound for the degradation can be found in the same way as for the
ideal channel. This yields

Nrrr—1
ADeg < —10log B, , + 10log [ 14+ SNR(0) > |Gw[*Buw | (5.109)

n/=0;n'#n

where SNR(0) = (Nppr/(Nppr + v))Es/No. The upper bound is reached
when the transmit pulse has zero rolloff (aw = 0). The upper bound (5.109) on
the additional degradation depends on the carrier index and is a function of the
product NpprAT/T when n/Nppr is a fixed value. The upper bound (5.109)
yields an accurate approximation for the actual additional degradation when
the rolloff area is small.

In figure 5.33, the upper bound (5.103) on the additional degradation is
shown as function of the product Nppp AT /T, for the dispersive channel (5.87),
SNR(0) =20 dB and for the carrier indices n = 0 and n = Nppr/2, where the
total degradation caused by the dispersive channel is minimum and maximum,
respectively. As is observed, the additional degradation depends on the carrier
index but is essentially independent of the channel transfer function. For n =
Nrpr/2, the total degradation (i.e., the degradation of the SNR as compared
to SNR(0) caused by the dispersive channel and the clock frequency offset)
is shown in figure 5.34, under the same conditions as figure 5.33. For a small
clock frequency offset, the total degradation is essentially independent of the
clock frequency offset. In this case, the effect of the clock frequency offset can
be neglected as compared to the effect of the dispersive channel. For increasing
clock frequency offset, the total degradation in the case of the dispersive channel
essentially coincides with the degradation at n = Nppr /2 in the case of the ideal
channel. Hence, the clock frequency offset becomes the dominating effect. When
we compare these results with the results found for an ideal channel (section
5.4.2), we observe that the results are very similar.
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Timing Jitter

In the case of a dispersive channel, the quantities (5.23) can be approximated
for small jitter variances and slowly varying jitter by

1 Nprpr—1 g E(n=n’)
Ai,i’,n,n’ ~ 5i,i/Gn’ <5n,n/ +J27TSH’N Z € TS NepT 6i(NFFT+V)+k>
FFT =5
(5.110)

The timing jitter introduces self-interference and intercarrier interference at the
outputs of the FFT. Similarly as in section 5.4.2, it can be verified that when the
timing jitter rapidly varies as compared to the averaging time of the equaliser
and the jitter variances are small, the MMSE equaliser is essentially the same as
in the absence of timing errors and is given by (5.83). The powers of the average
useful component, the self-interference, the intercarrier interference (5.17) and
the noise (5.15) at the input of the decision device are independent of the block
index ¢ and yield

PU,n = |Cch,n|2
PSI,n = |Cch,n|2(27T)2|Gn|2‘5n|2B0,0
Nrpr—1 E. .,
PIC}'I,n = |Cch,n|2(27r)2|Gn|2 Z 50 |Sn/|2|Gn/|2Bn,n’
n'=0;n'#n 85
E[Winl?] = NolCepnl? (5.111)

where B, , is given by

+1/2T 4
Bnm, = / Se(ej%rfT)
—1/2T

2
df

n—n'
p(fr- )
< Nppr
and D(z) is defined in (5.35) and S,, = mod(n; Nrppr)/Nppr for carriers outside
the rolloff. In (5.111), the energy per symbol E ,, equals E; ,, = E for carriers
outside the rolloff area and equals E , = 0 for carriers inside the rolloft area.

From (5.111) it follows that the OFDM(A) system is degraded as compared to
the case of a zero clock frequency offset. The resulting SNR (5.16) yields

SNR,(0)

SNR, = 2\~ Nrrr—1 2
1+ (2m) Zn’zo;n’?é" SN Ry (0)| S [* B,

(5.112)

where SNR,,(0) is given by (5.84). The SNR depends on the carrier index n.
Comparing (5.84) with (5.112), it is clear that the timing jitter introduces an
additional degradation as compared to the case where no timing jitter is present.
This yields

Nppr—1
ADeg, = 10log | 1+ (2m)> Y SNRy/(0)[Sw [’ B n (5.113)

n'=0;n'#n
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The additional degradation depends on carrier index n. An upper bound for
the degradation can be found in a similar way as for the ideal channel. This
yields

Nppr—1
ADeg, < 10log | 1+ (2m)°SNR(0) > |G[?|Sw|* B (5.114)

n’=0;n'#n

The upper bound is reached when the transmit pulse has zero rolloff (aw = 0). Tt
can be verified that the upper bound on the additional degradation is essentially
independent of Nppr when the number of carriers is large. The upper bound
(5.114) on the additional degradation yields an accurate approximation for the
actual additional degradation for the carriers outside the rolloff area when the
rolloff area is small.

The upper bound (5.114) on the additional degradation is shown in fig-
ure 5.35 as function of the jitter variance, for the dispersive channel (5.87),
SNR(0) = 20 dB, a jitter power spectral density as shown in figure 5.16 with
fr =0, f =2/(NpprT) and for the carrier indices n = 0 and n = Nppr/2,
yielding the minimum and maximum total degradation, respectively. It is ob-
served that the curves of the minimum and maximum additional degradation
of the dispersive channel essentially coincide with the minimum and maximum
degradation in the case of the ideal channel, respectively. Hence, the additional
degradation depends on the carrier index, but is essentially independent of the
channel transfer function. Furthermore, the total degradation (i.e., the degra-
dation of the SNR as compared to SN R(0) caused by the dispersive channel and
the timing jitter) for the carrier n = Nppr/2 is shown in figure 5.36 under the
same conditions as for figure 5.35. For small jitter variances, the total degrada-
tion is essentially independent of the jitter variance: the degradation is mainly
caused by the dispersive channel. For increasing jitter variances, the curves of
the total degradation in the dispersive channels essentially coincide with the
curve of the degradation at n = Nppr/2 in the case of the ideal channel. In
this case, the timing jitter becomes the dominating effect. When comparing
the results in the case of a dispersive channel and an ideal channel (see section
5.4.2), we observe that the results are very similar.

5.6 Conclusions and Remarks

In this chapter, we have investigated the sensitivity of OFDM, uplink OFDMA
and downlink OFDMA to synchronisation errors. The cyclic prefix of these
systems is assumed to be sufficiently long, to cope with channel dispersion and
timing misalignment. First we have considered an ideal transmission channel,
and have computed the corresponding SNR degradation caused by synchroni-
sation errors, as compared to the SNR for perfect synchronisation. We have
shown that OFDM, downlink OFDMA and uplink OFDMA yield essentially
the same degradation. Further, we have found that the SNR degradations on a
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dispersive channel and over an ideal channel, as compared to the SNR on the
respective channels without synchronisation errors, are nearly the same. This
indicates that the results pertaining to the ideal channel are also relevant to
more realistic channels. These results are briefly summarised in Table 5.5. A
more extended discussion is presented below.

Assuming that all compensations of the effect of synchronisation errors are
carried out by one-tap equalisers at the outputs of the FFT, the synchronisation
errors affect the OFDM(A) system in the following way.

e A constant carrier phase offset only yields a phase rotation of the FFT
outputs, which is compensated by the equaliser without loss of perfor-
mance.

e A constant timing offset introduces a carrier-dependent phase rotation
of the FFT outputs that correspond to carriers outside the rolloff area.
The rotation of these carriers is compensated by the equaliser without
performance degradation. The carriers inside the rolloff are affected not
only by a phase rotation but also by an attenuation. The compensation
of this attenuation yields a performance loss. This degradation can be
avoided by not using the carriers in the rolloff area.

e A (relative) carrier frequency offset AFT yields a rotation at a speed
of 2rAFT rad/sample at the input of the FFT. This rotation gives rise
to a degradation that is the same for all carriers, and is proportional to
(NpprAFT)?. If this degradation can not be tolerated, frequency offset
correction must be applied at the transmitter (uplink) or in front of the
FFT at the receiver (downlink).

e A (relative) clock frequency offset AT/T yields a degradation that de-
pends on the carrier index and is proportional to (NgprprAT/T)?. If this
degradation can not be tolerated, timing correction must be applied at
the transmitter (uplink) or in front of the FFT at the receiver (downlink).

e Carrier phase jitter gives rise to a degradation that is essentially indepen-
dent of the jitter spectrum shape, the number of carriers and the carrier
index, provided that the modulated carriers have the same power. The
degradation is proportional to the jitter variance. The scatter diagram at
the input of the decision device does depend on the jitter spectrum shape.
Low-frequency jitter (|f| < 1/(NpprT)) yields mainly self-interference,
causing an angular displacement in the scatter diagram. High-frequency
jitter (|f] > 1/(NpprT)) gives rise to intercarrier interference, yielding a
circular cloud in the scatter diagram.

e Timing jitter gives rise to a degradation that is essentially independent of
the jitter spectrum shape and the number of carriers, provided that the
modulated carriers have the same power. The degradation depends on the
carrier index, and is proportional to the jitter variance. The dependence
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Table 5.5: Overview of the effect of synchronisation errors on the OFDM(A)
system for all carriers modulated

constant phase offset - no degradation
constant timing offset | - no degradation
carrier frequency offset | - strong degradation, proportional to
(NprprAFT)?
- degradation independent of carrier index
clock frequency offset - strong degradation, proportional to
(NpprAT/T)?
- degradation depends on carrier index
carrier phase jitter - degradation independent of Nppr and

spectral contents of jitter, proportional to 035

- degradation independent of carrier index

- scatter diagram depends on spectral contents
jitter

jitter timing jitter - degradation independent of spectral contents
jitter and essentially independent of Ngpr for
large Nppr, proportional to o2

- degradation depends on carrier index

- scatter diagram depends on spectral contents
jitter

of the scatter diagram at the input of the decision device on the jitter
spectrum shape is similar to the case of carrier phase jitter.

The research leading to the results in this chapter has originated in a number
of scientific papers. In [Ste98b], we have investigated the effect of carrier phase
jitter on OFDMA, and a comparison with OFDM and conventional FDMA has
been carried out [Ste97b]. In [Ste00] we have presented an overview of the
sensitivity of OFDM to all types of synchronisation errors considered in this
chapter.

It should be mentioned that some results on the sensitivity of OFDM to
synchronisation errors were already available when we started the research for
this thesis.

e In [Pol93], [Pol95a], [Pol96] and [Pol98], the impact of carrier phase errors
on OFDM performance has been investigated in terms of the SNR degra-
dation, and some comparisons with conventional single-carrier modulation
have been made. In [Pol94], the sensitivity of OFDM to clock frequency
offset has been considered. However, these papers mainly consider trans-
mission over an ideal channel, whereas in our work also the dispersive
channel is investigated. Moreover, in [Pol96], the effect of the frequency
translation of the received OFDM signal with respect to the receive filter



142

CHAPTER 5. OFDM(A)

has not been properly taken into account; the correct analysis is given in
our section 5.4.1.

In [Zog96] the effect of timing jitter on OFDM performance has been in-
vestigated. However, the jitter is assumed to be constant over an OFDM
block, whereas in our work a less restrictive jitter model is assumed. In ad-
dition in [Zog96] the degradation of the carriers in the rolloff area, caused
by timing offset, is not taken into account.

In [Tom98], the sensitivity of OFDM to timing jitter has been considered.
However, in spite of the small timing jitter, the authors do not consider
any linearisation, so the resulting expressions are quite complicated and
hard to interpret. The linearisation carried out in this work yields simple
expressions from which the effect of various parameters is easily derived.



Chapter 6

Multicarrier CDMA

6.1 Introduction

In chapter 5, the orthogonal frequency division multiplexing (OFDM) technique,
consisting of a number of orthogonal carriers, has been presented. However,
OFDM still needs to be extended with a multiple access technique in order
to support different users. A possible solution to separate the users is to use
spreading sequences, i.e., to use CDMA as a multiple access technique. Recently,
some new techniques for high data rate communications, based on a combination
of a multicarrier technique and CDMA were proposed [Har97|, [Faz97], [Faz00],
[Faz93], [Yee93], [Cho93], [VBI98], [DaS93|, [Van93], [Lin99]. The proposed
techniques can be classified into two categories.

e In the multicarrier CDMA (MC-CDMA) technique [Faz93], [Yee93],
[Cho93], [VBI198], the original data stream is first multiplied with the
spreading sequence and then modulated on the different carriers, as shown
in figure 6.1: as the chips belonging to the same symbol interval are mod-
ulated on different carriers, the spreading is done in the frequency domain.
In MC-CDMA, the carriers satisfy the orthogonality condition with mini-
mum frequency separation, similarly as in the OFDM technique (see figure
6.1). Hence, the transmitter and receiver can be implemented using fast
Fourier transforms (FFT).

e In the other category, the serial-to-parallel converted data stream is mul-
tiplied with the spreading sequence and then the chips belonging to the
same symbol interval modulate the same carrier, as shown in figure 6.2:
the spreading is done in the time domain. Two schemes belong to this
group: multicarrier DS-CDMA (MC-DS-CDMA) [DaS93] and multitone
CDMA (MT-CDMA) [Van93]. In the MC-DS-CDMA technique, the car-
riers are chosen orthogonal with minimum frequency separation, similarly

143
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Figure 6.1: Spreading in the frequency domain (MC-CDMA)

as in the OFDM technique (see figure 6.2). Hence an FFT can be used to
modulate the spread data. In the MT-CDMA technique, the carriers are
not orthogonal (see figure 6.2).

In this work, only the MC-CDMA technique will be considered. The MC-CDMA
technique has been investigated in the context of high data rate communications
over dispersive channels and has been proposed for mobile radio communication
[Faz93]. As all MC-CDMA user signals occupy the whole system bandwidth,
MC-CDMA is less vulnerable to channel dispersion than MC-DS-CDMA. Unlike
MC-CDMA, MT-CDMA is affected by multiuser interference when the channel
is ideal.

In this chapter, we investigate the sensitivity of the MC-CDMA system to
synchronisation errors for both downlink and uplink transmission. The chapter
is organised as follows: in section 6.2, the transmitter of the MC-CDMA system
is introduced. The receiver of the MC-CDMA system is derived in section 6.3,
for both downlink and uplink MC-CDMA. In section 6.4, we separately consider
the influence of carrier phase errors and timing errors in the case of an ideal
channel. The effect of the synchronisation errors in the presence of a dispersive
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Figure 6.2: Spreading in the time domain (MC-DS-CDMA, MT-CDMA)

channel is investigated in section 6.5. The results are discussed in section 6.6.

6.2 The MC-CDMA Transmitter for a Single
User

The conceptual block diagram of the MC-CDMA transmitter is shown in fig-
ure 6.3 for a single user [Har97], [Faz97|, [Faz00], [Faz93], [Yee93], [Cho93],
[VBI98]. Without loss of generality, the terminology for the uplink is used.
The data symbols {a;,} are generated at a rate Rs, where a; ¢ denotes the
ith symbol transmitted by the user ¢. Each data symbol is multiplied with
a spreading sequence c; ¢ of rate N R, (N, is the spreading factor): c;, =
(1/V/'No)[cing i ---Cin+N.—1.6)T, where ¢;n,1n is the nth chip during the ith
symbol interval, of the sequence belonging to the user ¢. In this work, we re-
strict our attention to two types of orthogonal spreading sequences, i.e., Walsh-
Hadamard (WH) and overlay sequences, that have been discussed in section
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Figure 6.3: Conceptual block diagram of the MC-CDMA transmitter for a single
user

2.4.3. The resulting sequence b; s = [bin, ¢ ... bin,+N, 1|7 is given by
b; = ciaiy (6.1)

Each of the N, components of b;, will be modulated on a different carrier.
As in OFDM, these carriers are orthogonal by a proper selection of the carrier
spacing: this spacing equals the per carrier chip rate (= Rg). In chapter 5,
we have shown that the carriers inside the rolloff area are severely affected by
some types of timing errors. To avoid this degradation, only carriers outside the
rolloff area are used. Assuming that Nppr carriers are available and square-root
raised-cosine filters with rolloff o are used at the transmitter and the receiver,
the number N, of carriers actually used satisfies N. < (1 — a)Nppr. The
N. components of b; , are modulated on carriers outside the rolloff area (see
figure 6.4) by using an IFFT of length Nppp. This results in the sequence

Si e = [siNFFT,f s SiNFFTJrNFFT*LZ]Tv given by
Si,[ = Fsz,E = FQCi,éai7£ (62)

which denotes the ith MC-CDMA block of the ¢th user. In (6.2), Fr, =
(1/v/'Nrpr) exp(j2mkn/Nppr) denotes the Nppr X Nppr matrix of the inverse
FFT and Q is an Nppp X N, matrix given by

In./2 ON,/2xN./2
Q= O(Nprr—Ne)xNe/2 (6.3)
On./2xN. /2 In. /2

In (6.3), Ix is the identity matrix of dimension K x K, and Oy is a K x M
matrix containing only zeroes.

As in OFDM, each MC-CDMA block is preceded by a cyclic prefix of v
samples, in order to avoid interference between successive blocks and between
carriers when transmitting over a dispersive channel. The resulting transmitted

samples during the ith block are {s; N, .y +1)4nel = =V, ..., Nppr —1}, where
the first v samples are a duplication of the last v samples, {S;(ny pr4v)+n,e| =
—UV,..., —1} = {Si(NFFT'H/)'HLZ n = NFFT —V,..., NFFT — 1} After nor-

malisation such that the energy per symbol transmitted by user ¢ equals
Esy, where Esy = El|ais|?], the resulting time-domain sequence s;, =
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Figure 6.4: Mapping of the chips on the carriers

T .
[S’i(NFFTJrl/)*n,Z cee Si(NFFTJru)JrNFFTfl,Z] yleldS

Nrrpr
si0 = 1| —EFFT_OFQe, pa; 6.4
£ Nppr +v Qeieaie (6-4)

Q- ( fNF:Z ) 6.5)

Hence, the transmitter converts one data symbol into a block of Npppr 4+ v
samples using the linear transformation Ty, (2.1), i.e.,

Nppr
Tois = T _QFQc; 6.6
i, F— Qcie (6.6)

The sequence s; ¢ (6.4) is multiplied with the transmit clock signal that has a
frequency 1/T = Rs(Nppr + v). The resulting signal is applied to a transmit
filter, which is a unit-energy square-root Nyquist filter with transfer function
P(f) (e.g., a square-root raised cosine filter with rolloff «), resulting in the
complex baseband signal sy(t):

where

+oo Nppr—1

siet) = Z Z Si(Nppr+v)+keP(t — (K +i(Nppr +v))T — 1) (6.7)

i=—o0 k=-—v

where 7, is a time delay representing the transmit clock phase. Note that the
MC-CDMA signal consists of N, carriers, each of which has a chip rate that
equals the original symbol rate Rs. The signal s,(t) is upconverted, yielding a
real-valued bandpass signal that is transmitted over the channel.

6.3 Multiple Users

When different users are present, multiuser interference (MUI) can occur. De-
pending on the type of communication system, the spreading sequences must
be chosen carefully as only a limited amount of MUI is allowed. In a stand-
alone system, i.e., with only one basestation communicating with multiple users,
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orthogonal sequences like Walsh-Hadamard sequences can be used. These se-
quences have the advantage that no MUI is introduced in a non-dispersive chan-
nel.

When the system supports a large number of users, e.g., as in mobile ra-
dio communication, the covered area is partitioned into a number of hexagonal
cells. Each cell contains a basestation communicating with the users present
in the same cell. In such a system, we can distinguish two types of multiuser
interference: intracell interference, caused by the users of the same cell, and
intercell interference, caused by users in other cells. To limit the intracell inter-
ference, users of the same cell can use orthogonal Walsh-Hadamard sequences.
All cells make use of the same set of orthogonal sequences, but in each cell
these orthogonal sequences are multiplied with a random sequence that is com-
mon to all users of the same cell. Different cells are assigned different random
sequences, otherwise the interference between adjacent cells (intercell interfer-
ence) would be too high. This combination of an orthogonal sequence with a
random sequence is called an overlay sequence. The construction of the overlay
sequences is described in section 2.4.3. In the case of a non-dispersive channel,
no intracell interference is introduced, as the signals belonging to the different
users of the same cell are orthogonal. However, as different cells are assigned
different, uncorrelated random sequences, the overlay sequences belonging to
different cells are not orthogonal. Therefore, the signals belonging to users of
different cells introduce an amount of intercell interference, even in the case of
an ideal channel.

In this section, we will investigate the influence of intracell interference for
both uplink and downlink MC-CDMA. As a reference for the frequencies and
phases of the clock signal and the carrier oscillator, we use the frequencies
and phases of the network synchronisation reference signal, provided by the
basestation. As in downlink MC-CDMA the signals transmitted to the different
users are synchronised at the base station, the timing errors of the different
signals are the same. Furthermore, as all transmitted signals are upconverted
by the same carrier oscillator, they exhibit the same carrier phase error. In
uplink MC-CDMA, each user generates a local clock signal and a local carrier
oscillator of which the frequencies and phases are estimated from a network
synchronisation reference signal. Hence, the signals transmitted by the different
users exhibit a different carrier phase error and timing error. In the following,
we separately consider downlink and uplink MC-CDMA.

6.3.1 Downlink MC-CDMA

First, we consider the case of downlink MC-CDMA. To reduce the complex-
ity of the transmitter at the basestation, the transmitter is implemented as
shown in figure 6.5, with only one inverse FFT generating all user signals.
The number of active users equals N,. The transmitted time-domain sequence
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Figure 6.5: Transmitter for downlink MC-CDMA

Si

%

J— T . .
Si = [si(NFFT-l-V)—V s Si(NFFT+V)+NFFT—1] ; is given by

Ny
S; = Zsi’g (6.8)
/=1

where s, ; follows from (6.4). The sequence s; is multiplied with the transmit
clock signal, consisting of a periodic sequence of Dirac impulses, and applied to
the transmit filter P(f), which is a unit-energy square-root Nyquist filter (2.3),
yielding

+oco Nppr—1

s(t) = 42 > SiNerrsnerp(t — (k+i(Nppr + V)T —10)  (6.9)

i=—o0 k=—v

where 7, is a time delay that represents the transmit clock phase. The transfer
function of the dispersive channel from the basestation to the receiver of user
¢ is given by Hepe(f; 7). The output of the dispersive channel is disturbed by
additive white Gaussian noise (AWGN) wp,p(t) with uncorrelated real and imag-
inary parts, each having a power spectral density (psd) of Ny/2. Furthermore,
the signal is affected by the carrier phase difference 6. — éM(t), where 6. is the
phase of the upconverting carrier at the transmitter and érﬁz(t) is the estimated
optimum carrier phase for downconversion at the receiver (see (2.10)), resulting
in the complex baseband signal r,(t) after downconversion. The receiver block
diagram of user ¢ is shown in figure 6.6. At the receiver of user ¢, the signal
re(t) is applied to the receiver filter, which is matched to the transmit filter,
and sampled at the instants ’Ei(NppT+v)+k,€ = Li(Npprt+)+h,t T Ci(Npppt+)+k,e L
where ti(Npprtv)4+ke = (K +i(Nppr +v))T + Tf7i(NFFT+V)+k are the optimum
sampling instants (see (2.10)) and €;(n; oy 41)4k,¢ 1S the normalised timing error
of the kth sample of the ith MC-CDMA block at the receiver of user .

Assuming the channel transfer function Hep, ¢(f; 7) and the carrier phase dif-
ference 6,—0, ¢(t) are slowly varying as compared to the duration of the sampling
interval T, the samples v; ¢ = [Vi(Npprtv)—vt - - ~Uz'(NFpT+v)+NFpT—1,£]T at the
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Figure 6.6: Channel and receiver structure for downlink MC-CDMA

output of the receiver filter yield
+oo Nppr—1

Vi(Nppr+v)+kt = Z Z Si/(Nppr+v)+k’
i=—o00 k'=—v
heq’e(ti(NFFTJrV)Jrk,e - ti/(NFFT+V)+k/7£; ti(NFFTJrV)Jrk,f)
T Wi(Nppr+v)+k,L (610)

where w;(Nppr40)+k,e 18 the value of the matched filter output noise at the
instant tAi(NFFTJr,,Hk’g, originating from the noise contribution wyp(t), and
Peq,e(t; ti(Nppp+v)+k,e) is the impulse response of the equivalent time-varying
channel corresponding to user ¢, with transfer function as defined in (2.21)

Heqo(fitiNpprtv)+ke) = He(f5tiNepr+v)+k.e) -
eI (De(ti(Np pp )4k, 0) =B (i(N p pp+0)1,0))

32 f (€N p pr+0)+k . THATIN g g tv) 4k, 2) (6.11)

In (6.11), ¢(t) is the carrier phase error; the phase shift A0y(t;( Ny pr4v)+k)
and the time delay A7j(n, ;. 4v)+k,¢ depend on the channel characteristics, and
Hy(f;ti(Nppr+v)+k,¢) is the transfer function of the cascade of the transmit filter,
the dispersive channel and the receiver filter, i.e., Hy(f;7) = Hen o(f; 7)|P(f)|*

The receiver removes from each MC-CDMA block the v samples correspond-
ing to the cyclic prefix, and keeps the remaining Nppr samples for further pro-
cessing. As shown in appendix D.2, the MMSE receiver structure consists of
an FFT of length Nppp followed by one-tap equalisers. As only the carriers
outside the rolloff are modulated, only the corresponding FFT outputs are fol-
lowed by one-tap equalisers. The equaliser coefficient gﬁn scales and rotates the
M (n)th FFT output during the ith MC-CDMA block, where M (n) denotes the
index of the carrier that contains the nth chip of the MC-CDMA block. The N,
equaliser outputs are multiplied with the spreading sequence of the considered
user and summed, to obtain the samples z; ; at the input of the decision device.
Defining the matrix D, ; as the diagonal matrix of order V. x IV, of the equaliser
coefficients, i.e., (D ¢)n.n = Onngi,, and AT as the Hermitian of the matrix
A, the samples z; o yield

Zig = cj75Di,ZQTFTEVi,Z (6~12)
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where 2 = (0 Ing,.p) is a Nppr X (Nppr + v) matrix. Hence, the received
samples v; ¢ are demodulated using the linear transformation b, (2.5), where
b, = CIZDMQTFTE is a vector of order 1 x (Nppr + v). The sample z; o at
the inpuﬁ of the decision device is decomposed into four contributions:

+oo
Nrppr Nrppr
Zig = il t A\ g air el ir o
Nrpr +v Nprr+v

=—00;1"' #1

N “+00 Ny
FFT Z Z
- il ’Ii il ’ Wl 613
* \/NFFT+Vi/ G liees T Wi (6.13)

=—o00;i/ #i1 L' =1;0'H#£L

where
Ne—1
I _ 1 : ¢ Al 6.14
IRINNES N. CiNe+n,0Ci' Ne+n/ £/ 9i n i i’ non’ (6.14)
c .
n,n’=0
p 1 Nrpr—1 Nrrr—1 i EM() K M(n')
ii'n,n! E E e ! NFPPT

N
FFT 320 w=——u

Peq(ti(N g prt0) e — Lir (N )+ (N p ) 41,0 )(6.15)

The quantity I; ;¢ represents the contribution of the symbol a; ¢ to the
input of the decision device of the ¢th user during the ith MC-CDMA block.
In (6.13), the first contribution is the useful component. This contribution can
be further decomposed into an average useful component E[I; ; s ¢], and a zero-
mean fluctuation I; ; oo — E[I; ; ¢.¢] about its average, i.e., the self-interference
(SI). The second contribution (i’ # i,¢/ = £) is the intersymbol interference
(IST), caused by other symbols from the same user. The third contribution
(¢! # £) denotes the multiuser interference (MUT). The last contribution is the
additive noise term with variance

N.—1
1 ¢ A
E[Wie’) = Noxr Y lolal® = NooZ, (6.16)
¢ n=0

The performance of the MC-CDMA system is measured by the signal-to-
noise ratio (SNR) (2.59), which is the ratio of the power of the average useful
component to the sum of the powers of the self-interference, the intersymbol
interference, the multiuser interference and the noise. This yields

NrrT E, Py,
SNR;, = Nrprtv 7ot U5 (6.17)

2 N
Noo?p + 5,250 Es o(Psrie + Prsiie + Puur,ie)
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where
Pyie = |E[Lie0l
Psriw = Ellliiee— Elliiel’]
Prsrie = Z E[| L 00)?] (6.18)
i =—o03i' #i

+o0o Nppr— 1

Pyurie = Z Z

i/ =—o00 ' =1;0'#£L

|Iz7, ZZ’| ]

Sv

The instantaneous SNR (6.17) depends on the block index ¢ and the user index
£. In many cases of practical interest, the dependency of (6.17) on one or both
indices disappears.
In the case of an ideal channel (Hepe(f;7) = 1) and in the absence of
synchronisation errors, the receiver filter output samples are given by
Ny
Vi(Nppr+v)+k = Z Si(Nppr+v)+kt TWi(Nppr+v)+ks k=-v,...,Nrppr—1

=1
(6.19)
where Wi(N,pptv)4k 18 Gaussian with  Elw; (N pr40)11W; ’(NFFT+V)+k’] =
NoOg—pr0i—ir, and 8Ny pr+v)+k,e 18 given by (6.4). Removing the cyclic prefix
and applying the remaining samples to the FFT yields the following expression
for the M (n)th FFT output y; arn):

Nrrr
=/ § Nt @it + Winiin 6.20
Yi,M(n Nepr + 0 \/—CN+ 0G0+ Wi Mn) ( )

=1

with E[W@M(n)W;’M(n,)] = Nod,_n'0;_ir. The equaliser coefficients do not de-
pend on the carrier index nor the time index: g; apr(n) = 9o,0- The corresponding
quantity z; ¢ at the input of the decision device is determined by

Zil

1 N
= JN. Z yi,M(n)C:Nc+n,€
n=0

N 0 N.—1
NFF'T"_I’ Z Z c Ci
4 Q0 N¢+n,l!
Qaj, %, N iN.+n, 001 n,

O=10'£0

90,0

-1

+ \/—c Z Wi M(n)CiN,+n,e (6.21)

The third term in (6.21) is a noise contribution with variance equal to Ny. The
second term in (6.21) is MUT; this term is zero when the spreading sequences

are orthogonal:
| Nezd

N E CiNotn,eCiNetn,0! = Op—p/ (6.22)
¢ n=0
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The resulting SNR is independent of the symbol index ¢ and is given by
Nrrpr  Esy

SNR _—
«(0) = Nppr +v Ny

(6.23)

The factor Nppr/(Nppr+v) in (6.23) accounts for the loss in power efficiency,
that results from not using the v samples that are contained in the cyclic prefix.

In the presence of a dispersive channel or synchronisation errors, the SNR
is reduced as compared to SNR;(0). The degradation of the SNR as compared
to SNRy(0) (expressed in dB), caused by the presence of a dispersive channel
and the synchronisation errors, is given by

Py ;e
Deg;y = —1010o L 6.24
girt & (Uie + SNRy(0)(Psr1,i,e + Prsrie + PMUI,M)) (6:24)

For a sufficient cyclic prefix length, i.e., when the duration of the impulse
response heg,e(t; ti(Np pr-+1v)+k,e) does not exceed the duration of the cyclic prefix,
no intersymbol interference is introduced (I; ;o0 = 0, for i’ # i, i.e., Prsre =
0). From appendix D it follows that the quantities (6.15) reduce to

Nppr—1
1 — jom B = M(n))
Al =0 Z ¢ TN G o(tiNpprtv)ike)  (6.25)
2t 5T, NFFT =
where
(n) [ m,
G t(ti(Nppr+v)+k) Z Hege (NFFTT+ T Li(Npprtv)+k,L (6.26)

m*—oo

is the folded transfer function of the equivalent time-varying filter (6.11) be-
longing to user ¢, evaluated at the frequencies n/(NpprT).

The computation complexity of the expressions (6.18) strongly increases for
an increasing spreading factor N.. To reduce this computation complexity,
we present accurate approximations for (6.18), that make use of the simplified
expressions from appendix C.

6.3.2 Uplink MC-CDMA

In uplink MC-CDMA, the transmitter of each user derives a clock signal and a
carrier oscillator signal from a network synchronisation reference signal. Hence,
the transmitter of user ¢ has a user dependent, time-varying carrier phase 6. 4(¢)
and clock phase TNy pp4v)+k¢ (see (2.25)). The time-domain sequence s;, =
[Si(Npprtv)—vsl - - - Si(Npprtv)+ Nepr—1,0) ", transmitted by user ¢ is multiplied
with the transmit clock signal and applied to the transmit filter, yielding

+oo Nrppr—1
se®) =Y D SiNerrsr) ket — (E+i(NErr + V)T = Ti(Np o 40)4h.0)

i=—o0 k=-—v

(6.27)
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Figure 6.7: Channel and receiver structure for uplink MC-CDMA

The transfer function of the dispersive channel from the transmitter of user £ to
the basestation is denoted as Hp, ¢(f; 7). The output of the dispersive channel is
affected by the carrier phase difference 6. ¢(t)—6,, where 6, is the carrier phase of
the oscillator used by the basestation. At the basestation, the received signal r(t)
consists of the contributions from the signals transmitted by the IV, active users,
disturbed by AWGN wr,p(t). The signal r(¢) is applied to the receiver filter and
sampled at the instants ;(n, ., 4+v)+& = (E+i(Nppr +v))T +7,, where 7, is the
time delay corresponding to the clock phase of the basestation clock. Assuming
the channel transfer functions Hep ¢(f; 7) and the carrier phase differences 6. —
éng(t) of the different users vary slowly as compared to the sampling duration T,
and the timing phases 7;(Nppr41)+k,¢ vary slowly as compared to the duration
of the composite channel impulse response with transfer function H,(f;7) =
Hch,f(f; 7-)|P(f)‘2’ the samples v; = [Ui(NFFTJrV)*V s Ui(NFFTJrV)JrNFFT*l]T at
the output of the receiver filter yield

400 Nppr—1 Ny

Vi(Nppr+v)+k = Z Z Zsi/(NppT+u)+k/,e‘

i=—o0 k/=—v (=1
heqe(ti(Np pr+v)+k = tit(Nppr+v) 4k Li(Npprtv)+k)
+ Wi(Nppr+v)+k (628)

where wi( N pp4v)+k 18 the value of the matched filter output noise at the instant
ti(Nepr4v)+k A heg o(t; (N g pp4+0)+k) 18 the impulse response of the equivalent
time-varying channel. The Fourier transform of the equivalent time-varying
channel heq ¢(t;ti(Nppr+0)+k) 18 given by (6.11), where the carrier phase error
¢¢(t) and the timing error €;(n, ., +v)+k,¢I are defined in (2.25) and the phase
shift Aby(ti(Nppr4v)+x) and the time delay AT, ,.r+4v)+k,¢ depend on the
channel characteristics.

Let us concentrate on the detection of the data symbols transmitted by user
{. The corresponding block diagram of the receiver is shown in figure 6.7. The
receiver removes the v samples corresponding to the cyclic prefix, and keeps the
remaining Nppp samples for further processing. The receiver demodulates the
selected samples using an FFT. The outputs of the FFT are applied to one-tap
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equalisers with equaliser coefficients gfn The outputs of the one-tap equalisers
are multiplied with the spreading sequence of the considered user ¢ and summed,
to obtain the samples z; ; at the input of the decision device. The samples z; ¢
are given by (6.13), where W, ¢ is a zero-mean complex-valued additive Gaussian
noise term with variance (6.16) and

L Nezt
* 0 4
Ii7i/1z7e, = ﬁ E : CiNC+n,ZCi'Nc+n/7e/gi,nAi,i’,n,n’ (629)
c r—
n,n’=0

with Af7i,_n7n, being defined in (6.15). Similarly as for downlink communica-
tion, the samples z;¢ can be decomposed into an average useful component,
a self-interference component, intersymbol interference, multiuser interference
and additive Gaussian noise. Furthermore, as in downlink MC-CDMA, the SNR

is defined as (6.23), where the quantity I; ;¢ is now given by (6.29).

6.4 Effect of Synchronisation Errors

We have shown in chapter 5 that the use of a large number of carriers makes a
multicarrier system very sensitive to some types of synchronisation errors. These
synchronisation errors are classified in two categories: carrier phase errors and
timing errors. To clearly isolate the effect of the synchronisation errors, we
consider the case of an ideal channel, i.e., Hep o(f;7) = 1,V¢. Hence, the phase
shift AOp(ti(npprt1)+%) and the time delay AT, .. 4v)+k,e €qual zero. The
effect of a dispersive channel is investigated in section 6.5.

In downlink MC-CDMA, the MC-CDMA blocks transmitted to the different
users are aligned in time, while in uplink MC-CDMA, a timing misalignment of
the MC-CDMA blocks transmitted by the different users is present. However, it
is assumed that this misalignment is kept small, because the base station sends
timing correction information to the different users; this situation is similar to
uplink OFDMA, described in section 5.4. Further, we assume that the length
of the cyclic prefix is sufficiently long, so that small timing errors do not cause
interference from other MC-CDMA blocks (see figure 5.8) to the Nppr samples
selected for further processing. Hence, as no interblock interference is present
during the observed part of the block, the quantities (6.14) yield I; ;¢ = 0
for i’ # i. The transmit and receiver filter are square-root raised-cosine filters
with rolloff a. In the following, we separately consider the cases of carrier phase
errors and timing errors.

6.4.1 Carrier Phase Errors

In this section, we investigate the sensitivity of downlink and uplink MC-CDMA
to carrier phase errors in the absence of timing errors (€;(npp+4v)+k,e = 0). In
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Figure 6.8: Influence of a constant phase offset on the constellation points,
¢
gi,n =1

this case, (6.26) yields

Gt (tiNppr+v)+k) = €2 prr 0 0) (6.30)
In the case of downlink MC-CDMA, the different user signals exhibit the same
carrier phase error ¢y(t) = ¢(t) £ = 1,..., N, while in uplink MC-CDMA, the
signals transmitted by the different users exhibit different carrier phase errors
oe(t) £ = 1,...,N,. In the following, we separately consider the case of a
constant phase offset, a carrier frequency offset and carrier phase jitter.

Constant Phase Offset

A constant mismatch between the phases of the carrier oscillators at the bases-
tation and the receiver of user ¢ (downlink) or the transmitter of user ¢ and the
basestation (uplink) introduces a constant phase offset ¢,(t) = ¢¢. In downlink
communication, where the carrier phase error ¢y = ¢ is the same for all user
signals, this constant phase offset introduces a carrier-independent rotation over
an angle ¢ of the contributions of all users at the FFT outputs, as compared to
the case of a zero phase offset. However, the constant phase offset does not af-
fect the orthogonality between the contributions corresponding to the different
users, i.e., no MUI is introduced. This means that, when the equaliser applies
no correction (g¢, = 1), for both downlink and uplink MC-CDMA, the samples
zie (6.13) at the input of the decision device are rotated over an angle ¢, as
shown in figure 6.8. To avoid the reduction of the noise margins, this phase
rotation is corrected by the equaliser: the equaliser rotates the FFT outputs
over (an estimate of) the angle —¢, i.e., (gMMSE)fm = Cye 7? where

NrrT \/m
Oy = Y rrrtv Vo8 (6.31)

= Nrrr
No + NrprT+V ES’Z

In (6.31), C; is the value of the MMSE equaliser coefficient in the absence of
synchronisation errors. The MMSE equaliser in the presence of a constant phase
offset is independent of the block index i and of the carrier index n.
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In uplink communication, the contribution from the signal transmitted by
user ¢ at the output of the FFT is rotated over an angle ¢,. Similarly as in
downlink MC-CDMA, a constant phase offset introduces no MUI but only yields
a rotation over an angle ¢, of the sample z; , (6.13) at the input of the decision
device when no correction is applied (gﬁn = 1). The equaliser compensates for
the phase rotation of the samples z; g, i.e., (gnumse), = Cee 7%, where Cy
is given by (6.31). Similarly as in downlink MC-CDMA, the MMSE equaliser
coefficients are independent of the block index ¢ and the carrier index n.

The resulting samples at the input of the decision device, for both downlink
and uplink MC-CDMA, consist of the useful component disturbed by additive
noise. The variance of the noise is given by (6.16). As the phase rotation
applied to the FFT outputs does not enhance the noise power level (6.16), a
constant phase offset is compensated by the one-tap equalisers without loss of
performance. In this case, the SNR is equal to SNR,(0) from (6.23).

Carrier Frequency Offset

As shown in section 2.3.2, the effect of a carrier frequency offset AFy is twofold.
First, a frequency shift of the transmitted signal is introduced. As a part of
the received downconverted signal falls outside the bandwidth of the receiver
filter, this frequency shift introduces signal distortion and power loss. Hence,
this frequency shift results in a reduction of the useful component and the
introduction of interference at the receiver filter output. In chapter 3, it is
shown that the degradation caused by this frequency shift is small when the
carrier frequency offset is small as compared to the bandwidth of the receiver
filter, i.e., AF,T < 1. Further, a carrier frequency offset introduces a phase
rotation at a constant speed of 2w AFy rad/s of the receiver filter output samples
vi ¢ (6.10). The rotating samples are applied to the FFT. In the following, we
will show that this rotation reduces the useful component and introduces MUI
at the input of the decision device. As the FFT behaves like a bank of filters,
each with a bandwidth in the order of 1/(NpprT), the frequency offset AFy
must satisfy AFyT < 1/Nppr in order to keep the degradation at the input of
the decision device within reasonable limits. Assuming AF,T < 1/Nppr, the
frequency shift of the signal at the input of the receiver will be ignored in the
following analysis, i.e., only the rotation of the samples v;, will be taken into
account.

A carrier frequency offset between the carrier oscillators of the basestation
and the receiver of user ¢ (downlink) or the transmitter of user ¢ and the bases-
tation (uplink) introduces a carrier phase error that linearly increases with time
@o(t) = 2w AFyt + ¢¢(0). Without loss of generality, we assume ¢(0) = 0.

In downlink communication, the contributions of the signals transmitted
to the different users exhibit the same carrier frequency offset. Assuming the
carrier phase error is slowly varying as compared to T, i.e., AF, < 1/T, the



158 CHAPTER 6. MULTICARRIER CDMA

quantities I; ;7 ¢ (6.14) are given by

N.—1

1
12t AFpi(IN
Liiow = 5 P vi(Nppr+v) _~ § CZN tntCiNotn 091, an ey (6.32)

c
n,n’=0

where

_ li
Bpwye = D (M + AFgT)

Nrppr
D) = 1 NFi*l e _ gn(Nepr D) sinTNpprx (6.33)
Nrrr = Npprsinmx ’

For small x, the approximations sin(7x) & 7z holds, so that D(x) is essentially a
function of Ngppra. In (6.32) we observe that the contributions of the different
users at the input of the decision device are rotating at a constant speed of
2rAFyT(Nppr + v) rad/symbol when gfm = 1. Hence, this rotation must be
compensated by the equaliser. Assuming the receiver of user ¢ can estimate the
carrier frequency offset AFy, the MMSE equaliser for both Walsh-Hadamard
sequences and overlay sequences has equaliser coefficients

(9MMmSE): , = Chppe 2m AL TiNeer ) DY (AF,T) (6.34)

where CR ., Is a real-valued positive factor that depends on the carrier frequency
offset AFZ7 the carrier index n and the user index ¢, but is independent of the
block index i. In (6.34) we observe that the equaliser compensates for the
systematic phase rotation of the received samples z; . However, the equaliser
(6.34) is not able to eliminate the MUI ( iire0 7 0 for ¢/ # £). Let us consider
the case of the maximum load (N, = N, ) This is the worst case, as the
multiuser interference power is maximum. When the rolloff area is small and the
spreading factor is essentially equal to the number of carriers, i.e., N, & Nppr,
the factor C{ 1, is essentially independent of the carrier index n: C} Fu ™ Car.
In this case, the powers of the average useful component, the self-interference,
the multiuser interference and the noise are independent of the block index 4
and yield

2
Pue = [Carel? (1Bool?)
) N.—1
Psry = \CAF,4|2|BO,0,4|2N— Z | B,
c r— ’
n,n’'=0;n'#n
N, N.—1
1 Eg
Pyure = |Carel|Booil® Y. ~5—= > Buwal
NZ Es
0=1;0'#£¢L " on,n/=0;n'#n
E|Wisl] = NolCarel*|Boosl? (6.35)

Hence, the MC-CDMA system is degraded as compared to the case of a zero
carrier frequency offset. In the interference powers (6.35), the summation over
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n and n’ corresponds to the summation over the N, modulated carriers. To sim-
plify the expressions, we add non-negative terms for the unmodulated carriers
by extending the summation to all Nppp available carriers. This yields an up-
per bound for the powers of the self-interference and the multiuser interference
power, i.e.,

1
Psre < |CardPIDIARTP < (1~ [DART)P)
N.
2 2 oy 1 E,
PMUI,Z < |CAF,€| |D(AF5T)| (1— ‘D(AFzT” )F —(E p 6.36)
Co=1020 %

Considering this upper bound (6.36) for the interference powers, an upper bound
for the degradation (6.24) of the SNR as compared to SNR;(0) (6.23), caused
by the carrier frequency offset can be found. This yields

D(AF,T)|?
Degy < —101log ( |D( = )|N ) (6.37)
1+ (1= [DAET)P) 57 2opZy,0 SNRe (0)

The upper bound in (6.36) and (6.37) is reached when oo = 0 and all carriers are
modulated (N, = Nppr). The degradation (6.37) depends on the user index £.
Considering the nature of D(z), the degradation is a function of NpprAF,T.
This upper bound (6.37) yields an accurate approximation for the actual degra-
dation when the rolloff area is small and N, ~ Nppy. For the maximum load
(N, = N.), the degradation (6.37) is independent of the spreading factor when
all users have the same symbol energy (E, ; = E;).

In uplink communication, the contributions of the signals transmitted by
the different users are affected by a different carrier frequency offset. Assuming
the carrier phase errors are slowly varying as compared to T, i.e., AFy < 1/T
({=1,...,N,) the quantities I; s ¢ (6.14) are given by

1 N.—1
i/ejQWAFe/i(NFFT+V)_ E c

c

¢
Ii i 000 = 05, INutn,0CiNetn! £/ Gi n Brnr o (6.38)

n,n’'=0

In (6.38), we observe that the contributions of the different users ¢’ at the
input of the decision device are rotating at a different constant speed of
2rAFpT(Nppr + v) rad/symbol when gﬁn = 1. Assuming the basestation can
estimate the carrier frequency offsets AF, (¢ =1,...,N,) the MMSE equaliser
for both Walsh-Hadamard sequences and overlay sequences is given by (6.34),
where Cary is a real-valued positive factor that depends on the carrier fre-
quency offsets AFy (¢’ =1,...,N,) and the user index ¢, but is independent
of the carrier index n and the block index ¢. This factor in general is dif-
ferent from the factor for downlink MC-CDMA. In (6.38), it is observed that
the equaliser compensates for the systematic phase rotation of the useful com-
ponent. Contributions of other users are still rotating at a constant speed of
2n(AFy — AF)T(Nppr + v) rad/symbol. Similar as in downlink MC-CDMA,
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Figure 6.9: Carrier frequency offset, N, = N,

an upper bound for the degradation (6.24) can be found by adding non-negative
terms to the interference powers. This yields

Degy < —101log ( — [D(AFT)” ) (6.39)
1 + N_l, Zel;l;élie SNR[/ (O)(l - |D(AF[/T)|2)

Similarly as for downlink MC-CDMA, the upper bound is reached when o = 0
and all carriers are modulated (N. = Nppr). The degradation (6.39) depends
on the user index ¢ and is a function of NppprAF,T (¢ =1,...,N,). It is clear
that when in uplink MC-CDMA the signals transmitted by the different users
are affected by the same carrier frequency offset AFy = AF, (¢ =1,...,N,),
the results for uplink MC-CDMA are the same as for downlink MC-CDMA.

In figure 6.9, the degradation (6.37) is shown for the maximum load (i.e.,
N, = N.) and all users having the same energy per symbol E;, = Es and the
same carrier frequency offset AF. We observe a high sensitivity of the MC-
CDMA system to the carrier frequency offset. As expected, to obtain small
degradations, only small frequency offsets are allowed, i.e., AFT < 1/Nppr.
In this case, the degradation is essentially proportional to (NprprAFT)?. The
degradation of figure 6.9 yields an upper bound when the carriers in the rolloff
area are not modulated.

The MC-CDMA system is simulated in the absence of additive noise (Ng =
0), the data symbols belong to the QPSK constellation, for &« = 0, N, = Nppr =
64, all users having the same energy per symbol E; , = E5 and the same carrier
frequency offset AFT = 2.1073, in the case of Walsh-Hadamard sequences
and overlay sequences. Figures 6.10(a)-(b) show the scatter diagrams for the
Walsh-Hadamard sequences and the overlay sequences, respectively, assuming
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that there is no equaliser (gf, = 1). As we observe, the rotation at a speed
2rAFpT(Nppr 4+ v) rad/symbol of the samples at the input of the decision
device introduces a systematic phase rotation in the scatter diagram. To avoid
this systematic rotation of the constellation points, the equaliser (6.34) must
rotate the FFT outputs over an angle —2nAFTi(Nppr + v) — arg(D(AFT))
rad. The resulting scatter diagrams are shown in figures 6.11(a)-(b). We observe
that the scatter diagrams for the Walsh-Hadamard sequences and the overlay
sequences are essentially the same. The cloud in the scatter diagram has a
circular shape, as the multiuser interference has uncorrelated real and imaginary
parts, each having the same variance. In table 6.1, the mean square deviation
of the samples at the input of the decision device is shown for the simulations
of the scatter diagrams of figures 6.11. We observe that the simulation results
and the theoretical results agree well.

To get rid of the strong degradation caused by carrier frequency offset, carrier
frequency correction should be applied at the transmitter (uplink) or in front of
the FFT at the receiver (downlink).

Carrier Phase Jitter

When a carrier synchronisation algorithm is used to get rid of the constant
phase offset and the carrier frequency offset, the residual phase error can be
modelled as a zero-mean stationary jitter process with spectral density Sy ¢(f)
and variance 02, ‘-

In downlink MC-CDMA, the phase jitter is the same for all signals transmit-
ted to all users. We assume slowly varying phase jitter, so the bandwidth fp of
the jitter spectrum Sg(f) needs to be fpT < 1. For small jitter variances, i.e.,
035 < 1, we can use the approximation exp(jo(t)) = 1 + j¢(t). The quantities
[m'/’g’g/ (614) reduce to

1 N.—1
4
Ii,i’,f,z’ = 67;,1" F E c;ﬁNchn,ZCiNchn”f'gi,n . (640)
¢ n,n’'=0
N -1
1 e _jQW%fM(n’))
5n,n’ + N Z ]¢(tL(NFFT+V)+k)e FET
FFT k=0

When the carrier phase jitter rapidly varies as compared to the averaging time
of the MMSE equaliser, the equaliser is not able to track the jitter. The
equaliser then averages the variations caused by the carrier phase jitter. As
for small jitter variances, the time average of exp(j¢(t)) can be approximated
by Elexp(jé(t))] = E[l + jé(t)] = 1, the MMSE equaliser is essentially the
same as in the absence of synchronisation errors, and is given by C from (6.31).
The resulting powers of the average useful component, the self-interference, the
multiuser interference and the noise are independent of the block index 7 and
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Nppr = 64, AFT = 2.1073 (a) Walsh-Hadamard sequences (b) overlay se-

quences

Table 6.1: Mean square deviation of the samples at the input of the decision

device

Theoretical | Simulations
Walsh-Hadamard | 5.568FE —2 | 5.503F — 2
overlay 5.568F —2 | 5.527TFE — 2
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yield
Pyy = |C?
11
PS],Z = ‘Cg|2ﬁ ﬁ Z ‘Bn,n’|2 + (Nc - 1)BO,O
¢ ¢ n,n’=0
N No—1
1 u ES , 1 c
Prure :\@ﬁﬁ'E: g N—Z:BMV*BW
¢ pturpe TSt € =0
E[[Wiel’] = NolCel? (6.41)
where
oo M(n) = M(n)\ [
By e :/ Ss(f)|D (fT+ W) df

and D(z) is defined in (6.33). In the interference powers of (6.41), the sum-
mation over n and n’ corresponds with the summation over the N, modulated
carriers. To simplify the expressions (6.41), we extend the summation to all
Nppr available carriers. This yields an upper bound for the interference pow-
ers, i.e.,

+oo
Pae <l ([ senoumar

— 00

+oo
S G |D<fT>|2>df)
N,

1 u Es’ —+o0
Puvre < (GPy > T[S IDUTIN (642
Cur=10r40 T8 ST

The upper bound is reached for & = 0 and all carriers modulated (i.e., N. =
Nppr). From (6.42) and figure 6.12 it follows that the self-interference and the
multiuser interference mainly consist of the low frequency components (|f]| <
1/(NpprT)) and the high frequency components (|f| > 1/(NpprT)) of the
jitter spectrum Sy (f), respectively. For the highest load (N, = N.) and all
users exhibiting the same energy per symbol E; = E,, the sum of the powers
of the self-interference and the multiuser interference (6.42) is independent of
the spectral contents of the jitter, the spreading factor N, and the number of
carriers Nppr and only depends on the jitter variance 0’;, given by

“+oo
o= [ supar (6.43)
In this case, the lower bound for the SNR (6.17) is equal for all users, is inde-
pendent of the block index ¢, and yields

SNR > SNE(0)

= T4 SNR(0)7] (6.44)
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Figure 6.12: The weight functions |D(fT)|? and 1 — |D(fT)|?, N. = 16

and the upper bound for the degradation (6.24) of the SNR as compared to
SNR(0) (6.23), caused by the carrier phase jitter is given by

Deg < 10log (1 + SNR(0)o73) (6.45)

where SNR(0) = (Nppr/(Nppr + v))Es/No. The upper bound in (6.45) is
reached when « = 0 and all carriers are modulated (N, = Nppr). This upper
bound (6.45) yields an accurate approximation for the actual degradation when
the rolloff area is small and N, ~ Nppr. The degradation (6.45) is independent
of the spreading factor.

When N, < N, the sum of the powers of the self-interference and the
multiuser interference (6.42) does depend on the shape of the jitter spectrum.
Let us consider the following cases.

1. When all jitter power is in the interval |f| < 1/(NpprT), the MUI power
is negligibly small as compared to the SI power. The degradation of the

SNR is essentially independent of the number N, of active users, and equal
to (6.45).

2. Decreasing by some amount the jitter power in the interval |f| <
1/(NpprT) and simultaneously increasing by the same amount the jit-
ter power in the interval |f| > 1/(NpprT), yields a decrease of the SI
power and an increase of the MUI power. As N, < N,, the sum of the
powers of the SI and the MUI is reduced, so that the degradation of the
SNR is smaller that for case (1).

3. The smallest degradation of the SNR is obtained when all jitter power is
in the interval |f| > 1/(NpprT), in which case the SI power is essentially
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Figure 6.13: Carrier phase jitter, N,, = N,

zero. The degradation of the SNR is essentially zero for NV, = 1, and is
given by (6.45) for N,, — N,.

In uplink MC-CDMA, the contributions of the signals transmitted by the dif-
ferent users exhibit a different carrier phase jitter process. Assuming the phase
jitter is slowly varying and the jitter variance is small, a similar approximation
as for downlink MC-CDMA reduces the quantities I; ;¢ ¢ (6.29) to

1 N.—1
4
Lyt oo = 5i,i'ﬁ E CiNo4n 0CiNetn' 0 i * (6.46)
¢ n,n’=0
N —1
1 FET ) _j2Trlc(I\4(n)—]M(n/))
6n,n’ + N E ]¢f' (ti(NFFT+V)+k)e NrET
FFT (%

A similar analysis can be done as for downlink MC-CDMA. When in uplink MC-
CDMA the different carrier phase jitter processes have the same jitter spectrum

S (f) = Se(f) (¢ =1,...,N,), the results are the same as for downlink
MC-CDMA.

In figure 6.13, the degradation (6.45) is shown for the maximum load (N, =
N.) as function of the jitter variance. For small jitter variance, the degradation
is essentially proportional to 05). The results of figure 6.13 yield an upper bound
when the carriers inside the rolloff area are not modulated. In figure 6.14, the
degradation is shown as function of the load for various values of fr7T and fpT,
assuming oi = —40 dB rad? and SNR(0) = 25 dB. The degradations of figures
6.13 and 6.14 are independent of the spreading factor and the number of carriers.



166 CHAPTER 6. MULTICARRIER CDMA

0.16 -
0.14 1
A 0.12
s
g 0.1 4
< 0.08 4 f5NpprT=0.5
F§D 0.06 £ Nppr T=0, fgNgprT=1
2 0.04 £, Ny T=0, f5NppT=5
0.02 A fi Nppr T=5
0 T T T T !
0 0.2 0.4 0.6 0.8 1

NU/NC

Figure 6.14: Degradation as function of the load, 03 = —40 dB rad*, SNR(0) =
25 dB

e For fgNpprT = 0.5, most jitter power is within the interval |f| <
1/(NpprT). The degradation is essentially independent of the number of
users and of the bandwidth f;, of the phase-locked loop (PLL) (fL < fg).

e For fyNpprT = 5, most jitter power is within the interval |f| >
1/(NpprT). The degradation is independent of the jitter bandwidth fp
(fB > fL), and assumes its minimum value.

e For fyNpprT = 0 and fgNpprT > 1, phase jitter is present in both
intervals |f| < 1/(NFFTT) and |f| > 1/(NFFTT) When fBNFFTT
increases, the self-interference decreases and the multiuser interference
increases; the net effect is a reduction of the degradation.

We have simulated the MC-CDMA system in the absence of additive noise
(Ng = 0), assuming the data symbols belong to the QPSK constellation. We
consider &« = 0, N, = Nppp = 64, the maximum load (N, = N.) and all
users having the same energy per symbol F,, = FE,. The jitter spectrum
for all users is shown in figure 6.15 with o3 = 5.107% rad®. Figures 6.16(a)-
(b) and 6.17(a)-(b) show the scatter diagrams for fr = 0, fg = 1/(N.T) and
fr =2/(NT), fg = 4/(N.T), respectively. As N, = N,, the mean-square de-
viation of the samples at the input of the decision device from the constellation
points is the same for all scatter diagrams and equals ai. However, the scatter
diagrams of figures 6.16 and 6.17 differ considerably. As we observe, the results
for the Walsh-Hadamard sequences and the overlay sequences are the same.
When fr, =0, fg =1/(N.T), the jitter mainly introduces self-interference: the
jitter gives rise to a random fluctuation of the useful component. Hence, the
scatter diagram shows an angular displacement of the samples at the input of the
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Figure 6.15: Jitter spectrum

decision device. When f, = 2/(N.T), fg = 4/(N.T'), the phase jitter mainly
introduces multiuser interference. The term of the multiuser interference has
uncorrelated real and imaginary parts, each having the same variance, so that
the cloud in the scatter diagram has a circular shape. In table 6.2, the mean
square deviation of the samples at the input device is shown for the simulations
of the scatter diagrams of figures 6.16 and 6.17. As we observe, the simulation
results and the theoretical results agree well.

6.4.2 Timing Errors

In this section, we investigate the sensitivity of downlink and uplink MC-CDMA
to timing errors in the absence of carrier phase errors (¢,(t) = 0). We assume
that the cyclic prefix is sufficiently long, so that in the presence of timing er-
rors the Nppr samples per block processed by the receiver are not affected
by interference from other blocks. As only carriers outside the rolloff area are
modulated, (6.26) yields

]271'61(NFFT+V)+I€,Z NprT (647)

Gn1e(t":(NFFT+V)+k) =e
In the case of downlink MC-CDMA, the signals transmitted to the different
users are aligned at the basestation. Hence, the timing errors are the same
for all contributions. In uplink MC-CDMA, a misalignment between the FFT
frames transmitted by the different users can occur. Hence, the contributions of
the different users exhibit a different timing error. In the following, we separately
consider the case of a constant timing offset, a clock frequency offset and timing
jitter.

Constant Timing Offset

In the case of downlink MC-CDMA where the contributions of the different users
exhibit the same constant timing offset e =€, (¢’ =1,..., N,), the quantities
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Figure 6.16: Carrier phase jitter, N, = N,, fr =0, fg = 1/(N.T),a =0, N, =
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Table 6.2: Mean square deviation of the samples at the input of the decision
device

Theoretical | Simulations
fr=0, Walsh-Hadamard 5E —3 4.988F — 3
fB=1/(N.T) = Rs | overlay 5FE —3 5.030F — 3
fL=2/(N.T)=2R;, | Walsh-Hadamard 5E —3 5.013E — 3
fB=4/(N.T)=4R, | overlay 5FE —3 5.022E — 3
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17;71'/7@7[ (614) reduce to
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l
Li e = Oiir Y N n g CiNotnt 00 G Gt (6.48)
c .
n,n’=0

As only carriers outside the rolloff area are modulated, the quantity G, » yields

mod(M(n);Nppr)

NEFT (6.49)

Gn,é _ ej27reg
where mod(x; Nppr) denotes the modulo-Nppr reduction of z, yielding a result
in (—Nppr/2, Nepr/2). Hence, the constant timing offset introduces a pure
phase rotation of the FFT outputs. This carrier dependent phase rotation is
compensated by the one-tap equaliser without enhancing the noise power level
(6.16), thus without performance loss, by rotating the FFT outputs over the
angle —27T€gm0d(M(n); NFFT)/NFFT-

In the case of uplink MC-CDMA, where the contributions of the sig-
nals transmitted by the different users exhibit a different timing error ey

¢ =1,..., Ny, the quantities I, ;7 ¢ ¢ (6.14) reduce to
1 N.—1
Ii,i’,é,é’ = 5i7i/ﬁ Z C;Nn—i-n,ECiNc-‘rn’ng,nGn,W (6.50)
¢ n,n’=0

where G, ¢ is given by (6.49). Let us consider the case of one disturbing user. We
assume that the transmitter and receiver clocks of user ’0’ are perfectly synchro-
nised, i.e., g = 0. Further, the MC-CDMA blocks of the disturbing user 1’ are
shifted over an interval €T as compared to the MC-CDMA blocks of the consid-
ered user, as shown in figure 6.18, i.e., €; = €. In figure 6.19, the degradation of
the uplink MC-CDMA system is shown as function of the misalignment between
the MC-CDMA blocks of the two users, for both users having the same energy
per symbol, an MMSE equaliser and SNR(0)=20 dB. As we observe in figure
6.19, the performance of the uplink MC-CDMA system is strongly degraded.
This degradation can be explained as follows: the rotation over a carrier depen-
dent angle 2wremod(M (n); Nppr)/Nppr of the contributions of the disturbing
user at the FF'T outputs can be viewed as if the disturbing user makes use of the
spreading sequence C;n,+n1 = CiN,+n.1€xXP(j2memod(M (n); Nppr)/Nrpr).
The FFT outputs are multiplied with the spreading sequence c; o of the con-
sidered user, and the resulting terms are summed. As the sequence ¢;; of the
disturbing user is no longer orthogonal with the spreading sequence c; ¢ of the
considered user, MUI is introduced. For small timing offsets, the sequence ¢, ;
only slightly differs from the original spreading sequence c;; and is nearly or-
thogonal to the spreading sequence c; o of the considered user. Hence, only a
small degradation is introduced. For larger misalignments between the blocks
of the different users, the sequence ¢;; differs considerably from the original
spreading sequence c; ;. In this case, the sequence ¢;; can be viewed as random
with respect to c; o, which means that a significant degradation is introduced.
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Figure 6.19: Influence of a constant timing offset in uplink MC-CDMA, one
disturbing user, MMSE equaliser, E; ; = Es,« = 0, Nppp = N, SNR(0) = 20
dB

Because of the large sensitivity of uplink MC-CDMA to timing misalignments
between the signals transmitted by the different users, the transmitters should
be synchronised within a small fraction of the sampling interval 7.

Clock Frequency Offset

In the case of a clock frequency offset, the timing error linearly increases with
time €(Npprtv)4ke = (B +i(Nppr + v))ATy/T + €oe, where AT,/T is the
relative clock frequency offset. This yields an increasing misalignment between
the samples s;(Npprtv)+k,¢ at the transmitter and the samples vi(Nppr40) 4k,
at the receiver. Similarly as in OFDM(A), the increasing misalignment could be
compensated by using a coarse synchronisation algorithm at the receiver, which
involves duplication or removing samples at regular intervals (see section 5.4.2).
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In downlink MC-CDMA, the contributions of the different users are aligned
at the basestation. Hence, the contributions of the different users at the re-
ceiver of user ¢ exhibit the same clock frequency offset ATy /T = AT,/T
(¢ =1,...,N,). The resulting timing error after coarse synchronisation yields
Ei(Npprtv)+h,e = KATy/T + €; 0, where €; ¢ is constant over a MC-CDMA block
and depends on the block index 4. In uplink MC-CDMA, the contributions of the
different users exhibit a different clock frequency offset AT, /T (£ =1,...,N,).
The resulting timing errors after coarse synchronisation at the transmitters yield
Ei(Npprt)+he = KAT /T +€;0 (£ =1,...,Ny), where ¢ is constant over a
MC-CDMA block and depends on the block index i and the user index /.

In the case of downlink MC-CDMA, the contributions of the different users
are affected by the same timing error € (v, .p4v)+k,e = EATy/T + €; 0. As only
carriers outside the rolloff area are modulated, the quantities (6.14) yield

Ne—1 mod(M(n')iNppr)

1

Ii,i',f,@/ = 52’71" E Z;O CrNc+n,€CiNc+Tb’,@’gﬁnej%réi*z NrpT Bn)n/7g
(6.51)
where
Bn,n/,f =D (M(n) — M(n/) + mOd(M(nl)’ NFFT) ATZ)
Nrrr Nrrr T

and D(x) is defined in (6.33). As we observe from (6.51), the contribution I; ; ¢ ¢
is nonzero for ¢’ # (. Furthermore, the useful contribution I, ; ¢ ¢ is attenuated
as compared to the case of a zero clock frequency offset, and exhibits a random
fluctuation when the overlay spreading sequences are used. Hence, a clock
frequency offset introduces a reduction of the useful component, self-interference
and multiuser interference. The MMSE equaliser has equaliser coefficients

_jgmi,e%D* <mod(M(n); Nrpr) AT@)
Nrrr T

(6.52)
where Car, », is a real-valued positive factor that depends on the clock frequency
offset ATy, the user index ¢ and the carrier index n. With these equaliser
coefficients, we observe in (6.51) that the equaliser is not able to eliminate the
MUI (I; s 00 # 0 for £ # 1). Hence, the MC-CDMA system is degraded as
compared to the case of a zero clock frequency offset.

In uplink MC-CDMA, the contributions of the different users exhibit a dif-
ferent timing error &y, ., 4+u)1k,e = kAT /T + €0 (£ = 1,...,Ny). As only
carriers outside the rolloff area are modulated, the quantities I;; ¢, (6.14)
yield

(gMMSE)fyn = Car,ne

No—1 ,
. mod(M(n'); N
I . 1 * ) ¢ g2me; g et IEET) 1\(1”)-7- sep)
i = i CiNetn (CiNe+n' 0 Ji n€ 0
c r—
n,n’=0

(6.53)
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Figure 6.20: Clock frequency offset, « = 0, Nppr = N, N, = N,, downlink

A similar analysis as for downlink MC-CDMA shows us that a clock frequency
offset introduces self-interference and multiuser interference and degrades the
uplink MC-CDMA system. Because of the timing misalignment between the
blocks from different users, the degradation is much worse than in downlink
MC-CDMA (see also section on constant timing offset).

In figure 6.20, the degradation of the downlink MC-CDMA system is shown,
for all users having the same energy per symbol E;, = E,. We assume o =
0, Nppr = N, and the maximum load N,, = N.. The degradation is a function
of the product NpprAT/T. As we observe in figure 6.20, the MC-CDMA
system is very sensitive to a clock frequency offset. As expected, in order to
obtain a small degradation, the clock frequency offset must be limited, i.e.,
AT/T < 1/Nppr. In this case, the degradation is essentially proportional to
(NpprAT/T)?. The degradation of figure 6.20 yields an upper bound for the
degradation when the carriers in the rolloff are not modulated.

We have simulated the downlink MC-CDMA system in the absence of ad-
ditive noise (Ng = 0), assuming the data symbol belongs to the QPSK con-
stellation. We consider & = 0, Npppr = N, = 64, AT/T = 10~2 and all users
have the same energy per symbol E y = E,. In figures 6.21 (a)-(b), the scatter
diagram is shown for the maximum load, for both Walsh-Hadamard sequences
and overlay sequences. It is assumed that the equaliser minimises the MSE.
We observe that the scatter diagrams for the Walsh-Hadamard sequences and
the overlay sequences are the same. The circular cloud in the scatter diagram
is introduced by the dominating MUI contribution: this term has uncorrelated
real and imaginary parts, each having the same variance. In table 6.3, the mean
square deviation of the samples at the input device is shown for the simulations
of the scatter diagrams of figure 6.21. As we observe, the simulation results and
the theoretical results agree well.



6.4. EFFECT OF SYNCHRONISATION ERRORS 173

1.5 1.5
£ £
) o)
= =
=3 =3
i=5 f=%
£ £
S S
S S
o r . r "
El 3
g 1.5 1.5 g 1.5 1.5
< <
] ]
= =
o o

1.5 1.5

In phase component In phase component
(a) (b

Figure 6.21: Clock frequency offset, N,, = N., MMSE equaliser, « = 0, Nppp =
N. = 64,AT/T = 102 (a) Walsh-Hadamard sequences (b) overlay sequences

Table 6.3: Mean square deviation of the samples at the input of the decision
device

Theoretical | Simulations
Walsh-Hadamard | 1.036F —1 | 1.075F — 1
overlay 1.036E —1 | 0.992F —1

When the degradation caused by clock frequency offset can not be tolerated,
timing correction should be applied at the transmitter (uplink) or in front of
the FFT at the receiver (downlink).

Timing Jitter

When a clock synchronisation mechanism is used to extract the timing instants,
we get rid of a constant timing offset and a clock frequency offset. The residual
timing error can be modelled as a zero-mean stationary random process with
jitter power spectral density Se ¢(exp(j27fT)) and jitter variance 0627€.

In downlink MC-CDMA, the timing jitter €; N pp+v)+k,¢ is the same for the
contributions of all users, as the MC-CDMA blocks are aligned at the basesta-
tion. Assuming the timing error is slowly varying as compared to 7' and the
jitter variances are small, i.e., 06274 < 1, the quantities I; i ¢ (6.14) can be
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approximated by

1 N.—1
~ E * V4
Ii,i’,f,[’ ~ 51‘,1'/ _N CiNC+n,ECiNc+n’7@’gi,n . (654)
C ’—
n,n’=0

Nrrr—1 k(lw(;)—]v[(n/))

—jon BM ) =M(n7))
E : € mET €i(Nppr+v)+k,l

k=0

1
Onn' + J2mSp
( n,n + 7215y NFFT
As only carriers outside the rolloff area are modulated, the quantity S, in (6.54)
yields
mod(M(n), NFFT)

S, =
Nrrr

(6.55)

When the timing jitter rapidly varies as compared to the averaging time of
the MMSE equaliser, the equaliser is not able to track the timing jitter. The
equaliser averages the variations caused by the timing jitter. For small jitter
variances, the time average of exp(j27e;( Ny g 41)+kmod(M (n); Nrpr)/Nppr)
can be approximated by Elexp(j2me;( Ny pptv)+kmod(M (n); Nrppr)/Nppr)| ~
E[l + j2me;(Np pr4v)+mod(M (n); Nepr) /Nrppr] = 1. Hence, the equaliser
is essentially the same as in the absence of timing errors, i.e., (QMMSE)Z{TL ~
Cy where Cy is defined in (6.31). The resulting powers of the average useful
component, the self-interference, the multiuser interference (6.18) and the noise
(6.17) are independent of the block index 4 and yield

Pyy = |C?

27)2 Rt
Psry = |Cz|2( ) ( Z 1Sy 2B 0

NE
+ (

n,n’=0;n"#n

N.—1
> Sn
n=0

2 N.—1
- Z |S’n|2> Bo,o,e)
n=0

N, N.—1
2T 2 ~ FE 0 -
Pyure = |Cz|2% E ES’ < E 1S/ |* B e
€ W=10'4L s,¢ n,n'=0;n'#n

1 N.—1 2  N.—1
— S, — S,.1% ] B
v ([ S X))

E[[W; o] No|Cil? (6.56)

where

+1/2T ] 2
Busa= [ St v

—1/2T

D (- M) M)

Nrrr

and D(z) is defined in (6.33). In the interference powers in (6.56), the sum-
mations over n (and n’) corresponds to the summation over the N, modulated



6.4. EFFECT OF SYNCHRONISATION ERRORS 175

carriers. By extending the summation to all Nppp available carriers, an upper
bound for the interference powers can be found. This yields

+1/2T _
Pote < [P Swepnry [ Sl )1~ IDUTIP)f
1/2T
N,
1 < Esu
2 s,
Prere < |CZ‘ SNFFTW Z Ese. (6.57)
e=1,00£ 5
+1/2T +1/2T
[ sy - [ s @ - U
—1/2T N. 1/2T
where
Nrprr—1 2
o (271’)2 mod(n; NFFT)
SNerr = 7 T;} oo (6.58)

The upper bound in (6.57) is reached for & = 0 and all carriers modulated, i.e.,
N. = Nppr. As we observe from (6.57) and figure 6.12, the upper bound for
the SI power depends on the high frequency components (|f| > 1/(NpprT))
of the jitter. Furthermore, for large N., the upper bound for the multiuser
interference power is essentially independent of the spectral contents of the
jitter. From (6.57) it also follows that the sum of the SI power and the MUI
power increases with the number of active users N,,. For large N,,, the SI power
is negligible as compared to the MUI power. For the maximum load N, = N,
and when all users exhibit the same energy per symbol, this sum is independent
of the spectral contents of the jitter and only depends on the jitter variance 062’ o
given by

11/2T _
Us,e :/ S o (22T df (6.59)
—1/2T

For the maximum load, the interference is dominated by the MUI. For a large
number of carriers (Nppr — 00), the sum Sy, (6.58) equals Sy, =
(Nppr/N.)m?/3. Hence, when the number of unmodulated carriers is small,
i.e., N. & Nppr, the quantity Sy, ., (6.58) is essentially independent of the
number of carriers and of the spreading factor. In this case, the upper bound
for the degradation (6.24) of the SNR depends only on the jitter variance, i.e.,

2
Deg, < 10log (1 + SNR(0 )?ae E) (6.60)

where SNR(0) = (Nppr/(Nppr 4+ v))Es/Ng. The upper bound for the degra-
dation (6.60) yields an accurate approximation of the actual degradation when
the rolloff area is small and the spreading factor is almost equal to the number
of carriers, i.e., N. = Nppr.

In uplink MC-CDMA, the contributions of the signals transmitted by the
different users exhibit a different timing jitter process. In this case, assuming
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Figure 6.22: Timing jitter, E ¢y = Es, Ny = Noy, NFFPT— 00, Nox Nppr

slowly varying timing jitter and small jitter variances, the quantities I; ;s o ¢
(6.14) can be approximated by

1 N.—1
~ * b4
Liiow = 5m"ﬁ E CiNy+n0CiNetn' 0/ Gi p * (6.61)
¢ n,n'=0
] Nepr—1 o B ) =M ()
O, + J2m Sy Nepr § € NrrT €i(Nppr4v)+k,L
k=0

Following a similar analysis as for downlink MC-CDMA, the power of the MUI
yields

(27_‘_)2 Ny, E N.—1
a
Pyure = 10053 > S—< > S [* B (6.62)
C =104 sk n,n'=0;n'#n

1 N.—1 2 N.—1
— S, — Sul? | Bo o
NC_1< S - ) )

The powers of the average useful component, the self-interference and the noise
are the same as for downlink MC-CDMA and are given by (6.56). It is clear that
when the timing jitter processes have the same jitter spectrum S.(exp(j27 fT)),
the results are the same as for downlink MC-CDMA.

In figure 6.22, the degradation (6.60) is shown as function of the jitter vari-
ance. This degradation is independent of the number of carriers and the spread-
ing factor. For small jitter variance, the degradation is essentially proportional
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to o2. The degradation of figure 6.22 yields an upper bound for the degradation
in the case where the carriers in the rolloff area are not modulated.

We have simulated the MC-CDMA system in the absence of additive noise
(No = 0), assuming the data symbols belong to the QPSK constellation. We
consider @ = 0, Npppr = N, = 64; all users have the same energy per symbol
Es; = E, and the same jitter spectrum S.(exp(j27fT)) of figure 6.15 with
jitter variance 02 = 1073 rad?. In figures 6.23 (a)-(b) and 6.24 (a)-(b), the
scatter diagrams are shown for f;, =0, fg =1/(N.T) and fr, = 1/(N.T), fg =
2/(N.T), respectively. We observe that the results for the Walsh-Hadamard
sequences are the same as for the overlay sequences. As expected, the scatter
diagrams do not depend on the spectral contents of the timing jitter. All scatter
diagrams show a circular cloud, as the dominating MUI term has uncorrelated
real and imaginary parts, each having the same variance. In table 6.4, the mean
square deviation of the samples at the input device is shown for the simulations
of the scatter diagrams of figures 6.23 and 6.24. As we observe, the simulation
results and the theoretical results agree well.

6.5 Dispersive Channel

In the previous section, the sensitivity of the MC-CDMA system to synchro-
nisation errors has been investigated in the case of an ideal channel. In this
section, we will consider the case of a dispersive channel. In our analysis, we
consider the case of synchronous transmission, i.e., all users exhibit the same
carrier phase errors and timing errors. The channel transfer function is assumed
to be the same for all users. This situation is typical for downlink MC-CDMA.
The cyclic prefix is able to counteract the effects of the dispersive channel, i.e.,
neither intersymbol interference nor interference between the different carriers
is introduced. We assume the maximum load (N, = N.) and all users exhibit
the same energy per symbol E,, = E;. Maximum load corresponds to the
worst case, as the multiuser interference power is the largest. Furthermore, we
consider both Walsh-Hadamard sequences and overlay sequences.

6.5.1 No Synchronisation Errors

Similarly as for the OFDM(A) system, the quantities (6.25) reduce for a fixed
channel H.,(f;7) = Hen(f) and in the absence of synchronisation errors to

Ai,i’,n,n’ - 5i,i/5n,n’Gn (663)

As only the carriers outside the rolloff area are modulated, the quantity G,, in

(6.63) yields
d(M(n); N
Gn = Hop (mo (Niz);T FFT)) (6.64)
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Table 6.4: Mean square deviation of the samples at the input of the decision
device

Theoretical | Simulations

fL=0, Walsh-Hadamard | 3.290F — 3 | 3.299F — 3
fB=1/(N.T) = Rs | overlay 3.290F —3 | 3.266F — 3
fL=1/(N.T) = Rs, | Walsh-Hadamard | 3.290FE —3 | 3.275F — 3
fB=2/(N.T) =2R; | overlay 3.290F —3 | 3.278F — 3
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Hence, in the presence of a sufficient cyclic prefix length, the dispersive channel
introduces a scaling and rotation of the FFT outputs, that is related to the
channel characteristics. The MMSE equaliser has equaliser coefficients

(90m8E)fn = CennG, (6.65)

where C¢p, 5, is a real-valued positive factor that depends on the carrier index and
the channel characteristics, but is independent of the user index ¢ and the block
index i. The MMSE equaliser compensates for the phase rotation of the FFT
outputs and applies a carrier dependent scaling of the FFT outputs. However, as
the resulting scaled FFT output has an amplitude that in generally depends on
the carrier index, multiuser interference is introduced after correlation with the
spreading sequences. The resulting signal-to-noise ratio (6.17) is independent
of the user index ¢ and the block index i and yields

SNR(0) S0y XulGol?

SNR = 6.66
Yot X o

where SNR(0) = NJ;Ii;—Tt—u 11?7; and
X1 =14 SNR(0)|G.[? (6.67)

The degradation (6.24) of the SNR as compared to SNR(0) (6.23), caused by
the dispersive channel is given by

N.—1 N.—1
Deg=—10log > X,|Gu|* +10log Y X, (6.68)
n=0 n=0

Hence, the performance of the MC-CDMA system is independent of the user
index ¢ and the block index i. When the rolloff area is small and the spreading
factor is almost equal to the number of carriers, i.e., N, ~ Nppr, the degra-
dation (6.68) is essentially independent of the number of carriers and of the
spreading factor.

For large E;/Ny, the equaliser coefficients (6.65) can be shown to converge
to the zero-forcing equaliser coefficients (gzem)f’n that eliminate the MUI. The
zero-forcing equaliser coefficients are given by

(Geerolbn = o (6.69)
zero)in Gn .
This indicates that for large E/Ny the MMSE equaliser essentially eliminates
the MUI. The residual MUI at the input of the decision device can be neglected
as compared to the noise.

In the case of a fading channel with transfer function H.p,(f;7) that slowly
varies as compared to the MC-CDMA block length, the channel can be viewed
during an MC-CDMA block as a fixed channel. Similarly as for the OFDM(A)
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system, the expressions for a fixed channel can be used where the quantity (6.64)
is replaced by

mod(M (n); N
Gn,i = Hep, < (NIE'F)TT FFT) ; ti(NFFT+U)> (670)

Taking into account the stationary nature of the fading channel, the quantity
(6.70) is stationary with respect to the block index i. The resulting SNR (6.66)
depends on the block index ¢ and can be viewed as a instantaneous SNR during
the considered MC-CDMA block.

Let us briefly consider uplink MC-CDMA in the absence of synchronisation
errors. The main difference with downlink communication is that the N, user
signals reach the base station over different channels. Assuming a sufficiently
long guard interval to cope with channel dispersion, the M (n)th FFT output at
the base station receiver during the ith MC-CDMA block can be represented as

N.
1 - /
Yi,M(n) = \/—F Z a”i,l’CiNC+n,Z/Gq€_j (67]_)
¢ r=1

where G , is given by an expression similar to (6.70). In (6.71) we have ne-

n,t

glected the noise contribution. The detection of the symbol a; ¢ is based upon
the quantity z; ¢, given by

] Nzt N
* V4 A
Zif = N Z CiNo+n,t9n,i¥%i,M(n) = Zai,ﬁ’ji,i,f,l’ (6.72)
€ n=0 =1
where
1 N.—1
* V4 0

I’i,i,é,ﬁ/ = F E ciNc+n,€CiNc+n7€/gn,iGn,i (673)

¢ n=0

can be interpreted as the correlation of the sequences {ciNchn’g(gf’n)*} and
{CiN tn (Gf/n)*} For arbitrary Gf:n, the equaliser coefficients {gf,|n =
0,...,N. — 1} do not provide sufficient degrees of freedom to yield I, ;¢ = 0
for all N, —1 values of ¢’ that differ from ¢. Note that for downlink MC-CDMA,
(6.71) and (6.72) are still valid, but with G¥,, = G¢_; in this case g, = 1/G%,,
yields I; ;0o = 0 for £ # (. Hence, the fact that the user signals are sent
over different dispersive channels in uplink MC-CDMA gives rise to inevitable
MUI; in fact, the same situation occurs on ideal channels when the transmitted
user signals are not aligned in time (see section 6.4.2). To counteract the MUT
in uplink MC-CDMA, a much more sophisticated receiver structure is needed
[Ver98]. However, as this type of receivers is beyond the scope of the present

work, we restrict our attention to downlink MC-CDMA.

In the following sections, we will investigate the effect of the synchronisa-
tion errors on the downlink MC-CDMA system in the presence of a dispersive
channel. As the synchronisation errors in general cause interference between
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the different carriers, it can be expected that in the presence of synchronisa-
tion errors, the MC-CDMA system is subjected to an additional degradation
as compared to the absence of synchronisation errors. In our computations, we
make use of the fixed dispersive channel with transfer function defined in (5.87).

6.5.2 Carrier Phase Errors

In this section, we study the influence of the carrier phase errors on the MC-
CDMA system in the presence of a dispersive channel, but in the absence of
timing errors. In this case, the quantities (6.26) are given by

Grlti(Nppr+v)+k) = Gl tivppr i) (6.74)

where G,, is defined in (6.64). In the following sections, we separately consider
a constant phase offset, a carrier frequency offset and carrier phase jitter.

Constant Phase Offset

In the presence of a dispersive channel and a constant phase offset, the quantities
(6.25) yield _
Ai,i’,n,n’ = 5i,i’6n,n’ Gn€j¢ (675)

A constant phase offset introduces a phase rotation of the FFT outputs over
a carrier independent angle ¢ as compared to the case of a zero phase offset.
As is observed in (6.75), a constant phase offset causes no interference between
the different carriers. Hence, a constant phase offset yields a rotation of the
samples at the input of the decision device as compared to the case of a zero
phase offset when no correction is applied (gfyn = 1). This results in a reduction
of the noise margins, as depicted in figure 6.8. The MMSE equaliser compen-
sates for the phase rotation: (gMMSE)fm = Cepnexp(—j¢), where Cep, ,, are the
MMSE equaliser coefficients in the absence of synchronisation errors, defined in
(6.65). As a phase rotation over an angle —¢ of the FFT outputs introduces no
enhancement of the noise power level as compared to a zero phase offset, a con-
stant phase offset causes no performance degradation. These results correspond
with the results found in the case of an ideal channel (section 6.4.1).

Carrier Frequency Offset

In the case of a dispersive channel, the quantities (6.14) in the presence of a
carrier frequency offset AF can be written as

N.—1
_ 127 AFpi(N +v 1 * V4
Loy = 6 pe?mdFiNerr )ﬁ E CiNutn tCiNetn' 0 Gi 0 Ginr -
Cn,n’:O

M(n) — M(n')
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where D(x) is defined in (6.33). In (6.76) it is observed that a carrier frequency
offset introduces a phase rotation of the FFT outputs at a constant speed of
2rAFT(Nppr +v) rad/symbol. Furthermore, a carrier frequency offset causes
a reduction of the amplitude of the useful component and introduces interference
between the different carriers, which results in additional multiuser interference,
as compared to the case of a zero carrier frequency offset. For the maximum
load, the MMSE equaliser yields

(grmse)s, = CXappe PTAFTINEPT ) Gr D* (AFT) (6.77)

where C' is a real-valued positive factor that is independent of the carrier index
n, the user index £ , the block index 7 and the carrier frequency offset AF, and

2

Ne—1 N
Xppp=1+SNR(0) > |Gw|*|D <w + AFT> (6.78)
n’=0

Hence, the equaliser compensates for the systematic phase rotation of the FFT
outputs. However, the equaliser is not able to eliminate the interference between
the carriers, such that additional MUI is introduced as compared to the case of
a zero carrier frequency offset. The resulting SNR (6.17) is independent of the
block index 7 and the user index ¢, and is given by

SNR(0)|D(AFT)|* 4 SN G2 X A

SNR = N1
14+ SNR(0)|D(AFT) 253050 |Gol?Xarn

(6.79)

From (6.79) and (6.66) it follows that a carrier frequency offset introduces an
additional degradation as compared to the SNR (6.66) in the absence of syn-
chronisation errors. When the rolloff area is small and the spreading factor
is almost equal to the number of carriers, i.e., N. ~ Ngpr, the SNR (6.79)
is a function of the product NpprAFT, and is essentially independent of the
spreading factor.

Figure 6.25 shows the additional degradation caused by the carrier frequency
offset as function of the product NpprAFT for « = 0, N. = Npp7, the fixed
channel with transfer function (5.87) and SN R(0) = 20 dB. As we observe, the
additional degradation caused by the carrier frequency offset in the presence
of a dispersive channel is essentially the same as the degradation caused by
the carrier frequency offset in the case of the ideal channel. In figure 6.26, the
total degradation (i.e., the degradation as compared to SNR(0) (6.23), caused
by the carrier frequency offset and the dispersive channel) is shown under the
same conditions as in figure 6.25. For small carrier frequency offsets, the total
degradation is essentially independent of the carrier frequency offset: the total
degradation is mainly caused by the dispersive channel. For increasing carrier
frequency offsets, the curves corresponding to the dispersive channel and the
ideal channel coincide. In this case, the carrier frequency offset has become the
main cause of degradation. Hence, the influence of a carrier frequency offset in
the case of a dispersive channel is essentially the same as in the case of an ideal
channel (section 6.4.1).
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Carrier Phase Jitter

In the case of a dispersive channel, the quantities (6.14) can be approximated
for small jitter variances by

; Nemd
¢
Loy = 5i,i'F E CiN,+n b CiNetn’ 0 95 n G - (6.80)
Cnm/:O
1 Neerot —jom M M ()
677,,71’ + N E j¢(ti(NFFT+V)+k)€ FET
FFT 5

When the carrier phase jitter rapidly varies as compared to the averaging time
of the MMSE equaliser, the equaliser is not able to track the carrier phase jitter.
The equaliser averages the variations caused by the carrier phase jitter. As for
small jitter variances, the time average of exp(j¢(t)) can be approximated by
Elexp(jo(t))] = E[1 + jo(t)] = 1, the MMSE equaliser is essentially the same
as in the absence of synchronisation errors and is given by (6.65). In this case,
the SNR (6.17) is independent of the block index ¢ and the user index ¢ and can
be written as

SNR(0) & S0t 1Gal2X

SNR = (6.81)
(22 ) (F 2050 [6aPX,) +¥
where X, is given by (6.67),
Vo= SNROL S XHGFGLE
N, o ni=n "
> M(n) - M)\ |
/_0o S(f)|D (fT+ W) df (6.82)

and D(z) is defined in (6.33). Considering (6.66) and (6.81), it is clear that the
carrier phase jitter introduces an additional degradation ADeg as compared to
the SNR (6.66) in the absence of synchronisation errors

Y
(F 300! %) (R 200" 1Gnl2Xn)

As is observed from (6.83), the performance of the MC-CDMA system is in-
dependent of the user index ¢ and the block index i. When the rolloff area is
small and the spreading factor is nearly equal to the number of carriers, i.e.,
N, = Nppr, the SNR (6.81) and the degradation (6.83) are essentially inde-
pendent of the number of carriers and the spreading factor, but only depend on
the jitter variance ai (6.43). In figure 6.27, the additional degradation (6.83) is

ADeg = 10log | 1+ (6.83)
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shown as function of the jitter variance, for « = 0, N, = Nppr, the dispersive
channel (5.87), assuming a jitter power spectral density as shown in figure 6.15
with fr =0, fp =2/(N.T) and SNR(0) = 20 dB. It can be observed that the
additional degradation caused by the carrier phase jitter in the presence of the
dispersive channel is essentially the same as the degradation caused by the car-
rier phase jitter in the case of the ideal channel. The total degradation (i.e., the
degradation as compared to SNR(0) (6.23), caused by the carrier phase jitter
and the dispersive channel) is shown in figure 6.28, under the same conditions
as is figure 6.27. For small jitter variances, the total degradation is essentially
independent of the jitter variance. Hence, the degradation is mainly caused by
the dispersive channel. For increasing jitter variances, the curves of the dis-
persive channel and the ideal channel coincide: the total degradation is mainly
caused by the carrier phase jitter. The degradation of figures 6.27 and 6.28 is
essentially independent of the number of carriers and the spreading factor, but
only depends on the jitter variance oi (6.43). Hence, the influence of carrier
phase jitter in the case of a dispersive channel is essentially the same as in the
case of an ideal channel (section 6.4.1).

6.5.3 Timing Errors

In this section, the sensitivity of the MC-CDMA system to timing errors is
investigated in the presence of a dispersive channel, but in the absence of car-
rier phase errors. As only carriers outside the rolloff area are modulated, the
quantities (6.26) yield

. mod(M (n); N pr)
omes g oM () N )
Grlti(Npprtv) k) = Gpe’ I NPPTEOEE T Ny (6.84)

where G, is defined by (6.64). In the following sections, we separately consider
the cases of a constant timing offset, a clock frequency offset and timing jitter.

Constant Timing Offset

We assume that the cyclic prefix is extended, similarly as for the OFDM(A)
system (see figure 5.33), such that the cyclic prefix not only counteracts the
effects of the dispersive channel, but also is able to cope with small timing
offsets. As only carriers outside the rolloff area are modulated, the quantities
(6.25) in the presence of a dispersive channel are given by

mod(M(n);NppT)

iomemedMn)iNppr)
Az‘,i/,n,n/ = 6i,i’5n,n/GneJ e Nerr (6.85)

It is observed in (6.85) that a constant timing offset introduces a carrier de-
pendent phase rotation of the FFT outputs as compared to the case of a zero
timing offset. Furthermore, the constant timing offset causes no interference
between the different carriers. The MMSE equaliser has equaliser coefficients
(gMMSE)fm = Cepnexp(—j2memod(M (n); Nepr)/Nrpr), where Cep, p, are the
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MMSE equaliser coefficients in the absence of synchronisation errors, as defined
in (6.65). As a phase rotation of the FFT outputs introduces no enhancement
of the noise power level as compared to the case of a zero timing offset, the
MC-CDMA system is not degraded by a constant timing offset. These results
are very similar as the results found for the case of the ideal channel (section
6.4.2).

Clock Frequency Offset

When the increasing misalignment of the transmitted and received MC-CDMA
blocks is compensated by means of the coarse synchronisation algorithm and the
resulting timing error is, similarly as in section 6.4.2, given by €;(Npppiv)+k =
EAT/T + €;, the quantities (6.25) in the case of a dispersive channel are given
by

mod(M(n');Nppr)

Ai ity = 0i9Gpie?®™ " Nerr By (6.86)
where M M(n' d(M(n'); N AT
By :D( (n) = M) | mod(M(n'); FFT)_)
Nrrr Nrrr T

and D(z) is defined in (6.33). Hence, a clock frequency offset introduces in-
terference between the different carriers. Furthermore, the useful component is
subjected to a phase rotation and amplitude reduction as compared to the case
of a zero clock frequency offset. In the case of the maximum load (N, = N,),
the MMSE equaliser has equaliser coefficients

mod(M (n);Nppr)

(9raisE)fn = CXarnGLBy e 2T Neer (6.87)

where C' is a real-valued positive factor that is independent of the block index
1, the carrier index n, the user index ¢ and the clock frequency offset AT, and

N.—1
Xxtn =1+SNR(0) Y |G [*|Bow (6.88)
n’=0

The equaliser compensates for the phase rotation of the useful component but is
not able to eliminate the interference. The resulting SNR (6.17) is independent
of the block index ¢ and the user index ¢ and equals

2

anp— SNRO) 5 Yy Xara|Gal*|Bun
1+ SNR(0) 5= S0 Xarn|Gal2(By.nl?

(6.89)

From (6.66) and (6.89) it follows that the SNR (6.86) in the presence of a clock
frequency offset is reduced as compared to the SNR (6.66) without synchronisa-
tion errors. Hence, a clock frequency offset introduces an additional degradation
as compared to (6.66). When the rolloff area is small and the spreading factor
is nearly equal to the number of carriers, i.e., N. &~ Nppp, the SNR (6.89) is
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a function of the product NppprAT/T, and is essentially independent of the
spreading factor.

The additional degradation is shown in figure 6.29 as function of the prod-
uct NpprAT/T, for & = 0, N, = Nppr, the dispersive channel (5.87) and
SNR(0) = 20 dB. As is observed, the additional degradation caused by the
clock frequency offset in the presence of the dispersive channel is essentially
the same as the degradation caused by the clock frequency offset in the case
of the ideal channel. The total degradation (i.e., the degradation as compared
to SNR(0) (6.23) caused by the clock frequency offset and the dispersive chan-
nel) is shown in figure 6.30, under the same conditions as in figure 6.29. For
small clock frequency offsets, the total degradation is essentially independent of
the clock frequency offset. The total degradation in this case is mainly caused
by the dispersive channel. For increasing clock frequency offset, the curves of
the dispersive channel and the ideal channel coincide: the total degradation is
mainly caused by the clock frequency offset. Hence, the influence of a clock
frequency offset in the case of a dispersive channel is essentially the same as in
the case of an ideal channel (section 6.4.2).

Timing Jitter

For a dispersive channel, the quantities (6.14) can be approximated for small
jitter variances and slowly varying jitter by

| Ned
~ * V4

Lo ® i D Nt tCiNetn b Gh G - (6.90)
c /I
n,n’=0

Nppr—1
. 1 O o EMm) M)
6n,n’ +.727T‘S’n’ NFFT § € NEFT Ei(NFFT+V)+k
k=0

where S, is given by (6.55). Hence, the timing jitter will introduce
self-interference and interference between the different carriers, similarly
as for the case of the ideal channel. When the timing jitter rapidly
varies as compared to the averaging time of the MMSE equaliser, the
equaliser is not able to track the timing jitter. The equaliser averages
the variations caused by the timing jitter. For small jitter variances, the
time average of exp(j27€;(nppr4v)+kMod(M (n); Nppr)/Nppr) can be ap-
proximated by Elexp(j27€;(nppp4v)+kmod(M(n); Nppr)/Nrrr)] ~ E[l +
J2T€(Nppr+v)+kmod(M (n); Nppr) /Nppr] = 1. Hence, the MMSE equaliser
is essentially the same as in the absence of timing errors and is given by (6.65).
The resulting SNR (6.17) is independent of the block index ¢ and the user index
{ and yields

SNR(0) 5 0%y |Gal* X 6.1

1
SNR = (N% 25281)(“) (N% Zf:’;gl \Gn|2Xn) +Y
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where X, is given by (6.67),
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and D(z) is defined in (6.33). Considering (6.66) and (6.92), the SNR in the
absence and in the presence of timing jitter, respectively, it is clear that the
timing jitter introduces an additional degradation ADeg as compared to SNR
(6.66) in the absence of synchronisation errors

Y
N.—1 N.—1
(NLL Zn:O X”) <NLC Zn:O |G’ﬂ|2X’ﬂ)

As is observed from (6.93), the performance of the MC-CDMA system is in-
dependent of the user index ¢ and the block index i. When the rolloff area is
small and the spreading factor is nearly equal to the number of carriers, i.e.,
N, = Nppr, the SNR (6.91) and the degradation (6.93) are essentially inde-
pendent of the number of carriers and the spreading factor, but only depend on
the jitter variance o2 (6.59).

ADeg=10log | 1+ (6.93)

Figure 6.31 shows the additional degradation (6.90) as function of the jit-
ter variance, for & = 0,N. = Npgpr, the dispersive channel (5.87), a jitter
power spectral density as shown in figure (6.37 with f;, = 0, fg = 2/(N.T)
and SNR(0) = 20 dB. It follows from figure 6.31 that the additional degra-
dation caused by the timing jitter in the presence of the dispersive channel is
essentially the same as the degradation caused by the timing jitter in the case
of the ideal channel. In figure 6.32, the total degradation i.e., the degradation
as compared to SNR(0) (6.23) caused by the timing jitter and the dispersive
channel) is shown under the same conditions as in figure 6.31. For small jitter
variances, the total degradation is essentially independent of the jitter variance:
the dominating effect is the dispersive channel. For increasing jitter variances,
the curves of the dispersive channel and the ideal channel coincide. In this case,
the total degradation is mainly caused by the timing jitter. The degradation of
figures 6.31 and 6.32 is essentially independent of the number of carriers and
the spreading factor, but only depends on the jitter variance o2 (6.59). Hence,
the influence of timing jitter in the case of a dispersive channel is essentially the
same as in the case of an ideal channel (section 6.4.2).

6.6 Conclusions and Remarks

In this chapter, we have investigated the sensitivity of MC-CDMA to synchro-
nisation errors. The cyclic prefix is assumed to be sufficiently long to cope with
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Table 6.5: Overview of the effect of synchronisation errors on downlink MC-
CDMA for the maximum load

constant phase offset - no degradation
constant timing offset - no degradation
carrier frequency offset | - strong degradation, proportional to
(NpprAFT)?
- degradation independent of carrier index
clock frequency offset - strong degradation, proportional to
(NpprAT/T)?
- degradation depends on carrier index
carrier phase jitter - degradation independent of N, and

spectral contents of jitter, proportional to 05)

- scatter diagram depends on spectral contents
jitter

jitter timing jitter - degradation independent of spectral contents
jitter and essentially independent of N, for
large N,, proportional to o2

- scatter diagram depends on spectral contents
jitter

channel dispersion and timing misalignment. The considered receiver makes use
of one-tap equalisers at the FFT outputs to compensate the effect of synchroni-
sation errors and channel dispersion. In the absence of synchronisation errors,
this type of receiver is able to suppress the multiuser interference in downlink
MC-CDMA on dispersive channels. However, a much more complicated type of
receiver is required to combat multiuser interference in uplink MC-CDMA on
dispersive channels, even in case of perfect synchronisation. As such receivers
are beyond the scope of this work, we have concentrated mainly on downlink
MC-CDMA. We have found that downlink transmission over an ideal channel
and over a dispersive channel yields nearly the same SNR degradation caused
by synchronisation errors, as compared to the SNR on the respective channels
with perfect synchronisation. Hence, results valid for the ideal channel are also
relevant to more realistic channels. These results for downlink MC-CDMA are
briefly summarised in Table 6.5, and a more detailed discussion if given below.
In the case of uplink MC-CDMA on an ideal channel, the degradations caused
by carrier phase offset, carrier frequency offset, carrier phase jitter and timing
jitter are essentially the same as for downlink MC-CDMA, whereas timing offset
and clock frequency offset are much more harmful to uplink MC-CDMA than
to downlink MC-CDMA.

Assuming that all compensations of the effect of synchronisation errors are
carried out by the one-tap equalisers at the outputs of the FFT, the synchroni-
sation errors affect the full-load (N, = N.) downlink MC-CDMA system in the
following way.
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e A constant carrier phase offset only yields a phase rotation at the FFT
outputs, which is compensated by the equaliser without loss of perfor-
mance.

e As no carriers in the rolloff area are modulated, a constant timing offset
gives rise to a carrier-dependent phase rotation of the FFT outputs, which
is compensated by the equaliser without loss of performance.

e A (relative) carrier frequency offset AFT yields a degradation that is
proportional to (NpprAFT)?2. If this degradation can not be tolerated,
frequency correction must be applied in front of the FFT at the receiver.

e A (relative) clock frequency offset AT /T gives rise to a degradation that is
proportional to (NpprAT/T)?. If this degradation can not be tolerated,
timing correction must be applied in front of the FFT at the receiver.

e Carrier phase jitter yields a degradation that is essentially independent
of the number of carriers, provided that all users have the same transmit
power and the same jitter spectrum. The degradation is proportional
to the jitter variance. The scatter diagram at the input of the deci-
sion device does depend on the jitter spectrum shape. Low-frequency
jitter (|f] < 1/(NpprT)) gives rise to mainly self-interference, causing
an angular displacement in the scatter diagram. High-frequency jitter
(If] > 1/(NpprT)) yields mainly multiuser interference, corresponding to
a circular cloud in the scatter diagram.

e Timing jitter gives rise to a degradation with similar properties as the
degradation caused by carrier phase jitter. The main difference is the
scatter diagram: irrespective of the jitter spectrum shape, multiuser in-
terference is dominant over self-interference, so that the resulting scatter
diagram shows a circular cloud.

The results obtained in this chapter have been published in a number of
scientific papers. In [Ste97al, [Ste98d] and [Ste99a] we have studied the effect
of the carrier phase errors on MC-CDMA performance. A comparison between
MC-CDMA and orthogonal CDMA regarding their sensitivity to carrier phase
errors is presented in [Ste99e]. In [Ste99b] we have investigated how timing
errors affect MC-CDMA performance. In [Ste99c] and [Ste99d] we have intro-
duced the equivalent time-varying channel impulse response that incorporates
the synchronisation errors, to determine the degradation in MC-CDMA. An
overview of MC-CDMA sensitivity to synchronisation errors can be found in
[Ste99f]. In the above papers, the performance degradation caused by synchro-
nisation errors has been determined analytically; this is in contrast with other
authors (e.g., [Tom96]) who use mainly computer simulations to determine the
system performance in the presence of synchronisation errors.
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Chapter 7

Comparison of the
Modulation Techniques

7.1 Introduction

So far, a number of single carrier and multicarrier modulation techniques have
been presented and the effect of synchronisation errors on their performance has
been investigated. In this chapter, the sensitivity of these modulation techniques
will be compared. However, to allow a fair comparison between the different
modulation techniques, we assume that all considered systems are able to ac-
commodate up to NV users, each user operating at a data rate R;. In addition, to
simplify the comparison, we consider the case of synchronous transmission, i.e.,
the signals of the different users are synchronised such that all users exhibit the
same carrier phase errors and timing errors. The transmit and receiver filters
are square-root raised-cosine filters with rolloff a.

In this chapter, we consider three types of multicarrier systems and compare
them with their single carrier equivalents. A description of the considered mul-
ticarrier systems and their single carrier counterparts is presented in section 7.2.
In section 7.3, the comparison of the sensitivities to synchronisation errors of
the considered systems will be discussed. In section 7.4 conclusions are drawn.

7.2 Multicarrier Systems and their Single Car-
rier Equivalents

In this section, we consider three multicarrier systems, based on the OFDM,
OFDMA and MC-CDMA techniques and present a single carrier equivalent

195



196 CHAPTER 7. COMPARISON OF THE MODULATION TECHNIQUES

1 frame = N time slots, duration frame = Tf

time slot, duration Tg
«—>

[ o [ 1] A N N

Ng data symbols/time slot -

«— > o>
OFDM block v Nprr

(1-a)NgrT data symbols

Figure 7.1: The OFDM/TDMA technique

for each of the considered multicarrier systems. The first multicarrier tech-
nique makes use of the OFDM modulation technique, combined with TDMA
as the multiple access technique (OFDM/TDMA). Its single carrier counterpart
consists of the conventional single carrier communication technique, combined
with the TDMA multiple access technique (SC/TDMA). Next, we consider the
OFDMA technique and its single carrier equivalent, consisting of the conven-
tional single carrier communication technique, combined with the FDMA mul-
tiple access technique (SC/FDMA). The last multicarrier technique that is con-
sidered is the MC-CDMA technique, which is the multicarrier counterpart of
the DS-CDMA technique.

7.2.1 OFDM/TDMA and SC/TDMA

In the OFDM/TDMA technique, where OFDM is used as the modulation tech-
nique and TDMA as an access technique, the time axis is partitioned into a
number of non-overlapping time slots, as shown in figure 7.1. The time slots are
grouped into frames of N time slots. During each frame, a user is assigned a
time slot. Each time slot consists of a burst of OFDM blocks, during which Ng
data symbols are transmitted. Considering Nppr as the number of carriers and
v as the number of samples in the cyclic prefix, each OFDM block consists of
Nppr + v samples. Assuming the carriers inside the rolloff area are not modu-
lated, i.e., in each OFDM block N g < (1 — @) Nppr symbols are transmitted,
the number of OFDM blocks necessary to transmit Npg data symbols per time
slot equals Ng/N 4. Furthermore, for a given data rate R per user, the band-
width occupied by the OFDM/TDMA system equals B = (1 + v/Nppr)NR;
Hz. The corresponding sampling rate equals 1/T = (Nppr + v)N Ry /Nearr Hz.
An overview of the system parameters is shown in table 7.1. The performance
of the OFDM/TDMA technique has been investigated in chapter 5.

Similarly to the OFDM/TDMA technique, the time axis in the case of the
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Table 7.1: Comparison of the system parameters of OFDM/TDMA and
SC/TDMA

OFDM/TDMA SC/TDMA
data rate per user (symb/s) R, R
number of users N N
number of data symbols Np Np
per time slot
system bandwidth (Hz) B= (1 + NF"FT) NR, | B=(1+a)NR,
sampling rate (Hz) == (Nppr +v) NNf:T L =NR,
duration time slot T's (s) Tp =& Tp = &
duration frame T () Tr = % Tp = %

SC/TDMA technique is partitioned into a number of non-overlapping time slots,
that are grouped into frames of NV time slots. In each frame, a user is assigned
a time slot, during which the user can transmit a burst of Ng data symbols,
as shown in figure 7.2. The bandwidth occupied by the SC/TDMA technique
equals B = (1+ «)N R Hz. Furthermore, the sampling rate equals 1/T = N Ry
Hz. Table 7.1 shows an overview of the SC/TDMA system parameters. The
performance of the SC/TDMA technique has been investigated in chapter 3.

When n < Nppr,a ~ 1 and N4, & Nppr, it is observed from table 7.1
that OFDM/TDMA and SC/TDMA occupy approximately the same bandwidth
B ~ NR; Hz. Furthermore, the sampling rate is approximately the same for
both techniques and equals 1/T = NR; Hz. The duration of a time slot, hence
the duration of a frame, is the same for both techniques when the number of
data symbols Np transmitted during a time slot is the same.
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7.2.2 OFDMA and SC/FDMA

In the OFDMA technique, the available bandwidth is partitioned into a number
of subchannels that spectrally overlap, as shown in figure 7.3. By adequately
selecting the carrier spacing, the carriers are made orthogonal. Each user is
assigned a different carrier. For Nppp the number of carriers and n the number
of samples in the cyclic prefix, the OFDMA block consists of Ngpr+ v samples.
During one OFDMA block, one data symbol per user is transmitted. When
the carriers inside the rolloff area are not used, i.e., the number of modulated
carriers equals N < (1 — «)Nppr, the bandwidth occupied by the OFDMA
system equals B = (1 + v/Nppr)NRs Hz. Furthermore, the sampling rate
is equal to 1/T = (1 + v/Nppr)NRs/(1 — «) Hz. A summary of the system
parameters for the OFDMA system is shown in table 7.2. The performance of
the OFDMA system has been investigated in chapter 5.

Similarly to the OFDMA technique, the available bandwidth in the case of
the SC/FDMA technique is partitioned into a number of subchannels. However,
unlike the carriers in the OFDMA technique, the carriers in the SC/FDMA tech-
nique do not spectrally overlap, as shown in figure 7.4. Each user is assigned a
different carrier, on which the data stream of the considered user is transmit-
ted as described in chapter 3: the data symbols are transmitted sequentially.
The bandwidth occupied by the SC/FDMA technique is given by (1 + «)NR;
Hz, and the corresponding sampling rate is 1/T" = Rs; Hz. Table 7.2 shows
an overview of the SC/FDMA system parameters. The performance of the
SC/FDMA technique has been investigated in chapter 3.

Assuming that n < Nppr,a < 1 and N =~ Ngpr, we observe in table
7.2 that the system bandwidths of the OFDMA technique and the SC/FDMA
technique are approximately the same and equal to B ~ NR¢ Hz. Furthermore,
the sampling rate of the OFDMA technique is about N times as large as the
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Table 7.2: Comparison of the system parameters of OFDMA and SC/FDMA

OFDMA SC/FDMA
data rate per user (symb/s) R, R
number of users N N
system bandwidth (Hz) B= (1 + NFVFT) NRs | B=(14+«a)NR;
sampling rate (Hz) 7 = (Nrpr + V)R, = =R,

sampling rate of its single carrier equivalent, the SC/FDMA technique.

7.2.3 MC-CDMA and DS-CDMA

In the MC-CDMA technique, where OFDM is used as the modulation tech-
nique and CDMA as the multiple access technique, the available bandwidth is
partitioned into a number (Ngpr) of spectrally overlapping subchannels. The
data symbols of a user (generated at a rate R) are multiplied with a spreading
sequence that has a rate N.Rs and the resulting sequence is mapped on the
carriers, as shown in figure 7.5. In each MC-CDMA block, one data symbol per
user is transmitted. We assume that the carriers inside the rolloff area are not
modulated, i.e., the spreading factor N, is smaller than or equal to the num-
ber of carriers outside the rolloff area: N. < (1 — «)Nppr. Each MC-CDMA
block consists of Ngppr 4+ v samples, where v is the number of samples in the
cyclic prefix. All users are assigned different spreading sequences. When using
orthogonal sequences or overlay sequences, the signals of the different users are
orthogonal. In this case, up to N, users can be accommodated without intro-
ducing severe interference between the users. Hence, the maximum number of
users N equals the spreading factor N.: N = N,.. The bandwidth occupied by
the MC-CDMA technique equals B = (1 +v/Nppr)N Ry Hz, and the sampling
rate is 1/T = (Nppr +v)Rs Hz. A summary of the MC-CDMA system param-
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eters is shown in table 7.3. The MC-CDMA performance has been investigated
in chapter 6.

Similarly to the MC-CDMA technique, the data symbols in the DS-CDMA
technique (generated at a rate R;) are multiplied with a spreading sequence
that has a rate N.R,. However, unlike the MC-CDMA technique, the resulting
sequence is transmitted in the time domain, as shown in figure 7.6. During
one DS-CDMA block, one data symbol per user is transmitted. Similarly as
in the MC-CDMA system, we consider the cases of orthogonal sequences and
overlay sequences, which means that up to N. users can be accommodated.
Consequently, the maximum number of active users equals the spreading factor,
i.e., N = N.. The DS-CDMA system occupies a bandwidth B = (1 + a)N R,
Hz. Furthermore, the sampling rate equals 1/T = NR, Hz. In table 7.3, an
overview of the DS-CDMA system parameters is shown. The DS-CDMA system
performance has been investigated in chapter 4.

Considering the case that v < Nppr,a < 1 and N =~ Ngpr, we observe in
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Table 7.3: Comparison of the system parameters of MC-CDMA and DS-CDMA

MC-CDMA DS-CDMA
data rate per user (symb/s) R, R
number of users N N
system bandwidth (Hz) B= (1 + NFVFT) NRs | B=(14+«a)NR;
sampling rate (Hz) 7 = (Nppr + V)R, = =NR,

table 7.3 that the bandwidths occupied by the MC-CDMA technique and the
DS-CDMA technique are approximately the same and equal to B =~ NRs Hz.
Furthermore, it is observed that the sampling rates of the MC-CDMA technique
and the DS-CDMA technique are approximately the same and yield 1/T ~ N R,
Hz. Comparing the bandwidth of the MC-CDMA technique and the DS-CDMA
technique with the bandwidth of the other considered systems (OFDM/TDMA,
SC/TDMA, OFDMA and SC/FDMA), we observe that the system bandwidth
is approximately the same for all considered systems and yields B ~ NRs Hz.

7.3 Effect of Synchronisation Errors

In this section, we compare the sensitivity of the systems described in section
7.2 to carrier phase and timing synchronisation errors. To clearly isolate the
effect of the synchronisation errors, we consider the transmission over an ideal
channel. Furthermore, we consider the case of synchronous transmission, i.e.,
the signals transmitted to/by the different users are synchronised such that all
users exhibit the same carrier phase error and timing error. In addition, we
assume that all users have the same energy per symbol and that the system
works at a full load, i.e., the number of active users equals N. In the following,
we separately consider the effect of the carrier phase errors and the timing errors.

7.3.1 Carrier Phase Errors

In this section, we compare the effect of the carrier phase errors on the systems of
section 7.2, in the absence of timing errors. We consider the cases of a constant
phase offset, a carrier frequency offset and carrier phase jitter.

Constant Phase Offset

A constant mismatch of the phase between the carrier oscillators at the
transmitter and the receiver yields a constant phase offset ¢. As shown in
chapter 3 (SC/TDMA and SC/FDMA), chapter 4 (DS-CDMA), chapter 5
(OFDM/TDMA and OFDMA) and chapter 6 (MC-CDMA), a constant phase
offset introduces a phase rotation over an angle ¢ of the samples at the input
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Table 7.4: Overview of the effect of a constant phase offset.

Constant Phase Offset
SC/TDMA no degradation
DS-CDMA no degradation
SC/FDMA no degradation
OFDM/TDMA | no degradation
MC-CDMA no degradation
OFDMA no degradation

of the decision device for all systems when no equaliser is used. Hence, a con-
stant phase offset results in a reduction of the noise margins if no precaution
is taken. A one-tap equaliser is able to compensate for the systematic phase
rotation of the samples at the input of the decision device without enhancing
the noise power level. Consequently, for any of the systems of section 7.2 a
constant phase offset introduces no performance degradation. The results are
summarised in table 7.4.

Carrier Frequency Offset

A constant mismatch of the frequency between the carrier oscillators at the
transmitter and the receiver introduces a carrier phase error that linearly in-
creases with time: ¢(t) = 2nAFt + ¢(0). The effect of this carrier frequency
offset is twofold. First, a carrier frequency offset introduces a frequency shift of
the downconverted received signal. This results in signal distortion and power
loss at the receiver filter output, as a part of the received signal falls outside the
bandwidth of the receiver filter. This effect results in an attenuation of the use-
ful component and the introduction of interference at the receiver filter output.
Further, the carrier frequency offset introduces a rotation at a constant speed of
2w AF rad/s of the receiver filter output samples. In single carrier systems, the
receiver filter output samples are applied to a one-tap equaliser (see figures 3.1
and 4.2). In the SC/TDMA system and the SC/FDMA system, the equaliser is
followed by the decision device, while in the DS-CDMA system, the receiver cor-
relates the equaliser output with the spreading sequence of the considered user
and applies the correlator output to the decision device. The one-tap equaliser
is able to compensate for the systematic rotation of the receiver filter output
samples without enhancing the noise power level. However, the equaliser is not
able to correct for the reduction of the useful component without enhancing
the noise power level, or to eliminate the interference. Hence, the single carrier
systems are degraded as compared to the case of a zero carrier frequency offset.
In chapter 3 and 4, it is shown that the effect of the interference is negligible
as compared to the effect of the reduction of the useful component. Hence, the
degradation is mainly caused by the effect of the reduction of the useful com-
ponent. The degradation is a function of the product AFT; for given AFT the
degradation for SC/TDMA, SC/FDMA and DS-CDMA are the same.
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In multicarrier systems, the rotating receiver filter output samples are ap-
plied to the FFT, followed by one-tap equalisers that scale and rotate the FF'T
outputs (see figures 5.2 and 6.6). The rotation of the receiver filter output sam-
ples gives rise to an additional reduction of the useful component and additional
interference at the FFT outputs. Furthermore, the FFT outputs are rotating at
a constant speed of 27 (Nppr + V)AFT rad/block. The one-tap equalisers are
able to compensate for the systematic rotation of the FFT outputs without loss
of performance. However, the equaliser is not able to correct for the reduction of
the useful component without enhancing the noise power level, or to eliminate
the interference. Hence, the multicarrier systems are degraded as compared to
the case of a zero carrier frequency offset. The degradation at the output of
the receiver filter (caused by the frequency shift of the downconverted received
signal) is negligibly small as compared to the degradation at the FFT outputs
(caused by the rotation of the receiver filter output samples). In chapters 5 and
6, an upper bound on the degradation is given by (5.38) and (6.36), for the
OFDM(A) system and the MC-CDMA system, respectively. When the rolloff is
small (so that the number of modulated carriers is close to Ngpr), this upper
bound yields an accurate approximation of the actual degradation. This upper
bound is a function of the product NpprAFT; for given Nppr AFT, the up-
per bounds for OFDM(A) and MC-CDMA are the same. A small degradation
requires AFT < Nppp. The degradation strongly increases for an increasing
number of carriers. Hence, the multicarrier systems are very sensitive to a car-
rier frequency offset. To get rid of the degradation caused by the rotation of the
filter output samples, the carrier frequency offset should be corrected in front of
the FFT. When this correction is applied after the receiver filter, the frequency
shift of the downconverted received signal introduces only a degradation of the
carriers inside the rolloff area, and of some carriers adjacent to the rolloff area.
This degradation is independent of the number of carriers and only depends on
the receiver filter bandwidth. When the affected carriers are not used, no degra-
dation is introduced by a carrier frequency offset, provided that the systematic
phase rotation is compensated in front of the FFT.

In figure 7.7, the performance degradation is shown as function of the carrier
frequency offset relative to the symbol rate Ry, for N = 64 users, « = 0.1
and SNR(0) = 20 dB. As we observe, all multicarrier systems are much more
sensitive to a carrier frequency offset than are the single carrier systems.

e As the sampling rates 1/T for SC/TDMA and DS-CDMA are the same
(see table 7.1 and 7.3), these modulations yield the same degrada-
tion, which for given AF/R; decreases with increasing number (N) of
users. The sampling rate 1/T for SC/FDMA is N times as small as for
SC/TDMA and DS-CDMA (see table 7.2), so that the degradation for the
former modulation is larger than the degradation for the latter modula-
tions; for given AF/R the degradation for SC/FDMA is independent of
the number (V) of users.

e The degradation for OFDMA and MC-CDMA are essentially the same,
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Figure 7.7: Effect of a carrier frequency offset, N = 64, = 0.1, SNR(0) = 20
dB.

Table 7.5: Overview of the effect of a carrier frequency offset.

Carrier Frequency Offset
SC/TDMA small degradation, increases with (1/N)AF/R;
DS-CDMA small degradation, increases with (1/N)AF/R;
SC/FDMA moderate degradation, increases with AF/ R
OFDM/TDMA | strong degradation, increases with (Nppr/N)AF/R,
MC-CDMA strong degradation, increases with AF/R,
OFDMA strong degradation, increases with AF/R;

as these modulations yield the same sampling rate 1/7" (see table 7.2 and
7.3) and essentially the same size of FFT (Nppp &~ N); these degrada-
tions do not depend on N. When Ngy.r = Nppr, the degradation for
OFDM/TDMA is larger or smaller than the degradation for OFDMA and
MC-CDMA, depending on whether Nppr > N or Nppr < N; for given
AF/Rg, this degradation increases with increasing Nppr and decreasing
N.

Table 7.5 shows an overview of the results.

Carrier Phase Jitter

When a carrier synchronisation mechanism is used to adjust the carrier oscilla-
tor, we get rid of a carrier frequency offset and a constant phase offset. We can
model the residual phase jitter as a zero-mean stationary random process with
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jitter power spectral density S, (f) and jitter variance ai.

As shown in chapter 3 (SC/TDMA and SC/FDMA), chapter 4 (DS-CDMA),
chapter 5 (OFDM/TDMA and OFDMA) and chapter 6 (MC-CDMA), the
degradation caused by the carrier phase jitter is independent of the spectral
contents of the jitter and of the number of carriers (OFDM/TDMA, OFDMA
and MC-CDMA) and/or the spreading factor (DS-CDMA and MC-CDMA).
For the multicarrier systems, the degradations (5.45) and (6.45) are an upper
bound on the actual degradations in the case of OFDM(A) and MC-CDMA,
respectively. However, this upper bound yields an accurate approximation for
the actual degradation when the rolloff area is small. Considering (3.23), (4.27),
(5.45) and (6.45) and for given SN R(0), all considered systems exhibit the same
sensitivity to the carrier phase jitter when the jitter variance is the same. Figure
7.8 shows the performance degradation caused by the carrier phase jitter.

The shape of the scatter diagrams in general depends on the spectral contents
of the jitter.

e For the SC/TDMA system and the SC/FDMA system, the shape of the
scatter diagram does not depend on the jitter spectrum, and the samples
at the input of the decision device experience a pure (random) phase
rotation, as shown in figure 3.7.

e All other systems yield a scatter diagram that depends on the spectral
contents of the jitter. For jitter with mainly low frequency components
(If| < (N/Nppr)Rs for OFDM/TDMA, |f| < Rs for OFDMA, MC-
CDMA and DS-CDMA), the jitter causes mainly an angular displacement
of the samples at the input of the decision device (see figures 4.10, 5.16 and
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Table 7.6: Overview of the effect of carrier phase jitter.

Carrier Frequency Offset

SC/TDMA - degradation is independent of N and spectral contents
of jitter and only depends on jitter variance

- scatter diagram independent of spectral contents jitter

DS-CDMA - degradation is independent of N, N, and spectral
contents of jitter and only depends on jitter variance

- scatter diagram depends on spectral contents jitter

SC/FDMA - degradation is independent of N and spectral
contents of jitter and only depends on jitter variance

- scatter diagram independent of spectral contents jitter

OFDM/TDMA | - degradation is independent of N, Nppr and spectral
contents of jitter and only depends on jitter variance

- scatter diagram depends on spectral contents jitter

MC-CDMA - degradation is independent of N, N, and spectral
contents of jitter and only depends on jitter variance

- scatter diagram depends on spectral contents jitter

OFDMA - degradation is independent of N, Nppr and spectral
contents of jitter and only depends on jitter variance

- scatter diagram depends on spectral contents jitter

6.18). Jitter with mainly high frequency components (|f| > (N/Nppr)Rs
for OFDM/TDMA, |f| > Rs for OFDMA, MC-CDMA and DS-CDMA)
gives rise to a scatter diagram at the input of the decision device that
shows circular clouds (see figures 4.11, 5.17 and 6.19). When these modu-
lations are affected by the same jitter spectrum, they yield identical scatter
diagram.

An overview of these results can be found in table 7.6.

7.3.2 Timing Errors

In this section, we compare the effect of the timing errors on the systems of
section 7.2 in the absence of carrier phase errors. We consider the cases of a
constant timing offset, a clock frequency offset and timing jitter.

Constant Timing Offset

A constant mismatch between the optimum timing instants and the estimated
timing instants results in a constant timing offset €T = €T. In chapter 3
(SC/TDMA and SC/FDMA) and chapter 4 (DS-CDMA), it is shown that for
the considered single carrier systems, a constant timing offset yields a perfor-
mance degradation. This performance degradation is mainly caused by the
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Figure 7.9: Effect of timing offset, N = 64, = 0.1, SNR(0) = 20 dB.

interference (ISI in the case of SC/TDMA and SC/FDMA, MUI in the case of
DS-CDMA) which is introduced by the timing error. Furthermore, it is shown
that a constant timing offset |¢| > 0.5 causes severe performance degradation as
in this case either a decision is taken about an adjacent symbol instead of the
correct symbol (conventional single carrier system) or each receiver output sam-
ple is multiplied with an adjacent chip instead of the correct chip (DS-CDMA
system). The degradations of the SC/TDMA and SC/FDMA systems (3.32)
and the DS-CDMA system (for the maximum load) (4.32) are the same, for
the same relative timing offset e. However, considering that the sampling rate
1/T of the SC/FDMA system is N times as small as in the SC/TDMA system
and the DS-CDMA system, the SC/FDMA system is less sensitive to the same
absolute constant timing offset €I'. The degradation caused by the constant
timing offset decreases with increasing rolloff.

In the multicarrier systems (OFDM/TDMA, OFDMA and MC-CDMA),
the carriers inside the rolloff area are not used. Hence, assuming that the cyclic
prefix is sufficiently long to cope with the timing error, a constant timing offset
only introduces a carrier dependent phase rotation of the FFT outputs. As this
phase rotation can be compensated by the one-tap equaliser without enhance-
ment of the noise power level, a constant timing offset causes no performance
degradation.

Figure 7.9 shows the degradation of the considered single carrier systems as
a function of the relative timing offset €. Table 7.7 shows an overview of these
results.
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Table 7.7: Overview of the effect of constant timing offset.
Constant Timing Offset

SC/TDMA - degradation decreases for increasing rolloff
- timing offset must be || < 0.5

DS-CDMA - degradation decreases for increasing rolloff
- timing offset must be |¢| < 0.5

SC/FDMA - degradation decreases for increasing rolloff

- timing offset must be |¢| < 0.5

OFDM/TDMA | - no degradation when cyclic prefix is long enough
MC-CDMA - no degradation when cyclic prefix is long enough
OFDMA - no degradation when cyclic prefix is long enough

Clock Frequency Offset

A constant mismatch of the frequency between the transmitter and receiver
sampling clocks gives rise to a timing error that linearly increases with time:
ex = kAT/T + ¢. This clock frequency offset introduces an increasing mis-
alignment between the transmitted time-domain samples and the received time-
domain samples. This misalignment can be compensated by means of a coarse
synchronisation algorithm, which involves duplicating (AT > 0) or removing
(AT < 0) receiver filter output samples at regular intervals.

In the conventional single carrier communication system (chapter 3) and the
DS-CDMA system (chapter 4), the residual timing error after coarse synchro-
nisation slowly varies within the interval [—0.5,0.5]. Hence, the performance
depends on the considered symbol interval. Because of its slow variation, the
residual timing error can be interpreted as a fixed timing offset that depends
on the symbol index. At regular intervals, the resulting timing error is close to
-0.5 or 0.5, in which case the single carrier systems are so severely degraded (see
figure 7.9) that a clock frequency offset can not be tolerated.

In the OFDM(A) system (chapter 5) and the MC-CDMA system (chapter
6), the resulting timing error €y, ., +v)+x = KAT/T + ¢; after coarse synchro-
nisation consists of a contribution kAT /T that linearly increases with time,
which is independent of the block index, and a constant contribution ei that
depends on the block index. The constant contribution ei introduces a pure
phase rotation of the FFT outputs outside the rolloff area, which can, simi-
larly as for a constant timing offset, be compensated by the one-tap equalisers
without enhancing the noise power level. The linearly increasing contribution
kAT /T gives rise to a reduction of the useful component and the introduction of
interference at the FFT outputs. Hence, the multicarrier systems are degraded
by a clock frequency offset. In OFDM/TDMA and OFDMA, the degradation
depends on the carrier index, but is independent of the block index and is max-
imum for carriers close to the rolloff area. In MC-CDMA, the degradation is
independent of the user index and of the block index. The degradation (5.61)
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Figure 7.10: Effect of a clock frequency offset, N = 64, = 0.1, SNR(0) = 20
dB.

for OFDM/TDMA and OFDMA is an upper bound for the actual degradation.
Similarly, an upper bound for the degradation in the MC-CDMA system can
be defined. For given NppprAT/T, the average (over the FFT outputs) degra-
dation for OFDM(A) is essentially equal to the degradation for MC-CDMA.
For all multicarrier systems, the upper bound on the degradation is a function
of the product NpprAT/T and strongly increases for an increasing number of
carriers.

Figure 7.10 shows the degradation of the multicarrier systems as a function of
the normalised clock frequency offset AT /T. For OFDM/TDMA and OFDMA,
the average (over the FFT outputs) degradation is shown.

e As the sizes of the FFT for OFDMA and MC-CDMA are essentially the
same (Nppp ~ N), the average degradation for OFDMA is very close to
the degradation for MC-CDMA; this degradation strongly increases with
N, as NppprAT/T =~ NAT/T. The maximum degradation for OFDMA
is somewhat larger than the degradation for MC-CDMA.

e For OFDM/TDMA, the size Nppr of the FFT can be chosen indepen-
dently of the number N of users. The degradation for OFDM/TDMA is
larger or smaller than for OFDMA, depending on whether Npppr > N
or Nppp < N. The degradation is independent of N, but increases with

increasing Nppr.

Table 7.8 shows a summary of the results.
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Table 7.8: Overview of the effect of clock frequency offset.
Clock frequency Offset

SC/TDMA - not tolerable
DS-CDMA - not tolerable
SC/FDMA - not tolerable

OFDM/TDMA | - strong degradation, increases with NpppAT/T
- degradation depends on carrier index

MC-CDMA - strong degradation, increases with NAT /T
- degradation depends on user index
OFDMA - strong degradation, increases with NAT /T

- degradation depends on carrier index

Timing Jitter

When a timing synchronisation algorithm is used to adjust the sampling clock
(or to control an interpolator), we get rid of a clock frequency offset and a
constant timing offset. We can model the residual timing jitter €; as a zero-mean
stationary random process with jitter power spectral density S¢(exp(j2nfT))
and jitter variance 2.

In chapter 3 (SC/TDMA and SC/FDMA) and chapter 4 (DS-CDMA), it is
shown that the degradation caused by the timing jitter is independent of the
spectral contents of the jitter but only depends on the jitter variance. Fur-
thermore, in the case of the DS-CDMA system (for the maximum load), the
degradation is independent of the spreading factor. The degradation also de-
pends on the rolloff: the degradation decreases for increasing rolloff. For given
jitter variance o2, the degradations of the SC/TDMA system and SC/FDMA
system (3.40) and the degradation of the DS-CDMA system in the case of the
maximum load (4.38) are the same.

For the OFDM/TDMA and the OFDMA systems, the timing jitter intro-
duces a degradation that depends on the carrier index. The average degradation
(over all carriers) is independent of the spectral contents of the jitter but only
depends on the jitter variance. Furthermore, the degradation is essentially in-
dependent of the number of carriers. In the considered OFDM/TDMA system
and the OFDMA system, the carriers inside the rolloff are not used. Hence, the
average degradation (5.71) is an upper bound on the actual average degradation.
However, for a small rolloff area and for a large number of carriers, the upper
bound (5.71) yields an accurate approximation of the actual average degrada-
tion. The scatter diagram depends on the spectral contents of the jitter. For jit-
ter with mainly low frequency components (|f| < 1/(NpprT) ~ (N/Nppr)Rs),
the scatter diagram shows mainly an angular displacement of the samples at
the input of the decision device. Jitter with mainly high frequency components
(Ifl > 1/(NpprT) = (N/Nppr)Rs) gives rise to a scatter diagram at the input
of the decision device with circular clouds.
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Figure 7.11: Effect of timing jitter, N = 64, a = 0, SNR(0) = 20 dB.

In the MC-CDMA system of chapter 6, the timing jitter gives rise to a
degradation that is independent of the spectral contents of the jitter but only
depends on the jitter variance. Furthermore, the degradation is independent
of the user index and essentially independent of the spreading factor and the
FFT length Nppp. Unlike the multicarrier systems of chapter 5, the scatter
diagram for MC-CDMA is independent of the spectral contents of the jitter.
The upper bound on the degradation of the MC-CDMA system (6.60) is equal to
upper bound on the average degradation of the multicarrier systems of chapter 5
(5.71). This upper bound (6.60) yields an accurate approximation of the actual
degradation when the rolloff area is small and the FFT length Nppr is large.

Note that for  — 0, the degradations (3.41), (4.38) of the single carrier sys-
tems converge to the degradations (5.71) and (6.60) of the multicarrier systems,
yielding

2
Deg = 10log <1 + SNR(O)%US) (7.1)

Hence, all considered system exhibit essentially the same sensitivity to timing
jitter. This degradation is independent of the number of users. The degradation
caused by the timing jitter is shown in figure 7.11. The results are summarised
in table 7.9.

7.4 Conclusions and Remarks

In this chapter, we have compared a number of multicarrier systems and their
single carrier equivalents regarding their sensitivity to synchronisation errors. In
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Table 7.9: Overview of the effect of timing jitter.

Timing jitter

SC/TDMA - degradation independent of spectral contents jitter,
only depends on jitter variance

- degradation decreases for increasing rolloff

DS-CDMA - degradation independent of spectral contents jitter
and spreading factor, only depends on jitter variance

- degradation decreases for increasing rolloff

SC/FDMA - degradation independent of spectral contents jitter,
only depends on jitter variance

- degradation decreases for increasing rolloff

OFDM/TDMA | - degradation independent of spectral contents jitter,
essentially independent of number of carriers,
depends only on carrier index and jitter variance

- scatter diagram depends on spectral contents jitter

MC-CDMA - degradation independent of spectral contents jitter
and user index, essentially independent of number of
carriers, depends only on jitter variance

- scatter diagram independent of spectral contents jitter

OFDMA - degradation independent of spectral contents jitter,
essentially independent of number of carriers,
depends only on carrier index and jitter variance

- scatter diagram depends on spectral contents jitter

order to allow a fair comparison between the different systems, we have assumed
that all systems are able to accommodate N users at a data rate R4 per user.
In the comparison, we considered the case of synchronous transmission. All
systems make use of one-tap equalisation to partially compensate the effect
of the synchronisation errors: for DS-CDMA and MC-CDMA, equalisation is
applied in front of the despreading, whereas for the other modulation techniques,
equalisation is applied at the input of the decision device. The cyclic prefix in
multicarrier systems is sufficiently long to cope with timing errors. The results
can be summarised as follows:

e None of the systems is degraded by a constant phase offset.

e Multicarrier systems are much more sensitive to a carrier frequency offset
than single carrier systems. The degradation of multicarrier systems and
single carrier systems is an increasing function of Npppr AFT and AFT,
respectively.

e All systems exhibit the same sensitivity to carrier phase jitter. The degra-
dation is independent of the spectral contents of the jitter, the FFT length
Nppr and of the spreading factor, but only depends on the jitter variance.
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e Single carrier systems are degraded by a constant timing offset. In multi-
carrier systems, no degradation occurs when the carriers inside the rolloff
area are not used.

e Single carrier and multicarrier systems are both very sensitive to a clock
frequency offset. For single carrier systems, the degradation is so large that
a clock frequency offset can not be tolerated: the clock frequency offset
must be eliminated by adjusting the sampling clock or by interpolating
between available receiver filter output samples.

e Timing jitter introduces a degradation that is essentially the same for
all systems. The degradation is independent of the spectral contents of
the jitter, essentially independent of the FFT length and of the spreading
factor, but only depends on the jitter variance.

Given an acceptable amount of performance degradation, our results on the
sensitivity of the various modulations can be used to derive requirements on the
accuracy of carrier and timing synchronisation algorithms and on the stability
of carrier and clock oscillators.



214 CHAPTER 7. COMPARISON OF THE MODULATION TECHNIQUES



Chapter 8

Conclusions — Future Work

8.1 Achievements - Conclusions

The objective of this work was to study the effect of the synchronisation errors
on multicarrier systems. In this work, we have investigated, using an equivalent
time-varying model for a generic system for bandpass communication, the influ-
ence of carrier phase errors and timing errors on the signal-to-noise ratio (SNR)
for a number of multicarrier systems, i.e., OFDM, OFDMA and MC-CDMA.
The cyclic prefix is assumed to be sufficiently long such that, even in the pres-
ence of timing errors, no interference between data symbols transmitted during
different blocks is present. At the receiver, each FFT output is applied to a
one-tap MMSE equaliser. In this work, we have compared the different mul-
ticarrier systems for a given number of carriers (Nppr) and a given sampling
rate (1/T"). The results for downlink communication in an ideal channel can be
summarised as follows:

e A constant phase offset does not degrade the multicarrier systems.

e A constant timing offset causes no degradation of the multicarrier systems,
provided that the carriers inside the rolloff area are not used.

e All considered multicarrier systems exhibit the same sensitivity to carrier
frequency offsets. The degradation increases with NpprAFT.

e The degradation caused by a clock frequency offset increases with
NpprAT/T. OFDM and OFDMA exhibit the same degradation, that
depends on the carrier index. The degradation of MC-CDMA equals the
average degradation (over the FFT outputs) of OFDM and OFDMA.

e Carrier phase jitter introduces a degradation that is independent of the
number of carriers (Nppr) and the spectral contents of the jitter, but only
depends on the jitter variance.
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e Timing jitter gives rise to a degradation that is independent of the number
of carriers (for large Nppr) and the spectral contents of the jitter, but
only depends on the jitter variance. OFDM and OFDMA exhibit the same
degradation, that depends on the carrier index. The degradation of MC-
CDMA equals the average degradation (over the FFT outputs) of OFDM
and OFDMA.

In uplink OFDM(A) over an ideal channel, the degradation is the same as in the
downlink. Uplink MC-CDMA over an ideal channel yields the same degradation
as in downlink MC-CDMA, provided that the transmitters of the different users
are synchronised (i.e., there is no mutual clock frequency offset and no mutual
constant timing offset). When the different users in uplink MC-CDMA are not
mutually synchronised, the interference between the users can not be reduced
sufficiently by the simple one-tap equalisers at the FFT outputs of the base
station, such that the degradation is much larger than in downlink MC-CDMA.

In the case of a dispersive channel, the attenuation of the carriers depends
on the carrier index, which implies that the sensitivity to the noise is larger
than in the case of an ideal channel. In OFDM(A), a sufficient large cyclic
prefix guarantees that there is no interference between the carriers, for both
the uplink and the downlink. In MC-CDMA, interference between the different
users appears at the FFT outputs. The simple one-tap equalisers at the FFT
outputs are able to eliminate this interference in the case of downlink MC-
CDMA (where the signals transmitted to the different users have reach the
receiver via a common channel), but are not able to eliminate this interference
in the case of uplink MC-CDMA (where the signals transmitted by the different
users reach the base station via different channels).

Based on a number of numerical examples, we have shown that, in the case of
uplink multicarrier transmission over a dispersive channel, the additional degra-
dation caused by synchronisation errors is essentially the same as the degrada-
tion in the case of an ideal channel. This implies that the results obtained with
the idea channel are applicable to more realistic channels.

Furthermore, we have made a comparison between the multicarrier systems
and the single carrier systems with respect to their sensitivity to synchronisation
errors in the case of an ideal channel. The results can be summarised as follows:

e For none of the systems, a constant phase offset causes a performance
degradation.

e A constant timing offset introduces no degradation in the case of multi-
carrier systems, provided that the carriers inside the rolloff area are not
used. A single carrier system is degraded by a constant timing offset.

e A carrier frequency offset gives rise to a degradation that increases with
NpprAFT for multicarrier systems, while for single carrier systems, the
degradation increases with AFT. For given AFT, the degradation is
much larger for multicarrier systems than for single carrier systems.
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e A clock frequency offset gives rise to a severe degradation in single carrier
systems. Hence, a clock frequency offset can not be tolerated in single
carrier systems. In multicarrier systems, the degradation increases with
NpprAT/T.

e Both single carrier and multicarrier systems exhibit the same sensitivity

to carrier phase jitter and timing jitter, for given jitter variances 0'3) and

2
P

o

The research on the effect of synchronisation errors on multicarrier systems
that has resulted in this thesis has been published in a number of articles. In
[Ste98b], we have investigated the effect of carrier phase jitter on an OFDMA
system. A comparison of the sensitivities on an OFDM system, an OFDMA
system and an FDMA system has been made in [Ste97b]. An overview of the
effect of different types of carrier phase and clock errors on OFDM systems is
presented in [Ste00]. In [Ste97al, [Ste99a], we have studied the effect of carrier
phase jitter on the MC-CDMA system. The effect of timing errors on the MC-
CDMA system has been investigated in [Ste99b]. The sensitivity of MC-CDMA
to different types of carrier phase and clock errors has been studied in [Ste99c|,
[Ste99d], [Ste99f]. Furthermore, in [Ste99c], [Ste99d], the idea of including the
different types of synchronisation errors into a single equivalent time-varying
channel model has been introduced. In [Ste98b], we have made a comparison
of the sensitivity of MC-CDMA and OFDM to carrier phase errors, while in
[Ste99e], a comparison is made between MC-CDMA and OCDMA.

8.2 Future Work

In this work, we have investigated the effect of synchronisation errors on the
performance of a number of multicarrier systems (OFDM(A), MC-CDMA). Our
suggestions for future work are twofold: they pertain to the application of our
analysis method to other multicarrier systems, and to the derivation and analysis
of synchronisation algorithms for combinations of multicarrier modulation with
CDMA.

8.2.1 Sensitivity of Other Multicarrier Systems

In this work, we have investigated the sensitivity of OFDM(A) and MC-CDMA
to carrier phase and timing errors. The analysis method, based upon the equiv-
alent time-varying channel model, can be used to compute the degradation of
other multicarrier systems to synchronisation errors. Some examples of such
multicarrier systems are discussed below.

e In the MC-CDMA system considered in this work, the number of carriers
used equals the number of chips per symbol (N.), whereas the number
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of available carriers equals the FFT length Nppr. When the carriers in
the rolloff area are not used, we obviously have N. < Nppp. In practice,
both Nc and Nppr are usually selected to be powers of two. Hence,
when N, < Nppp, the minimum FFT length equals 2N, which indicates
that only 50% of the available carriers are actually used. In [Ste99g], we
have proposed a more flexible version of MC-CDMA, where the spreading
factor N, is not necessarily the same as the number of carriers actually
used (Nigrr). This allows us to select both N. and Nppr as powers of
two, and to choose Neu (< Nppr) independently of N.. In [Ste99h],
we have already carried out some preliminary investigations regarding the
sensitivity of this "flexible’ MC-CDMA to synchronisation errors, but more
work remains to be done.

The MC-CDMA system considered in this work is only one of the possible
combinations of multicarrier modulation with CDMA. Other combinations
that have been proposed are multicarrier direct-sequence CDMA (MC-DS-
CDMA) [DaS93] and multitone CDMA (MT-CDMA) [Van93]; we have
briefly described MC-DS-CDMA and MT-CDMA in section 6.1. It would
be worthwhile to investigate the degradations caused by synchronisation
errors to MC-DS-CDMA and MT-CDMA, and make the comparison with
MC-CDMA.

The MC-CDMA system considered in this work is only one of the possible
combinations of multicarrier modulation with CDMA. Other combinations
that have been proposed are multicarrier direct-sequence CDMA (MC-DS-
CDMA) [DaS93] and multitone CDMA (MT-CDMA) [Van93]; we have
briefly described MC-DS-CDMA and MT-CDMA in section 6.1. It would
be worthwhile to investigate the degradations caused by synchronisation
errors to MC-DS-CDMA and MT-CDMA, and make the comparison with
MC-CDMA. The different multicarrier systems considered in this work
are based upon the Fourier transform. However, the resulting individual
carrier signals have rather high sidelobes in the frequency domain, which
makes the multicarrier signals sensitive to carrier frequency offsets and
narrowband interferers. This sensitivity can be reduced by replacing the
Fourier transforms by a different transform (such as a wavelet transform)
[Snd95], [Lou98a]. The generation of the transmitted signal and the de-
modulation of the received signal is accomplished by means of a bank of
filters. In [Lou98b], the sensitivity to timing errors of a filter bank based
multicarrier system has been studied in the context of baseband trans-
mission. It would be of interest to study the effect of carrier phase errors
(especially carrier frequency offset) in the case of bandpass transmission.

8.2.2 Synchronisation Algorithms

In this work, we have investigated the effect of synchronisation errors on the
performance of multicarrier systems, but we have not specified the operation of
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the synchronisation algorithms that provide the carrier and timing recovery.

In the case of OFDM, several algorithms for carrier and timing recovery
have been proposed and analysed in the open literature. Basically, two classes
of algorithms exist. The algorithms of the first class require some redundancy of
the transmitted OFDM blocks (occasionally, OFDM blocks must be repeated)
[Mo0094], [Sch97], or the transmission of pilot symbols (that are known to the
receiver) [War93], [Ste98a]. The algorithm of the second class provide carrier
and timing recovery irrespective of the data symbol sequence, by exploiting
the redundancy introduced by the cyclic prefix [vdB97]. To our knowledge,
not much research has been carried out yet with respect to synchronisation
algorithms for MC-CDMA or for other combinations of multicarrier modulation
with CDMA. It would be of interest to derive synchronisation algorithms for
these modulations and to investigate their performance. As a starting point,
adaptations of the synchronisation algorithms for OFDM could be studied.
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Appendix A

Bit Error Rate for QPSK

In this appendix, the bit error rate (BER) is derived for the case of the data
symbols belonging to a QPSK constellation. Each QPSK data symbol ali,n
has statistically independent in-phase and quadrature components (af )’ and
(af )@ that each represent one information bit: af’n = (af’n)l +j(af’n)Q. The

bit error rate for QPSK is given by

s

BER = 3 [Pr (@) # (af,)") + Pr (@)% # (@) (A1)

where Pr(x) is the probability of the event x.

Taking into account the QPSK decision rule illustrated in figure A.1, the
probability that the in-phase component of the data symbol was detected in-
correctly when the in-phase component of the transmitted data symbol equals
(af,)' =V/2/2 is given by

Pr ((df,nV + (ol |(al)! = +@> _pr <Re<zf,n> <ol = +§)

2
(A.2)

¢ . is given by (2.58). The sample zﬁn can be decomposed into a useful

where z;

i,m
component, interference and noise. The coefficient of the useful component s¢
is decomposed into an average component E[s¢ ] and a zero-mean fluctuation
Ast

i,m

=st, — E[s!,], i.e. the self-interference.

’ ‘ ‘ ‘ ¢ ‘ £ 0

Zi,n = ai,nE[si,n] + a‘i,nASiA,n + I’n’ti,n + Wi,ngi,n (A.?))
In (A.3), the average useful component, the self-interference, the interference
component and the noise component are uncorrelated. The noise component
Wfincrf’n is uncorrelated with all transmitted symbols, from which it follows
that the noise contribution is uncorrelated with the average useful component,

221
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Im(z)
\
a'=-2/2 | a'=+2/2
a%=++2/2 | 4 =++2/2
> Re(z)
a'=—~2/2 | a' =++/2/2
a®=-2/2]3d%=-2/2

Figure A.1: Decision rule

the self-interference and the interference component. The interference compo-
nent [ ntf,n consists of all contributions of symbols other than the considered
symbol afm (ISI and MUI) and is therefore uncorrelated with the contributions
that contain the considered symbol, as all transmitted symbols are assumed
to be uncorrelated. Furthermore, the interference component has uncorrelated
real and imaginary parts each having the same variance, as the in-phase and
quadrature components of the associated data symbols are independent and
have identical variance. It follows from the definition of Asz{n that the self-

interference component is uncorrelated with the average useful component.

In the following, we assume that the average coeflicient £ [sfﬂl] of the useful
component is real and positive. This is accomplished by a proper selection of the
vector bf’n at the receiver (see figure 2.21). Considering (A.3) the probability
(A.2) yields

Pr((" # ) ()7 =+ ) = Pr( i) + G Re(As,)

(e ) m(AsL) + Re(Alnt) + Re(WEyot,) < el = 2

As (af,n)Q has zero mean, the quantities ?Re(Asfﬁn) and (af7n)QIm(Asf7,L) are
uncorrelated. Assuming the quantity Re(zfm) can be modelled as a Gaussian
variable with average m; and variance o2, the probability (A.4) can be written

as

P # W =+ 2 ) = () @)
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where
m = YE,)
1 2 1 2
0f = EB[(Re(ast,))’] + 3B [(Im(asl,)’]
+ B |(Re(amnt!,)’| + B [ (Re(W},0!,)] (A.6)
and Q(x) is the complementary error function
ol 2
= ——e 2d AT
Q= [ e (A7)

The assumption that the quantity Re(zf,n) can be modelled as a Gaussian vari-

able holds only when the quantity O'ﬁn is non-random. Furthermore, as only
small degradations of the system performance can be tolerated, the interference
contribution and the self-interference contribution must be small as compared to
the noise contribution. In this case, the disturbance of the average useful com-
ponent is dominated by the noise contribution, which is a Gaussian variable.

Therefore, the assumption that Re(zfm) can be modelled as a Gaussian variable

£

i n is non-random.
,

is valid for small degradations and when the quantity o

Now we consider the probability that the in-phase component of the data
symbol was detected incorrectly when the in-phase component of the transmit-
ted data symbol equals (af,,)’ = —/2/2 . Following the same reasoning as for

the case of (afm)l =/2/2 , this probability yields

2 2 2
Pr<(&f,n)l 7é (af,n)l‘(az{n)l = _\é_> = P’I“( \/T_E[Sf,n]_ gRe(Asf,n)
¢ \Q ¢ ¢ . ¢ NI V2
~(af ) Tm(AsL,,) + Re(ATntf,,) + Re(W,,0t,,) > 0|(af )" = =*°

(™) (A8)

From (A.5) and (A.8) it follows that the conditional probabilities that the in-
phase component was detected incorrectly are equal. Hence,

Pr((a;,)" # (af,)") = @Q (m> (A.9)

ar

A similar analysis can be done for the probability that the quadrature com-
ponent of the data symbol was detected incorrectly. We obtain

Pr((af,)? # (a!,)%) = Q (mQ) (A.10)

9Q
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where
mg = my= gE[sfn}
of = %E [(Re(Asﬁn))g} + %E [(Im(Asf,n))Q}
+ B |(Imamt,)’] + E [ (tm(W,0!,)°] (A.11)

The interference term I ntf,n and the noise term afﬁann have uncorrelated
real and imaginary parts with equal same variances. Considering El|z|?] =
E[(Re(x))?] + E[(Im(x))?], the variances 07 and 07, are equal and yield

0? = o2 = % (B [Jast,’] + B [|am, "] + (o1,)" B [lawt,[]) (aa2)

From (A.8), (A.10) and (A.11) it follows that the probability of an erroneous
detection of the in-phase component is equal to the probability of an erroneous
detection of the quadrature component. Hence, the bit error rate (A.1) yields

BER!, = Q (, / SNRf’n> (A.13)

where the signal-to-noise ratio is defined as
| Els )
No (o))" + B [|ast, [*] + B [|amt )]

| 2

SNR!, = (A.14)

i,n %

In (A.14), we have made use of E[|W£n 2 = No.



Appendix B

Square-Root Raised-Cosine
Filter

In this work, it is assumed that the transmit filter P(f) is a Nyquist filter with
respect to the time interval T, i.e. the transmit pulse p(t) satisfies (2.3). The
receiver filter is matched to the transmit filter. The cascade of the transmit filter
and the receiver filter has an impulse response ¢(t) and its Fourier transform is
G(f) = |P(f)|>. These filters can be implemented as square-root raised-cosine
filters with rolloff «, i.e. P(f) = v/G(f)exp(j¥(f)), where U(f) is an arbitrary
phase function and G(f) is given by (see also figure B.1):

T fIT < 15
G =45 A=sin(;(fIT-3)) Z*<IAIT<HH> (B
0 otherwise

The corresponding impulse response yields

sin Tt cos Tt
9(t) = ﬂ_tT 2§t 2 (B-2)
T 1- (%)

It is easily verified that the first order derivative ¢’(t) at the instants t = nT
and the second order derivative g’ (¢) at the instant ¢ = 0 are given by

0 n=20
g/(nT) = { T COSTN _COS TN 0 (Bg)
T 7n 1—(2an)?2 n #

“+o00 71-2
70 =—rp [ Lot =g (T -n) @)

— 00
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AG(H
T

- i ! ! } >
(o 1 la 0 Lo 1 Lta “f
2T 2T 2T 2T 2T 2T

Figure B.1: Raised-cosine transfer function

Furthermore, the following expression is valid for the raised-cosine filter:

= +oo 400 +o00
> TPy (nT)? = (277)2T2/ dfG(f)/ dffe(fy S et

n=—oo

= (2m)°T S /_:o af f (f + %) G(E” (f + %)
2

2



Appendix C

Moments of Spreading
Sequences

C.1 Introduction

In this work, the systems that make use of spreading sequences have a struc-
ture as shown in figure C.1. The data symbol a; , of user ¢ is spread using the
spreading sequence ¢; ¢y = (1/v/Ng)[¢iN ¢ ---CiN.+N.—1,¢]. The number N, of
chips per symbol is called the spreading factor. The resulting sequence c; ¢a; ¢
is applied to a linear transformation Ty, ; , (2.1) that converts the spread data
symbol into a block of M, samples s; ;. The discrete-time sequence s; ¢ is trans-
mitted over the equivalent channel (see figure 2.17) with discrete time impulse
response heq ¢(k;iMs +m) (2.22). The sum of the different user signals is dis-
turbed by additive white Gaussian noise (AWGN) w; ; (see (2.24) and (2.30)).
The resulting sequence v; ¢ is applied to the receiver, that consists of a linear
transformation B; ¢, converting a block of M, samples v;, into a block of N,
samples. The receiver correlates the outputs of the linear transformation B; g
with the spreading sequence c; ¢ of the considered user. The sample z; o at the
input of the decision device, used to make a decision about the transmitted data
symbol a; ¢, is given by

+oo Nu

Zip = Z Z air o lisin e + Wi (C.1)

i"=—oc0 /=1

where W; ¢ is the contribution from the AWGN, i.e., W; , = c;.r /Biew; and

] Nt /
. * (évl )
Lo =+ ) Nt b€ Nt 0 AN L i N (C.2)
c ’—
n,n’=0
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user / Si,¢
aj

Civ Ty P/S heq A(K;iMg+m)

Nex 1 M, x N,

user 1 { user N

_l’_
w.
<+ 1.0
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aj .. Zie | +
decision Ciy B, S/P
< device Vi

I1xN, N, x Mg

Figure C.1: Block diagram of a system using spreading sequences

The quantity Agf\}iln_i/ N.+n 18 the transfer matrix taking into account the linear
transformation Ty, ;. at the transmitter, the dispersive channel including the
synchronisation errors heq¢(k; Mg + m) and the linear transformation matrix

B, ¢ at the receiver. This yields

o0 o
Az('NuJ)rn,i’Nchn' = [BM (Heq)i,i/ TtT,i’l’L (C-3)

1,n’

where [(Heg)! i Jmm/ = hegor ((iMy+m) — (' Mg +m/);iMg+m) is the M x M,
matrix consisting of the discrete-time impulse response of the channel including
the synchronisation errors. The quantities (C.3) can be viewed as random vari-
ables because of the presence of random synchronisation errors and/or a fading
channel.

The samples z; ¢ (C.1) can be decomposed into a useful component s; ¢a; ¢
(i" = i, = {), intersymbol interference ISI;, (i # i, = {), multiuser in-
terference MUI; , (¢' # ¢) and additive noise W; ;. The coefficient s;, of the
useful component can be further decomposed into an average useful contribu-
tion E[s; ¢] and a zero-mean fluctuation As; , = s; 0 — E[s; ¢] about its average,
i.e., the self-interference. Considering the data symbols are uncorrelated and
have a unit-average energy, i.e., Ela;aj, ;] = 6i ¢, the average useful com-
ponent and the powers of the self-interference, the intersymbol interference, the
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multiuser interference and the noise yield

Ne—1
1 ' 00 .
E[sil} = ﬁ Z |:A£N )Jrn iN 4+n j| E [CiNC+n,ZCiNc+n/,Z:|
¢ n,n’=0
| Neml Ne-t i
2 _ (£,0) (£,0)
Ef[Asie’] = N2 Z Z E [AiNc+n,iNc+n’ (AiNc+k,iNc+k'> } :

¢ n,n'=0k,k'=0
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We observe in (C.4) that the average useful component and the powers of the
noise and the interference depend on two types of moments of the used spreading
sequences. Moreover, it is clear that when the spreading factor N, increases, the
computation complexity of these terms, hence the SNR (2.59), rapidly increases.
For computational purposes, it is desirable that the averages over the sequences
in (C.4) are approximated by simple expressions. These approximations depend
on the specific type of sequence that is used. In the following, we separately
consider Walsh-Hadamard sequences, random sequences and overlay sequences,
which are a combination of Walsh-Hadamard sequences and random sequences.
For each of these types of sequences, we present expressions for the moments of
the spreading sequences. Simulations are carried out to investigate the accuracy
of the expressions.

C.2 Orthogonal Sequences

In this section, we consider the case of Walsh-Hadamard (WH) sequences. We
assume the assignment of the WH sequences to the different users does not
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change from one symbol interval to the next, i.e., all symbols of a user are
spread with the same WH sequence. In this case, the chips are independent
of the symbol index i: ¢;N.4ne = WHye (2.24). As the assignment of the
spreading sequences to the different users does not change from one symbol
interval to the next, the performance of the user may depend on the sequence
that is assigned to that user. Furthermore, the WH sequences contain no random
components. Hence, the averaging over the chips in (C.4) can be omitted.

In the following, we introduce randomness by assuming that each of the
N. WH sequences can be assigned with a probability 1/N. to the first user,
each of the remaining N, — 1 WH sequences can be assigned with a probability
1/(N. — 1) to the second user, and so on. The resulting expressions (C.4) then
become averages (over all users) of the expressions (C.4) for non-random WH
sequences; the former expressions (that do not depend on the user index) will be
used as approximation for the latter expressions, for any index. The moments
of the chip sequences (averaging over all users) yield

N.—1
* 1 N\
E [CiNCJrn,éCiNchnﬂé] = N. Z WHymWHyr (C.5)
€ m=0
E [C;‘NC—"—H,ZC?;/NC'FWI,ZlciNc+k7£C;Nc+k',€':| = (06)
N.—1 N.—1
m Zm:O Zm’zO;m/?fm WHymW Hyt gy W Hpg W Hig iy 4 #
= oo W H W Hoy W Hig 3y W Hy V=1

Considering the symmetry of the Hadamard matrix H, (2.42) and the orthog-
onality of the WH sequences, the average (C.5) reduces to

E [CrNc+n,eCiNc+n’,é} = (C.7)

Hence, the average useful component and the noise power in (C.4) yield

1 0.0
E[Si,f] = F Z E |:Az(’]\’fu)+n,iNc+n:|
€ n=0
1 Nt 2
E[[Wi ] = ~ Z El|Win,+n.e|’] (C.8)
€ n=0

For ¢’ # ¢, the sum (C.6) can be written as
E (G, 4, 0Ct Notn? / CiN ek €T Nk 0] = (C.9)

N.—1

) .
— W Hyy i W Hyt 1y W Hio s W Hi
T, 32, oW o

m,m’=0

N.—1
-> WHn,mWHn/,mWHk,mWHk/,m)
m=0
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As the WH sequences are orthogonal, the first term in (C.9) reduces to

N.—1
> WHy W Hy e W Hy o W Hr s = N2y 00 S g (C.10)

m,m’=0

The second term in (C.9) equals the sum for ¢/ = ¢ in (C.6) and is a very
complicated function of n,n’,k and k’. In the following, we approximate this
sum by

N.—1

1
F Z WHn,mWHn’7mWHk,mWHk’,m ~ 6n,k5n’,k’ + 6n,n’6k,k:’ - 5n,n/,k,k:’
¢ m=0

(C.11)
where 0y n/ k. k' = Onn/Ok k' 0n k. In the simulations, it will be shown that the
approximation (C.11) gives rise to very accurate results for the MUI power,
while for the SI and the ISI power, this approximation yields a result of the
same order as the actual ST and ISI power. Using (C.11), (C.6) reduces to

B [€}N, 4 6C Nort! 0 CiN ok 631 Nk 0] P (C.12)
1 /
6n,k5n’,k’ T N.-1 (6n,n’5k,k’ - 6n,n’,k,k’) 14 7é 14
5n,k6n’,k’ + §n,n’6k,k’ - 6n,n’,k:,k:’ gl =/

Hence the SI power, the MUT power and the ISI power (C.4) can be written as

2
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C.3 Random Sequences

In this section, an expression for the averages over the chips for the case of the
random sequences is presented, and the corresponding average useful component
and the powers of the interference and the noise are given. Considering the chips
are statistically independent, the moments in (C.4) yield

B [CiN, 40t CiNetn t] = Onn (C.14)

E [C:Nc-i-n,éci’Nc-&-n/,l’CiNc+k,écf/NC+k/7g/] = (C.15)
6n,k5n/,k’ él # /
5n,k’6n/7k’ + 51'71'/ (5n,n6k’,k/ — (;n,n’,k,k/) él = E

from which it follows that the average useful component, the powers of the
self-interference, the MUI power, the ISI power and the noise power from (C.4)
reduce to

(e,¢
E[Si,ﬁ] = Z |: zN )+n iNg +n]
1 ) ’
E [|A8i:f|2} = _2< ’AZN +n,iN.+n’ ‘|
C n’'=0;n'#n
N.— 2
(€,0) (€,0)
+ iN.+n,iN.+n ‘ Z A?,N 4n,iN¢ +n‘| )
400 1 Nc.—1 (Z 0 2
2
s - £ > & ] rnson] |
i’:—oo-i’;éz C n,n’

E[|MUL,*] = Z Z \E]

i'=—o00 0/=1;0'#L Ne n,n'=0

iNc+n,i’;Ne+n/

‘ 40

T

N.—1
L N
B [|W;|?] i S El|@in,4ne]’] (C.16)
¢ n=0

C.4 Overlay Sequences

In this section, an expression is presented for the averages over the chips in the
case of overlay sequences. The overlay sequence (2.44) consists of the product
of a real-valued non-random WH sequence {W H,, ,}, that is assigned to a user
£, and a complex-valued random sequence {PN;n, tn} (e.g., a complex-valued
pseudo-noise sequence), that is the same for all users:

CiNetn,t = WHyp ¢ PNiN, 4n (C.17)
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The random sequence is statistically independent of the orthogonal sequence.
Hence, the averages over the chips can be written as

E [Cch—s-n,ZCiNc-i-n',f] = E [PNi*NC+nPNiNc+n’] E [WHn7gWHnr7g] (018)

E [CIN, 40,0 Ci' Netn! 0 CiN AR CY N 1) = (C.19)
E[PN}y nPNiyN 4+ PNin kPN 1] -
E[WH, WH, ¢ WH, WH ]

Considering the averages over the chips for the random sequences (C.14), the
average (C.18) yields

E [C;(Nc—kn,ZCiNc—i-n’,f] = 5n,n’ (CQO)

Hence, the average useful component and the noise power in (C.4) yield

1= 00
E[Si,e] = Fc Z E |:A2(’]\’7C)+n,iNc+n:|
n=0
1 N.—1 )
E |:|Wivf|2j| — F Z E[|wiNc+n,€| ] (021)
€ n=0

Furthermore, considering the random character of the chips {PN;y.1,} and
the approximation found in (C.12) for the WH sequences, the average over the
chips in (C.19) can be written as

E €N 41,0 Ct Nt 0/ CiNo Ak £ Nk 0] (C.22)

5n,k5n/,k’ - ﬁéi,i’ ((Sn,n’ak,k’ - Jn,n’,k,k’) v ?’é 14
6n,k6n’,k¢’ + 5i,i’ (5n,n’5k,k’ - 5n,n’,k,k’) =1
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Hence, the self-interference power (C.4), the MUI power and the ISI power (C.5)
yield
21
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To investigate the accuracy of the expressions (C.12), (C.15) and (C.23), a
number of simulations are carried out. For the simulations, we consider a MC-
CDMA system. The transmit and receiver filter are square-root raised cosine
filters with rolloff & = 0. The spreading factor N, is chosen equal to the number
of carriers. For all users, we consider the same time-invariant channel with
exponentially decaying impulse response profile with parameter a = 0.57":

V2ae=% >0
hent) = 4 t<0

B Z N2(N, —1)<E

=10 40 &

E : A’LN +n,i’ Ne+n

C.5 Simulation Results

(C.24)

We consider the case of no cyclic prefix (v = 0). Furthermore, it is assumed that
all signals are synchronised, i.e., the signals are not disturbed by synchronisation
errors. In addition, we assume that the signals at the receiver transmitted by
the different users have the same signal energy. No equaliser is present, i.e.,
(gfn) r = 1 (2.51). In this case, we can concentrate on the effect of the sequences
only. A simulation point represents the total interference power corresponding
to a given assignment of sequences to the users; different simulation points
correspond to different assignments.

Figures C.2(a)-(c) show the total interference power, which is the sum of the
SI power, the MUI power and the ISI power, as function of the spreading factor
N, for the maximum load, i.e., the number N,, of active users equals N.. From
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the figures C.2(a)-(c), we observe that the fluctuation of the simulation results
about their average is small, i.e., the simulation results only slightly deviate from
their average. Furthermore, the average over the simulations and the total inter-
ference power obtained with expressions (C.13), (C.16) and (C.23) for the WH,
the random and the overlay sequences, respectively, well correspond. Hence, the
expressions (C.13), (C.16) and (C.23) yield a very accurate approximation for
the actual total interference power. Furthermore, we observe from the figures
C.2(a)-(c) that for an increasing spreading factor the total interference power
for the maximum load becomes essentially independent of the spreading factor,
in which case the interference power per user is inversely proportional to the
spreading factor.

In figures C.3(a)-(c), the total interference power is shown as function of the
load N, /N.. For the WH sequences and the overlay sequences (figures C.3(a)
and C.3(c)), we observe that for a decreasing load, i.e., when the number of
active users decreases, the simulation results strongly depend on the considered
sequences. The average over the simulation results, however, agrees with the
total interference power obtained with (C.13) and (C.23). The fluctuation of the
simulation results about their average is smaller for the overlay sequences than
for the orthogonal sequences, as the multiplication with the random sequences in
the case of overlay sequences slightly mitigates the dependency of the used WH
sequences. In the case of the random sequences (figure C.3(b)), the fluctuation
of the simulation results about their average is very small. Furthermore, the
correspondence between the average of the simulations and the interference
power of (C.16) is very good.

The total interference power in the case of a single active user (SI + ISI,
no MUI is present) is shown in figures C.4(a)-(c) as function of the spreading
factor. In the case of the WH sequences, the simulation results strongly depend
on the considered sequence. The average over the simulation results differs from
the interference power in (C.13): the approximation (C.11) is not accurate for
the sum of the SI and the ISI power, but yields a similar order of magnitude.
However, comparing the total interference power levels from figure C.4(a) (SI 4+
IST) with those from figures C.2(a) and C.3(a) (SI 4 ISI + MUI), it is clear that
the sum of the SI and the ISI power is negligible as compared to the MUI power
when the load is sufficiently high. Hence, the approximation (C.11) gives rise
to accurate results when the load is sufficiently high. For the random sequences
(figure C.4(b)) and the overlay sequences (figure C.4(c)), the fluctuation of the
simulation results about their average is very small. Furthermore, the average
over the simulations agrees with the interference power from (C.16) and (C.23).
As expected, the interference power (SI + ISI) is inversely proportional with
the spreading factor. Considering these simulation results, we observe that the
fluctuation of the simulation results about their average is small when the load
is sufficiently high. Furthermore, the average over the simulations agrees with
the total interference power obtained with (C.13), (C.16) and (C.23) for the
WH, the random and the overlay sequences, respectively. We conclude that the
expressions (C.13), (C.16) and (C.23) provide accurate approximations of the
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actual total interference power when the load is sufficiently high.
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Appendix D

Multicarrier Systems

D.1 Sufficient Cyclic Prefix Length

In this section, the relation between the sequence at the input of the IFFT at
the transmitter side and the sequence at the output of the FFT at the receiver
side of a multicarrier communication system is derived assuming a sufficient
cyclic prefix length, i.e., the duration of the channel impulse response does not
exceed the duration of the cyclic prefix. The block diagram of the multicarrier
system is shown in figure D.1.

The N components of the input sequence x(9) = [2i0 .. .2 n—1]T modulate
the orthogonal carriers. To cope with the channel dispersion, each transmitted
FFT frame is cyclically extended with a cyclic prefix, resulting in the time-
domain sequence of length N + v, s(9) = (86— sin-1]T

s() = ( OI L )Fx (D.1)

N

where 1
Fin=—=>"%,  kn=0,...,N-1 D.2
b = % (D.2)
is the matrix corresponding with the inverse FFT and I,; is the identity matrix
of order (M x M). The transmitted samples are fed to a composite channel
filter with impulse response ¢(t) and Fourier transform G(f). Disregarding the

additive noise, the signal at the receiver is given by

N—-1 +4oo

r(t) = Z Z sikg(t — (k+i(N +v)T) (D.3)

k=—vi=—00

Without loss of generality, we can restrict our attention to the frame i = 0.
In the following the index 4 is dropped. Evaluating the received signal in the

241
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mT

BalN insert remove y
—— IFFT guard R guard FFT ——

Tv Sik r(t) \L y

Figure D.1: Block diagram of a multicarrier structure.

interval [0, NT], it is clear from figure D.2 that for the case of a sufficient
cyclic prefix length (i.e., g(¢) = 0 for ¢ < 0 or ¢t > vT), the other transmitted
frames cause no interference. The signal (D.3) is sampled at the instants mT
(m=0,1,...,N — 1) resulting in the N samples r = [rg...7n_1]7

r=(0 Iy)TIs (D.4)
where Ty, i = g((k—k’)T) is the matrix containing the samples of the composite

channel impulse response g(t). From (D.1) and (D.4) it follows that the samples
T (form=0,1,...,N — 1) yield

“+o0

Z skg((m — k)T)

k=—oc0

1 N—-1 +o00 “+o0
_ \/—N an/ dfG(f)€j27rme Z ej27rk(%—fT)
n=0 -

k=—o0

/rTVl

1 N-1
= —— Z‘n€j2ﬂ%Gn (D5)
g

where G,, is the folded channel transfer function evaluated at the carrier fre-
quency n/NT:

1 n l
The samples r,, are demodulated using the FFT, which results in the samples
y = [y0-..yn—_1]T given by

y = Fir (D.7)
where F' is the Hermitian of the matrix F (D.2). Substituting (D.4) and (D.1)
into (D.7), we obtain

y = Dx (D.8)
where

D=F(0 IN)F<OINI”>F (D.9)

Assuming a sufficient cyclic prefix length, D reduces to a diagonal matrix con-
taining the folded channel transfer function evaluated at the carrier frequencies,
Dn,n’ = Gnényn/ (TL7TLI = 0, NN ,N - 1)
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Figure D.2: The multicarrier signal.

A similar analysis can be done for a linear time-varying composite channel
filter g(¢;7) with Fourier transform with respect to the time variable ¢ G(f; 7).
The signal at the receiver is now given by

N—-1 +oco

rt)= Y Y sikg(t— (k+i(N+v))T;t) (D.10)

k=—vi=—00

Considering the same assumptions as for the linear time-invariant filter, it is
found that for a sufficient cyclic prefix length the samples rj outside the cyclic
prefix at the input of the FFT are given by

1 N-1

rh=—— Y 2,2V G (kT),  k=0,1,...,N—1 D.11
K \/NZ (kT) (D.11)

where G, (kT') is the folded channel transfer function of the linear time-varying
filter at the instant k7" evaluated at the carrier frequency n/NT.

n=0

1 2 n 14
Gn(kT) = Y G (W + 7 kT> (D.12)

D.2 MMSE Filter

In this section, the MMSE filter for optimum detection and the corresponding
receiver structure are derived for a multicarrier system with a cyclic prefix.
Considering the demodulation of one FFT frame, it follows from (D.7) that the
samples at the output of the FFT are given by

y=Dx+n (D.13)

where n = [ng...ny_1]7 is the vector of the additive noise samples and D is
given by (D.9). The MMSE filter Hy that minimises the mean-square error
E[|Hoy — x/|?], is given by

Hy = E[xy%99e|E[yydeoer]—1
- R,D' (DR,D'+R,)" (D.14)
where R, = E[xx!] and R,, = E[nnf] are the autocorrelation matrices of

the input samples x and the noise samples n, respectively. A closed form of
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Figure D.3: MMSE receiver structure for a sufficient cyclic prefix length.

(D.14) is difficult to obtain, except for the maximum load, i.e., when all carriers
are modulated. Taking into account that FF' = Iy, assuming additive white
Gaussian noise with psd Ny (R,, = NoIy) and uncorrelated zero-mean input
samples with variance E[r?] = 02, the MMSE filter simplifies to

-1
H, = 02D} (agnDT + NOIN) (D.15)

from which it follows that the receiver applies the FFT outputs to a N x N
matrix filter Hy.

For a sufficient cyclic prefix length, it follows from (D.9) that the matrix
product D reduces to a diagonal matrix. In this case, the matrix filter Hy also
reduces to a diagonal matrix with diagonal elements

2 %
Uan

hy = —ra
o7|Gnl* + No

(D.16)

The corresponding receiver structure consists of an FFT followed by one-tap
equalisers that scale and rotate the FFT outputs, as shown in figure D.3.
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